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SECTION 1 


INTRODUCTION 


1. GENERAL INFORMATION 

This CPU board is a high performance single board computer based on the 68040 microprocessor 
and the VMEbus. The board incorporates a modular I/O subsystem which provides a high degree 
of flexibility for a wide variety of applications. The CPU board can be used with or without an I/O 
subsystem, called an "EAGLE" module. 

The board is able to hold a RAM Module which can be DRAM (CPU-40) or SRAM (CPU-41) based. 

The CPU-40/41 family design utilizes all of the features of the powerful FORCE Gate Array 
(FGA-002). Among its features is a 32-bit DMA controller which supports local (shared) memory, 
VMEbus and I/O data transfers for maximum performance, parallel real time operation and 
responsiveness. 

The EAGLE modules are installed on the CPU board via the FLXi (FORCE Local expansion interface). 
This provides a full 32-bit interface between the base board and the EAGLE module I/O subsystem, 
providing a range of I/O options. 

Four multiprotocol serial I/O channels, a parallel I/O channel and a Real Time Clock with on-board 
battery backup are installed on the base board which, in combination with EAGLE modules, make 
the CPU board a true single board computer system. 

A broad range of operating systems and kernels is available for the CPU board. However, as with 
all FORCE COMPUTERS' CPU cards, VMEPROM firmware is provided with the board at no extra 
cost. VMEPROM is a Real Time Kernel and is installed on the CPU board in the two 16-bit wide 
EPROM sockets, which results in a 32-bit wide System EPROM area. This ensures that the board 
is supplied ready to use. 
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Figure 1 -1 : Photo of the CPU Board 
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Figure 1-2: Block Diagram of the CPU Board 
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1.1 Features of the CPU Board 

• 68040 microprocessor: 25.0 MHz on CPU-40B/41 B/x 

• 68040 microprocessor: 33.0 MHz on CPU-40D/41 D/x 

• Shared DRAM Module: 4 Mbyte DRAM with Burst Read/Write and Parity Generation and 

Checking (DRM-01/4) 

1 6 Mbyte DRAM with Burst Read/Write and Parity Generation and 
Checking (DRM-01/16) 

• Shared SRAM Module: 4 Mbyte SRAM with Burst Read /Write (SRM-01 /4) 

8 Mbyte SRAM with Burst Read/Write (SRM-01 /8) 

• 32-bit high speed DMA controller for data transfers to/from the shared RAM, VMEbus 
memory and EAGLE modules; DMA controller is installed in the FGA-002. 

• Two system EPROM devices supporting 40-pin devices. Access from the 68040 using a 32- 
bit data path 

• One boot EPROM for local booting, initialization of the I/O chips and configuration of the 
FGA-002 

• 1 28 Kbyte SRAM with on-board battery backup 

• 1 28 Kbyte FLASH EPROM 

• FLXi interface for installation of one EAGLE module 

• Four Serial I/O interfaces, configurable as RS232/RS422/RS485, available on the front panel 

• 8-bit parallel interface with 4-bit handshake 

• Two 24-bit timers with 5-bit prescaler 

• One 8-bit timer 

• Real Time Clock with calendar and on-board battery backup 

• Full 32-bit VMEbus master/slave interface, supporting the following data transfer types: 

■ A32, A24, A1 6 : D8, D1 6, D32 - Master 

■ A32, A24 : D8, D1 6, D32 - Slave 

■ UAT, RMW, ADO 
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Features of the CPU Board (cont'd) 

• Four-level VMEbus arbiter 

• SYSCLK driver 

• VMEbus interrupter (IR 1-7) 

• VMEbus interrupt handler (IH 1-7) 

• Support for ACFAIL* and SYSFAIL 

• Bus timeout counters for local and VMEbus access (1 5 //sec) 

• VMEPROM, Real Time Multitasking Kernel with monitor, file manager and debugger 
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The following table summarizes the memory map of the CPU board. 

Table 1-1: The Memory Map 


Start 

Address 

End 

Address 

Type 

00000000 

003FFFFF 

Shared Memory (4 Mbyte) 

00000000 

007FFFFF 

Shared Memory (8 Mbyte) or 

00000000 

OOFFFFFF 

Shared Memory (16 Mbyte) 

00400000 

F9FFFFFF 

VMEbus Addresses (4 Mbyte Shared Memory) 

A r\no r\n 

AAO<L. 1704, U^*+, u IO, UO 

00800000 

F9FFFFFF 

VMEbus Addresses (8 Mbyte Shared Memory) 
A32: D32, D24, D16, D8 

01000000 

F9FFFFFF 

VMEbus Addresses (16 Mbyte Shared Memory) 
A32: D32, D24, D16, D8 

FA000000 

FAFFFFFF 

Message Broadcast Area 

FB000000 

FBFEFFFF 

VMEbus 

A24: D32, D24, D16, D8 

FBFF0000 

FBFFFFFF 

VMEbus 

A16: D32, D24, D16, D8 

FCOOOOOO 

FCFEFFFF 

VMEbus 
A24: D16, D8 

FCFFOOOO 

FCFFFFFF 

VMEbus 
A16: D16, D8 

FDOOOOOO 

FEFFFFFF 

Reserved 

FFOOOOOO 

FF7FFFFF 

SYSTEM EPROM 

FF800000 

FFBFFFFF 

Local I/O 

FFCOOOOO 

FFC7FFFF 

LOCAL SRAM 

FFC80000 

FFCFFFFF 

Local FLASH EPROM 

FFDOOOOO 

FFDFFFFF 

Registers of FGA-002 

FFEOOOOO 

FFEFFFFF 

BOOT EPROM 

FF803E00 

FF803FFF 

VMEbus Arbiter 

FFFOOOOO 

FFFFFFFF 

Reserved 
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This table gives a brief overview of the local I/O devices and the equivalent base address. 

Table 1-2: The Base Addresses of the Local I/O Devices 
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2. THE PROCESSOR 


2.1 The CPU 68040 

The 68040 is a third generation full 32 bit enhanced microprocessor. The 68040 is upward object 
code compatible with the 68030, 68020, 68010 and 68000 line of microprocessors. 

The 68040 combines a central processing unit core, an instruction cache, a data cache, a memory 
management unit, and an enhanced bus controller. 

This virtual memory processor utilizes multiple, concurrent execution units and a highly integrated 
architecture providing a high level of performance. 

The 68040 processor combines a 68030 compatible integer unit, a 68881/68882 compatible 
floating point unit (FPU), memory management units (MMUs), and a 4 Kbyte instruction and data 
cache. Cache functionality is strengthened by the built-in on-chip bus snooping logic which instantly 
supports cache logic during multimaster applications. 

Instruction administration is routed through both the integer unit and FPU, which link to the fully 
independent data and instruction memory units. Each memory unit consists of an MMU, an address 
translation cache (ATC), a main cache, and a snoop controller. 

The internal blocks are designed to operate in parallel, allowing instruction execution to be 
overlapped. In addition, the internal caches, the on-chip memory management unit, and the 
enhanced bus controller operate parallel to one another. 

The 68040 contains an enhanced bus controller that supports both synchronous/ asynchronous bus 
cycles and burst data transfers. It contains a nonmultiplexed address bus and data bus and supports 
32 bits of address and data. 
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Features of the 68040 

• Nonmultiplexed 32 bit address and data buses 

• 1 6 general purpose address and data registers (32 bit wide) 

• 8 floating point data registers (80 bit wide) 

• Two supervisor stack pointers (32 bit wide) 

• 19 special purpose control registers 

• 4 Kbyte instruction and 4 Kbyte data cache 

• On-chip paged memory management unit 

• Pipelined architecture with parallelism allowing accessesto internal caches, bus transfers, and 
instruction execution in parallel 

• Synchronous bus cycles and burst read and write data transfers 

• Complete floating point support given to the 68882 FPCP subset and software emulation 

• 68030 compatible 

• Low latency bus accesses to reduce cache miss penalty 

• Maximized throughput from the integer unit, FPU, MMU and bus controller 

• 4 Gbyte direct addressing range 
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2.2 The Shared RAM 

On this CPU board the shared RAM is placed on a module to allow the adaption of DRAM or SRAM 
to the base board. 

All signals which are needed to control the shared RAM are available on the RAM module connector. 
Therefore RAM devices with different access times can also be used on this CPU board to take 
advantage of the 68040 with higher frequency if it becomes available. 


2.2.1 The DRM-01/4 

The DRM-01/4 is a 4 Mbyte RAM module which is used on the CPU-40B/4. 

Features of the DRM-01/4 

• 4 Mbyte DRAM 

• Burst READ and Burst WRITE capability 

• Parity Generation and Checking 

• Asynchronous refresh is provided every 14/;s 

• Accessible via VMEbus 

The access address for the 68040 is $00000000 to $003FFFFF. 

The access address for the VMEbus is programmable in 4 Kbyte steps through the FGA-002. The 
defined memory range can be write protected in coordination with the address modifier codes. For 
example, in supervisor mode the memory can be read and written, in user mode memory can only 
be read. 

The DRAM module includes byte parity check for local and VMEbus accesses. If a parity error is 
detected on a VMEbus cycle, a BERR is forced to the VMEbus informing the requestor that a parity 
error has occurred. On local accesses, a Transfer Error Acknowledge (TEA) is forced to the 
processor if a parity error was detected. 

The following chart lists the required CPU clock cycles and wait states for accessing the shared 
RAM. 


Board 

Type 

68040 Clock 
Frequency 

No. of CPU Clock 
Cycles Counted 
From TS to TA 
for Normal Cycles 

No. of CPU Clock 
Cycles for 
Burst Cycles 

No. of Wait 
States for 
Normal Cycles 

No. of Wait 
States for 
Burst Cycles 

CPU-40/B 

25 MHz 

4 

1 

3 

0 
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2.2.2 The DRM-01/16 

The DRM-01/16 is a 1 6 Mbyte RAM module which is used on the CPU-40B/16. 

Features of the DRM-01/16 

• 1 6 Mbyte DRAM 

• Burst READ and Burst WRITE capability 

• Parity Generation and Checking 

• Asynchronous refresh is provided every 14//s 

• Accessible via VMEbus 

The access address for the 68040 is $00000000 to $00FFFFFF. 

The access address for the VMEbus is programmable in 4 Kbyte steps through the FGA-002. The 
defined memory range can be write protected in coordination with the address modifier codes. For 
example, in supervisor mode the memory can be read and written, in user mode memory can only 
be read. 

The DRAM module includes byte parity check for local and VMEbus accesses. If a parity error is 
detected on a VMEbus cycle, a BERR is forced to the VMEbus informing the requestor that a parity 
error has occurred. On local accesses, a Transfer Error Acknowledge (TEA) is forced to the 
processor if a parity error was detected. 

The following chart lists the required CPU clock cycles and wait states for accessing the shared 
RAM. 


Board 

Type 

68040-B Clock 
Frequency 

No. of CPU Clock 
Cycles Counted 
From TS to TA 
for Normal Cycles 

No. of CPU Clock 
Cycles for 
Burst Cycles 

No. of Wait 
States for 
Normal Cycles 

No. of Wait 
States for 
Burst Cycles 

CPU-40/B 

25 MHz 

4 

1 

3 

0 
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2.2.3 The SRM-01/4 

The SRM-01/4 is a 4 Mbyte RAM module which is used on the CPU-41 B/4. 


Features of the SRM-01/4 


• 4 Mbyte SRAM 

• Burst READ and Burst WRITE capability 

• Battery Backup via VMEbus 

• Accessible via VMEbus 

The access address for the 68040 is $00000000 to $003FFFFF. 

The access address for the VMEbus is programmable in 4 Kbyte steps through the FGA-002. The 
defined memory range can be write protected in coordination with the address modifier codes. For 
example, in supervisor mode the memory can be read and written, in user mode memory can only 
be read. 

Parity check is not necessary for SRAM devices, because these components are protected against 
soft errors owing alpha emission. The following chart lists the required CPU clock cycles and wait 
states for accessing the shared RAM. 


Board 

Type 

68040 Clock 
Frequency 

No. of CPU Clock 
Cycles Counted 
From TS to TA 
for Normal Cycles 

No. of CPU Clock 
Cycles for 
Burst Cycles 

No. of Wait 
States for 
Normal Cycles 

No. of Wait 
States for 
Burst Cycles 

CPU-41 /B 

25 MHz 

3 

1 

2 

0 
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2.2.4 The SRM-01/8 

The SRM-01/8 is an 8 Mbyte RAM module which is used on the CPU-41 B/8. 

Features of the SRM-01/8 


• 8 Mbyte SRAM 

• Burst READ and Burst WRITE capability 

• Battery Backup via VMEbus 

• Accessible via VMEbus 

The access address for the 68040 is $00000000 to $007FFFFF. 

The access address for the VMEbus is programmable in 4 Kbyte steps through the FGA-002. The 
defined memory range can be write protected in coordination with the address modifier codes. 

For example, in supervisor mode the memory can be read and written, in user mode memory can 
only be read. 

Parity check is not necessary for SRAM devices, because these components are protected against 
soft errors owing alpha emission. The following chart lists the required CPU clock cycles and wait 
states for accessing the shared RAM. 


Board 

Type 

68040 Clock 
Frequency 

No. of CPU Clock 
Cycles Counted 
From TS to TA 
for Normal Cycles 

No. of CPU Clock 
Cycles for 
Burst Cycles 

No. of Wait 
States for 
Normal Cycles 

No. of Wait 
States for 
Burst Cycles 

CPU-41 /B 

25 MHz 

3 

1 

2 

0 
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2.3 The System EPROM 

The CPU board offers two 40-pin EPROM sockets for the installation of two 16-bit wide EPROM 
devices. The EPROMs present a full 32-bit data path to the processor enabling maximum 
performance. The following devices are supported in the system EPROM area: 

Supported Device Types in the System EPROM Area: 


Organization 

Total Memory Capacity 

64K x 16 

256 Kbytes 

1 28K x 16 

512 Kbytes 

256K x 16 

1 Mbyte 

512K x 16 

2 Mbytes 


2.4 The Local SRAM 

The CPU board contains a 1 28K * 8 bit SRAM. Battery backup is provided via the on-board battery 
or the VMEbus +5VSTDBY line. 


2.5 The Local FLASH EPROM 

A 128 Kbyte FLASH EPROM is included on the base board of the CPU-40 which can be used as 
additional data backup under conditions of power down for long periods. FLASH EPROM is ideal to 
hold details of the board status, such as software revision or user data which is to be kept 
permanently. 


2.6 The Boot EPROM 

The CPU board contains, in addition to the two system EPROMs, a single boot EPROM to boot the 
local microprocessor, initialize all I/O devices and program the board-dependent functions of the 
FGA-002. All basic initialization of the I/O devices and the FGA-002 are made through the boot 
EPROM. 

In addition, the boot EPROM contains user utility routines, which may be called out of the user's 
application program. These routines provide easy software access to the functionality of the 
FGA-002 (DMA controller, FORCE Message Broadcast, Interrupt Management, etc.). 
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2.7 The FGA-002 


One of the main features on this CPU board is the FGA-002 Gate Array with 24,000 gates and 281 
pins. The FGA-002 controls the local bus and builds the VMEbus interface. It also includes a DMA 
controller, a complete interrupt handler, message broadcast interface (FMB), timer functions, mailbox 
locations, and a VMEbus interrupter. This gate array monitors the local bus, which in turn signifies 
that if any local I/O device is to be accessed, the gate array overrules all control signals, used 
address signals, and data signals. 


The FGA-002 serves as a VMEbus manager. All VMEbus address and data lines are connected to 
the gate array through the buffers. Additional functions such as the VMEbus interrupt handler are 
also installed on the FGA-002. The on-chip DMA controller can access the iocai memory, VMEbus 
memory, and on-board devices which are able to function in a DMA mode. The start address of the 
FGA-002 registers is $FFD00000. All registers of the gate array and associated functions are 
described in detail in the FGA-002 Users Manual. On the following page you will find a list of 
features for the FGA-002. 


Features of the FGA-002 


• 32 bit DMA Controller 

• 2 Message Broadcast Channels (FMB) 

• 8 Mailbox Interrupt Channels 

• One 8 bit timer 

• Complete Interrupt Management for VMEbus interrupts, ACFAIL, SYSFAIL, Onboard 
Interrupts and FGA-002 internal interrupts 

• VMEbus interface including a single level arbiter 

• Decoding logic for accesses to the Shared Memory of the CPU board 

A complete functional description of the FGA-002 may be found in the FGA-002 Users Manual. 
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2.8 The Pl/T 68230 

The MC68230 Parallel Interface/Timer (Pl/T) provides versatile double buffered parallel interfaces and 
an operating system oriented timer for MC68000 systems. The parallel interfaces operate in 
unidirectional or bidirectional modes, 8 or 1 6 bits wide. The Pl/T timer contains a 24 bit wide 
counter and a 5 bit prescaler. 

Features of the Pl/T 

• MC68000 Bus Compatible 

• Port Modes Include: Bit I/O 

Unidirectional 8 bit and 1 6 bit 
Bidirectional 8 bit and 1 6 bit 

• Selectable Handshaking Options 

• 24 bit Programmable Timer 

• Software Programmable Timer Modes 

• Contains Interrupt Vector Generation Logic 

• Separate Port and Timer Interrupt Service Requests 

• Registers are Read/Write and Directly Addressable 
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2.8.1 The I/O Configuration of PI/T1 

Port A is connected to the two 4 bit HEX rotary switches provided on the front panel for application 
dependent settings. 

Port B is used for programming the local base address for A24 accesses from the VMEbus. 

Port C is used for port and timer interrupts and to control the RMC behavior of the board. 


2.8.2 The I/O Configuration of PI/T2 

Port A and the handshake lines are routed to a 24-pin header which allows the connection of a flat 
cable. 8 bits are connected to port A of the Pl/T and can be used as inputs or outputs, with the 
remaining 4 bits being connected to the handshake pins of the Pl/T. This port can be used to 
establish a "Centronics type" interface. 

Port B allows the memory capacity of the Shared RAM to be read. Each CPU board of this type 
contains three readable status bits describing the memory capacity. In addition, the CPU board type 
can be read through the remaining 5 bits. 

Port C grants the RAM type (DRAM/SRAM) burst and parity capability of the Shared RAM to be 
read. 

A "Powerup Reset" can be initiated by software. 
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2.9 The Real Time Clock 72423 

There is a Real Time Clock (RTC) 72423 installed on the CPU board. The CPU board contains a self 
supportive battery to sustain the RTC during power down. 

Features of the RTC 

• Built-in quartz oscillator makes regulation unnecessary and allows easy design 

• Direct bus compatibility (120 ns access time) 

• Incorporated built-in time (hour, minute, second), and date (year, month, week, day) counters 

• 12 hour and 24 hour clock switchover functions and automatic leap year setting 

• Interrupt masking 

• An error adjustment time function of 30 seconds 

• READ, WRITE, HOLD, STOP, RESET, and CHIP SELECT inputs 

• The C-MOS 1C boasts low current consumption and features a backup function 

• A 24-pin so package 
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2.10 The DUSCC 68562 

The Dual Universal Serial Communications Controller (DUSCC) 68562 is installed to communicate 
with terminals, computers, or other equipment. 

The DUSCC is a single chip MOS-LSI communications device providing two independent, 
multiprotocol, full duplex receiver/transmitter channels in a single package. Each channel consists 
of a receiver, transmitter, 16-bit multifunction counter/timer, digital phaselocked loop (DPLL), 
parity/CRC generator and checker, and associated control circuits. 

Features of the DUSCC 

• Dual full duplex synchronous/asynchronous receiver and transmitter 

• Multiprotocol operation consisting of: 

BOP: HDLC/ADCCP, SDLC, SDLC Loop, X.25 or X.75 link level 

COP: BISYNC, DDCMP, X.21 

ASYNC: 5-8 bit plus optional parity 

• Programmable data encoding formats: NRZ, NRZI, FMO, FM1, Manchester 

• 4 character receiver and transmitter FIFOs 

• Individual programmable baud rate for each receiver and transmitter 

• Digital phase locked loop 

• User programmable counter/timer 

• Programmable channel modes full/half duplex, auto echo, local loopback 

• Modem control signals for each channel: RTS, CTS, DCD 

• CTS and DCD programmable autoenables for Receiver (RX) and Transmitter (TX) 

• Programmable interrupt on change of CTS or DCD 
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2.10.1 The I/O Configuration of DUSCC1 and DUSCC2 

The four channels may be configured to function as a RS232 or RS422/RS485 compatible interface. 
Termination resistors can be installed to adapt various cable lengths and reduce reflections upon the 
selection of the RS422/RS485 compatible interface. The DUSCC can interrupt the local CPU at a 
specified programmable IRQ level. 


I/O Signals for DUSCC1 : 


The I/O signal assignment of channel 1 to 2 is listed as follows: 


Signal 

Input 

Output 

9 Pin Micro 
D-Sub Connector 

Description 

DCD 

X 


1 

Data Carrier Detect 

RXD 

X 


2 

Receive Data 

TXD 


X 

3 

Transmit Data 

DTR 


X 

4 

Data Terminal Ready 

GND 



5 

Signal GND 

DSR 

X 

X 

6 

Data Set Ready 

RTS 


X 

7 

Request to Send 

CTS 

X 


8 

Clear to Send 

GND 



9 

Signal GND 
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The I/O signals of channel 1 can be connected to the VME connector P2 in parallel to the 9-pin Micro 
D-Sub connector as follows: 


Signal 

Input 

Output 

VME Connector 
P2 

Description 

DCD 

X 


c29 

Data Carrier Detect 

RXD 

X 


c30 

Receive Data 

TXD 


X 

c31 

Transmit Data 

rvTD 
u m 


V 

A 

nOO 

+ o I tr rv> ■ **>*-*! D/\nrJi f 

uaia i uiiiiiiiai ncauy 

DSR 

X 

X 

a29 

Data Set Ready 

RTS 


X 

a30 

Request to Send 

CTS 

X 


a31 

Clear to Send 

GND 



a32 

Signal GND 


NOTE 

This is only possible if these VMEbus P2 lines are not used by an EAGLE module. 


I/O Signals for DUSCC2: 


The I/O signal assignment of channels 3 and 4 is listed as follows: 


Signal 

Input 

Output 

9 Pin Micro 
D-Sub Connector 

Description 

DCD 

X 


1 

Data Carrier Detect 

RXD 

X 


2 

Receive Data 

TXD 


X 

3 

Transmit Data 

DTR 


X 

4 

Data Terminal Ready 

GND 



5 

Signal GND 

DSR 

X 

X 

6 

Data Set Ready 

RTS 


X 

7 

Request to Send 

CTS 

X 


8 

Clear to Send 

GND 



9 

Signal GND 
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2.11 The EAGLE Modules 

EAGLE modules are I/O subsystems designed not only to increase the functionality of the board but 
to add the exact I/O features to fit the application requirement. EAGLE modules connect directly 
onto the FLXi of the base board. FLXi and EAGLE modules will be a feature on future FORCE board 
generations to ensure continued flexibility. 

If your CPU board is assembled with an EAGLE module please refer to the "EAGLE Module" manual 
which is shipped with this board and should be placed in Section 6 of this manual. 


2.12 The VMEbus Interface 

The CPU board has a full 32-bit VMEbus interface. The address modifier codes for A1 6, A24 and 
A32 addressing are fully supported in master mode. In slave mode, the address modifiers for A32 
and A24 are fully supported. 

Read-Modify-Write cycles are fully supported to allow multiple CPU boards to be synchronized via 
the shared RAM. The FGA-002 determines whether or not an access to the shared RAM is allowed 
and, if allowed, controls the access cycle. 

The CPU board provides an interrupt handler capability (IH 1-7) which can be enabled/disabled by 
programming the FGA-002. The CPU board also provides an interrupter function which enables the 
board to send interrupts to the VMEbus on seven programmable levels with a software- 
programmable vector. 

The following bus release modes are supported: 


RWD 

= 

Release When Done 

ROR 

= 

Release On Request 

RBCLR 

= 

Release On Bus Clear 

RAT 

= 

Release After Timeout 

REC 

= 

Release Every Cycle 

ROACF 

= 

Release On ACFAIL* 
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Each of the listed modes is software programmable inside the gate array. The bus request level of 
the CPU board is jumper or software selectable (BRO-3). 

The DMA controller installed in the FGA-002 on the CPU board is able to access the VMEbus 
interface independently from the microprocessor, enabling VMEbus communication to take place 
without impacting the processing capabilities of the rest of the board for number crunching or 
servicing on-board I/O. 

A four level arbiter with round robin and prioritized round robin arbitration modes, a power monitor, 
a SYSRESET* generator, IACK* daisy chain driver and support for ACFAIL*, SYSFAIL* and SYSCLK 
complete the VMEbus interface. 
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2.13 The Monitor of the CPU board 

Every CPU board contains VMEPROM, a real time multitasking monitor debugger. It consists of a 
powerful real time kernel, file manager and monitor/debugger with 68040 line 
assembler/disassembler. 

The monitor/debugger includes all functions to control the real time kernel and file manager as well 
as all tools required for program debugging such as breakpoints, tracing, memory display, memory 
modify and host communication. 

VMEPROM supports several memory and I/O boards on the VMEbus to take full advantage of the 
file manager and kernel functions. 

A built-in selftest checks all on-board devices and memory. This allows detection of any failures on 
the board. 

Memory initialization and test commands offer easy installation of global memory in the environment 
on the local RAM and/or the VMEbus. 

The one line assembler/disassembler is 68040 compatible and supports all 68040 commands in the 
original mnemonic described in the MC 68040 User's Manual. 
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2.14 Default Jumper Settings on the CPU Board 

The following are the default jumper settings and a location diagram displaying all jumpers. 
Default Jumper Settings for the CPU 


Jumperfield 

Description 

B2 

Reset Voltage Sensor 

B20 

Backup Supply for Local SRAM and 
RTC via + 5VSTDBY 

B1 

Backup Supply for Local SRAM and 
RTC via Bat 1 


Default 

Connection 



Default Jumper Settings for System EPROMs and SRAM/EEPROM 


Jumperfield 

Description 

Default 

Connection 

Schematics 

B1 1 

System EPROM device select 

1-6 

SH5 




A4 

B16 

FLASH EPROM write dis-/enable 

1-2 

SH4 




C2 


Default Jumper Settings for Serial I/O (RS232) 


Jumperfield 

Description 

B3 

Connector 1 , PD1 
(DUSCC1 Port #1) 

B4 

Connector 2, PD2 
(DUSCC1 Port #2) 

B5 

Connector 1, PD1 
(DUSCC1 Port #1) 

B6 

Connector 2, PD2 
(DUSCC Port #2} 

B7 

Connector 3, PD3 
(DUSCC2 Port #3) 

B8 

Connector 4, PD4 
(DUSCC2 Port #4) 

B9 

Connector 3, PD3 
(DUSCC2 Port # 3 ), PD3 

BIO 

Connector 4, PD4 
(DUSCC Port #4), PD4 


Default 

Connection 



Schematics 
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Default Jumper Settings for VMEbus 


Jumperfield 

Description 

Default 

Connection 

Schematics 

B19 

Four level Arbiter Request Level 

1-6 

SH9 



2-5 

B4 



3-4 


B13 

SYSCLK 

1-8 

SH10 


SYSFAIL 

2-7 

C2 


Receive VMEbus RESET 

3-6 



Drive VMEbus RESET 

4-5 



Default Jumper Settings for Test 


Jumperfield 

Description 

Default 

Connection 

Schematics 

B17 

Clock Signal to CPU 

1-2 

SHI 6 
A1 


Headers for 12 Bit I/O and 8 Bit I/O 
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3. SPECIFICATIONS OF THE CPU BOARD 


CPU Type 

68040 

CPU Clock Frequency 

CPU-40B/X 

25.0 MHz 


CPU-40D/X 

33.0 MHz 

Shared DRAM Capacity with Parity 

CPU-40 X/4 

4 Mbytes 


CPU-40X/1 6 

1 6 Mbytes 

Shared SRAM Capacity 

CPU-41 X/4 

4 Mbytes 


CPU-41 X/8 

8 Mbytes 

SRAM Capacity with On-board Battery Backup 


1 28 Kbytes 

FLASH EPROM 


1 28 Kbytes 

Number of System EPROM Sockets 


2 

Data Path 


32-Bits 

Serial I/O Interfaces (68562) 


4 

RS232/RS422/RS485 Compatible 


4 of 4 

24-bit Timer with 5-bit Prescaler 


2 

8-bit Timer 


1 

Parallel I/O Interface (68230) 

1 2 Lines 

Real Time Clock with On-board Battery Backup 

72423 

VMEbus Interface A32, A24, A16:D8, D16, D32, 

UAT, RMW 

Master 

A32, A24:D8, D16, D32, RMW 


Slave 

Four Level Arbiter 


Yes 

SYSCLK Driver 


Yes 

Mailbox Interrupts 


8 

FORCE Message Broadcast 

FMB FIFO 0 

1 


FMB FIFO 1 


VMEbus Interrupter/VMEbus and Local Interrupt Handler 


1 to 7 

All Sources can be Routed to a Software Programmable IRQ Level 


Yes 

RESET/ABORT Switch 

Yes 

VMEPROM Firmware Installed on All Board Versions 

256 Kbytes 

Power Requirements 

+ 5V min/max 

5.2A/6.0A 


+ 1 2V min/max 

0.1 A/0. 3A 


-1 2V min/max 

0.1 A/0.3A 

Operating Temperature with Forced Air Cooling 


0 to + 50°C 

Storage Temperature 


-40 to + 85°C 

Relative Humidity (noncondensing) 


0 to 95% 

Board Dimensions 


234x1 60mm/9. 2x6. 3in 

No. of Slots Used 


1 
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4. ORDERING INFORMATION 


SYS68K/CPU-40B/4-00 

SYS68K/CPU-40B/4-01 

SYS68K/CPU-40B/1 6-00 
SYS68K/CPU-40B/1 6-01 

SYS68K/CPU-40D/4-00 

SYS68K/CPU-40D/4-01 

SYS68K/CPU-40D/1 6-00 
SYS68K/CPU-40D/1 6-01 

SYS68K/CPU-41 B/4-00 
SYS68K/CPU-4 IB/4-01 

SYS68K/CPU-41 B/8-00 
SYS68K/CPU-41 B/8-01 

SYS68K/CPU-41 D/4-00 
SYS68K/CPU-41 D/4-01 

SYS68K/CPU-41 D/8-00 


25.0 MHz 68040 based CPU board with DMA, 4 Mbyte shared DRAM, 4 serial 
I/O channels, FLXi, VMEPROM. Documentation included. 

25.0 MHz 68040 based CPU board with DMA, 4 Mbyte shared DRAM, 4 serial 
I/O channels, EAGLE-01 C (SCSI, floppy disk and Ethernet Interface), 
VMEPROM. Documentation included. 

25.0 MHz 68040 based CPU board with DMA, 1 6 Mbyte shared DRAM, 4 serial 
I/O channels, FLXi, VMEPROM. Documentation included. 

25.0 MHz 68040 based CPU board with DMA, 1 6 Mbyte shared DRAM, 4 serial 
I/O channels, EAGLE-01 C (SCSI, floppy disk and Ethernet Interface), 
VMEPROM. Documentation included. 

33.0 MHz 68040 based CPU board with DMA, 4 Mbyte shared DRAM, 4 serial 
I/O channels, FLXi, VMEPROM. Documentation included. 

33.0 MHz 68040 based CPU board with DMA, 4 Mbyte shared DRAM, 4 serial 
I/O channels, EAGLE-01 C (SCSI, floppy disk and Ethernet Interface), 
VMEPROM. Documentation included. 

33.0 MHz 68040 based CPU board with DMA, 1 6 Mbyte shared DRAM, 4 serial 
I/O channels, FLXi, VMEPROM. Documentation included. 

33.0 MHz 68040 based CPU board with DMA, 1 6 Mbyte shared DRAM, 4 serial 
I/O channels, EAGLE-01 C (SCSI, floppy disk and Ethernet Interface), 
VMEPROM. Documentation included. 

25.0 MHz 68040 based CPU board with DMA, 4 Mbyte shared SRAM, 4 serial 
I/O channels, FLXi, VMEPROM. Documentation included. 

25.0 MHz 68040 based CPU board with DMA, 4 Mbyte shared SRAM, 4 serial 
I/O channels, EAGLE-01 C (SCSI, floppy disk and Ethernet Interface), 
VMEPROM. Documentation included. 

25.0 MHz 68040 based CPU board with DMA, 8 Mbyte shared SRAM, 4 serial 
I/O channels, FLXi, VMEPROM. Documentation included. 

25.0 MHz 68040 based CPU board with DMA, 8 Mbyte shared SRAM, 4 serial 
I/O channels, EAGLE-01 C (SCSI, floppy disk and Ethernet Interface), 
VMEPROM. Documentation included. 

33.0 MHz 68040 based CPU board with DMA, 4 Mbyte shared SRAM, 4 serial 
I/O channels, FLXi, VMEPROM. Documentation included. 

33.0 MHz 68040 based CPU board with DMA, 4 Mbyte shared SRAM, 4 serial 
I/O channels, EAGLE-01 C (SCSI, floppy disk and Ethernet Interface), 
VMEPROM. Documentation included. 

33.0 MHz 68040 based CPU board with DMA, 8 Mbyte shared SRAM, 4 serial 
I/O channels, FLXi, VMEPROM. Documentation included. 
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SYS68K/CPU-41 D/8-01 
SYS68K/IOBP-1 

SYS68K/CABLE MICRO-9 SET 1 
SYS68K/CABLE MICRO-9 SET 2 
SYS68K/VMEPROM/40/UP 
SYS68K/VMEPROM/UM 
SYS68K/CPU-40/UM 


33.0 MHz 68040 based CPU board with DMA, 8 Mbyte shared SRAM, 4 serial 
I/O channels, EAGLE-01 C (SCSI, floppy disk and Ethernet Interface), 
VMEPROM. Documentation included. 

Backpanel for single board computers providing SCSI and floppy disk drive 
connectors. 

Set of three adapter cables 9-pin micro D-Sub male connector to 9-pin D-Sub 
female connector, length 2 m. 

Set of four adapter cables 9-pin micro D-Sub male connector to 25-pin D-Sub 
female connector, length 2 m. 

VMEPROM update service for the SYS68K/CPU-40 series. 


VMEPROM User's Manual excluding the SYS68K/CPU-40 description. 


User's Manual for the SYS68K/CPU-40 product, including VMEPROM User's 
Manual and EAGLE-01 C User's Manual (separately available as 

EAGLE-01 C/UM). 


SYS68K/FGA-002/UM 


User's Manual for the FGA-002 Gate Array. 
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6.8 RESET Generation 

There is an IEEE 1014 compatible SYSRESET* driver installed on the CPU board. The RESET 
generator circuitry is operable if the power supply VCC is at least 3 volts. The RESET signal can be 
asserted (low) on any one of the following conditions: 

• Front Panel RESET switch toggled 

• Voltage Sensor detects VCC below limit (4.8V) 

• Execution of the RESET instruction by the microprocessor on the board 

The asserted RESET signal will be held low for at least 200 milliseconds after removing all the above 
conditions. 

When the Reset Switch is toggled twice a Powerup equivalent Reset can be generated. The time 
lapse immediately after the Reset Switch is released must be 0,2 seconds or less. 

6.8.1 The Front Panel RESET Switch 

The upper switch on the front panel of the CPU board is the RESET switch. Toggling it provides a 
reset of all on-board devices, independent from the jumper options. With the jumper B13 3-6 
connection inserted, the SYSRESET* signal of the VMEbus backplane will be asserted. When the 
RUN LED is red, the processor is in the HALT state. For example, this state will be entered if a 
double bus fault occurs. A reset of the board must be performed by toggling the RESET switch or 
by asserting the SYSRESET* backplane signal. The light of the RUN LED is also red while the RESET 
generator drives the reset. After reset, the red light must change to green. 

6.8.2 The Voltage Sensor Module FH001 

The voltage sensor module FH001 is included with the RESET generator. Power up reset is provided 
by this sensor, as soon as the supply voltage VCC has reached 3 volts. RESET will be asserted if 
VCC is less than 4.8 volts on the board, once the jumper B2 pin 1-2 is removed (B). This jumper 
is removed upon delivery. When the jumper at B2 1-2 is inserted (A), RESET will be asserted if VCC 
is less than 4.6 volts. RESET will stay asserted at least 200 milliseconds after the supply voltage 
has passed the threshold. Jumperfield B2 pin 1-2 must be removed for normal operation, and may 
be inserted for test purposes. 

Figure 6-7: Jumper Settings for Jumperfield B2 


A) B2 

1 

i — o 

2 

B) B2 

1 

0 

m 

4.6V 




4.8V 


L-Z 1 


(default) 
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Figure 6-8: Location Diagram of Jumperfield B2 
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6.8.3 VMEbus RESET Conditions 
6.8.3. 1 Receive RESET from VMEbus 

In order to receive a RESET from the VMEbus on the CPU board, jumper B1 3, 4-5 must be inserted. 
If removed, the SYSRESET signal from the VMEbus is not monitored on the CPU board. 

B13 

8 7 6 5 



6.8.3. 2 Drive RESET to VMEbus 

To drive the RESET signal on the VMEbus, jumper B13, 3-6 must be inserted on the CPU board. 
When inserted, the RESET from the front panel switch and voltage monitor are driven to the 
VMEbus. If not inserted, SYSRESET is not VMEbus driven. 

B13 

8 7 6 5 



12 3 4 


6. 8. 3. 3 Default Configuration of Jumperfield B13 

By default, SYSCLK and SYSRESET are driven to the VMEbus; SYSRESET and SYSFAIL are 
monitored by the CPU board. 

B13 

8 7 6 5 
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6.8.4 The RESET Instruction 

The RESET instruction of the microprocessor is designed to reset peripherals under program control, 
without resetting the processor itself. This instruction is fully supported by the CPU board. The 
RESET instruction triggers the RESET generator and resets all peripherals on the board driving RESET 
to low. At this point the processor on the CPU itself will not be reset. Therefore, program execution 
will go on with the next operation code. If another board asserts SYSRESET* before this instruction 
triggered reset is ended, then the processor will still not be reset because of a lockout logic. 
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APPENDIX A 


SPECIFICATIONS OF THE CPU BOARD 


CPU Type 

68040 

CPU Clock Frequency 

CPU-40B/X 

25.0 MHz 


CPU-40D/X 

33.0 MHz 

Shared DRAM Capacity with Parity 

CPU-40X/4 

4 Mbytes 


CPU-40X/1 6 

1 6 Mbytes 

CPU Clock Frequency 

CPU-4 IB/x 

25.0 Mhz 


CPU-41 D/x 

33.0 MHZ 

Shared SRAM Capacity 

CPU-41 X/4 

4 Mbytes 


CPU-41 X/8 

8 Mbytes 

SRAM capacity with On-board Battery Backup 


1 28 Kbytes 

FLASH EPROM 


1 28 Kbytes 

Number of System EPROM Sockets 


2 

Data Path 


32-bits 

Serial I/O Interfaces (68562) 


4 

RS232/RS422/RS485 Compatible 


4 of 4 

24-bit Timer with 5-bit Prescaler 


2 

8-bit Timer 


1 

Parallel I/O Interface (68230) 

1 2 lines 

Real Time Clock with On-board Battery Backup 

72423 

VMEbus Interface A32, A24, A16:D8, D16, D32, 

UAT, RMW 

Master 

A32, A24:D8, D16, D32, RMW 


Slave 

Four Level Arbiter 


Yes 

SYSCLK Driver 


Yes 

Mailbox Interrupts 


8 

FORCE Message Broadcast 

FMB FIFO 0 

8 bytes 


FMB FIFO 1 

1 byte 

VMEbus Interrupter/VMEbus and Local Interrupt Handler 


1 to 7 

All Sources can be Routed to a Software Programmable IRQ Level 


Yes 

RESET/ABORT Switch 

Yes 

VMEPROM Firmware Installed on All Board Versions 

256 Kbytes 


TO BE CONTINUED 
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SPECIFICATIONS OF THE CPU BOARD CONTINUED 


Power Requirements +5V min/min 

+ 1 2V min/max 
-1 2V min/max 

5.2A/6.0A 
0.1 A/0. 3A 
1.0A/0.3A 

Operating Temperature with Forced Air Cooling 

0 to + 50°C 

Storage Temperature 

-40 to + 85C 

Relative Humidity (noncondensing) 

0 to 95% 

Board Dimensions 

234x1 60mm/9.2x6.3in 

No. of Slots Used 

1 
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5. HISTORY OF MANUAL REVISIONS 


Revision No. 


Description 


First Print. 


The following sections/pages have been changed: 
Section 1: 

Page 2-16 (EPROM Description) 

Section 3: 

Pages 3-1 1 , 3-12, 3-1 4, 3-1 5 (EPROM Description) 

Section 4: 

Page F-1 (EPROM Description) 

Sections 7, 8, and 9: 

These have been changed to adapt to 
VMEPROM Version 2.74 

Section 1 : 

Chapter 3: Power Requirements for + 12V changed 
from 0.1A/0.5A to 0.1A/0.3A 

Section 3: 

Chapter 3.9.4 has been eliminated. 

Chapter 3.9.12: New Board Identification. 

Chapter 3.9.16: 1 and 0 were switched. 


Rework for PCB Revision 2 


Date of Last Change 


FEB/05/1991 


APR/16/1991 


AUG/23/1991 


FEB/03/1992 
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WARNING 


TO AVOID MALFUNCTIONS AND COMPONENT DAMAGES, PLEASE 
READ THE COMPLETE INSTALLATION PROCEDURE BEFORE THE 
BOARD IS INSTALLED IN A VMEBUS ENVIRONMENT. 
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1 . GENERAL OVERVIEW 

Easy installation of the CPU board is provided since the memory map, the I/O devices, and the 
interfaces are configured to communicate with a standard terminal containing RS232 interface. 

The monitor (VMEPROM) boots up automatically with the setup of the rotary switches on the front 
panel. 


1.1 The Rotary Switches 

Two rotary switches are installed on the CPU board to configure the startup of the VMEPROM or 
a user program. 

The following lists the default configuration for bootup. 


Switch 

Hex Code 

2 

$F 

1 

$F 


The different functions of the rotary switches are described in detail in the Introduction to 
VMEPROM as well as in the Hardware User's Manual of this particular CPU board. 


1.2 The Function Switch Positions 

The CPU board contains two function switches. These two switches are defined as RESET and 
ABORT. The RESET switch is located in the first and upper position, and the ABORT switch is 
located directly underneath in the second and lower position. 

The two moveable positions of these switches are defined as "Up" and "Down". 

All function switches must be set to the position "Down" upon performing initial installation. 

Please toggle each of the switches before installing the board in the rack in order to detect 
mechanical damages to the switches during transport. 
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Figure 1 -1 : Front Panel of CPU Board and the Rotary Switch Positions 
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1 .3 Connection of the Terminal 

The terminal must be connected to the 9-pin Micro D-Sub connector 1 on the CPU board. 

The board is delivered with a 9-pin Micro D-Sub to 9-pin D-Sub adapter cable. 

The following communication setup is used for interfacing the terminal. Please configure the 
terminal to this setup. 

No Parity 

8 Bits per character 
1 Stop Bit 
9600 Baud 

Asynchronous Protocol 

The hardware interface is RS232 compatible. The following signals are supported on the 9-pin Micro 
D-sub connector on the front panel: 


Signal 

input 

Output 

Required 

9 Pin Micro 
D-Sub Connector 

Description 

9 Pin D-Sub of the 
Adapter Cable 

DCD 

X 



1 

Data Carrier Detect 

1 

RXD 

X 


X 

2 

Receive Data 

2 

TXD 


X 

X 

3 

Transmit Data 

3 

DTR 


X 


4 

Data Terminal Ready 

4 

GND 




5 

Signal GND 

5 

DSR 

X 

X 


6 

Data Set Ready 

6 

RTS 


X 

X 

7 

Request to Send 

7 

CTS 

X 


X 

8 

Clear to Send 

8 

GND 



X 

9 

Signal GND 

9 


CAUTION 

1) The terminal used must not drive a signal line which is marked to be an output of 
CPU board. 

2) All signals marked as "Required" must be supported from the terminal to enable 
the transmission. 

3) If the terminal is configured to the listed setup, please connect the 9-pin Micro D- 
Sub connector to the terminal with a cable which supports all of the required 
signals. 
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Figure 1-2: Pinout of the Micro D-Sub and D-Sub Connector for RS232 


A} Micro DSUB Male Connector Soldered 
on the CPU Board 

RS232 

Pa 


DSR 

RTS 

CTS 

GND 



DCD 

RXD 

TXD 

DTR 

GND 


B3 Micro DSUB and DSUB Female Connectors 
on the Adapter/ Term i na I Cable 

RS232 

Pa 


GND 


CTS 


RTS 


DSR 



GND 

DTR 

TXD 

RXD 

DCD 
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1 .4 The Default Hardware Setup 

The VMEbus interface is configured to be used immediately, without any changes. 

This results in a default hardware setup which may conflict with other boards installed in the rack. 


The following signals are driven/received from the CPU board: 
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2. INSTALLATION IN THE RACK 

The CPU board can immediately be mounted into a VME rack at slot 1 . 


CAUTION 

1) Switch off power before installing the board to avoid electrical damage to the 
components. 

2) The CPU board contains a special ejector (the handles). 

The board must be plugged in, and the screws on the front panel tightened up to 
guarantee proper installation. 

3) Unplug every other VMEbus board to avoid conflicts. 


2.1 Power ON 

Power to the VMEbus rack may be switched on when the board is correctly installed, the switches 
are in the correct positions, and the terminal is correctly configured and under power. 

Initially, the green RUN LED will light up, and after one to three seconds the message "Wait until 
hard disk is up to speed" will be displayed. A few seconds later the VMEPROM banner should 
appear. 

The terminal is now at the user's discretion. At this point, it is advised to make a few carriage 
returns, to obtain the question mark (?_) prompt. 
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2.2 Correct Operation 

To test the correct operation of the CPU board, the following command must be typed in: 

? SELFTEST <cr> 

It is a matter of a few seconds until all tests are completed. Once all tests are completed, the 
following messages will appear on the screen: 

VMEPROM Hardware Selftest 
I/O test ..... .passed 

Memory test passed 

Clock test passed 

Any errors will be reported as they occur. 

If an error message is displayed, please refer to Section 7, "Introduction to VMEPROM" containing 
the command description "SELFTEST " . 
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3. ENVIRONMENTAL REQUIREMENTS 

This board was specified and tested for reliable operation under certain environmental conditions. 
Based on our performance tests, this board is capable of operating within the temperature range of 
0°C to 50°C when used inside of a FORCE TARGET-32 chassis. The following chart details the 
calculated rate of forced air cooling. 

Rate of Forced Air Cooling 


Air Cooling per Board 

Total Air Cooling - Target-32 

5.5 CFM* = 0.0026 cubic meter/sec 

131 CFM = 0.062 cubic meter/sec 

275 LFM** = 1 .4 meter/sec 

275 LFM = 1.4 meter/sec 

* CFM = Cubic Feet per Minute ** LFM = Linear Feet per Minute 


The TARGET-32 chassis performs forced air cooling using four axial fans. The amount of airflow 
needed for cooling and normal operation is reflected by certain factors such as ambient temperature, 
number and location of boards in the system, and outside heat sources. Sufficient air cooling is 
normally obtained when 5.5 CFM and 275 LFM is circulating around each board at an ambient 
temperature between 0°C and 50°C. Allowable storage temperatures may range between -40°C and 
85°C. The rate of relative humidity (non-condensing) should not be less than 5%, and should not 
exceed 95%. The following illustration is a pictorial view of the fan placement in the chassis. 



20 SLOTS AVAILABLE FOR 20 BOARDS 
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1. GENERAL INFORMATION 

This CPU board is a high performance single board computer based on the 68040 microprocessor 
and the VMEbus. The board incorporates a modular I/O subsystem which provides a high degree 
of flexibility for a wide variety of applications. The CPU board can be used with or without an I/O 
subsystem, called an "EAGLE" module. 

The board is able to hold a RAM Module which can be DRAM (CPU-40) or SRAM (CPU-41) based. 

The CPU-40/41 family design utilizes all of the features of the powerful FORCE Gate Array 
(FGA-002). Among its features is a 32-bit DMA controller which supports local (shared) memory, 
VMEbus and I/O data transfers for maximum performance, parallel real time operation and 
responsiveness. 

The EAGLE modules are installed on the CPU board via the FLXi (FORCE Local expansion interface). 
This provides a full 32-bit interface between the base board and the EAGLE module I/O subsystem, 
providing a range of I/O options. 

Four multiprotocol serial I/O channels, a parallel I/O channel and a Real Time Clock with on-board 
battery backup are installed on the base board which, in combination with EAGLE modules, make 
the CPU board a true single board computer system. 

A broad range of operating systems and kernels is available for the CPU board. However, as with 
all FORCE COMPUTERS' CPU cards, VMEPROM firmware is provided with the board at no extra 
cost. VMEPROM is a Real Time Kernel and is installed on the CPU board in the 1 6-bit wide EPROM 
sockets, which results in a 32-bit wide System EPROM area. This ensures that the board is supplied 
ready to use. 


1-1 



SYS68K/CPU-40/41 USER'S MANUAL 


FORCE COMPUTERS 


This page intentionally left blank 




SECTION 3 


HARDWARE USER'S MANUAL 


2. THE PROCESSOR 


2.1 The CPU 68040 

2.1.1 Hardware Interface of the 68040 

The 68040 uses a nonmultiplexed 32-bit address and 32-bit data bus. The 68040 does not support 
the dynamic bus sizing like the 68020 or 68030. On this CPU board the dynamic bus sizing is built 
in external hardware (two programmable gate arrays). This means if the 68040 does a long word 
read from a byte device, the external hardware will fetch 4 bytes from this byte wide device, from 
a long word and acknowledge the access cycle to the 68040. Therefore all device drives within the 
68020 or 68030 can be used on this CPU board. Please note that the 68040 has a 4 Kbyte 
instruction and a 4 Kbyte data cache which may cause problems. 


2. 1.1.1 General Operation 

The CPU drives the address lines (A0-A31), the size lines (SIZO, SIZ1) the transfer type (TT0-TT1) 
on every cycle, and modifier (TMO-2) signals independent of a cache hit or miss. These signals are 
used to decode the memory map of the CPU board. 

The transfer start (TS) signals the hardware on the CPU board that the current cycle is not a cache 
cycle, and that the decoding outputs are valid. 

The 32 data lines (D0-D31) are also driven from the processor on write cycles and sensed on read 
cycles. 

The size of the data transfer is defined by the SIZE output signals (always driven from the CPU when 
master). The transfer acknowledge or the transfer error acknowledge signal (TA, TEA) or both 
terminate the transfer cycle. CPU 68040 cycles only allow a port width of 32 bits. 

If an access error occurs (TEA sensed from the CPU), exception handling starts because the current 
cycle has been aborted (illegal transfer or wrong data). 

During local bus operation, an access error will be generated if a device does not respond correctly. 
VMEbus transfers may also be aborted via a TEA (VMEbus : BERR*). 

The TA and TEA signal asserted simultaneously initiate a retry cycle. 


2.2 The Instruction Set 

For the 68040 instruction set and further information relative to programming, please refer to the 
68040 User's Manual. 
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2.3 Vector Table of the 68040 

The following table lists all vectors defined and used by the 68040 CPU. 

Table 2-1 : Exception Vector Assignments 


Vector 

Number(s) 


Vector Offset 
(Hex) 




Reset Initial Interrupt Stack Pointer 
Reset Initial Program Counter 
Access Fault (Bus Error) 

Address Error 


Illegal Instruction 

Integer Divide by Zero 

CHK, CHK2 Instruction 

FTRAPcc, TRAPcc, TRAPV Instructions 


Privilege Violation 
Trace 

Line 1010 Emulator (Unimplemented A-Line Opcode) 
Line 1111 Emulator (Unimplemented F-Line Opcode) 


(Unassigned, Reserved) 

Defined for MC68020/MC68030, not for MC68040 
Format Error 
Uninitialized Interrupt 


(Unassigned, Reserved) 


Spurious Interrupt 
Level 1 Interrupt Autovector 
Level 2 Interrupt Autovector 
Level 3 Interrupt Autovector 


Level 4 Interrupt Autovector 
Level 5 Interrupt Autovector 
Level 6 Interrupt Autovector 
Level 7 Interrupt Autovector 


TRAP #0-15 Instruction Vectors 


FP Branch or Set on Unordered Condition 
FP Inexact Result 
FP Divide by Zero 
FP Underflow 


FP Operand Error 
FP Overflow 
FP Signaling NAN 
FP Unimplemented Data Type 


Defined for MC68030 and MC68851, not for MC68040 
Defined for MC68851, not for MC68040 
Defined for MC68851, not for MC68040 


(Unassigned, Reserved) 


User Defined Vectors (192) 
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For test purposes the clock signal for the microprocessor is connected via jumper B17 to the 
devices. When using the CPU board, this jumper must be inserted according to the following figure. 


CAUTION 

If jumper B17 is removed, damage may be caused to the devices on the CPU board. 


Figure 2-1 : Jumper Setting for B1 7 


B17 


o H 

2 1 
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3. THE LOCAL BUS 


3.1 The FGA-002 Gate Array 

The FGA-002 Gate Array featured on this CPU board has 24,000 gates and 281 pins. 

The FGA-002 Gate Array controls the local bus and builds the interface to the VMEbus. It also 
includes a DMA controller, complete interrupt management, a message broadcast interface (FMB), 
timer functions, and mailbox locations. 

This gate array monitors the local bus. This in turn signifies that if any local device is to be 
accessed, the gate array takes charge of all control signals in addition to used address and data 
signals. 

The FGA-002 Gate Array serves as a manager for the VMEbus. All VMEbus address and data lines 
are connected to the gate array through the buffers. Additional functions such as the VMEbus 
interrupt handler are also installed on the FGA-002 Gate Array. The SGL VMEbus arbiter in the 
FGA/002 must remain disabled because the 4 level VME arbiter of the CPU board is designed in a 
separate device and connected with the VME bus (please refer to chapter 6.4 VMEbus Arbitration 
in this section ). 

The start address of the FGA-002 Gate Array registers is $FFD00000. All registers of the gate array 
and associated functions are described in detail in the FGA-002 Gate Array Users Manual. 


3-1 




SYS68K/CPU-40/41 USER'S MANUAL 


FORCE COMPUTERS 


3.2 The Shared RAM 

On this CPU board the shared RAM is placed on a module to allow the adaption of DRAM or SRAM 
to the base board. 

All signals which are needed to control the shared RAM are available on the RAM module connector. 
Therefore RAM devices with different access times can also be used on this CPU board to take 
advantage of the 68040 with higher frequency if it becomes available. 


3.2.1 General Operation 

The Shared RAM is accessible from the 68040 and from the VMEbus. The access address for the 
68040 starts at $00000000. The access address for the VMEbus is software programmable in 
4 Kbyte steps. The defined memory range can be write protected in coordination with the address 
modifier codes. For example, in supervisor mode the memory can be read and written, in user mode 
memory can only be read. 

If an access from the VMEbus takes place the onboard logic requests the local bus mastership from 
the local arbiter via the FGA-002 Gate Array. After the arbiter has granted local bus mastership to 
the FGA-002 Gate Array, the access cycle is executed. A read cycle is terminated by latching all 
data from the memory; a write cycle is ended by storing the data in the memory cells. Both read 
and write cycles are terminated on the local bus side and the FGA-002 Gate Array immediately 
releases bus mastership to the CPU while completing the fully asynchnronous VMEbus access cycle. 


3.2.2 Shared RAM Information 

The RAM module connector holds several signals which are software readable and inform the user 
concerning RAM type and functionality. 

These pins are readable via the PI/T2 device which is installed on the CPU board. For base address 
and register address information please refer to the chapter "Address Map of the PI/T2 Registers " . 
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The following table shows the information which can be read and the corresponding Pl/T bit. The 
RAM modules which are accessible are described in the following chapters which also contain the 
"RAM Type Information" description. 


RAM Type Information on PI/T2 

Pl/T Bit 

Name 

Value 

Description 

PBO 

MCDO 

* 

Describes the memory size of the module. 

PB1 

MCD1 

* 

Please refer to the following chapters. 

PB2 

MCD2 

* 


PC2 

RAMTYP 

0 

SRAM 



1 

DRAM 

PC4 

BURST 

0 

Not available 



1 

Available 

PC6 

PARITY 

0 

Not available 



1 

Available 
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3.2.3 The DRM-01/4 

The following CPU boards are assembled with the DRM-01/4. 


CPU Board 

RAM Module 

CPU-40B/4/xx 

DRM-01/4 

"xx" contains the EAGLE module number and is independent for the RAM module. 


The DRM-01/4 is a 4 Mbyte RAM module using Dynamic Random Access Memory devices. The 
RAM module has the following features. 

Features of the DRM-01/4 


• 4 Mbyte DRAM 

• Burst READ and Burst WRITE capability 

• Parity Generation and Checking 

• Asynchronous refresh is provided every 14//S 

• Accessible via VMEbus 

The access address for the 68040 is $00000000 to $003FFFFF. 

The access address for the VMEbus is programmable in 4 Kbyte steps through the FGA-002. The 
defined memory range can be write protected in coordination with the address modifier codes. For 
example, in supervisor mode the memory can be read and written, in user mode memory can only 
be read. 

The DRAM module includes byte parity check for local and VMEbus accesses. If a parity error is 
detected on a VMEbus cycle, a BERR is forced to the VMEbus informing the requestor that a parity 
error has occurred. On local accesses, a Transfer Error Acknowledge (TEA) is forced to the 
processor if a parity error was detected. The following chart lists the required CPU clock cycles and 
wait states for accessing the shared RAM. 


Board 

Type 

68040 Clock 
Frequency 

No. of CPU Clock 
Cycles Counted 
From TS to TA 
for Normal Cycles 

No. of CPU Clock 
Cycles for 
Burst Cycles 

No. of Wait 
States for 
Normal Cycles 

No. of Wait 
States for 
Burst Cycles 

CPU-40/B 

25 MHz 

4 

1 

3 

0 


o-*+ 
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3.2.4 RAM Type Information for the DRM-01/4 

The following information can be read from the PI/T2. 


RAM Type Information 

Pl/T Bit 

Name 

Value 

PBO 

MCD4 

1 

PB1 

MCD1 

1 

PB2 

MCD2 

0 

PC2 

RAMTYP 

1 

PC4 

BURST 

1 

PC6 

PARITY 

1 


3.2.5 Summary of the DRM-01/4 

Capacity 

4 Mbytes 

Address Range 

$00000000 to $003FFFFF 

Port Data Width 

32 bits 

Local Data Width 

32 bits 

Burst Mode 

Supported 

Parity Mode 

Supported 

Device 

1M x 1 Nibble Mode 

Supported Transfers 

Byte, Word, Long word. Cache Line (16 bytes) 
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3.2.6 The DRM-01/16 

The following CPU boards are assembled with the DRM-01/16. 


CPU Board 

RAM Module 

CPU-40B/1 6/xx 

DRM-01/16 

"xx" contains the EAGLE module number and is independent for the RAM module. 


The DRM-01/16 is a 16 Mbyte RAM module which is used on the CPU-40B/16. 

Features of the DRM-01/16 

• 16 Mbyte DRAM 

• Burst READ and Burst WRITE capability 

• Parity Generation and Checking 

• Asynchronous refresh is provided every 1 4 jjs 

• Accessible via VMEbus 

The access address for the 68040 is $00000000 to $00FFFFFF. 

The access address for the VMEbus is programmable in 4 Kbyte steps through the FGA-002. The 
defined memory range can be write protected in coordination with the address modifier codes. 

For example, in supervisor mode the memory can be read and written, in user mode memory can 
only be read. 

The DRAM module includes byte parity check for local and VMEbus accesses. If a parity error is 
detected on a VMEbus cycle, a BERR is forced to the VMEbus informing the requestor that a parity 
error has occurred. On local accesses, a Transfer Error Acknowledge (TEA) is forced to the 
processor if a parity error was detected. The following chart lists the required CPU clock cycles and 
wait states for accessing the shared RAM. 


Board 

Type 

68040 Clock 
Frequency 

No. of CPU Clock 
Cycles Counted 
From TS to TA 
for Normal Cycles 

No. of CPU Clock 
Cycles for 
Burst Cycles 

No. of Wait 
States for 
Normal Cycles 

No. of Wait 
States for 
Burst Cycles 

CPU-40/B 

25 MHz 

4 

1 

3 

0 
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3.2.7 RAM Type Information for the DRM-01/16 

The following information can be read from the PI/T2. 


RAM Type Information 

Pl/T Bit 

Name 

Value 

PBO 

MCD4 

1 

PB1 

MCD1 

0 

PB2 

MCD2 

0 

PC2 

RAMTYP 

1 

PC4 

BURST 

1 

PC 6 

PARITY 



3.2.8 Summary of the DRM-01/16 


Capacity 
Address Range 
Port Data Width 
Local Data Width 
Burst Mode 
Parity Mode 
Device 

Supported Transfers 


1 6 Mbytes 

$00000000 to $00FFFFFF 

32 bits 

32 bits 

Supported 

Supported 

4M x 1 Nibble Mode 

Byte, Word, Long word. Cache Line (16 bytes) 
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3.2.9 The SRM-01/4 

The following CPU boards are assembled with the SRM-01/4. 


CPU Board 

RAM Module 

CPU-41 B/4/xx 

SRM-01/4 

"xx" contains the EAGLE module number and is independent for the RAM module. 

I 


The SRM-01/4 is a 4 Mbyte RAM module using Static Memory devices. The RAM module has the 
following features. 


Features of the SRM-01/4 


• 4 Mbyte SRAM 

• Burst READ and Burst WRITE capability 

• Battery Backup via VMEbus 

• Accessible via VMEbus 

The access address for the 68040 is $00000000 to $003FFFFF. 

The access address for the VMEbus is programmable in 4 Kbyte steps through the FGA-002. The 
defined memory range can be write protected in coordination with the address modifier codes. For 
example, in supervisor mode the memory can be read and written, in user mode memory can only 
be read. 

Parity check is not necessary for SRAM devices, because these components are protected against 
soft errors owing alpha emission. The following chart lists the required CPU clock cycles and wait 
states for accessing the shared RAM. 


Board 

Type 

68040 Clock 
Frequency 

No. of CPU Clock 
Cycles Counted 
From TS to TA 
for Normal Cycles 

No. of CPU Clock 
Cycles for 
Burst Cycles 

No. of Wait 
States for 
Normal Cycles 

No. of Wait 
States for 
Burst Cycles 

CPU-41 /B 

25 MHz 

3 

1 

2 

0 


3-i 























SECTION 3 


HARDWARE USER'S MANUAL 


3.2.10 RAM Type Information for the SRM-01/4 

The following information can be read from the PI/T2. 


RAM Type Information 

P\IT Bit 

Name 

Value 

PBO 

MCD4 

1 

PB1 

MCD1 

1 

PB2 

MCD2 

0 

PC2 

RAMTYP 

0 

PC4 

BURST 

1 

PC6 

PARITY 

0 


3.2.11 Summary of the SRM-01/4 


Capacity 
Address Range 
Port Data Width 
Local Data Width 
Burst Mode 
Parity Mode 
Device 

Supported Transfers 


4 Mbytes 

$00000000 to $003FFFFF 

32 bits 

1 28 bits 

Supported 

Not necessary 

1 28K x 8 Static RAM 

Byte, Word, Long word. Cache Line (16 bytes) 
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3.2.12 The SRM-01/8 

The following CPU boards are assembled with the SRM-01/8. 


CPU Board 

RAM Module 

CPU-41 B/8/xx 

SRM-01/8 

"xx" contains the EAGLE module number and is independent for the RAM module. 


The SRM-01/8 is an 8 Mbyte RAM module which is used on the CPU-41 B/8. 

Features of the SRM-01/8 

• 8 Mbyte SRAM 

• Burst READ and Burst WRITE capability 

• Battery Backup via VMEbus 

• Accessible via VMEbus 

The access address for the 68040 is $00000000 to $007FFFFF. 

The access address for the VMEbus is programmable in 4 Kbyte steps through the FGA-002. The 
defined memory range can be write protected in coordination with the address modifier codes. 

For example, in supervisor mode the memory can be read and written, in user mode memory can 
only be read. 

Parity check is not necessary for SRAM devices, because these components are protected against 
soft errors owing alpha emission. The following chart lists the required CPU clock cycles and wait 
states for accessing the shared RAM. 


Board 

Type 

68040 Clock 
Frequency 

No. of CPU Clock 
Cycles Counted 
From TS to TA 
for Normal Cycles 

No. of CPU Clock 
Cycles for 
Burst Cycles 

No. of Wait 
States for 
Normal Cycles 

No. of Wait 
States for 
Burst Cycles 

CPU-41 /B 

25 MHz 

3 

1 

2 

0 
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3.2.13 RAM Type Information for the SRM-01/8 

The following information can be read from the PI/T2. 


RAM Type Information 

Pl/T Bit 

Name 

Value 

PBO 

MCD4 

0 

PB1 

MCD1 

1 

PB2 

MCD2 

0 

PC2 

RAMTYP 

0 

PC4 

BURST 

1 

PC6 

PARITY 

0 


3.2.14 Summary 

Capacity 
Address Range 
Port Data Width 
Local Data Width 
Burst Mode 
Parity Mode 
Device 

Supported Transfers 


of the SRM-01/8 

8 Mbytes 

$00000000 to $007FFFFF 

32 bits 

1 28 bits 

Supported 

Not necessary 

1 28K x 8 Static RAM 

Byte, Word, Long word. Cache Line (16 bytes) 
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3.3 The System EPROM Area 

The first two read cycles after RESET of the microprocessor are fetches of the Initial Interrupt Stack 
Pointer and the Initial Program Counter. These cycles are executed under addresses $0 and $4 
respectively. A special control logic maps the System EPROM Area down to this address to start 
the CPU from the installed EPROMs. As a result of this downmapping, the first two long words in 
the EPROM must contain the following data: 

$0 in EPROM Initial Interrupt Stack Pointer 
$4 in EPROM Initial Program Counter 

The data path of the System EPROM Area is 32 bits wide. The system EPROM consists of two i 6 
bit wide EPROM devices. 


3.3.1 Memory Organization of the System EPROM Area 

The memory organization of the System EPROM and the location number of the sockets are outlined 
in the following figure. The one after that shows the location diagram of the sockets. 

Figure 3-1 : Memory Organization of the System EPROM Area 



UU = Upper Upper Byte in J30 < 
UM = Upper Middle Byte in J30X^ 
LM =• Lower Middle Byte in J29 ^ 
LL = Lower Lower Byte in J29 J 
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The following read only cycles can be forced to the System EPROM Area: 

Byte: 8 Bits | Word: 16 Bits | Long Word: 32 Bits 

The processor supports long word read instructions odd addresses, resulting in byte and word 
accesses which meet the 68040 boundary requirements. If a user program must be burned into 
EPROMs for CPU board usage, the data bytes must be burned into the different chips as shown 
below. 


Device Locations 

Address 

UU, UM: 
J30 (UPPER) 

XXXO XXXI 
XXX4 XXX5 
XXX8 XXX9 
XXXC XXXD 

LM, LL: 
J29 (LOWER) 

XXX2 XXX3 
XXX6 XXX7 
XXXA XXXB 
XXXE XXXF 



CAUTION 


1) 

The bus size of the System EPROM Area cannot be changed, 
always be used for proper operation. 

Two EPROMs must 

2) 

Microprocessor interactive fetches can only be on addresses 
Address Trap Error occurs if a program is started/executed 
($1,3, 5,7...). 

($0,2, 4, 6, 8..). An 
on odd addresses 

3) 

Data can be read from any address; odd, even or unaligned in byte, word, or long word 
format. 

4) 

Write cycles to the EPROM Area are forbidden. 


5) 

All chips must be the same device type and access time for usage in System EPROM 
Area. 


*» •«« 
O" 1 4 
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Example for Data Transfers: 

The following instruction is fully supported from the System EPROM Area: 

MOVE.X ($FFOO 000Y), DO 

X = B 
X = w 
X = L 

Y = 0 

Y = 1 

Y = 2 

Y = 3 


All combinations of the listed instructions are allowed and possible. 


3.3.2 Usable Device Types for the EPROM Area 

The following device types or equivalent are supported by the System EPROM Area: 


= Byte 1 Byte 

= Word 2 Bytes 

= Long Word 4 Bytes 


Device 

Device Capacity 

Total Capacity 

Default Configuration 

27210 

272048 

UNDEFINED 

UNDEFINED 

64K x 1 6 
1 28K x 16 
256K x 16 
51 2K x 16 

256 Kbytes 
512 Kbytes 

1 Mbyte 

2 Mbytes 

X 


The default configuration, using 27210 devices, is provided for the installation of VMEPROM. The 
following figure outlines the different jumper settings for the listed device types and the one to 
follow shows the location diagram of Jumperfield B1 1 for device dependent configuration. The 
Appendix of this Hardware User's Manual lists a table of the usable pinouts for the System EPROM 
Area if other devices than those listed must be used. 
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Figure 3-3: Configuration Jumper Settings of System EPROM Area 

Jumperfield B1 1 



Jumpersetting: 

Device: 

Organization: 


B11 



1 

1 ° 





C) 0 

C) 0 


27C210 

64K x 16 


B11 



1 

— — o 





o o 


27C2048 

1 28K x 16 


o o 



^(DEFAULT) 


B1 1 



1 

i — ° 





o ® 


UNDEFINED 

256K x 16 


o o 





B11 



1 

| — o 





o — o 


UNDEFINED 

51 2K x 16 


o — o 
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3.3.3 Access Time Selection of the System EPROM Area 

The access time of the System EPROM Area is software programmable in the FGA-002 Gate Array. 
It can be adapted to various access speeds of the EPROM devices. A complete description of the 
FGA-002 Gate Array can be found in the related manual. 

3.3.4 Address Map of the System EPROM Area 

The start address of the System EPROM Area is mapped via the FGA-002 Gate Array and cannot 
be changed. The size of this memory area depends on the memory capacity of the used devices. 
The following table lists the address map of the EPROM area. 

Table 3-1 : Address Map of the EPROM Area 


Start Address 

End Address 

Used Device 

Total Capacity 

Default 

Configuration 

FFOO 0000 
FFOO 0000 
FFOO 0000 
FFOO 0000 

FF03 FFFF 
FF07 FFFF 
FFOF FFFF 
FF1F FFFF 

27210 

272048 

UNDEFINED 

UNDEFINED 

256 KBYTES 
512 KBYTES 

1 MBYTE 

2 MBYTES 

X 


3.3.5 Summary of the EPROM Area 

Not Allowed Access with Function Code 1 1 1 


Usable Data Bits 


D00 - D31 


Supported Port Size 


Long Word 


No. of Devices to be Installed 


2 


Upper Upper Byte 
Upper Middle Byte 
Lower Middle Byte 
Lower Lower Byte 

Maximum Capacity 

Default Configuration for 

Default Access Time 


J30 

J30 

J29 

J29 

2 Mbytes 

1 28K * 1 6 Devices 
200ns 


Access Address Range 


$FF00 0000 START 
$FF03 FFFF END 
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3.4 The FLXibus 

The CPU board can be used with or without an I/O subsystem, called an "EAGLE" Module. 

The EAGLE module increases the functionality of the board and adds extra I/O features to fit the 
application requirement. EAGLE modules connect directly to the FLXi (FORCE Local expansion 
interface) of the base board. 

If your CPU board is assembled with an EAGLE module please refer to the "EAGLE Module ” manual 
which is shipped with this board and should be placed in Section 6 of this manual. 


3.4.1 Introduction to the FLXibus 

The FLXi (FORCE Local expansion interface) is a 32 bit interface with non-multiplexed data and 
address lines. 

An EAGLE module holds a FLXibus interface and an I/O interface (64 pins), which is directly 
connected to row a and row c of the VMEbus P2 connector. 

The aim of the EAGLE module concept is to be more flexible in the I/O part of the board. This avoids 
the complete redesign of a board if new I/O devices or customer specific solutions must be 
implemented. When having several modules available we can take advantage of a basis contingent 
for the design of new boards. 

The EAGLE module has the ability to become master of the FLXi and therefore the devices on the 
EAGLE module are able to transfer data to the "main memory" on the base board if they have DMA 
capability. 


Features of the FLXibus 


• One or more identical or different EAGLE modules can be used on a base board. This CPU 
board is capable of holding one EAGLE module. 

• The EAGLE modules contain all necessary software which is stored in the on-board EPROMs. 

• The EAGLE module can become bus master (e.g. for DMA transfers) on the base board. 

• Interrupts to the base boards are supported. 

• FLXibus definition is based on the 68020 asynchronous interface and supports frequencies 
up to 50 MHz. 


3-19 



SYS68K/CPU-40/41 USER'S MANUAL 


FORCE COMPUTERS 


3.5 The Local FLASH EPROM 

The CPU board holds a 1 28K x 8 FLASH EPROM which allows data storage without the need of a 
battery or supply via the +5VSTDBY VMEbus line. 


3.5.1 Memory Organization of the FLASH EPROM 

The FLASH EPROM is connected with the data lines D24 to D31 . This device features a byte port. 
The cycle control chip (CCC) between the 68040 processor and the FGA-002 simulates the dynamic 
bus sizing, so that succeeding bytes seen by the microprocessor are handled in the same manner 
as succeeding bytes for the FLASH EPROM. Byte, word, and long word accesses are managed by 
the dynamic bus sizing of the microprocessor. For further details, please refer to the CCC 
description. 

Data can be read from any address; odd, even or unaligned in byte, word, or long word format, and 
written to any address in byte format. 

Example for Data Transfers: 

The following instruction is fully supported from the FLASH EPROM Area: 

MOVE . X ( $FFC8 000Y) , DO 

X = B = Byte 1 Byte 

X = W = Word 2 Bytes 

X = L = Long Word 4 Bytes 

Y = 0 

Y = 1 

Y = 2 

Y = 3 
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3.5.2 Programming the FLASH EPROM 

The software and hardware to erase and program the FLASH EPROM is installed on the CPU board. 
For detailed information on how to program the FLASH EPROM, please refer to the CPU-40 
VMEPROM description which is located in Section 7 and Section 8 of this manual. 

Before programming the FLASH EPROM the write protection jumper on jumperfield B1 6 must be set 
from 1-2 to 2-3. The following page shows the location of jumperfield B1 6. 


3.5.3 Address Map of the FLASH EPROM 

The address range of the FLASH EPROM Area is mapped via the FGA-002 and a PAL and is 
unchangeable. 


3.5.4 Summary of the Local FLASH Memory 


Not Allowed Access with Function Code 

Supported Port Size 

Capacity 

Chip Organization 
Access Time 
Access Address 


1 1 1 


Byte 

1 28 Kbytes 
1 28K x 8 
200ns 

$FFC80000 to FFC9FFFF 


3.5.5 Jumper Settings for B1 6 


1 

I 

Write disabled = 1 

1 


T 

Write Protection 



o 

(Default) 

o 


o 


o 


Write enabled 
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3.6 The Local SRAM 

The SRAM allows the user to retain data even when the power supply is switched off. A battery 
provides the voltage for the SRAM standby mode. With Jumper B20, it is possible to select either 
the on board battery or the +5VSTDBY of the VMEbus for backup supply. 


3.6.1 Memory Organization of the User SRAM 

This device features a byte port. External hardware simulates the dynamic bus sizing, so that 
succeeding bytes seen by the microprocessor are handled in the same manner as succeeding bytes 
for the Local SRAM. Byte, word, and long word accesses are managed by the dynamic bus sizing 
of the external hardware. 

Data can be read from and written to any address; odd, even or unaligned in byte, word, or long 
word format. 

Example for Data Transfers: 

The following instruction is fully supported from the SRAM Area: 

MOVE • X (SFFCO 000Y) . DO 

X = B 
X = W 
X = L 

Y = 0 

Y = 1 

Y = 2 

Y = 3 




Byte 1 Byte 

Word 2 Bytes 

Long Word 4 Bytes 


3-23 



SYS68K/CPU-40/41 USER'S MANUAL 


FORCE COMPUTERS 


All combinations of the listed instructions are allowed and possible. 

This SRAM can be used to save special settings of the FGA-002 as described in Section 7, 
'Introduction to VMEPROM" of this manual. 

The following figure shows the location diagram of Jumperfield B20 for the backup supply. The 
default configuration uses the on board battery. 

Please note that the Real Time Clock on the CPU board is supplied via the same jumperfield. 


B1 


1 

1 

Battery is connected to 1 

1 


r 

i 

Backup Supply Line 



o 

(default) 

o 


Battery is cut from 
Backup Supply Line 


B20 B20 


1 

1 

+5VSTDBY is connected to 1 

1 

+5VSTDBY is cut from 


T 

l 

Backup Supply Line 


Backup Supply Line 


o 


o 

(default) 


NOTE 

The battery is not installed on the CPU board to avoid damage during shipment. 


CAUTION 

If the special settings for the FGA-002 which are stored in the SRAM are used, these settings 
will be erased when 

a) removing the jumper on jumperfield B1 or disassembling the battery 
and 

b) removing the jumper on jumperfield B20 or removing the board from the 
VMEbus. 
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3.6.2 The Address Map of the SRAM Area 

The address range of the SRAM Area is mapped via the FGA-002 and a PAL and is unchangeable. 
The SRAM is used by the boot software and therefore not fully available to the user. Please refer 
to the FGA-002 User's Manual, Section 10, Boot Software. 


3.6.3 Summary of the SRAM Area 

Not Allowed Access with Function Code 

Supported Port Size 

Capacity 

Chip Organization 
Access Time 
Access Address 


111 

Byte 

1 28 Kbytes 
128K * 8 Devices 
100ns 

$FFC0 0000 - $FFC1 FFFF 
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3.7 The Boot EPROM 

The CPU board contains one 28-pin EPROM which is used to boot up the processor and run a 
program to initialize register contents of the FGA-002 Gate Array. This program finishes in such a 
manner that the System EPROM appears to have booted the CPU Board. The device type of the 
Boot EPROM is 27512 with the total memory capacity of 64 Kbytes. The location is J1 5. 

For more detailed information over the Boot EPROM, please refer to Section 10, "Boot Software 
Description " of the FGA-002 Users Manual. 

The figure on the page to follow displays the location of the Boot EPROM on the CPU board. 


3.7.1 Summary of the Boot EPROM Area 


Access Not Allowed with Function Code 1 1 1 

Supported Port Size Byte 

No. of Devices to be installed 1 

Maximum Capacity 64 Kbytes 

Default Access Time 200ns 


Access Address 


$FFE0 0000 - $FFE0 FFFF 
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3.8 The DUSCC 68562 

The Dual Universal Serial Communications Controller 68562 (DUSCC) is a single-chip MOS-LSI 
communications device that provides two independent, multiprotocol, full duplex receiver/ 
transmitter channels in a single package. Each channel consists of a receiver, a transmitter, a 1 6 
bit multifunction counter/timer, a digital phaselocked loop (DPLL), a parity/CRC generator and 
checker, and associated control circuits. 


Features of the DUSCC 


• Dual full-duplex synchronous/asynchronous receiver and transmitter 

• Multiprotocol operation consisting of: 

BOP: HDLC/ADCCP, SDLC, SDLC Loop, X.25 or X.75 link level 

COP: BISYNC, DDCMP, X.21 

ASYNC: 5-8 bit plus optional parity 

• Programmable data encoding formats: NRZ, NRZI, FMO, FM1 , Manchester 

• 4 character receiver and transmitter FIFOs 

• Individual programmable baud rate for each receiver and transmitter 

• Digital phase locked loop 

• User programmable counter/timer 

• Programmable channel modes full/half duplex, auto echo, local loopback 

• Modem control signals for each channel: RTS, CTS, DCD 

• CTS and DCD programmable auto enables for Receiver (RX) and Transmitter (TX) 

• Programmable interrupt on change of CTS or DCD 
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3.8.1 Address Map of the DUSCC1 Registers 

The following tables contain the complete register map of the DUSCC1 . 

Table 3-2: Serial I/O Port #1 (DUSCC1) Register Address Map 


Port Base Address: $FF802000 

Address 

Offset 

Reset 




HEX 

HEX 

Value 

Mode 

Label 

Description 

$FF802000 

00 

00 

R/W 

DUSCMR1 

Channel Mode Reg 1 

$FF802001 

01 

00 

R/W 

DUSCMR2 

Channel Mode Reg 2 

$FF802002 

02 

- 

R/W 

DUSSS1R 

SYN1 /Secondary Adr Reg 1 

$FF802003 

03 

- 

R/W 

DUSS2R 

SYN2/Secondary Adr Reg 2 

$FF802004 

04 

00 

R/W 

DUSTPR 

Transmitter Parameter Reg 

$FF802005 

05 

- 

R/W 

DUSTTR 

Transmitter Timing Reg 

$FF802006 

06 

00 

R/W 

DUSRPR 

Receiver Parameter Reg 

$FF802007 

07 

- 

R/W 

DUSRTR 

Receiver Timing Reg 

$FF802008 

08 

- 

R/W 

DUSCTPRH 

Counter/Timer Preset Reg H 

$FF802009 

09 

- 

R/W 

DUSCTPRL 

Counter/Timer Preset Reg L 

$FF80200A 

OA 

- 

R/W 

DUSCTCR 

Counter/Timer Control Reg 

$FF80200B 

OB 

00 

R/W 

DUSOMR 

Output and Miscellaneous Reg 

$FF80200C 

OC 

- 

R 

DUSCTH 

Counter/Timer High 

$FF80200D 

OD 

- 

R 

DUSCTL 

Counter/Timer Low 

$FF80200E 

OE 

00 

R/W 

DUSPCR 

Pin Configuration Reg 

$FF80200F 

OF 

- 

R/W 

DUSCCR 

Channel Command Reg 

$FF802010 

10 





$FF80201 1 

1 1 





$FF80201 2 

12 

- 

W 

DUSTFIFO 

Transmitter FIFO 

$FF80201 3 

13 





$FF80201 4 

14 





$FF80201 5 

15 





$FF80201 6 

16 

- 

R 

DUSRFIFO 

Receiver FIFO 

$FF80201 7 

17 





$FF80201 8 

18 

00 

R/W 

DUSRSR 

Receiver Status Reg 

$FF80201 9 

19 

00 

R/W 

DUSTRSR 

Transmitter/Receiver Stat Reg 

$FF80201 A 

1 A 

-- 

R/W 

DUSICTSR 

Input + Counter/Timer Stat Reg 

$FF80201 C 

1C 

00 

R/W 

DUSIER 

Interrupt Enable Reg 
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Table 3-3: Serial I/O Port #2 (DUSCC1) Register Address Map 


Port Base Address: $FF802000 

Address 

Offset 

Reset 




HEX 

HEX 

Value 

Mode 

Label 

Description 

$FF802020 

00 

00 

R/W 

DUSCMR1 

Channel Mode Reg 1 

$FF802021 

01 

00 

R/W 

DUSCMR2 

Channel Mode Reg 2 

$FF802022 

02 

-- 

R/W 

DUSSS1R 

SYN1 /Secondary Adr Reg 1 

$FF802023 

03 

- 

R/W 

DUSS2R 

SYN2/Secondary Adr Reg 2 

$FF802024 

04 

00 

R/W 

DUSTPR 

Transmitter Parameter Reg 

$FF802025 

05 

- 

R/W 

DUSTTR 

Transmitter Timing Reg 

$FF802026 

06 

00 

R/W 

DUSRPR 

Receiver Parameter Reg 

$FF802027 

07 

- 

R/W 

DUSRTR 

Receiver Timing Reg 

$FF802028 

08 

- 

R/W 

DUSCTPRH 

Counter/Timer Preset Reg H 

$FF802029 

09 

- 

R/W 

DUSCTPRL 

Counter/Timer Preset Reg L 

$FF80202A 

0A 

- 

R/W 

DUSCTCR 

Counter/Timer Control Reg 

$FF80202B 

OB 

00 

R/W 

DUSOMR 

Output and Miscellaneous Reg 

$FF80202C 

OC 

- 

R 

DUSCTH 

Counter/Timer High 

$FF80202D 

OD 

- 

R 

DUSCTL 

Counter/Timer Low 

$FF80202E 

OE 

00 

R/W 

DUSPCR 

Pin Configuration Reg 

$FF80202F 

OF 

- 

R/W 

DUSCCR 

Channel Command Reg 

$FF802030 

10~i 





$FF802031 

11 1 





$FF802032 

12 | 

- 

W 

DUSTFIFO 

Transmitter FIFO 

$FF802033 

1 3 J 





$FF802034 

1*i 





$FF802035 

15 | 





$FF802036 

16 | 

- 

R 

DUSRFIFO 

Receiver FIFO 

$FF802037 

1 7 J 





$FF802038 

18 

00 

R/W 

DUSRSR 

Receiver Status Reg 

$FF802039 

19 

00 

R/W 

DUSTRSR 

Transmitter/Receiver Stat Reg 

$FF80203A 

1 A 

- 

R/W 

DUSICTSR 

Input + Counter/Timer Stat Reg 

$FF80203C 

1C 

00 

R/W 

DUSIER 

Interrupt Enable Reg 


Table 3-4: Ports #1 and #2 (DUSCC1) Common Register Address Map 


Address 

Offset 

HEX 

HEX 

$FF80201 B 

IB 

$FF80201 E 

IE 

$FF80201F 

IF 

$FF80203E 

3E 


Port Base Address: $FF802000 


Mode 

Label 

Description 

R/W 

DUSGSR 

General Status Register 

R/W 

DUSIVR 

Interrupt Vec Reg Unmodified 

R/W 

DUSICR 

Interrupt Control Register 

R 

DUSIVRM 

Interrupt Vec Reg Modified 
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3.8.2 RS232 Hardware Configuration of Port #1 and #2 

Ports #1 and #2 are built around the DUSCC ( J 1 9). The DUSCC is connected to the local 8 bit data 
bus. 

The RS232 interfaces of port #1 and #2 are identical except that port #1 is additionally wired to a 
00 resistor field which allows connection to the VMEbus P2 connector. The OO resistors are not 
installed in the default configuration because it may conflict with the EAGLE module. All RS232 
driver and receivers are installed in the default configuration. The I/O signals of port #1 are 
connected to the VME connector P2 as follows: 


Signal 

Input 

Output 

VME Connector P2 

Description 

DCD 

X 


c29 

Data Carrier Detect 

RXD 

X 


c30 

Receive Data 

TXD 


X 

c31 

Transmit Data 

DTR 


X 

c32 

Data Terminal Ready 

DSR 

X 

X 

a29 

Data Set Ready 

RTS 


X 

a30 

Request to Send 

CTS 

X 


a31 

Clear to Send 

GND 



a32 

Signal GND 


The individual I/O signal assignment of ports #1 and #2 are listed as follows: 


Signal 

Input 

Output 

9 Pin D-Sub Connector 

Description 

DCD 

X 


1 

Data Carrier Detect 

RXD 

X 


2 

Receive Data 

TXD 


X 

3 

Transmit Data 

DTR 


X 

4 

Data Terminal Ready 

GND 



5 

Signal GND 

DSR 

X 

X 

6 

Data Set Ready 

RTS 


X 

7 

Request to Send 

CTS 

X 


8 

Clear to Send 

GND 



9 

Signal GND 
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The following figure shows the location diagram of the OQ resistor fields R563 to R569 and the 
figure afterwards displays the connection between the DUSCC and the VMEbus Connector P2, and 
the Micro D-Sub connector. 


CAUTION 

Before installing the OQ resistors to generate the port #1 availability on the VMEbus P2 
Connector, please make sure that the EAGLE module which is being used does not occupy the 
VMEbus P2 signals c29 to c32 and a29 to a32. Otherwise the board will be damaged. 
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Figure 3-8: RS232 Connection Between DUSCC1 and VMEbus Connector P2 



Figure 3-9: RS232 Connection Between DUSCC1 and Micro D-Sub Connector 


Pa 
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The devices are labeled as shown in the following chart. 


Port# 

Channel 

Ba 

Bb 

Pa 

Connector 

1 

a 

B3 

B5 

PD1 

1/VME P2 

2 

b 

B4 

B6 

PD2 

2 


The next figure shows the pinout of the Micro D-Sub connector for RS232. The figure on the next 
page displays the location of the RS232 configuration jumperfields. The default setting of the 
RS232 configuration jumperfield is shown in the next table. 


Figure 3-10: Pinout of the Micro D-Sub and D-Sub Connector for RS232 


A} Micro DSUB Male Connector Soldered 
on the CPU Board 


RS232 

Pa 



DCD 

RXD 

TXD 

DTR 

GND 


83 Micro DSUB and DSUB Female Connectors 
on the Adapter/ Termi na l Cable 


RS232 

Pa 



GND 

DTR 

TXD 

RXD 

DCD 
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Table 3-5: Default Setting of RS232 Configuration Jumperfields 

B3, B4 B5, B6 

16 1 

15 2 

14 3 

13 
12 
11 
10 
9 

3.8.3 Cable for the Micro D-Sub Connector 

The CPU board is delivered with one 9-pin Micro D-Sub to 9-pin D-Sub Adapter Cable. Additional 
cables or a 9-pin Micro D-Sub to 25-pin D-Sub Adapter Cable are available from FORCE 
COMPUTERS. 

3.8.4 RS422/RS485 Hardware Configuration of Ports #1 and #2 

The CPU board is delivered with RS232 compatible interface buffers installed on all serial I/O ports. 
It is possible to reconfigure I/O ports #1 and #2 to be RS422/RS485 compatible. Termination 
resistors can be installed to adapt various cable lengths and reduce reflections. The resistor value 
is user application dependent. A recommended value for all resistors is 1 KOHM. The 
RS422/RS485 interfaces of ports #1 and #2 are identical except that port #1 is additionally wired 
to a 00 resistor field which allows connection to the VMEbus P2 connector. 
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The 00 resistors are not installed in the default configuration because it may conflict with the EAGLE 
module. 


Signal 

Input 

Output 

VME Connector P2 

Description 

TXD- 


X 

c29 

Transmit Data 

RTS- 


X 

c30 

Request to Send 

CTS + 

X 


c31 

Clear to Send 

RXD + 

X 


c32 

Receive Data 

TXD + 


X 

a29 

Transmit Data 

RTS + 


X 

a30 

Request to Send 

CTS- 

X 


a31 

Clear to Send 

RXD- 

X 


a32 

Receive Data 


The next figure shows the location diagram of the 00 resistors R563 to R569 and the figure 
afterwards displays the connection between the DUSCC1 and the VMEbus connector. 


CAUTION 

Before installing the 00 resistors to generate the port #1 availability on the VMEbus P2 
Connector, please make sure that the EAGLE module which is being used does not occupy the 
VMEbus P2 signals c29 to c32 and a29 to a32. Otherwise the board will be damaged. 


The devices are labeled according to the following chart. 


Port# 

Channel 

Ba 

Bb 

Pa 

Connector 

Resistor Array 

1 

a 

B3 

B5 

PD1 

1 /VMEbus P2 

J22 

2 

b 

B4 

B6 

PD2 

2 

J23 
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Figure 3-13: RS422/RS485 Connection between DUSCC1 and VMEbus 

Connector P2 



Table 3-6: RS422/RS485 Configuration Jumperfield Settings 


B3, B4 


B5, B6 


1 

2 

3 

4 

5 

6 

7 

8 


1 ° 

o — o 

o o 
o o 
o o 
o o 
o o 
o — o 


16 

15 

14 

13 

12 

11 

10 

9 


1 

2 

3 
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Figure 3-14: RS422/RS485 Pinout of the Micro D-Sub and D-Sub Connectors 


A} Micro DSUB Male Connector 


Soldered on the CPU Board 


RS422/ RS485 
Pa 



TXD- 
RTS- 
CTS + 
RXD + 
RXD- 


B} Micro DSUB and DSUB Female 
on the Adapter/ Term I na I Cab I 


RS422/ RSR85 
Pa 



Connect or' s 
e 

RXD- 
RXD + 

CTS + 

RTS- 

TXD- 


The following table shows the PCB locations and devices that have to be inserted according to the 
RS232/RS422/RS485 configuration. 


Table 3-7: PCB Locations for the RS232/RS422/RS485 Configuration 


Port # 

RS232 Devices 

RS422/RS485 Devices 

Driver and Receiver FH002 

Driver and Receiver FH003 

Resistor Array Ja 

1 

J20 

J20 

J22 

2 

J21 

J21 

J23 


The RS422/RS485 compatible interface supports TXD, RXD, RTS, CTS with differential outputs and 
inputs. The port occupies the same eight pins of the P2 connector as in the RS232 compatible 
configuration, but with a different signal association. The following figure displays the location 
diagram for the RS232/ RS422/RS485 driver/receiver J22 and resistor array J23. 
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Figure 3-16: Location Diagram of RS232/RS422/RS485 Driver/Receivers J20 

and J21 plus Resistor Arrays J22 and J23 
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WARNING 

1) Please make sure that the jumper setting is adapted to the user driver module. 
2} Any mistakes could ruin the inserted component upon board powerup. 


3.8.5 RS232 and RS422/RS485 Driver Modules FH002 and FH003 


To save space and to be able to vary the interface, FORCE COMPUTERS has developed the RS232 
and RS422/RS485 modules with the FH002 and FH003. These 21 -pin SIL modules are installed 
with sockets so that they may be easily changed. The default jumper setting on the CPU board for 
the RS232 module is as shown below: 


B3 , B4 


B5 , B6 


1 

2 

3 

4 

5 

6 

7 

8 


M o 
o — o 
o o 
o o 
o o 
o o 
o o 
o — o 


16 

15 

14 

13 

12 

11 

10 

9 



3.8.6 Summary of DUSCC1 

Device 

Access Address 
Port Width 

Interrupt Request Level 
FGA-002 Interrupt Level 


68562 DUSCC 

$FF802000 

Byte 

Software programmable 
Local IRQ #4 
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3.8.7 Address Map of the DUSCC2 Registers 

The following tables contain the complete register map of DUSCC2. 

Table 3-8: Serial I/O Port #3 (DUSCC2) Register Address Map 


Port Base Address : $FF802200 


Address 

Offset 


Mode 

Label 

Description 

HEX 

HEX 

vaiuo 




$FF802200 

00 

00 

R/W 

DUSCMR1 

Channel Mode Reg 1 

$FF802201 

01 

00 

R/W 

DUSCMR2 

Channel Mode Reg 2 

$FF802202 

02 

- 

R/W 

DUSSS1R 

SYN1 /Secondary Adr Reg 1 

$FF802203 

03 

- 

R/W 

DUSS2R 

SYN2/Secondary Adr Reg 2 

$FF802204 

04 

00 

R/W 

DUSTPR j 

Transmitter Parameter Reg 

$FF802205 

05 

- 

R/W 

DUSTTR 

Transmitter Timing Reg 

$FF802206 

06 

00 

R/W 

DUSRPR 

Receiver Parameter Reg 

$FF802207 

07 

- 

R/W 

DUSRTR 

Receiver Timing Reg 

$FF802208 

08 

- 

R/W 

DUSCTPRH 

Counter/Timer Preset Reg H 

$FF802209 

09 

- 

R/W 

DUSCTPRL 

Counter/Timer Preset Reg L 

$FF80220A 

OA 

- 

R/W 

DUSCTCR 

Counter/Timer Control Reg 

$FF80220B 

OB 

00 

R/W 

DUSOMR 

Output and Miscellaneous Reg 

$FF80220C 

OC 

- 

R 

DUSCTH 

Counter/Timer High 

$FF80220D 

OD 

- 

R 

DUSCTL 

Counter/Timer Low 

$FF80220E 

OE 

00 

R/W 

DUSPCR 

Pin Configuration Reg 

$FF80220F 

OF 

- 

R/W 

DUSCCR 

Channel Command Reg 

$FF80221 0 

10-| 





$FF80221 1 

11 | 





$FF80221 2 

12 | 

— 

W 

DUSTFIFO 

Transmitter FIFO 

$FF80221 3 

1 3 J 





$FF80221 4 

14 n 





$FF80221 5 

15 | 





$FF80221 6 

16 | 





$FF80221 7 

1 7 J 

- 

R 

DUSRFIFO 

Receiver FIFO 

$FF80221 8 

18 

00 

R/W 

DUSRSR 

Receiver Status Reg 

$FF80221 9 

19 

00 

R/W 

DUSTRSR 

Transmitter/Receiver Stat Reg 

$FF80221 A 

1 A 

- 

R/W 

DUSICTSR 

Input + Counter/Timer Stat Reg 

$FF80221 C 

1C 

00 

R/W 

DUSIER 

Interrupt Enable Reg 
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Table 3-9: Serial I/O Port #4 (DUSCC2) Register Address Map 





Port Base Address : 

$FF802220 

Address 

HEX 

Offset 

HEX 

Reset 

Value 

Mode 

Label 

Description 

$FF802220 

00 

00 

R/W 

DUSCMR1 

Channel Mode Reg 1 

$FF802221 

01 

00 

R/W 

DUSCMR2 

Channel Mode Reg 2 

$FF802222 

02 

- 

R/W 

DUSSS1R 

SYN1 /Secondary Adr Reg 1 

$FF802223 

03 

- 

R/W 

DUSS2R 

SYN2/Secondary Adr Reg 2 

$FF802224 

04 

00 

R/W 

DUSTPR 

Transmitter Parameter Reg 

$FF802225 

05 

- 

R/W 

DUSTTR 

Transmitter Timing Reg 

$FF802226 

06 

00 

R/W 

DUSRPR 

Receiver Parameter Reg 

$FF802227 

07 

- 

R/W 

DUSRTR 

Receiver Timing Reg 

$FF802228 

08 

- 

R/W 

DUSCTPRH 

Counter/Timer Preset Reg H 

$FF802229 

09 

- 

R/W 

DUSCTPRL 

Counter/Timer Preset Reg L 

$FF80222A 

0A 

- 

R/W 

DUSCTCR 

Counter/Timer Control Reg 

$FF80222B 

OB 

00 

R/W 

DUSOMR 

Output and Miscellaneous Reg 

$FF80222C 

OC 

- 

R 

DUSCTH 

Counter/Timer High 

$FF80222D 

OD 

- 

R 

DUSCTL 

Counter/Timer Low 

$FF80222E 

OE 

00 

R/W 

DUSPCR 

Pin Configuration Reg 

$FF80222F 

$FF802230 

$FF802231 

OF 

10-i 

11 j 


R/W 

DUSCCR 

Channel Command Reg 

$FF802232 

$FF802233 

$FF802234 

$FF802235 

$FF802236 

12 | 
13 J 
14-1 

15 | 

16 | 


W 

DUSTFIFO 

Transmitter FIFO 

$FF802237 

17-1 

— 

R 

DUSRFIFO 

Receiver FIFO 

$FF802238 

18 

00 

R/W 

DUSRSR 

Receiver Status Reg 

$FF802239 

19 

00 

R/W 

DUSTRSR 

Transmitter/Receiver Stat Reg 

$FF80223A 

1 A 

- 

R/W 

DUSICTSR 

Input + Counter/Timer Stat Reg 

$FF80223C 

1C 

00 

R/W 

DUSIER 

Interrupt Enable Reg 
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Table 3-10: Ports #3 and #4 (DUSCC2) Common Registers Address Map 


wsmsm 


Port Base Address : 

$FF802200 

Address 

HEX 

Offset 

HEX 

Reset 

Value 

Mode 

Label 

Description 

$FF80221 B 

IB 

00 

R/W 

DUSCMR1 

Channel Mode Reg 1 

$FF80221 E 

IE 

OF 

R/W 

DUSCMR2 

Channel Mode Reg 2 

$FF80221 F 

IF 

00 

R/W 

DUSSS1R 

SYN1 /Secondary Adr Reg 1 

$FF80223E 

3E 

OF 

R 

DUSS2R 

SYN2/Secondary Adr Reg 2 


3.8.8 RS232 Hardware Configuration of Ports #3 and #4 

Ports #3 and #4 are built around the DUSCC {J24). DUSCC2 is connected to the local 8 bit data 
bus and is accessible in the byte mode. The RS232 interfaces of port #3 and #4 which are wired 
to the two 9-pin Micro D-Sub connectors (named "3" and "4") on the front panel are identical. All 
RS232 driver and receivers are installed in the default configuration. The individual I/O signal 
assignment of the two channels is listed as follows: 


Signal 

Input 

Output 

9 Pin D-Sub Connector 

Description 

DCD 

X 


1 

Data Carrier Detect 

RXD 

X 


2 

Receive Data 

TXD 


X 

3 

Transmit Data 

DTR 


X 

4 

Data Terminal Ready 

GND 



5 

Signal GND 

DSR 

X 

X 

6 

Data Set Ready 

RTS 


X 

7 

Request to Send 

CTS 

X 


8 

Clear to Send 

GND 



9 

Signal GND 


The following figure displays the connection between DUSCC2 and the D-Sub connectors. 





















Figure 3-17: Connection Between DUSCC2 and D-Sub Connector for RS232 



"Location Diagram of the RS232 Configuration Jumperfields" is found in the figure on the next page. 
The default setting of the RS232 configuration jumperfield is shown in the next table. 
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The following is the displayed pinout of the D-Sub connector for RS232 Configuration. 

Figure 3-19: RS232 Pinout of the Micro D-Sub and D-Sub Connectors 


A} Micro DSUB Male Connector Soldered 
on the CPU Board 

RS232 

Pa 


DSR 


RTS 


CTS 


GND 



DCD 


RXD 


TXD 


DTR 


GND 


B} Micro DSUB and DSUB Female Connectors 
on the Adapter/ Term i na I Cable 

RS232 

Pa 


GND 


CTS 


RTS 


DSR 



GND 


DTR 


TXD 


RXD 


DCD 


Table 3-1 1 : Default Setting of the RS232 Configuration Jumperfields 


B7 , B8 


B9, BIO 


m o 
o — o 
o o 
o o 
o o 
o o 
o o 
o — o 


16 

15 

14 

13 

12 

11 

10 

9 
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3.8.9 Cable for the Micro D-Sub Connector 

The CPU board is delivered with one 9-pin Micro D-Sub to 9-pin D-Sub Adapter Cable. Additional 
cables or a 9-pin Micro D-Sub to 25-pin D-Sub Adapter Cable are available by order from FORCE 
COMPUTERS. 


3.8.10 RS422/RS485 Hardware Configuration of Port #3 and #4 

The CPU board is delivered with RS232 compatible interface buffers installed on all serial I/O ports. 
It is possible to reconfigure I/O ports #3 and #4 so that they are RS422/RS485 compatible. 
Termination resistors can be installed to adapt various cable lengths and reduce reflections. The 
resistor value is user application dependent. A recommended value for all resistors is 1 KOHM. The 
I/O signal assignment of each of the channels is listed as follows: 


Signal 

Input 

Output 

9 Pin D-Sub Connector 

Description 

TXD- 


X 

1 

Transmit Data 

RTS- 


X 

2 

Request to Send 

CTS + 

X 


3 

Clear to Send 

RXD + 

X 


4 

Receive Data 

RXD- 

X 


5 

Receive Data 

TXD + 


X 

6 

Transmit Data 

RTS 4- 


X 

7 

Request to Send 

CTS- 

X 


8 

Clear to Send 

RXD- 

X 


9 

Receive Data 


The next figure displays the connection between DUSCC2 and D-Sub connectors. 
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Figure 3-20: Connection between DUSCC2 and Micro D-Sub Connector for 

RS422/RS485 


Pa 



The devices are labeled according to the following chart. 


Port # 

Channel 

Ba 

Bb 

Pa 

Connector 

3 

a 

B7 

B9 

PD3 

3 

4 

b 

B8 

BIO 

PD4 

4 
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Figure 3-22: RS422/RS485 Pinout of the Micro D-Sub and D-Sub Connectors 


A} Micro DSUB Male Connector 


B3 Micro DSUB and DSUB Female Connectors 


Soldered on the CPU Board 


on the Adapter/ Term i na I Cable 


RS422/ RS485 
Pa 


TXD + 
RTS + 
CTS- 
RXD- 



TXD- 
RTS- 
CTS + 
RXD + 
RXD- 


RS422/ RS485 
Pa 


RXD- 
CTS- 
RTS + 
TXD + 



RXD- 
RXD + 
CTS + 
RTS- 
TXD- 


Table 3-12: RS422/RS485 Configuration Jumperfield Setting 


B7, B8 


B9, BIO 
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The following table shows the PCB locations and devices that have to be inserted according to the 
RS232/RS422/RS485 configuration. 


Table 3-13: PCB Locations for RS232/RS422/RS485 Configuration 


Port # 

RS232 Devices 

RS422/RS485 Devices 

Driver and Receiver FH002 

Driver and Receiver FH003 

Resistor Array Ja 

3 

J25 

J25 

10-7 

04 ./ 

■■ 

J26 

J26 

J28 


The RS422/RS485 compatible interface supports TXD, RXD, RTS, CTS with differential outputs and 
inputs. Each port occupies the same nine pins of the D-Sub connector as in the RS232 compatible 
configuration, but with a different signal association. The following figure displays the location 
diagram for the RS232 RS422/RS485 driver/receiver J25/J26 and resistor arrays J27/J28. 


WARNING 

1 ) Please make sure that the jumper settings are adapted to the user driver module. 

2) Any mistakes could ruin the inserted component upon board powerup. 
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3.8.1 1 RS232 and RS422/RS485 Driver Modules FH002 and FH003 

To save space and to be able to vary the interface, FORCE COMPUTERS has developed the RS232 
and RS422/RS485 modules with the FH002 and FH003. These 21 -pin SIL modules are installed 
with sockets so that they may be easily changed. The default jumper setting on the CPU board for 
the RS232 module is as shown below: 


B7, B8 B9, BIO 



3.8.12 Summary of DUSCC2 

Device 68562 DUSCC 

Access Address $FF802200 

Port Width Byte 

Interrupt Request Level Software programmable 


FGA-002 Interrupt Channel 


Local IRQ #5 
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3.9 The Pl/T 68230 

The MC68230 Parallel Interface/Timer provides versatile double buffered parallel interfaces and an 
operating system oriented timer. The parallel interfaces operate in unidirectional or bidirectional 
modes, either 8 or 16 bits wide. The Pl/T contains a 24 bit wide counter and a 5 bit prescaler. 


Features of the Pl/T 


• MC68000 Bus Compatible 

• Port Modes Include: Bit I/O 

Unidirectional 8 bit and 1 6 bit 
8 bit and 1 6 bit 

• Selectable Handshaking Options 

• 24 bit Programmable Timer 

• Software Programmable Timer Modes 

• Contains Interrupt Vector Generation Logic 

• Separate Port and Timer Interrupt Service Requests 

• Registers are Read/Write and Directly Addressable 
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3.9.1 Address Map of the PI/T1 Registers 

P1/T1 is accessible via the 8 bit local I/O bus (byte mode). The following table shows the register 
layout of the PI/T1 . 

Table 3-14: PI/T1 Register Layout 


Default I/O Base Address: $FF80 0000 
Default Offset: $0000 0C00 
Default Name: PI_T1 


Address 

HEX 

Offset 

HEX 

Reset 

Value 

Label 

Description 

FF800C00 

00 

00 

PIT1 PGCR 

Port General Control Register 

FF800C01 

01 

00 

PIT1 PSRR 

Port Service Request Register 

FF800C02 

02 

00 

PIT1 PADDR 

Port A Data Direction Register 

FF800C03 

03 

00 

PIT1 PBDDR 

Port B Data Direction Register 

FF800C04 

04 

00 

PIT1 PCDDR 

Port C Data Direction Register 

FF800C05 

05 

00 

PIT1 PIVR 

Port Interrupt Vector Register 

FF800C06 

06 

00 

PIT1 PACR 

Port A Control Register 

FF800C07 

07 

00 

PIT1 PBCR 

Port B Control Register 

FF800C08 

08 

— 

PIT1 PADR 

Port A Data Register 

FF800C09 

09 

— 

PIT1 PBDR 

Port B Data Register 

FF800C0A 

OA 

- 

PIT1 PAAR 

Port A Alternate Register 

FF800C0B 

OB 

-- 

PIT1 PBAR 

Port B Alternate Register 

FF800C0C 

OC 

-- 

PIT1 PCDR 

Port C Data Register 

FF800C0D 

OD 

- 

PIT1 PSR 

Port Status Register 

FF800C1 0 

10 

00 

PIT1 TCR 

Timer Control Register 

FF800C1 1 

1 1 

OF 

PIT1 TIVR 

Timer Interrupt Vector Register 

FF800C1 2 

12 

- 

PIT1 CPR 

Counter Preload Register 

FF800C1 3 

13 

— 

IV 

ii 

FF800C1 4 

14 

— 

it 

ii 

FF800C1 5 

15 

— 

IV 

" 

FF800C1 6 

16 

— 

PIT1 CNTR 

Count Register 

FF800C1 7 

17 

— 

IV 

ii 

FF800C1 8 

18 

— 

n 

IV 

FF800C1 9 

19 

— 

ii 

»i 

FF800C1 A 

1 A 

00 

PIT1 TSR 

Timer Status Register 
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3.9.2 I/O Configuration of PI/T1 

The following table lists all I/O signals connected to PI/T1. The functions of these signals are 
described in the corresponding chapter. Additional information is provided in the Pl/T data sheet, 
included in Section No. 5, "COPIES OF DATA SHEETS". 


Table 3-15: PI/T1 Interface Signals 


PI/T1 I/O Pin 

Pl/T Signal Name 

Connected Signal 

Input/Output 

4 

PAO 

Rotary Switch 1 

1 

5 

PA1 

ii 

1 

6 

PA2 

ii 

1 

7 

PA3 

it 

1 

9 

PA4 

Rotary Switch 2 

1 

10 

PA 5 

IV 

1 

1 1 

PA 6 

ii 

1 

12 

PA7 

ii 

1 

14 

HI 

Reserved 

- 

15 

H2 

Reserved 

- 

16 

H3 

Reserved 

- 

17 

H4 

Reserved 

- 

18 

PBO 


0 

19 

PB1 


0 

22 

PB2 

A31..A24 

0 

23 

PB3 

Control 

0 

24 

PB4 

for 

0 

25 

PB5 

Accesses in 

0 

26 

PB6 

Slave Mode 

0 

27 

PB7 


0 

34 

PCO 

Reserved 

- 

35 

PCI 

Reserved 

- 

36 

PC2 

Reserved 

- 

37 

PC3 

Timer IRQ 

0 

38 

PC4 

Lock Cycles 

0 

39 

PC5 

Reserved 

- 

40 

PC 6 

Reserved 

- 

41 

PC7 

Reserved 

- 
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3.9.3 Rotary Switches 

There are two rotary switches installed on the front panel of the CPU board. The position of each 
switch can be read in via port A of the PI/T1. The next figure outlines the front panel and the 
position of the rotary switches. Each rotary switch covers four bits. Therefore, each switch holds 
16 positions and the code shown on the switch (i.e., 0-9 and A-F) can be read from the line PAO- 
PA3 (SW1) and PA4-PA7 (SW2) of PI/T1. The following lists the input signals of PI/T1 in relation 
to the rotary switch signals. 


Rotary Switch Signals Assignment 


PI/T1 Signal 

Rotary Switch 

Bit 

Data Bit of Pl/T Port A 

PAO 

SW1/1 

0 

0 

PA1 

SW1/2 

1 

1 

PA2 

SW1/3 

2 

2 

PA 3 

SW1/4 

3 

3 

PA4 

SW2/1 

4 

4 

PA 5 

SW2/2 

5 

5 

PA 6 

SW2/3 

6 

6 

PA 7 

SW2/4 

7 

7 


For application programs, the rotary switches can be used as a general purpose input channel for 
diagnostics, configuration selection, or automatic system boot with different configurations. 
VMEPROM uses the rotary switches for automatic configuration. 


NOTE: The rotary switches serve a special function in conjunction with the RESET 

and ABORT switches. This functionality is built into the BOOT EPROM and 
is described in detail in the BOOT Software description of the FGA-002 
User's Manual. 
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Figure 3-24: CPU Board Front Panel and Rotary Switch Positions 



0 
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3.9.4 Lock Cycles 

On the initial cycle of a line access, a retry causes the MC68040 processor to retry the bus cycle. 
A retry signaled during the second, third, or fourth cycle of a line transfer is recognized by the 
processor as a bus error, and causes the processor to abort the line transfer and start an access fault 
exception subroutine. 

When the local MC68040 wants to access a slave on the VMEbus and has already been granted the 
local bus, and a master on the VMEbus wants to access the MC68040's Shared Memory and has 
already been granted the VMEbus, a bus collision occurs. In this case the FGA-003 signals a retry 
to the MC68040 to resolve the collision on hardware level. It is not necessary that software 
observes this event. 

When a bus collision occurs during the second, third, or fourth cycle of a line transfer, where the 
processor is not able to retry the cycle, the MC68040 initiates a bus error. So the collision appears 
on the software level and can be resolved there with considerable time expense. 

To prevent the software from being concerned, the following feature is implemented on the CPU- 
40/41 Rev. 2 and succeeding revisions. 

The signal ENARMC 1 6 can be activated by software via PI/T1 Pin PC4. With this signal driven low 
a line transfer from the MC68040 is defined as a locked RMC transfer. So the FGA-002, when 
being granted the VMEbus, doesn't release the VMEbus until all four long cycles of the line tranfer 
are successfully completed or an actual bus error occurred. 

When using this feature the FGA-002 must be programmed to drive ASVME high between the locked 
RMC similar cycles and not to support real VMEbus compatible Read Modify Cycles. Actual RMC 
transfers from the MC68040 are treated the same way. As a result, on a slave board which is 
accessible from the VME bus as well as from the VSB, this kind of arbitration locked read modify 
cycle can be broken. 


PC4: 

To enable the feature that line transfers are defined as locked cycles, this bit must be programmed 
to low. Be sure to program the FGA-002 so that ASVME is driven high between RMC transfers. 

To disable this feature, this bit must be programmed to high. VMEPROM programs this bit to low 
by default. 
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3.9.5 Interrupt Request Signal 

TOUT: 

The PI/T1 pin 37 is used as an interrupt request line. The 24 bit timer can generate interrupt 
requests at a software programmable level. This interrupt request line is connected to the IRQ #2 
of the FGA-002. 

P/RQ: 

The Pl/T pin 33 is used to generate an interrupt depending on the handshake lines of the Pl/T. The 
PIRQ is connected to the TOUT pin but is not able to generate an interrupt because the handshake 
lines are not used and are reserved. 


3.9.6 A24 Slave Mode 

In order to allow an A24 slave mode as described in the chapter " Address Modifier Decoding and 
A24 Slave Mode” , the A31 to A24 address lines are programmable for this mode as described in the 
following table displaying the Pl/T bit and the coordinating address line. 


Pl/T Port B Bit 

Address Line 

0 

A24 

1 

A25 

2 

A26 

3 

A27 

4 

A28 

5 

A29 

6 

A30 

7 

A31 


3.9.7 Reserved Lines 

HI, H2, H3, H4, PCO, PCI , PC 2, PC5, PC6, PC7: 

These lines are not used. In order to retain compatibility to following versions, these lines should 
not be used in any applications. 
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3.9.8 Summary of PI/T1 

Device 

Access Address 
Port Width 

Interrupt Request Level 


68230 Pl/T 
$FF800C00 
Byte 

Software programmable 


FGA-002 Interrupt Channel (Timer IRQ) 


Local IRQ #2 
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3.9.9 Address Map of the PI/T2 Registers 

The PI/T2 is accessible via the 8 bit local I/O bus (byte mode). The following table shows the 
register layout of PI/T2. 

Table 3-16: PI/T2 Register Layout 


Default I/O Base Address: $FF80 0000 
Default Offset: $0000 0E00 
Default Name: PI T2 


Address 

HEX 


FF800E00 

FF800E01 

FF800E02 

FF800E03 

FF800E04 

FF800E05 

FF800E06 

FF800E07 

FF800E08 

FF800E09 

FF800E0A 

FF800E0B 

FF800E0C 

FF800E0D 

FF800E1 0 

FF800E1 1 

FF800E1 2 

FF800E1 3 

FF800E14 

FF800E1 5 

FF800E1 6 

FF800E1 7 

FF800E1 8 

FF800E1 9 

FF800E1 A 


Offset 

HEX 



Description 


Port General Control Register 
Port Service Request Register 
Port A Data Direction Register 
Port B Data Direction Register 
Port C Data Direction Register 
Port Interrupt Vector Register 
Port A Control Register 
Port B Control Register 
Port A Data Register 
Port B Data Register 
Port A Alternate Register 
Port B Alternate Register 
Port C Data Register 
Port Status Register 
Timer Control Register 
Timer Interrupt Vector Register 
Counter Preload Register 


Count Register 


Timer Status Register 
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3.9.10 I/O Configuration of PI/T2 

The following table lists all I/O signals connected to PI/T2. The functions of these signals are 
described in the corresponding chapter. Additional information is provided in the Pl/T data sheet, 
included in Section No, 5, "COPIES OF DATA SHEETS”, 


Table 3-18: PI/T2 Interface Signals 


Pl/T I/O Pin 

Pl/T Signal Name 

Connected Signal 

' l 

Input/Output 

4 

PAO 


I/O 

5 

PA1 


I/O 

6 

PA 2 


I/O 

7 

PA3 


I/O 

9 

PA4 


I/O 

10 

PA 5 

I/O Port via 

I/O 

1 1 

PA 6 

B12 

I/O 

12 

PA 7 


I/O 

14 

HI 


1 

15 

H2 


I/O 

16 

H3 


1 

17 

H4 


I/O 

18 

PBO 

Memory Size 

1 

19 

PB1 

ti 

1 

22 

PB2 

IV 

1 

23 

PB3 

Board ID 

1 

24 

PB4 

IV 

1 

25 

PB5 

ti 

1 

26 

PB6 

n 

1 

27 

PB7 

ti 

1 

34 

PCO 

MODLOW 

1 

35 

PCI 

Reserved 

- 

36 

PC2 

RAMTYP 

1 

37 

PC3 

Timer IRQ/Reset 

0 

38 

PC4 

BURST 

1 

39 

PC5 

PORT IRQ 

0 

40 

PC6 

PARITY 

1 

41 

PC 7 

ENA24 

0 
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3.9.11 Memory Size Recognition 

PB0-PB2: 

From these lines, the on-board memory capacity can be read in by software. Please refer to the 
chapter " The Shared RAM" for detailed information. 


3.9.12 Board Identification 

PB3-PB7: 

From these lines, the CPU board identification number can be read in by software. Every CPU board 
has its own number. Different versions of one CPU board (i.e. different speeds, capacity of memory, 
or modules) contain the same identification number. In the case of the CPU-40/41 , the number is 
ten ("$20"). 


3.9.13 Interrupt Request Signal 

TOUT: 

PI/T2 pin 37 is used as an interrupt request line. The 24 bit timer can generate interrupt requests 
on a software programmable level. Together with the Port Interrupt Request line, the timer interrupt 
request line is connected to the local IRQ #3 of the FGA-002. Therefore the software has to check 
whether the interrupt request was generated by the timer or by the port handshake lines. 

P/RQ: 

PI/T2 pin 39 is used as an interrupt request line. The port handshake lines can generate interrupts 
on a software programmable level. Together with the Timer Interrupt Request line, the port interrupt 
request line is connected to the local IRQ #3 of the FGA-002. Therefore the software has to check 
whether the interrupt request was generated by the timer or by the port handshake lines. 
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3.9.14 12 Bit I/O Port 

PA O-PA 7, H1-H4: 

This 1 2 bit I/O port is routed to a 24-pin header B1 2 allowing flat cable connection. Eight bits are 
connected to PI/T2 port A and are used as inputs or outputs; the remaining four bits are connected 
to the PI/T2 handshake pins. This port can be used to build a Centronics type interface. 


Pl/T 

Header B12 

Signal 

Pin 

Pin 

PAO 

4 

1 

PA1 

5 

2 

PA 2 

6 

3 

PA3 

7 

4 

PA4 

9 

5 

PA5 

10 

6 

PA 6 

11 

7 

PA7 

12 

8 

HI 

14 

9 

H2 

15 

10 

H3 

16 

11 

H4 

17 



The figure on the next page shows the location diagram of Jumperfield B1 2. 
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3.9.15 MODLOW 

PCO 

This line is driven low by an Eagle Module if there is one inserted. Be sure to leave this pin undriven 
by the Pl/T. If no Eagle Module is inserted and this signal is driven low the local IACK daisy chain 
is not closed! 

3.9.16 RAM Module Configuration Signals 

PC2, PC4, PC6: 

From PC2, RAMTYP of the RAM module can be read as shown in the following chart. 


PC2 

RAM Type 

1 

DRAM 

0 

SRAM 


For more information please refer to the chapter "The Shared RAM " . 

From PC4, BURST capability of the RAM module can be read as shown in the following chart. 


PC4 

Burst Mode 

1 

Yes 

0 

No 


From PC6, PARITY capability of the RAM module can be read as shown in the following chart. 


PC6 

Parity 

1 

Yes 

0 

No 


For more information please refer to the chapter "The Shared RAM " . 
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3.9.17 Timer IRQ/Reset 

PC3: 

This line can be connected to FGA-002 LIRQ 3 or to the RESET operation via jumperfield B1 8. An 
interrupt can be requested by the Pl/T timer or directly by programming this line to low, when the 
jumper is inserted in 2-3. With a jumper inserted in 1-2, this bit can generate a RESET which is 
equivalent to a Powerup RESET so that the contents of a RAM disk in DRAM area can be destroyed. 


3.9.18 PIRQ 

PC5: 

Interrupts from the Pl/Ts handshake lines are routed to this FGA-002 LIRQ3 line. 


3.9.19 Enable A24 Slave Mode 

PC7: 

The A24 slave mode can be enabled via the PC7 bit as described in the chapter "Address Modifier 
Decoding and A24 Slave Mode " . 


PC7 

Enabled VMEbus Slave Mode 

1 

A32 

0 

A32/A24 
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3.9.20 Reserved Line 

PCI: 

This line is not used. In order to retain compatibility to following versions, this line should not be 
used in any applications. 


3.9.21 Summary of PI/T2 

Device 

Access Address 
Port Width 

Interrupt Request Level 

FGA-002 Interrupt Channel 
Timer IRQ: 


68230 Pl/T 
$FF800E00 
Byte 

Software programmable 


Local IRQ #3 
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3.10 The Real Time Clock (RTC) 72423 

There is an RTC 72423 installed on the CPU board, containing its own battery to maintain the RTC 
function during power down. 


3.10.1 Address Map of the RTC Registers 

The RTC 72423 is a four bit device. It must be accessed in byte mode and the upper four bits are 
"don't care" during read and write accesses. The base address of the RTC is $FF803000. The 
following table shows the register layout of the RTC 72423. 


Table 3-17: RTC Register Layout 


Default I/O Base Address: $FF80 0000 
Default Offset: $0000 3000 
Default Name: RTC 

Address HEX 

Offset 

Label 

Description 

FF803000 

00 

RTC 1 SEC 

1 Second Digit Register 

FF803001 

01 

RTC10SEC 

10 Second Digit Register 

FF803002 

02 

RTC1MIN 

1 Minute Digit Register 

FF803003 

03 

RTC10MIN 

10 Minute Digit Register 

FF803004 

04 

RTC1HR 

1 Hour Digit Register 

FF803005 

05 

RTC10HR 

PM/AM and 10 Hour Digit Register 

FF803006 

06 

RTC 1 DAY 

1 Day Digit Register 

FF803007 

07 

RTC 10 DAY 

10 Day Digit Register 

FF803008 

08 

RTC1MON 

1 Month Digit Register 

FF803009 

09 

RTCIOMON 

10 Month Digit Register 

FF80300A 

OA 

RTC1YR 

1 Year Digit Register 

FF80300B 

OB 

RTC10YR 

10 Year Digit Register 

FF80300C 

OC 

RTCWEEK 

Week Register 

FF80300D 

OD 

RTCCOND 

Control Register D 

FF80300E 

OE 

RTCCONE 

Control Register E 

FF80300F 

OF 

RTCCONF 

Control Register F 


3.10.2 RTC Programming 

The following programming example shows how to read from or write to the RTC. Please note that 
the RTC must be stopped prior to reading the date and time registers. For further details, please 
refer to the RTC 72423 Data Sheet in Section 5, "COPIES OF DATA SHEETS" in this manual. 
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Figure 3-26: RTC Programming Example 


y ***************************************** 

** read RTC 72421 and load to RAM ** 
** 30-0ct*87 M.S. ** 

***************************************** j 


setclock(sy) 

register struct SYRAM *sy; 

i 

register struct rtc7242 *rtc = RTC2; 
register long count= 1000001; 

rtc->dcontrol =1; /* hold clock */ 

whi le(count--) 

if (rtc->dcontrol&0x02) 
break; 

if(! count) 

C printf ("\nCannot read Realtime Clock"); 
rtc->dcontrol = 0; 
return; } 

sy _> ssec [03 = (unsigned char)((rtc->sec10reg&0x07)*10 + (rtc->sec1reg&0x0f )); 

sy->_smin = (unsigned char)((rtc->min10reg&0x07)*10 + (rtc->min1reg&0x0f )); 

sy->_shrs = (unsigned char)((rtc->hou10reg&0x03)*10 + (rtc->hou1reg&0x0f )); 

sy->_syrs[0] = (unsigned char)((rtc->yr10reg&0x0f )*10 + (rtc->yr1reg&0x0f )); 

sy->_sday = (unsigned char)((rtc->day10reg&0x03)*10 + (rtc->day1reg&0x0f )); 

sy->_smon = (unsigned char)((rtc->mon10reg&0x01 )*10 + (rtc->mon1reg&0x0f )); 

rtc->dcontrol = 0; /* start clock */ 

> 


^***************************************** 
** write RTC 72421 from RAM ** 

** 30-Oct-87 M.S. ** 

***************************************** j 


writeclock(sy) 

register struct SYRAM *sy; 

C 

register struct rtc7242 *rtc = RTC2; 
register long count=100000l ; 

rtc->dcontrol =1; /* hold clock */ 

whi le(count-- ) 

if (rtc->dcontrol&0x02) 
break; 

if (! count) 

{ printf ("\nCannot read Realtime Clock"); 
rtc->dcontrol = 0; 
return; > 
rtc->fcontrol = 5; 

rtc->fcontrol = 4; /* 24-hour clock */ 

rtc->sec10reg = sy->_ssec[0]/10; 
rtc->sec1reg = sy->_ssec[0]%10; 
rtc->min10reg = (char)(sy->_smin/10); 
rtc->min1reg = (char)(sy->_smin%10); 
rtc->hou10reg = (char)(sy->_shrs/10); 
rtc->hou1reg = (char)(sy->_shrs%10); 
rtc->yr10reg = sy->_syrs[0]/10; 
rtc->yr1reg = sy->_syrs [0]%10; 
rtc->day10reg = sy->_sday/10; 
rtc->day1reg = sy->_sday%10; 
rtc->mon10reg = sy->_smon/10; 
rtc->mon1reg = sy->_smon%10; 
rtc->dcontrol = 0; 

> 


/* start clock */ 
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The following figure shows the location diagram of jumperfield B20 for backup supply. The default 
configuration uses the onboard battery. Please note that the SRAM on this CPU board is also 
supplied via this jumperfield. 


B1 B1 


1 

I 

Battery is connected to 1 

U 


T 

1 

Backup Supply Line 



O 

(default) 

o 


Battery is cut from 
Backup Supply Line 


B20 B20 


1 

§ 

+5VSTDBY is connected to 1 

1 


t 

1 

Backup Supply Line 



o 


o 


+5VSTDBY is cut from 
Backup Supply Line 
(default) 


NOTE 

The battery is not installed on the CPU board to avoid damage during shipment. 


CAUTION 

Before altering jumperfield B1 or disassembling the battery, please consult Chapter 3.6, " The 
Local SRAM". 




3-77 











S YS68K/CPU-40/4 1 USER'S MANUAL 


FORCE COMPUTERS 



3-/8 












SECTION 3 


HARDWARE USER'S MANUAL 


3.10.3 Summary of the RTC 

Device 

Access Address 
Access Mode 
Supported Transfers 

Battery Type 

Interrupt Request Level 

FGA-002 Interrupt Request Channel 


72423 RTC 
$FF80 3000 
Byte only 

Byte only, the upper 4 bits are to be ignored for read and 
write accesses 

Varta CR 1/3 or equivalent 

Software programmable 

Local IRQ #0 
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4. FUNCTION SWITCHES AND INDICATION LEDs 

The following paragraphs describe all switches and indicator LEDs. Figure 4-1 shows the front panel 
of the CPU board. 


4.1 RESET Function Switch 

A reset of all on-board I/O devices and the CPU is performed if the RESET switch is pushed to the 
"UP" position. RESET is held active until the switch is in "DOWN" position. In addition, a local 
timer guarantees a minimum reset time of two to three seconds. Power fail and power up also force 
a RESET (2-3 seconds), to start the board if the supply voltage is out of range (below 4.8 Volts). 

Normal switch position: "DOWN" 

If enabled, the reset is also driven to the VMEbus. For more information, please refer to the chapter 
"VMEbus RESET Conditions". 

In combination with the ABORT switch, the RESET switch has a special function which is described 
in the BOOT Software description of the FGA-002 User's Manual. 

When the Reset Switch is toggled twice a Powerup equivalent Reset can be generated. The time 
lapse immediately after the Reset Switch is released must be 0,2 seconds or less. 


4.2 ABORT Function Switch 

An interrupt on a software programmable level is provided on the board to allow an abort of the 
current program, to trigger a self-test or to start a maintenance program. ABORT is activated in 
"UP" position and deactivated in "DOWN" position. 

Normal switch position: "DOWN" 

In combination with the RESET switch, the ABORT switch has a special function which is described 
in the BOOT Software description of the FGA-002 User's Manual. 
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4.3 "RUN” LED 

The first LED below the RESET and ABORT switch is the RUN LED. This bicolor LED is green if the 
processor is not in HALT state. It is red during the RESET phase, and when the processor is in HALT 
state. 


4.4 "BM" LED 

If the CPU board is the current bus master, the BM LED is lit. Optical control is provided through 
this LED whether or not the board is working on VME. 


4.5 Rotary Switches 

There are two rotary switches (SW1 and SW2) which are four bit, hexadecimal encoded. These 
switches are completely under software control. The default setting is $FF. For a detailed 
description of the use of these switches under VMEPROM, please refer to the Section No. 7, 
T introduction to VMEPROM". 

In combination with the RESET and ABORT switches, the rotary switches have a special function 
which is described in the BOOT Software description of the FGA-002 User's Manual. 
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5. THE CPU BOARD INTERRUPT STRUCTURE 

All interrupts on the CPU board are handled via the FGA-002 or the hardware which is controlling 
the FLXibus. 

The interrupts of the FLXibus and the interrupts handled by the FGA-002 are daisy chained. If an 
interrupt occurs on the FLXibus with the same priority as an interrupt occurring through the FGA- 
002, the priority is as follows: 

Priority of the Onboard Interrupts 

Highest Priority 
FLXibus 
FGA-002 


Lowest Priority 

The interrupts which are caused by the EAGLE module are described in the Section 6, "EAGLE 
Module" . Interrupts handled by the FGA-002 are described in the following paragraphs. 

The Gate Array installed on the CPU board handles all local and VMEbus interrupts. Each interrupt 
request from the local bus through the two DUSCCs, RTC, the two timers, as well as the Gate Array 
specific interrupt requests, are combined with seven VMEbus interrupt requests. 

Each IRQ source including VMEbus IRQs can be programmed to interrupt the CPU on an individual 
programmable level (1 to 7). 

The Gate Array supports the vector, or initiates an interrupt vector fetch from the I/O device or from 
the VMEbus. 

In addition to local interrupts, the ACFAIL and SYSFAIL signals can be used to interrupt the CPU on 
a software programmable level. 

Gate Array supplied interrupt vectors have basic vector and fixed increments for each source. The 
basic vector is software programmable. 

For a complete description of interrupt handling, please refer to the FGA-002 Users Manual. 
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The chart below shows the connection between local devices and the local interrupt request of the 
FGA-002. 
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6. VMEBUS INTERFACE 

The CPU board contains a VMEbus interface which is compatible with the following standards: 

IEEE 1014 

The VMEbus interface supports 8, 1 6, 32 bit, and unaligned data transfers. The extended, standard, 
and short I/O address modifier codes are implemented to interface to all existing VMEbus products. 

Read-Modify-Write cycles on the VMEbus are handled as described in the VMEbus Standard (see 
above). The address strobe signal is held low during this cycle while the data strobe signals are 
driven low twice, once for the read cycle and once for the write cycle, and high between the both 
of them. 

All seven interrupt request signals are connected to the FGA-002 which can optionally map every 
level and then interrupt the local CPU. A four level bus arbiter together with several release 
functions are implemented with all slot 1 functions such as SYSRESET driver and receiver and 
SYSCLOCK driver. 

The following chapters describe the functions of the interface parts in detail. 


6.1 VMEbus Master Interface 

6.1.1 Data Transfer Size of the VMEbus Interface 

The VMEbus interface contains memory areas where the transfer size is software programmable to 
be 1 6 or 32 bits wide. 

The memory areas which contain the software programmable data bus size are fixed mapped and 
can't be modified. 

The hardware on the CPU board adjusts the transfer size of the data bus automatically, so that no 
additional overhead in the programs is necessary. 

The table on the next page lists the VMEbus memory areas and their data bus sizes in detail. 
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Table 6-1 : Data Bus Size of the VMEbus 


Start Address 

End Address 

Type 

Transfer Size 

XXXX XXXX* 

F9FF FFFF 

VME:A32 

PROGRAMMABLE 

FBOO 0000 

FBFE FFFF 

VME:A24 

PROGRAMMABLE 

FBFF 0000 

FBFF FFFF 

VME:A1 6 



FCFE FFFF 

V /R Jir. A A 

ri\/rr\ * a p> it- 

TIACU, ID Dli 

rouy \j\j\j\j 

V IVIC.M^H- 

FCFF 0000 

FCFF FFFF 

VME:A1 6 

FIXED, 16 BIT 


* XXXX XXXX = 0040 0000 for CPU-40x/4 or 0100 0000 for CPU-40x/16 

* XXXX XXXX = 0040 0000 for CPU-41 x/4 or 0080 0000 for CPU-41 x/8 


NOTE 

1) The data bus transfer size of the areas marked "FIXED" cannot be modified. 

2) The data bus transfer size of the areas marked as "PROGRAMMABLE" can be set 
to 1 6 or 32 bits. The default setup after RESET through the hardware is 32 bits. 


VMEPROM contains a command (MEM) to set up the data bus transfer size of the software 
programmable areas. 

MEM displays the current data bus transfer size 

MEM 1 6 sets the size to 1 6 data bus transfer bits only 

MEM 32 sets the size to 32 data bus transfer bits 

(8 and 16 bit transfers are also allowed) 

In addition, VMEPROM uses one bit of the rotary switches available on the front panel to select the 
data bus size of the VMEbus after RESET or power up. 

This default configuration is useful if a user program or an operating system is started, and additional 
memory boards with known data sizes are installed. 

For details on the usage of the rotary switches, please refer to Section 7 , "Introduction to 
VMEPROM". 
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Table 6-2: Defined VMEbus Transfer Cycles (D32 Mode) 



Transfer Type 


D31-D24 D23-D16 


D14-D8 


D7-D0 Supported 



Long Word 


Unaligned Word 
Unaligned 
Long Word A 
Unaligned 
Long Word B 


RMW Byte 
RMW Byte 
RMW Word 
RMW Long Word 


RMW = Read Modify Write 


Table 6-3: Defined VMEbus Transfer Cycles (D16 Mode) 
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6.1.2 Address Modifier Implementation 

The VMEbus defines three different Address Modifier Ranges as shown in the following table: 

Table 6-4: Address Ranges 


Mode 

Used Address Lines 

Short Form 

Extended Addressing 

A1-A31 

A32 

C+nrvrlorrl A rlrlr-ooclnn 
ului iuui u r\uui Cooii ly 

A1.A 0/1 
n i rv^-r 

AO/1 

n4.*T 

Short I/O 

A 1 -A 1 5 

A16 


All allowed and defined Address Modifier (AM) Codes are listed in the next table. The supported AM 
codes are marked with an asterisk {*). 

The address range of the microprocessor (4 Gigabyte) is split into several areas to support all of the 
listed AM codes. The table to follow lists the address ranges and the supported AM codes for this 
range. 

All I/O and Memory Boards on the VMEbus which will be addressed in the listed address ranges must 
use one or a combination of the AM codes to guarantee proper operation. 
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Table 6-5: Address Modifier Codes 


Address Modifier 


HEX 

Code 




Standard Supervisory Block Transfer 
Standard Supervisory Program Access 
Standard Supervisory Data Access 
Reserved 

Standard Privileged Block Transfer 
Standard Previleged Program Access 
Standard Previleged Data Access 
Reserved 


Reserved 

Reserved 

Reserved 

Reserved 

Reserved 

Reserved 

Reserved 

Reserved 


Reserved 

Reserved 

Short Supervisory Access 

Reserved 

Reserved 

Reserved 

Short Previleged Access 
Reserved 


Reserved 

Reserved 

Reserved 

Reserved 

Reserved 

Reserved 

Reserved 

Reserved 


= low signal level H = high signal level 
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The Address Modifier Codes (cont'd) 


Address Modifier 


HEX 

Code 




Standard Supervisory Block Transfer 
Standard Supervisory Program Access 
Standard Supervisory Data Access 
Reserved 

Standard Previleged Block Transfer 
Standard Previleged Program Access 
Standard Previleged Data Access 
Reserved 


Reserved 

Reserved 

Reserved 

Reserved 

Reserved 

Reserved 

Reserved 

Reserved 


Reserved 

Reserved 

Short Supervisory Access 

Reserved 

Reserved 

Reserved 

Short Previleged Access 
Reserved 


Reserved 

Reserved 

Reserved 

Reserved 

Reserved 

Reserved 

Reserved 

Reserved 


. = low signal level H = high signal level 
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Table 6-6: Address Modifier Codes Used on the CPU Board 


Address 

Range 

Address Modifier Code 

XXXX XXXX* 
1 D 0 0 .0 60 O 

F9FF FFFF 

VMEbus (Extended Access) 
A32 : D32, D24, D16, D8 

001110 SPA 
001101 SDA 
001010 NPA 
001001 NDA 

FB^F 0000 

60 . 

FBFE FFFF 

VMEbus (Standard Access) 
A24 : D32, D24, D16, D8 

111110 SPA 
111101 SDA 
111010 NPA 
111001 NDA 

FBFF 0000 
FBFF FFFF 

VMEbus (Short I/O Access) 
A16 : D32, D24, D16, D8 

101101 SDA 
101001 NDA 

FC00 0000 
FCFE FFFF 

VMEbus (Standard Access) 
A24 : D1 6, D8 

111110 SPA 
111101 SDA 
111010 NPA 
111001 NDA 

FCFF 0000 
FCFF FFFF 

VMEbus (Short I/O Access) 
A16 : D1 6, D8 

101101 SDA 
101001 NDA 

SPA = Supervisor Program Access 
SDA = Supervisor Data Access 
NPA = Nonpreviiiged Program Access 
NDA = Nonpreviiiged Data Access 

* XXXX XXXX = 0040 0000 for CPU-40x/4 or 0100 0000 for CPU-40x/1 6 

* XXXX XXXX = 0040 0000 for CPU-41 x/4 or 0080 0000 for CPU-41 x/8 


6 - 























SYS68K/CPU-40/41 USER'S MANUAL 


FORCE COMPUTERS 


6.2 VMEbus Slave Interface 
6.2.1 The Access Address 

The onboard shared RAM of the CPU board is also accessible from the VMEbus side. Both the begin 
and end address are programmable in 4 Kbyte increments inside the FGA-002. The complete 
address decoding for the shared RAM logic is performed inside the FGA-002 Gate Array. For details 
on the programming of the access address, please refer to the BOOT Software description in the 
FGA-002 User's Manual. 


6.2.2 Data Transfer Size of the Shared RAM 

The VMEbus interface of the shared RAM is 32 bits wide. It supports 32 bit, 1 6 bit, and 8 bit as 
well as unaligned (UAT) and read-modify-write (RMW) transfers. 


6.2.3 Address Modifier Decoding and A24 Slave Mode 

For access to the shared RAM from the VMEbus side, extended (A32) and standard (A24) accesses 
are allowed. 

The FGA-002 only recognizes A32 accesses. The access address for an A32 access can be 
programmed as described above. 

If an A24 access takes place additional onboard hardware translates this A24 access to an A32 
access to the FGA-002. This means that the standard address modifier code from the VMEbus is 
modified to extended address modifier to the FGA-002. In A24 mode the address lines A31 to A24 
of the VMEbus must not be used for address decoding. Therefore these address lines are driven to 
the FGA-002 via an additional driver. The value of these address bits are programmable via the 
Pl/T 1 Port B. For detailed information about the address map and register layout of the Pl/T 1 please 
refer to the chapter " Address Map of the Pf/TI Registers". 
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The following table shows which Pl/T bit belongs to which address line. 


A31 to A24 for FGA-002 in A24 Slave Mode 


PI/T1 Port B Bit 

Address Line 

0 

A24 

1 

A25 

2 

A26 

3 

A27 

4 

A28 

5 

A29 

6 

A30 

7 

A31 


The value of these bits must be programmed according to the access address inside the FGA-002. 

For example if the shared RAM access address for VMEbus is programmed to: 

Start Address $10000000 
End Address $10400000 

the Pl/T bits must be programmed to: 

Pl/T 1 Port B Bit 7 6 5 4 3 2 1 0 

0 0 0 1 0 0 0 0 

to allow A24 accesses. 

If an A24 master now accesses the address $005000, it reaches the same address as an A32 
master accessing the address $10005000. 

A32 mode is always enabled and A24 mode can be enabled in addition via the PI/T2 Port C Bit 7. 
For detailed information about the address map and register layout of the PI/T2, please refer to the 
chapter " Address Map of the PI/T2 Registers". 


6-9 



SYS68K/CPU-40/41 USER'S MANUAL 


FORCE COMPUTERS 


The following table shows the function of the PI/T2 Port C bit 7. 


PI/T2 Port C Bit 7 

Enable VMEbus Slave Accesses 

1 

A32 

0 

A32/A24 


The following table shows the allowed AM Codes for VMEbus accesses to the Shared RAM. 


Table 6-7: VMEbus Slave AM Codes 


HEX 

Code 

Address Modifier 

Function 

5 

D 

3 

2 

1 

0 

3E 

H 

H 

H 

B 

B 

B 

Standard Supervisory Program Access 

3D 

H 

H 

H 

B 

n 

B 

Standard Supervisory Data Access 

3A 

H 

H 

H 

B 

B 

B 

Standard Previleged Program Access 

39 

H 

H 

H 

B 

B 

H 

Standard Previleged Data Access 

OE 

fl 

m 

H 

D 

D 

B 

Extended Supervisory Program Access 

OD 

n 

n 

H 

B 

n 

B 

Extended Supervisory Data Access 

OA 

B 

B 

H 

B 

B 

B 

Extended Previleged Program Access 

09 

B 

B 

H 

B 

B 

H 

Extended Previleged Data Access 




L = 

low signal level H = high signal level 
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6.3 The VMEbus Interrupt Handler 

All seven VMEbus interrupt request (IRQ) signals are connected to the interrupt handling logic on the 
FGA-002 Gate Array. Each of the VMEbus IRQ signals can be separately enabled or disabled. The 
FGA-002 Gate Array allows high end multiprocessor environment board usage with distributed 
interrupt handling. 

The FGA-002 Gate Array uses the interrupt as a D08(0) interrupt handler in accordance with the 
VMEbus Standard. 

In addition every VMEbus interrupt level can be mapped to cause an interrupt on a different level to 
the processor. So for example a VMEbus interrupt request on level 2 can be mapped to cause an 
interrupt request on level 5 to the processor. 


CAUTION 

The CPU board only supports the byte interrupt vectoring. 

The byte interrupt vector is implemented on most of the existing boards because the VMEbus 
Specification Rev. A and B do not include a word or long word interrupt vector. Therefore, 
older VMEbus boards can be used together with this CPU board if they are compatible to the 
current timing specification. 


The complete VMEbus interrupt handling is done inside the FGA-002. Therefore please refer to the 
FGA-002 User's Manual for a detailed description of the programming of the interrupt management 
functions. 
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6.4 VMEbus Arbitration 

Each transfer to/from an area marked in Table 6-6 causes a VMEbus access cycle. The VMEbus 
defines an arbitration scheme to arbitrate the bus mastership. Four request levels are defined as 0, 
1 , 2, and 3. 

6.4.1 Four Available VMEbus Arbiters 

A VMEbus Arbiter may operate in one of the following modes: 

a) Single Level Arbiter 

b) Prioritized 4-Level Arbiter 

c) Round Robin 4-Level Arbiter 

d) Prioritized Round Robin 4-Level Arbiter 

The arbiter modes a, b, and c above are defined in the VMEbus standard and mode d has been 
developed by FORCE COMPUTERS and implemented on the CPU board. The arbiter mode used is 
application dependent. 

6.4.2 The On-Board Four Level Arbiter 

The CPU board contains a four level arbiter which can be enabled/disabled through hardware. The 
four level arbiter together with the VMEbus request level control and the VMEbus interrupter is built 
in an LCA which is a programmable gate array. 


CAUTION 

1) If the four level arbiter is enabled, the board must be plugged into slot 1 of the VMEbus 
rack, as defined in the VMEbus standard. 

2) All other boards must force bus requests at level 0...3 if the on-board arbiter is 
enabled. 

3) No other arbiter can be used if the on-board arbiter is enabled. 

4) If an external arbiter is used, the on-board arbiter must be disabled. 

5) By default, the four level arbiter is enabled. 

6) The SGL VMEbus arbiter in the FGA-002 must remain disabled in all cases. 


The arbiter can work in the Prioritized 4-level, Round Robin 4-level or Prioritized Round Robin 4-level 
mode. 
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The VMEbus Arbiter/Requester/Interrupter LCA has three internal registers which are one byte wide. 
One of the registers is used to control the VMEbus Requester and the VMEbus Arbiter. It can be 
accessed on address $FF803E02. 


Table 6-8: VMEbus Arbiter/Requester Register Layout 


Default I/O Base Address: $FF800000 
Default Offset: $00003E02 

Address 

HEX 

Offset 

HEX 

Mode 

Default 

Value 

Label 

Description 

FF803E0 

2 

00 

R/W 

73 

ARBRE 

G 

Arbiter/Requester Register 


Table 6-9: Description of Arbiter/Requester Register Bits 


Bit 

Value 

Mode 

Description 

0 

1 * 

R/W 

Request level: low bit 

1 

1 * 

R/W 

Request level: high bit 

2 

2 * 

R/W 

Arbiter mode: low bit 

3 

ma 

R/W 

Arbiter mode: high bit 

4 

- 

R 

No function 

5 

- 

R 

No function 

6 


R 

Setting of arbiter jumperfield: 


1 


Arbiter enabled (Jumper inserted) 


0 


Arbiter disabled (Jumper not inserted) 

7 


R/W 

Control of request level: 


1 


Done by software 


0 


Done by hardware 

1 * 

See the description "Request Level" 

2* 

See the description "Arbiter Mode" 
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Request Level 

The control of the request level on VMEbus can be done either by software (bit 7 is set to one) or 
by hardware (bit 7 is set to zero). 

If the control of the request level is done by hardware the request level is selected via jumperfield 
B19. The jumpersettings for the VMEbus request levels 0 to 3 are shown in figure 6-1: 
Requester/Arbiter Jumperfield B19. 

If the control of the request level is done by software the request level is selected via bit 0 and bit 
1 of the register. The bit settings for the VMEbus request levels 0 to 3 are shown in the next table. 


Table 6-10: Bit Settings for VMEbus Request Level 


Bit 1 

Bit 0 

VMEbus Request Level 

Default 

0 

0 

0 


0 

1 

1 


1 

0 

2 


1 

1 

3 

* 


NOTE 

If the user wants to select the request level by software (bit 7 set to one) the two jumpers 
in jumperfield B19 for the request level (see Figure 6-1: Requester/Arbiter Jumperfield B19) 
must be removed before. Otherwise bit 7 can't be set to one. 
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Arbiter Enable/Disable 

The onboard VMEbus arbiter can enabled or disabled via the third jumper of jumperfield B19 (see 
Figure 6-1 : Requester/Arbiter Jumperfield B19). The setting of the jumper can be read by software 
via bit 6 of the requester/arbiter register (see Table 6-9: Description of Requester/Arbiter Register 
Bits). 


Arbiter Mode 

The arbiter mode of the onboard VMEbus arbiter can be selected by software via bit 2 and bit 3 of 
the requester/arbiter register. The bit settings for the three arbiter modes are shown in Table 6-1 1 : 
Bit Settings for VMEbus Arbiter Mode. 


Table 6-1 1 : Bit Settings for VMEbus Arbiter Mode 


Bit 3 

Bit 2 

Default 

Arbiter Mode 

0 

0 

* 

prioritized mode 

0 

1 


round robin mode 

1 

0 


prioritized round robin mode 

1 

1 


prioritized round robin mode 
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Figure 6-1 : Requester/Arbiter Jumperfield B1 9 
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Figure 6-2: Location Diagram of Jumperfield B19 
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6.4.3 The VMEbus Release Function 

The CPU board contains several different software selectable bus release functions to relinquish 
VMEbus mastership. The Bus Release Operation is independent of whether or not the on-board 
arbiter is enabled and independent of the Bus Request level. Easy handling and usage of the bus 
release functions is provided through the FGA-002 Gate Array. RMW Cycles are always completed 
before the bus is released. VMEPROM allows the user to change the release function through the 
ARB command. Please refer to the Introduction to VMEPROM for details. The modes are defined 
in the following chapters. 


6.4.3. 1 Release Every Cycle (REC) 

The REC mode causes a release of VMEbus mastership after the initiated transfer cycle has been 
completed. A normal read or write cycle is terminated after the address and data strobes are driven 
high (inactive state). A Read Modify Write cycle (RMW) is terminated after the write cycle is 
completed by the CPU, through deactivation of the address and data strobes. If the REC mode is 
enabled, all other bus release functions have no impact ("don't care"). The REC mode is only for 
CPU cycles to the VMEbus, and not for DMA cycles. The programming of the REC mode is 
described in the FGA-002 Gate Array User's Manual. 


6. 4. 3. 2 Release on Request (ROR) 

The ROR Mode is defined as a release of bus mastership if another bus requester has requested bus 
mastership and the CPU board is the current bus master. The Gate Array contained DMA controller 
can also be the requestor causing such a bus release. The ROR mode is only for CPU cycles to the 
VMEbus, and not for DMA cycles. The ROR mode cannot be disabled, it is programmable how long 
the CPU stays VMEbus master despite of a Bus Request pending. The programming of the ROR 
mode is described in the FGA-002 Gate Array Manual. 


6. 4. 3. 3 Release After Timeout (RAT) 

A timer with a fixed clock rate is installed in the FGA-002 providing a bus mastership release after 
100 microseconds of no CPU cycles to the VMEbus. This release function is active only after the 
ROR mode timeout. This function cannot be disabled. The RAT Mode is only for CPU cycles to the 
VMEbus and not for DMA cycles. The programming of the RAT mode is described in the FGA-002 
Gate Array Manual. 
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6. 4. 3. 4 Release on Bus Clear (RBCLR) 

The RBCLR function allows the bus mastership release if an external arbiter asserts the BCLR * signal 
of the VMEbus. This function then overrides the ROR function timing limitations. The RBCLR Mode 
is only for CPU cycles to the VMEbus and not for DMA cycles. The programming of the RBCLR 
mode is described in the FGA-002 Gate Array User's Manual. 


6. 4. 3. 5 Release When Done (RWD) 

The DMA Controller installed in the FGA-002 Gate Array can also be VMEbus master. It always 
operates in transfer rounds (maximum 32 transfers). The bus is always released after completion 
of such a transfer round. The other Bus Release Functions are for CPU mastership to the VMEbus. 
The VMEbus board mastership is always a CPU or DMA Controller mastership. Gaining mastership 
is always a VMEbus arbitration sequence. 


6. 4. 3. 6 Release Voluntary (RV) 

If the local processor is VMEbus bus master, the release on request counter inhibits the gate array 
from releasing the bus for the specified time (See ROR function). After this time elapses, the gate 
array may release the bus voluntary if the local CPU does not perform accesses to the VMEbus 
within a 100 microsecond time period. After each new access to VME, this 100 us time period 
must pass until the bus is released voluntary. 


6.4.3. 7 Release on ACFAIL (ACFAIL) 

If the board is programmed by the Gate Array to be the ACFAILHANDLER in the VMEbus Rack, and 
if the ACFAIL* signal of the VMEbus is asserted, the CPU will not release the VMEbus if it is the bus 
master. That is, REC, ROR, RAT, and RBCLR do not operate in this case. If the board is not 
ACFAILHANDLER and the ACFAIL* signal is asserted, the board will release the VMEbus 
immediately. 
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6.5 The VMEbus Interrupter 

The VMEbus Interrupter on the CPU board can generate interrupts on the VMEbus interrupt levels 
IRQ1 to IRQ7. The interrupts can be generated by software. The interrupter can generate a byte 
wide interrupt vector which is software programmable. 

The VMEbus Interrupter on the CPU board together with the VMEbus Arbiter/Requester is built in 
an LCA which is a programmable gate array. This LCA has three internal registers which are byte 
wide. Two of these registers are used to control the VMEbus Interrupter. They are accessed on 
addresses $FF803E00 and $FF803E01. 


Table 6-13: VMEbus Interrupter Registers 


Default I/O Base Address: 
Default Offset: 

$FF800000 

$00003E00 


Address 

HEX 

Offset 

HEX 

Mode 

Default 

Value 

Label 

Description 

FF803E00 

00 

R/W 

01 

IRQREG 

Interrupt generation register 

FF803E01 

01 

R/W 

00 

VECTRE 

G 

Interrupt vector register 


6.5.1 The Interrupt Generation Register 

The VMEbus Interrupts on levels IRQ1 to IRQ7 can be generated by software via bit 1 to bit 7 of the 
IRQ generation register. Bit 0 of the register has no function (see Table 6-1 4: Description of the IRQ 
Generation Register). An interrupt is generated by setting the corresponding register bit to one. 
When the interrupt is acknowledged by the VMEbus Interrupt Handler the bit is automatically set to 
zero again. 
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Table 6-14: Description of the IRQ Generation Register 


Bit 

Value 

Mode 

Description 

0 

i 

i 

i 

i 

No function 

1 

1 

R/W 

VMEbus interrupt IRQ1 
Active 


0 


Inactive (automatically set to zero again) 

2 

i 

0 

R/W 

VMEbus interrupt IRQ2 

A r'+ii /o 

r-\o uvw 

Inactive (automatically set to zero again) 

3 

1 

R/W 

VMEbus interrupt IRQ3 
Active 


0 


Inactive (automatically set to zero again) 

4 

1 

R/W 

VMEbus interrupt IRQ4 
Active 


0 


Inactive (automatically set to zero again) 

5 

1 

R/W 

VMEbus interrupt IRQ5 
Active 


0 


Inactive (automatically set to zero again) 

6 

1 

R/W 

VMEbus interrupt IRQ6 
Active 


0 


Inactive (automatically set to zero again) 

7 

1 

R/W 

VMEbus interrupt IRQ7 
Active 


0 


Inactive (automatically set to zero again) 


6.5.2 The Interrupt Vector Register 

The interrupt vector register holds the byte wide interrupt vector for the VMEbus interrupts. It can 
be read and written and must be set to the right value before an interrupt is activated. It must not 
be changed as long as a VMEbus Interrupt from the board is pending. 
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6.6 The SYSCLK Driver 

The CPU board contains all circuities to support the SYSCLK signal. The output signal is a stable 
16 MHz signal with a 50/50 high/low cycle. 

The driver circuitry for the SYSCLK signal has a current driver capacity of 64mA. 


The SYSCLK signal can be enabled and disabled via a jumper setting at B13. 

Jumper 1-8 inserted SYSCLK driven (default) 
Jumper 1-8 removed SYSCLK not driven 


The usage of jumperfield B13 is shown in Figure 6-3 and the location diagram of the SYSCLK 
jumperfield is outlined in Figure 6-4. 


CAUTION 

Only one board (located in slot 1) in the VMEbus environment must drive the SYSCLK signal. 


Figure 6-3: Usage of Jumperfield B13 

"SYSCLK driven if jumper 1-8 is inserted" 

B13 

8 7 6 5 

0 0 0 0 

I 

! 

1 o 0 0 

12 3 4 
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Figure 6-4: Location Diagram of B13 
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6.7 Exception Signals 

The VMEbus defines the signals ACFAIL, SYSFAIL, and RESET for signaling exceptions or status. 

The ACFAIL and the SYSFAIL signals of the VMEbus are connected to the FGA-002 Gate Array. 

The FGA-002 may be programmed to generate interrupts on SYSFAIL and ACFAIL. For detailed 
information please refer to the FGA-002 User's Manual. 

VMEPROM monitors the SYSFAIL line during the initialization of external intelligent I/O boards. The 
ACFAIL line is ignored by VMEPROM. 

The FGA-002 drives the SYSFAIL line after Reset until initialization of the board is completed. 

To remain compatible to older boards this signal can be enabled and disabled via a jumper setting 
at B13. 


Jumper 2-7 inserted SYSFAIL driven (default) 

Jumper 2-7 removed SYSFAIL not driven 

The usage of jumperfield B13 is shown in the following figure, and the location diagram of the 
SYSFAIL jumperfield is outlined in the figure on the next page. 


Figure 6-5: Usage of Jumperfield B13 


"SYSFAIL driven if jumper 2-7 is inserted" 

B13 

8 7 6 5 

0 0 0 0 

I 

I 

I 0 0 0 

12 3 4 
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Figure 6-6: Location Diagram of Jumperfield B13 
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APPENDIX B 

MEMORY MAP OF THE CPU BOARD 


Start 

Address 


00000000 

00000000 

00000000 



01000000 f 

/ (q M ly c ck. 


FA000000 


FB000000 


FBFF0000 


FC000000 


FCFFOOOO 


FDOOOOOO 


FFOOOOOO 


FF800000 


FFCOOOOO 


FFC80000 


FFDOOOOO 


FFEOOOOO 


FF803E00 


FFFOOOOO 


End 

Address 

Type 

003FFFFF 

Shared Memory (4 Mbyte) 

007FFFFF 

Shared Memory (8 Mbyte) or 

OOFFFFFF 

Shared Memory (16 Mbyte) 

F9FFFFFF 

VMEbus Addresses (4 Mbyte Shared Memory) 
A32: D32, D24, D16, D8 

F9FFFFFF 

VMEbus Addresses (8 Mbyte Shared Memory) 
A32: D32, D24, D16, D8 

F9FFFFFF 

VMEbus Addresses (16 Mbyte Shared Memory) 
A32: D32, D24, D16, D8 

FAFFFFFF 

Message Broadcast Area 

FBFEFFFF 

VMEbus 

A24: D32, D24, D16, D8 

FBFFFFFF 

VMEbus 

A16: D32, D24, D16, D8 

FCFEFFFF 

VMEbus 
A24: D1 6, D8 

FCFFFFFF 

VMEbus 
A16: D1 6, D8 

FEFFFFFF 

Reserved 

FF7FFFFF 

SYSTEM EPROM 

FFBFFFFF 

Local I/O 

FFC7FFFF 

LOCAL SRAM 

FFCFFFFF 

Local FLASH EPROM 

FFDFFFFF 

Registers of FGA-002 

FFEFFFFF 

BOOT EPROM 

FF803FFF 

VMEbus Arbiter 

FFFFFFFF 

Reserved 
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APPENDIX C 


ADDRESS ASSIGNMENT AND REGISTER LAYOUT OF THE I/O DEVICES 


Serial I/O Port #1 (DUSCC1) Register Layout 


Port Base Address: $FF802000 

Address 

Offset 

Reset 




HEX 

HEX 

Value 

Mode 

Label 

Description 

$FF802000 

00 

00 

R/W 

DUSCMR1 

Channel Mode Reg 1 

$FF802001 

01 

00 

R/W 

DUSCMR2 

Channel Mode Reg 2 

$FF802002 

02 

-- 

R/W 

DUSSS1R 

SYN1 /Secondary Adr Reg 1 

$FF802003 

03 

-- 

R/W 

DUSS2R 

SYN2/Secondary Adr Reg 2 

$FF802004 

04 

00 

R/W 

DUSTPR 

Transmitter Parameter Reg 

$FF802005 

05 

-- 

R/W 

DUSTTR 

Transmitter Timing Reg 

$FF802006 

06 

00 

R/W 

DUSRPR 

Receiver Parameter Reg 

$FF802007 

07 

- 

R/W 

DUSRTR 

Receiver Timing Reg 

$FF802008 

08 

-- 

R/W 

DUSCTPRH 

Counter/Timer Preset Reg H 

$FF802009 

09 

- 

R/W 

DUSCTPRL 

Counter/Timer Preset Reg L 

$FF80200A 

0A 

- 

R/W 

DUSCTCR 

Counter/Timer Control Reg 

$FF80200B 

OB 

00 

R/W 

DUSOMR 

Output and Miscellaneous Reg 

$FF80200C 

OC 

- 

R 

DUSCTH 

Counter/Timer High 

$FF80200D 

OD 

- 

R 

DUSCTL 

Counter/Timer Low 

$FF80200E 

OE 

00 

R/W 

DUSPCR 

Pin Configuration Reg 

$FF80200F 

OF 

- 

R/W 

DUSCCR 

Channel Command Reg 

$FF802010 

10 





$FF80201 1 

11 





$FF80201 2 

12 

- 

W 

DUSTFIFO 

Transmitter FIFO 

$FF80201 3 

13 





$FF802014 

14 





$FF80201 5 

15 





$FF80201 6 

16 

- 

R 

DUSRFIFO 

Receiver FIFO 

$FF80201 7 

17 





$FF80201 8 

18 

00 

R/W 

DUSRSR 

Receiver Status Reg 

$FF80201 9 

19 

00 

R/W 

DUSTRSR 

Transmitter/Receiver Stat Reg 

$FF80201 A 

1 A 

- 

R/W 

DUSICTSR 

Input + Counter/Timer Stat Reg 

$FF80201C 

1C 

00 

R/W 

DUSIER 

Interrupt Enable Reg 
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Serial I/O Port #2 (DUSCC1) Register Layout 


Port Base Address: $FF802000 

Address 

Offset 

Reset 




HEX 

HEX 

Value 

Mode 

Label 

Description 

$FF802020 

00 

00 

R/W 

DUSCMR1 

Channel Mode Reg 1 

$FF802021 

01 

00 

R/W 

DUSCMR2 

Channel Mode Reg 2 

$FF802022 

02 

- 

R/W 

DUSSS1R 

SYN1 /Secondary Adr Reg 1 

$FF802023 

03 

- 

R/W 

DUSS2R 

SYN2/Secondary Adr Reg 2 

$FF802024 

04 

00 

R/W 

DUSTPR 

Transmitter Parameter Reg 

$FF802025 

05 

- 

R/W 

DUSTTR 

Transmitter Timing Reg 

$FF802026 

06 

00 

R/W 

DUSRPR 

Receiver Parameter Reg 

$FF802027 

07 

- 

R/W 

DUSRTR 

Receiver Timing Reg 

$FF802028 

08 

- 

R/W 

DUSCTPRH 

Counter/Timer Preset Reg H 

$FF802029 

09 

- 

R/W 

DUSCTPRL 

Counter/Timer Preset Reg L 

$FF80202A 

OA 

- 

R/W 

DUSCTCR 

Counter/Timer Control Reg 

$FF80202B 

OB 

00 

R/W 

DUSOMR 

Output and Miscellaneous Reg 

$FF80202C 

OC 

- 

R 

DUSCTH 

Counter/Timer High 

$FF80202D 

OD 

- 

R 

DUSCTL 

Counter/Timer Low 

$FF80202E 

OE 

00 

R/W 

DUSPCR 

Pin Configuration Reg 

$FF80202F 

OF 

- 

R/W 

DUSCCR 

Channel Command Reg 

$FF802030 

10-, 





$FF802031 

11 | 





$FF802032 

12 | 

- 

W 

DUSTFIFO 

Transmitter FIFO 

$FF802033 

13-i 





$FF802034 

14n 





$FF802035 

15 | 





$FF802036 

16 1 

- 

R 

DUSRFIFO 

Receiver FIFO 

$FF802037 

17-J 





$FF802038 

18 

00 

R/W 

DUSRSR 

Receiver Status Reg 

$FF802039 

19 

00 

R/W 

DUSTRSR 

Transmitter/Receiver Stat Reg 

$FF80203A 

1 A 

- 

R/W 

DUSICTSR 

Input + Counter/Timer Stat Reg 

$FF80203C 

1C 

00 

R/W 

DUSIER 

Interrupt Enable Reg 


Ports #1 and #2 (DUSCC1) Common Register Address Map 




Port Base Address: $FF802000 

Address 

HEX 

Offset 

HEX 

Reset 

Value 

Mode 

Label 

Description 

$FF80201 B 

IB 

00 

R/W 

DUSGSR 

General Status Register 

$FF80201 E 

IE 

OF 

R/W 

DUSIVR 

Interrupt Vec Reg Unmodified 

$FF80201 F 

IF 

00 

R/W 

DUSICR 

Interrupt Control Register 

$FF80203E 

3E 

OF 

R 

DUSIVRM 

Interrupt Vec Reg Modified 
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Serial I/O Port #3 (DUSCC2) Register Address Map 


Port Base Address : $FF802200 


Address 

HEX 


$FF802200 
$FF802201 
$FF802202 
$FF802203 
$FF802204 
$FF802205 
$FF802206 
$FF802207 
$FF802208 
$FF802209 
$FF80220A 
$FF80220B 
$FF80220C 
$FF80220D 
$FF80220E 
$FF80220F 
$FF80221 0 
$FF80221 1 
$FF80221 2 
$FF80221 3 
$FF80221 4 
$FF80221 5 
$FF80221 6 
$FF80221 7 
$FF80221 8 
$FF80221 9 
$FF80221 A 
$FF80221 C 


Offset 

HEX 


Reset 

Value 






Mode 


Label 


DUSCMR1 

DUSCMR2 

DUSSS1R 

DUSS2R 

DUSTPR 

DUSTTR 

DUSRPR 

DUSRTR 

DUSCTPRH 

DUSCTPRL 

DUSCTCR 

DUSOMR 

DUSCTH 

DUSCTL 

DUSPCR 

DUSCCR 


DUSTFIFO 


DUSRFIFO 

DUSRSR 

DUSTRSR 

DUSICTSR 

DUSIER 


Description 


Channel Mode Reg 1 
Channel Mode Reg 2 
SYN1 /Secondary Adr Reg 1 
SYN2/Secondary Adr Reg 2 
Transmitter Parameter Reg 
Transmitter Timing Reg 
Receiver Parameter Reg 
Receiver Timing Reg 
Counter/Timer Preset Reg H 
Counter/Timer Preset Reg L 
Counter/Timer Control Reg 
Output and Miscellaneous Reg 
Counter/Timer High 
Counter/Timer Low 
Pin Configuration Reg 
Channel Command Reg 


Transmitter FIFO 


Receiver FIFO 
Receiver Status Reg 
Transmitter/Receiver Stat Reg 
Input + Counter/Timer Stat Reg 
Interrupt Enable Reg 
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Serial I/O Port #4 (DUSCC2) Register Address Map 




Port Base Address : 

$FF802220 

Address 

Offset 

Reset 

Mode 

Label 

Description 

HEX 

HEX 

Value 




$FF802220 


00 

R/W 

DUSCMR1 

Channel Mode Reg 1 

$FF802221 


00 

R/W 

DUSCMR2 

Channel Mode Reg 2 

$FF802222 


- 

R/W 

DUSSS1R 

SYN1 /Secondary Adr Reg 1 

$FF802223 

03 

- 

R/W 

DUSS2R 

SYN2/Secondary Adr Reg 2 

$FF802224 

04 

00 

R/W 

DUSTPR 

Transmitter Parameter Reg 

$FF802225 

05 

- 

R/W 

DUSTTR 

Transmitter Timing Reg 

$FF802226 

06 

00 

R/W 

DUS RPR 

Rproiv/or Paramotor Ron 

. • V4* uiMWkwa » ‘V/y 

$FF802227 

07 


R/W 

DUSRTR 

Receiver Timing Reg 

$FF802228 

08 


R/W 

DUSCTPRH 

Counter/Timer Preset Reg H 

$FF802229 

09 

H 

R/W 

DUSCTPRL 

Counter/Timer Preset Reg L 

$FF80222A 

OA 


R/W 

DUSCTCR 

Counter/Timer Control Reg 

$FF80222B 

OB 

00 

R/W 

DUSOMR 

Output and Miscellaneous Reg 

$FF80222C 

OC 

- 

R 

DUSCTH 

Counter/Timer High 

$FF80222D 

OD 

— 

R 

DUSCTL 

Counter/Timer Low 

$FF80222E 

OE 

00 

R/W 

DUSPCR 

Pin Configuration Reg 

$FF80222F 

OF 

- 

R/W 

DUSCCR 

Channel Command Reg 

$FF802230 

10 n 




$FF802231 

11 | 





$FF802232 

12 j 

— 

W 

DUSTFIFO 

Transmitter FIFO 

$FF802233 

1 3 J 





$FF802234 

14n 





$FF802235 

15 | 





$FF802236 

16 j 





$FF802237 

17-1 

— 

R 

DUSRFIFO 

Receiver FIFO 

$FF802238 

18 

00 

R/W 

DUSRSR 

Receiver Status Reg 

$FF802239 

19 

00 

R/W 

DUSTRSR 

Transmitter/Receiver Stat Reg 

$FF80223A 

1 A 

— 

R/W 

DUSICTSR 

Input + Counter/Timer Stat Reg 

$FF80223C 

1C 

00 

R/W 

DUSIER 

Interrupt Enable Reg 


Ports #3 and #4 (DUSCC2) Common Registers Address Map 





Port Base Address : 

$FF802200 

Address 

HEX 

Offset 

HEX 

Reset 

Value 

Mode 

Label 

Description 

$FF80221 B 

IB 

00 

R/W 

DUSCMR1 

Channel Mode Reg 1 

$FF80221 E 

IE 

OF 

R/W 

DUSCMR2 

Channel Mode Reg 2 

$FF80221 F 

IF 

00 

R/W 

DUSSS1R 

SYN1 /Secondary Adr Reg 1 

$FF80223E 

3E 

OF 

R 

DUSS2R 

SYN2/Secondary Adr Reg 2 
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Description 

Port General Control Register 
Port Service Request Register 
Port A Data Direction Register 
Port B Data Direction Register 
Port C Data Direction Register 
Port Interrupt Vector Register 
Port A Control Register 
Port B Control Register 
Port A Data Register 
Port B Data Register 
Port A Alternate Register 
Port B Alternate Register 
Port C Data Register 
Port Status Register 
Timer Control Register 
Timer Interrupt Vector Register 
Counter Preload Register 


Count Register 

ii 

ii 

ii 


Timer Status Register 
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PI/T2 Register Layout 


Default I/O Base Address: $FF80 0000 
Default Offset: $0000 0E00 
Default Name: PI T2 


Address 

HEX 


FF800E00 
FF800E01 
FF800E02 
FF800E03 
FF800E04 
FF800E05 
FF800E06 
FF800E07 
FF800E08 
FF800E09 
FF800E0A 
FF800E0B 
FF800E0C 
FF800E0D 
FF800E1 0 
FF800E1 1 
FF800E1 2 
FF800E1 3 
FF800E1 4 
FF800E1 5 
FF800E1 6 
FF800E1 7 
FF800E1 8 
FF800E1 9 
FF800E1 A 



Label 


PIT2 PGCR 
PIT2 PSRR 
PIT2 PADDR 
PIT2 PBDDR 
PIT2 PCDDR 
PIT2 PIVR 
PIT2 PACR 
PIT2 PBCR 
PIT2 PADR 
PIT2 PBDR 
PIT2 PAAR 
PIT2 PBAR 
PIT2 PCDR 
PIT2 PSR 
PIT2 TCR 
PIT2 TIVR 
PIT2 CPR 


Description 


Port General Control Register 
Port Service Request Register 
Port A Data Direction Register 
Port B Data Direction Register 
Port C Data Direction Register 
Port Interrupt Vector Register 
Port A Control Register 
Port B Control Register 
Port A Data Register 
Port B Data Register 
Port A Alternate Register 
Port B Alternate Register 
Port C Data Register 
Port Status Register 
Timer Control Register 
Timer Interrupt Vector Register 
Counter Preload Register 


PIT2 CNTR Count Register 


PIT2 TSR Timer Status Register 
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APPENDIX TO THE HARDWARE USER'S MANUAL 


APPENDIX D 

PIN ASSIGNMENTS OF THE EPROM SOCKETS 

Pin Assignment for EPROM Area 


2 

7 

2 

1 

0 


VPP 


CE 

D15 

D14 

D13 

D12 

Dll 

DIO 

D9 

D8 

GND 

D7 

D6 

D5 

DA 

D3 

D2 

D1 

DO 

OE 



2 

7 

2 

1 

□ 

vcc 

PGR 

NC 

A 1 5 

A14 

A 1 3 

A 1 2 

All 

A 10 

A9 

GND 

A8 

A7 

AS 

A5 

AA 

A3 

A2 

A 1 

AO 
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CIRCUIT SCHEMATICS OF CPU BOARD 
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E.2 Circuit Schematics of SRM-01 
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APPENDIX F 

DEFAULT JUMPER SETTINGS ON THE CPU BOARD 

The following are the default jumper settings and a location diagram displaying all jumpers. 
Default Jumper Settings for the CPU 



Jumperfield 

Description 

B2 

Reset Voltage Sensor 

B20 

Backup Supply for Local SRAM and 
RTC via + 5VSTDBY 

B1 

Backup Supply for Local SRAM and 
RTC via Bat 1 


Default 

Connection 


Default Jumper Settings for System EPROMs and SRAM/EEPROM 



Default Jumper Settings for Serial I/O (RS232) 


Jumperfield 

Description 

B3 

Connector 1, PD1 
(DUSCC1 Port #1) 

B4 

Connector 2, PD2 
(DUSCC1 Port #2) 

B5 

Connector 1 , PD1 
(DUSCC1 Port #1) 

B6 

Connector 2, PD2 
(DUSCC Port #2) 

! B7 

1 

Connector 3, PD3 
{DUSCC2 Port #3) 

j B8 

S 

Connector 4, PD4 
(DUSCC2 Port #4) 

! B9 

Connector 3, PD3 

(DUSCC2 Port #3), PD3 ' 

| BIO 

! 

;■ 

Connector 4, PD4 i 

(DUSCC Port #4), PD4 * 


Default 

Connection 


Schematics 



Jumperfield 

Description 

Default 

Connection 

Schematics 

B1 1 

System EPROM device select 

1-6 

SH5 




A4 

B16 

FLASH EPROM write dis-/enable 

1-2 

SH4 




C2 



Schematics 



F-1 
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Default Jumper Settings for VMEbus 


Jumperfield 

Description 

Default 

Connection 

Schematics 

B19 

Four level Arbiter Request Level 

1-6 

SH9 



2-5 

B4 



3-4 


B13 

SYSCLK 

1-8 

SHI 0 


SYSFAIL 

2-7 

C2 


Receive VMEbus RESET 

3-6 



Drive VMEbus RESET 

4-5 



Default Jumper Settings for Test 


Jumperfield 

Description 

D efdult 
Connection 

Schematics 

B17 

Clock Signal to CPU 

1-2 

SHI 6 
A1 


Headers for 1 2 Bit I/O and 8 Bit I/O 
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APPENDIX G 

CONNECTOR PIN ASSIGNMENTS OF CPU BOARD 


G.1 VMEbus/PI Pin Assignments 


PIN 

NUMBER 

ROW A 
SIGNAL 
MNEMONIC 

ROW B 
SIGNAL 
MNEMONIC 

ROW C 
SIGNAL 
MNEMONIC 

1 

D00 

BBSY* 

D08 

2 

D01 

BCLR* 

D09 

3 

D02 

ACFAIL* 

DIO 

4 

D03 

BGOIN* 

D1 1 

5 

D04 

BFOOUT* 

D12 

6 

D05 

BG1IN* 

D13 

7 

D06 

BG1 OUT* 

D14 

8 

D07 

BG2IN* 

D15 

9 

GND 

BG20UT* 

GND 

10 

SYSCLK 

BG3IN* 

SYSFAIL* 

1 1 

GND 

BG30UT* 

BERR* 

12 

DS1 * 

BRO* 

SYSRESET* 

13 

DSO* 

BR1 * 

LWORD* 

14 

WRITE* 

BR2* 

AM5 

15 

GND 

BR3* 

A23 

16 

DTACK* 

AMO 

A22 

17 

GND 

AMI 

A21 

18 

AS* 

AM2 

A20 

19 

GND 

AM3 

A19 

20 

IACK* 

GND 

A18 

21 

IACKIN* 

SERCLK(I) 

A17 

22 

IACKOUT* 

SERDAT*(1 ) 

A16 

23 

AM4 

GND 

A15 

24 

A07 

IRQ7* 

A14 

25 

A06 

IRQ6* 

A13 

26 

A05 

IRQ5* 

A12 

27 

A04 

IRQ4* 

A1 1 

28 

A03 

IRQ3* 

A10 

29 

A02 

IRQ2* 

A09 

30 

A01 

IRQ1 * 

A08 

31 

-12V 

+5VSTDBY 

+ 12V 

32 

+ 5V 

+ 5V 

+ 5V 


G-1 
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G.2 VMEbus/P2 Pin Assignments 


PIN 

NUMBER 


ROW A 
SIGNAL 
MNEMONIC 



ROW B 
SIGNAL 
MNEMONIC 


+ 5V 
GND 

RESERVED 

A24 

A25 


ROW C 
SIGNAL 
MNEMONIC 


EAGLE Module dependent 

EAGLE Module dependent or serial I/O interface if these pins are not used by an EAGLE 
module and the solder bridge field b22 is assembled. 


G-2 
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APPENDIX H 

GLOSSARY OF VME/1014 TERMS 


A16 

A type of module that provides or decodes an address on address line A01 through A15. 


A24 

A type of module that provides or decodes an address on address lines A01 through A23. 


A32 

A type of module that provides or decodes an address on address lines A01 through A31. 


ADDRESS-ONLY CYCLE 

A DTB cycle that consists of an address broadcast, but no data transfer. SLAVES do not 
acknowledge ADDRESS-ONLY cycles and MASTERS terminate the cycle without waiting 
for an acknowledgment. 


ARBITER 

A functional module that accepts bus requests from REQUESTOR modules and grants 
control of the DTB to one REQUESTOR at a time. 

ARBITRATION 

The process of assigning control of the DTB to a REQUESTOR. 


H-1 
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ARBITRATION BUS 

One of the four buses provided by the 1014 backplane. This bus allows an ARBITER 
module and several REQUESTOR modules to coordinate use of the DTB. 


ARBITRATION CYCLE 

An ARBITRATION CYCLE begins when the ARBITER senses a bus request. The ARBITER 
grants the bus to a REQUESTOR, which signals that the DTB is busy. The REQUESTOR 
terminates the cycle by taking away the bus busy signal which causes the ARBITER to 
sample the bus requests again. 


BACKPLANE (1014) 

A printed circuit (PC) board with 96-pin connectors and signal paths that bus the connector 
pins. Some 1014 systems have a single PC board, called the J1 backplane. It provides the 
signal paths needed for basic operation. Other 1014 systems also have an optional second 
PC board called a J2 backplane. It provides the additional 96-pin connectors and signal 
paths needed for wider data and address transfers. Still others have a single PC board that 
provides the signal conductors and connectors of both the J1 and J2 backplanes. 


BACKPLANE INTERFACE LOGIC 

Special interface logic that takes into account the characteristics of the backplane: its signal 
line impedance, propagation time, termination values, etc. The 1014 specification 
prescribes certain rules for the design of this logic based on the maximum length of the 
backplane and its maximum number of board slots. 


BLOCK READ CYCLE 

A DTB cycle used to transfer a block of 1 to 256 bytes from a SLAVE to a MASTER. This 
transfer is done using a string of 1, 2, or 4 byte data transfers. Once the block transfer is 
started, the MASTER does not release the DTB until all of the bytes have been transferred. 
It differs from a string of read cycles in that the MASTER broadcasts only one address and 
address modifier (at the beginning of the cycle). Then the SLAVE increments this address 
on each transfer; the data for the next cycle is retrieved from the next higher location. 
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BLOCK WRITE CYCLE 

A DTB cycle used to transfer a block of 1 to 256 bytes from a MASTER to a SLAVE. The 
block write cycle is very similar to the block read cycle. It uses a string of 1, 2, or 4 byte 
data transfers and the MASTER does not release the DTB until all of the bytes have been 
transferred. It differs from a string of write cycles in that the MASTER broadcasts only one 
address and address modifier (at the beginning of the cycle). Then the SLAVE increments 
this address on each transfer so that the next transfer is stored on the next higher location. 


BOARD 

A printed circuit (PC) board, its collection or electronic components, and either one or two 
96-pin connectors that can be plugged into 1014 backplane connectors. 


BUS TIMER 

A functional module that measures how long each data transfer takes on the DTB, and 
terminates the DTB cycle if a transfer takes too long. If the MASTER tries to transfer data 
to or from a nonexistent SLAVE location, it might wait forever. The BUS TIMER prevents 
this by terminating the cycle. 


D08{0) 

A SLAVE that sends and receives data 8 bits at a time over D00-D07, or an INTERRUPT 
HANDLER that receives 8 bit STATUS/IDs over D00-D07, or an INTERRUPTER that sends 
8 bit STATUS/IDs over D00-D07. 


D08(E0) 

A MASTER that sends or receives data 8 bits at a time over either D00-D07 or D08-D15, 
or A SLAVE that sends and receives data 8 bits at a time over either D00-D07 or D08-D1 5, 
or an INTERRUPT HANDLER that receives 8 bit STATUS/IDs over D00-D07, or an 
INTERRUPTER that sends 8 bit STATUS/IDs over D00-D07. 
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D16 

A MASTER that sends and receives data 1 6 bits at a time over DOO-D1 5, or A SLAVE that 
sends and receives data 16 bits at a time over D00-D15, or an INTERRUPT HANDLER that 
receives 16 bit STATUS/IDs over D00-D15, or an INTERRUPTER that sends 16 bit 
STATUS/IDs over D00-D15. 


D32 

A MASTER that sends and receives data 32 bits at a time over D00-D31, or A SLAVE that 
sends and receives data 32 bits at a time over D00-D31, or an INTERRUPT HANDLER that 
receives 32 bit STATUS/iDs over D00-D31, or an iNTERRUPTER that sends 32 bit 
STATUS/IDs over D00-D31. 


DAISY CHAIN 

A special type of 1014 signal line that is used to propagate a signal level from board to 
board, starting with the first slot and ending with the last slot. There are four bus grant 
daisy chains and one interrupt acknowledge daisy chain on the 1014. 


DATA TRANSFER BUS 

One of the four buses provided by the 1014 backplane. The DATA TRANSFER BUS allows 
MASTERS to direct the transfer of binary data between themselves and SLAVES. (DATA 
TRANSFER BUS is often abbreviated to DTB). 


DATA TRANSFER BUS CYCLE 

A sequence of level transitions on the signal lines of the DTB that result in the transfer of 
an address or an address and data between a MASTER and a SLAVE. There are seven 
types of data transfer bus cycles. 


DTB 

An acronym for DATA TRANSFER BUS. 
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FUNCTIONAL MODULE 

A collection of electronic circuitry that resides on one 1014 board and works together to 
accomplish a task. 


IACK DAISY CHAIN DRIVER 

A functional module which activates the interrupt acknowledge daisy chain whenever an 
INTERRUPT HANDLER acknowledges an interrupt request. This daisy chain ensures that 
only one INTERRUPTER will respond with its STATUS/ID when more than one has generated 
an interrupt request. 


INTERRUPT ACKNOWLEDGE CYCLE 

A DTB cycle, initiated by an INTERRUPT HANDLER that reads a ”STATUS/ID" from an 
INTERRUPTER. An INTERRUPT HANDLER generates this cycle when it detects an interrupt 
request from an INTERRUPTER and it has control of the DTB. 


INTERRUPT BUS 

One of the four buses provided by the 1014 backplane. The INTERRUPT BUS allows 
INTERRUPTER modules to send interrupt requests to INTERRUPT HANDLER modules. 


INTERRUPTER 

A functional module that generates an interrupt request on the INTERRUPT BUS and then 
provides STATUS/ID information when the INTERRUPT HANDLER requests it. 


INTERRUPT HANDLER 

A functional module that detects interrupt requests generated by INTERRUPTERS and 
responds to those requests by asking for STATUS/ID information. 
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LOCATION MONITOR 

A functional module that monitors data transfers over the DTB in order to detect accesses 
to the locations it has been assigned to watch. When an access occurs to one of these 
assigned locations, the LOCATION MONITOR generates an on-board signal. 


MASTER 

A functional module that initiates DTB cycles in order to transfer data between itself and 
a SLAVE module. 


OBO 

A SLAVE that sends and receives data 8 bits at a time over D00-D07. 


POWER MONITOR MODULE 

A functional module that monitors the status of the primary power source to the 1014 
system and signals when that power has strayed outside the limits required for reliable 
system operation. Since most systems are powered by an AC source, the power monitor 
is typically designed to detect drop-out or brown-out conditions on AC lines. 


READ CYCLE 

A DTB cycle used to transfer 1, 2, or 4 bytes from a SLAVE to a MASTER. The cycle 
begins when the MASTER broadcasts and address and an address modifier. Each SLAVE 
captures this address and address modifier, and checks to see if it is to respond to the 
cycle. If so, it retrieves the data from its internal storage, places it on the data bus, and 
acknowledges the transfer. Then the MASTER terminates the cycle. 


READ-MODIFY-WRITE CYCLE 

A DTB cycle that is used to both read from, and write to a SLAVE location without 
permitting any other MASTER to access that location. This cycle is most useful in 
multiprocessing systems where certain memory locations are used to control access to 
certain systems resources. {For example, semaphore locations.) 
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REQUESTOR 

A functional module that resides on the same board as a MASTER or INTERRUPT HANDLER 
and requests use of the DTB whenever its MASTER or INTERRUPT HANDLER needs it. 


SERIAL CLOCK DRIVER 

A functional module that provides a periodic timing signal that synchronizes operation of the 
VMSbus. (Although the 1014 specification defines a SERIAL CLOCK DRIVER for use with 
the VMSbus, and although it reserves two backplane signal lines for use by that bus, the 
VMSbus protocol is completely independent of the 1014.) 


SLAVE 

A functional module that detects DTB cycles initiated by a MASTER and, when those cycles 
specify their participation, transfers data between itself and the MASTER. 


SLOT 

A position where a board can be inserted into a 1014 backplane. If the 1014 system has 
both a J1 and a J2 backplane (or a combination J1/J2 backplane) each slot provides a pair 
of 96-pin connectors. If the system has only a J1 backplane, then each slot provides a 
single 96-pin connector. 


SUBRACK 

A rigid framework that provides mechanical support for boards inserted into the backplane, 
ensuring that the connectors mate properly and that adjacent boards do not contact each 
other. It also guides the cooling airflow through the system, and ensures that inserted 
boards do not disengage themselves from the backplane due to vibration or shock. 


SYSTEM CLOCK DRIVER 

A functional module that provides a 16 MHz timing signal on the UTILITY BUS. 
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SYSTEM CONTROLLER BOARD 

A board which resides in slot 1 of a 1014 backplane and has a SYSTEM CLOCK DRIVER, 
a DTB ARBITER, an IACK DAISY CHAIN DRIVER, and a BUS TIMER. Some also have a 
SERIAL CLOCK DRIVER, a POWER MONITOR or both. 


UAT 

A MASTER that sends or receives data in an unaligned fashion, or a SLAVE that sends and 
receives data in an unaligned fashion. 


UTILITY BUS 

One of the four buses provided by the 1014 backplane. This bus includes signals that 
provide periodic timing and coordinate the power up and power down of 1014 systems. 


WRITE CYCLE 

A DTB cycle used to transfer 1, 2, or 4 bytes from a MASTER to a SLAVE. The cycle 
begins when the MASTER broadcasts an address and address modifier and places data on 
the DTB. Each SLAVE captures this address and address modifier, and checks to see if it 
is to respond to the cycle. If so, it stores the data and then acknowledges the transfer. 
The MASTER then terminates the cycle. 
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APPENDIX I 

LITERATURE REFERENCE 


Please refer to the following books for further more detailed information. 


1) MC 68040 Users Manual. 


2) VMEbus Standards: 

2618 S Shannon 
Tempe Arizona 85282 
(602) 966-5936 
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APPENDIX J 

PRODUCT ERROR REPORT 


ALTHOUGH FORCE COMPUTERS HAS ACHIEVED A VERY HIGH STANDARD OF QUALITY IN 
PRODUCTS AND DOCUMENTATION, SUGGESTIONS FOR IMPROVEMENT ARE ALWAYS 
WELCOME. 


ANY FEEDBACK YOU CARE TO OFFER WOULD BE APPRECIATED. 


PLEASE USE ATTACHED "PRODUCT ERROR REPORT" FORM FOR YOUR COMMENTS AND RETURN 
IT TO ONE OF OUR FORCE COMPUTERS OFFICES. 


FORCE COMPUTERS, GmbH 
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PRODUCT ERROR REPORT 


HARDWARE/SOFTWARE/SYSTEMS 


PRODUCT: 


DATE OF PURCHASE: 


COMPANY: 


ADDRESS: 


SERIAL NO.: 


ORIGINATOR: 


POINT OF CONTACT: 


TELEPHONE: 

EXT: 


PRESENT DATE: 


THIS AREA TO BE COMPLETED BY FORCE COMPUTERS: 

DATE: 

PR#: 



RESPONSIBLE DEPT. 

ENGINEERING 

MARKETING 

PRODUCTION 


AFFECTED PRODUCT: 

AFFECTED DOCUMENTATION: 

HARDWARE 

HARDWARE 

SOFTWARE 

SOFTWARE 

SYSTEM 

SYSTEM 

ERROR DESCRIPTION: 
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COPIES OF DATA SHEETS 
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SEIKO EPSON CORP. 


REAL TIME CLOCK MODULE 

RTC-72421/72423 

The RTC-72421/72423 module is a Real Time Clock 
designed for use in direct bus-compatible microproc- 
essor applications. It features a built-in quartz crystal, 
time and date function, and C-MOS circuity for low 
power consumption. The built in crystal eliminates 
the need for external components and allows for easy 
design. Three control registers provide STOP, HOLD, 
RESET. 30 SEC ADJUST, and INTERRUPT MASK- 
ING, AUTO LEAP YEAR and 24 / 12 HOUR formats 
are also provided. 



■ FEATURES 

• The built-in quartz crystal makes board design easy. 

• Direct bus-compatibility (120 nsec access time) 

• Address Lutch Enable INPUT terminal available for 
8048, 8051 series and 8085. 

• 24/12 hour clock switching function and automatic leap 
year setting. 

• Interrupt masking. 

• 30 seconds error adjustment function. 

• 18 pin dual in line plastic package. (RTC-72421) 

• 24 pin SOP plastic package. (RTC-72423) 

• Capable of withstanding reflow temperatures of 260°C 
for 20 seconds. (RTC-72423) 


■ SPECIFICATIONS 
Absolute Maximum Ratings 


Item 


Conditions 

Rating Value 

Unit 


Voo 

T a = 25"C 

-0.3 to 7.0 


-vilijptkjfeltage 

V, 

T a = 25°C 

GND-0.3 to V dd + 0.3 

IB 

| Ot^t ; Voltaige 

Vo 

T a = 25°C 

GND— 0 3 to V 0D 3 

■K 



72421 

-55 to 85 

1 



72423 

- 55 to 1 25 

, SoJsittr Heat 


72421 at the terminal 

260“C x | Osec 

> 'Resistance 



72423 

?60‘C x 1 0~< x 2 
?30 J C* 3 — 

91 


Operating Range 


Item 

Symbol 

Conditions 

Value 

Unit 


Voo 

in operating temperature 

4.5 to 5.5 

V 


Vdm 

in operating temperature 

2.0 to 5.5 

V 

Crystal FreqUn^ncy 

^0 


32.768 

kHz 


toPR 

72421 

- 10 to +70 

*C 


72423 

-40 to +85 


Frequency Characteristics 


Item 

Type 

Conditions 

Value 

{ Unit 


72421 A 


±10 


- *i Frequency 

7242 IB 

T a = 25“C 

r 50 

j ppm 

Tolerance 

72423A 

Voo = 5V 

+ 20 


72423B 


±50 



72421 

— i Oto + 70‘C. .I.F/F =0 . at 25”C 

+ 1 0/ - 1 20 



- I0to + 70'C. . TF/F = 0 . at 25‘C 

+ 10/ -120 

ppm 

' 


- 40to + 85’C. F/F = 0 . at 25'C 

+ 10/- 220 


Aging 

72421 

72423 

Vod = 5V. T a = 25°C 
First year 

±5 

' ppm/ 
year 


*1 The symbol of the frequency tolerance (H: iallppmi of KTC 724'..’.; is not 
marked on the parts. 

*2 Temperature Coefficient is -tui-lppin ’C 2 


■ TERMINAL CONNECTION 


ill ru ra m ui in m ui m 

s &RTC 
q 72421 A 9151 

'UHHHHH'ldEU 



■ DIMENSIONS 


• RTC-72421 



16.0 

1.27 0,35 

|24 13 | 
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RTC-72421/72423 


■ Electrical Characteristics 

* Vi)n = 5V ±0.5V. T. = - 10 to 70"C (RTC-72421) /T.= -40 to + 85'C (RTC-72423) 


Item 


Conditions 

on 


^3 


Remarks 


V,H. 


m 

B 


D 

All inputs 
except CSi 


ESI 



H 

Bfl 

InputLeak 1 

Iwi 


- 

B 

Ml 

H 

Inputs except D o -0 3 

Input ;.eak 2 


- 


BHf 

Do - Dj 

L. Output Voltage I 

HI 


- 

- 

Qi 

k 

Oo-D 3 

H. Output Voltage 

Vqh 

!oh — 400// A 

2.4 

- 

_ 

L- Output Voltage 2 

^012 

I 0 l = 2.5mA 

- 

B 

I2J 

□ 

STD.P 

iSEaSSS 

•ofFLU 

> 

o 

o 

> 

II 

> 

- 

B 

m 


Input Capacitance 1 

C„ 

Test freq.lMHz 

n 


- 

B 

Inputs except D 0 ~ D 3 

Input Capacitance 2 

C| 2 


E] 



D o -0 3 . STD.P 

Current Consumption 1 

BW 

V 00 = 5V 

- 

- 

El 

Q| 

v oo 

Carre* Consumption 2 

Iq02 

V 00 = 2V 

- 

B 

m 

mssssm 

EH 

V DD = 2~5.5V 
: 

m 



V 

CS, 

1 O 

*-* >**KV*V ** 

EHf 

' 

_ 



4 -v 

r ' uu 

Start up time 




_ 



Standard pulse = 64Hz out 


■ SWITCHING CHARACTERISTICS (with ALE) 

(Please connect ALE to V 0 o if the microprocessor does not have an ALE OUTPUT) 
* Vi.n = 5V ± 0.5V. T, = -10 to 70'C (RTC-72421) 'T» = -40 to + 85"C (RTC-72423) 


Item 

Symbol 

Condition 

MIN 

MAX 

Unit 

CSj Set up Time 

tsuicsi) 

— 

1000 

— 


Address Set up Time 

tsUU-ALE) 


50 

— 


Address Hold Time 

tt,(ALE-A> 

-- 

50 



ALE Pulse Width 

tw(ALE) 


80 



ALE Before WRITE 

^SU(ALE-W) 


Of 


ALE Before READ 

tsU(ALE-BI 


0 


ALE After WRITE 

tsg«*-AlEl 


50 

- 

nsec 

ALE After READ 

tsu(R-ALE) 


50 



tw(W) 


120 


Rf) to Date 

tpZV<R-Q> 

C L = l20pF 


120 


: * ‘-Data Hold 

tpVZ(R-Q) 


0 



DATA Set up Time 



80 

— 


DATA Hold Time 

■ 


10 



CS, Hold Time 






fiD/WR Recovery Time 

tREC(R/W) 


200 

— 



• STANDBY mode 



■ FUNCTION TABLE 


¥ 

Aj 

A 2 

A, 

Ao 

l 

Data 

Count 

Remarks 

5 

00 

(XL 

d 3 

Dj 

D, 

Do 

Value 

□ 

□ 

□ 

Q 

D 

m 


s 4 

Sz 

s. 

0-9 


n 




D 



S 40 

Szo 

Sjo 

BB38 

10-second digit register 

B 


□ 

D 

B 

Qi 

mi 8 


KcSSi?: 



1 -minute digit register 

i 

□ 

□ 

B 

D 



BUS 





□ 

B 

D 


0 

Bfl 

KB 

mm 

mm 

KB 




□ 

D 

□ 

D 


— 

PM/AM 

h20 

h, 0 

0— 2or0— 1 

PM/AM, 10-hour digit register 

□ 

□ 

D 

D 

B 

ES 

da 

d« 

mm 

KB 

0-9 

1 -day digit register 

i 

□ 

D 

D 

D 


B 


. . " 

KB 

0-3 

10-day digit register 

B 

D 



□ 




ms 


0-9 

1 -month digit register 

B 

i 

B 

□ 

B 





E3 


10-month digit register 

B 

D 

□ 

D 

□ 

B 

y 8 

y* 

yz 

yi 

0-9 

1 -year digit register 

□ 

D 

□ 

11 

i 

11 

y»o 

Y40 

y?o 

Yio 



|c 

* 

1 

0 

0 

w 


w 4 


Wi 



i 

D 

D 

□ 

D 






— 

Control Register D 

E 

1 

1 

1 

Q 


t, 

to 



— 

Control Register E 

F 

1 

1 

1 

j] 

Reg F 

TEST 

24/12 


REST 

— 

Control Register F 


*0 = ”L" revel. 1 = "H” revel, REST = RESET ITRPT/STND = INTERRUPT/ 
STANDARD 

1 1 Bit *-* does not exist 5) Test must be set 0. 

2l Please mask PM AM bit with 


12 hours mode. 

3) Busy is read only. 

41 • IRQ must be setl 

• Set IRQ to O after interruption. 


Data Bit 

PM/AM 

ITRPT/STND 

24/ IZ 

1 

PM 

ITRPT 

24 

0 

AM 

STND 

12 


• WRITE mode (with ALE) 




■ Note 

• Please take precautions to prevent damage due to electric static 
discharge because this device uses C MOS. 

• A 0.1 uF ceramic capacitor and a 1 to 10/rF tantalum capacitor 
should be placed for stable operation. 

• Please store the unit under normal temperature and humidity con- 
ditions because drastic temperature change may cause damage. 


• Standard ultrasonic cleaning may damage the quartz crystal. The 
manufacturer assure no responsibility for damage caused by ultra- 
sonic cleaning. 

• The specifications are subject to change without prior notice. 

• Contact SEIKO EPSON CORP. for the instruction and application 
manual that describes unit operation and function in detail. 


SEIKO EPSON GROUP 


SEIKO EPSON CORP. Internationa! Marketing Group Device Component MATSUSHIMA KOGYO CO., LTD. Sales Dept. 

3-5. Owa 3-chome. Suwa-shi, Nagano-ken, 392 JAPAN 8548 Nakaminowa, Minowa-machi, Kamima-gun, Nagano-ken, 399-46 JAPAN 

Phone:(0266)52-313i FAX: (0266)58-9861 Telex: 3362-435 Phone : (0265)79-9144 (Direct) FAX : (0265)79-9492 Telex : 3364-780 


April, 1989, Printed in Japan. 


























































AA MOTOROLA 

SEMICONDUCTORS 

EAST KILBRIDE SCOTLAND 


Advance Information 


MC68230 

PARALLEL INTERFACE/TIMER 

(Pl/T) 


DECEMBER, 1983 


This document contains information on a new product Specifications and information herein 
are subject to change without notice. 


©MOTOROLA INC.. 1983 


ADI-860-R2 








TABLE OF CONTENTS 


Paragraph Page 

Number Title Number 

Section 1 
Introduction 

1 . 1 Port Mode Description 1-2 

1 .2 Signal Description 1-5 

1.2.1 Bidirectional Data Bus (D0-D7) 1-5 

1.2.2 Register Selects (RSI -RS5) 1-5 

1.2.3 Read/ Write (R/W) 1-6 

1.2.4 Chip Select (CS) 1-6 

1.2.5 Data Transfer Acknowledge (DTACK) 1-7 

1.2.6 Reset (RESET) 1-7 

1.2.7 Clock (CLK) 1-7 

1.2.8 Port A and Port B (PA0-PA7 and PB0-PB7) 1-7 

1.2.9 Handshake Pins (H1-H4) 1-7 

1.2.10 Port C (PC0-PC7/ Alternate Function) 1-7 

1.3 Register Model 1-8 

1.4 Bus Interface Operation 1-10 

1.4.1 Read Cycles 1-10 

1.4.2 Interrupt Acknowledge Cycles 1-11 

1.4.3 Write Cycles 1-11 

Section 2 

Port General Information and Conventions 

2.1 Unidirectional vs Bidirectional 2-1 

2.1.1 Control of Double-Buffered Data Paths 2-1 

2.1.2 Double-Buffered Input Transfers 2-2 

2.1.3 Double-Buffered Output Transfers 2-2 

2.2 Requesting Bus Master Service 2-4 

2.2.1 Vectored, Prioritized Port Interrupts 2-5 

2.2.2 Autovectored Port Interrupts 2-5 

2.2.3 DMA Request Operation 2-6 

2.3 Direct Method of Resetting Status 2-6 

2.4 Handshake Pin Sense Control 2-7 

2.5 Enabling Ports A and B 2-7 

2.6 Port A and B Alternate Registers 2-7 


iii 



TABLE OF CONTENTS 
(Continued) 

Paragraph Page 

Number Title Number 

Section 3 
Port Modes 

3.1 Port A Control Register 3-1 

3.2 Port B Control Register 3-1 

3.3 Mode 0 — Unidirectional 8-Bit Mode 3-2 

3.3.1 Submode 00 - Pin-Definable Double-Buffered Input or 

Single-Buffered Output 3-2 

3.3.2 Submode 01 — Pin-Definable Double-Buffered Output or 

Non- Latched Input 3-4 

3.3.3 Submode IX — Bit I/O (Pin-Definable Single-Buffered Output or 

Non-Latched Input) 3-6 

3.4 Mode 1 - Unidirectional 16-Bit Mode 3-8 

3.4.1 Port A Control Register 3-9 

3.4.2 Port B Control Register 3-9 

3.4.3 Submode X0 - Pin-Definable Double-Buffered Input or 

Single-Buffered Output 3-9 

3.4.4 Submode XI — Pin-Definable Double-Buffered Output or 

Non-Latched Input 3-12 

3.5 Mode 2 — Bidirectional 8-Bit Mode 3-14 

3.5.1 Port A Bit I/O (Pin-Definable Single-Buffered Output or 

Non-Latched Input) 3-14 

3.5.2 Port B Double-Buffered I/O 3-14 

3.5.2. 1 Double-Buffered Input Transfers 3-15 

3.5.2. 2 Double-Buffered Output Transfers 3-15 

3.6 Mode 3 — Bidirectional 16-Bit Mode 3-17 

3.6.1 Double-Buffered Input Transfers 3-17 

3.6.2 Double-Buffered Output Transfers 3-18 

Section 4 

Programmer's Model 

4.1 Port General Control Register (PGCR) 4-2 

4.2 Port Service Request Register (PSRR) 4-3 

4.3 Port Data Direction Registers 4-4 

4.3.1 Port A Data Direction Register (PADDR) 4-4 

4.3.2 Port B Data Direction Register (PBDDR) 4-4 

4.3.3 Port C Data Direction Register (PCDDR) 4-4 

4.4 Port Interrupt Vector Register (PIVR) 4-4 

4.5 Port Control Registers (PACR, PBCR) 4-4 

4.6 Port Data Registers 4-5 

4.6.1 Port A Data Register (PADR) 4-5 

4.6.2 Port B Data Register (PBDR) 4-5 

4.6.3 Port C Data Register (PCDR) 4-5 


iv 



TABLE OF CONTENTS 
(Concluded) 

Paragraph Page 

Number Title Number 

4.7 Port Alternate Registers 4-6 

4.7.1 Port A Alternate Register (PAAR) 4-6 

4.7.2 Port B Alternate Register (PBAR) 4-6 

4.8 Port State Register (PS R) 4-6 

4.9 Timer Control Register (TCR) 4-6 

4.10 Timer Interrupt Vector Register (TIVR) 4-8 

4.11 Counter Preload Register H, M, L (CPRH-L) 4-8 

4.12 Count Register H, M, L (CNTRH-L) 4-8 

4.13 Timer Status Register (TSR) 4-8 

4. 14 Register Value After Reset 4-9 

Section 5 

Timer Operation and Applications Summary 

5.1 Timer Operation 5-T 

5.1.1 Run/ Halt Definition 5-T 

5.1.2 Timer Rules 5-2 

5.1.3 Timer Interrupt Acknowledge Cycles 5-2 

5.2 Timer Applications Summary 5-2 

5.2. 1 Periodic Interrupt Generator Example 5-3 

5.2.2 Square Wave Generator 5-3 

5.2.3 Interrupt After Timeout 5-4 

5.2.4 Elapsed Time Measurement Examples 5-5 

5.2.4. 1 System Clock Example 5-5 

5. 2.4.2 External Clock 5-6 

5.2.5 Device Watchdog 5-6 

Section 6 

Electrical Specifications 

6.1 Maximum Ratings 6-1 

6.2 Thermal Characteristics 6-1 

6.3 Power Considerations 6-1 

6.4 DC Electrical Characteristics 6-2 

6.5 AC Electrical Specifications - Clock Timing 6-3 

6.6 AC Electrical Specifications 6-4 

Section 7 

Mechanical Data and Ordering Information 

7.1 Pin Assignment 7-1 

7.2 Ordering Information 7-2 

7.3 Package Dimensions 7-2 


v 



LIST OF ILLUSTRATIONS 


Figure Page 

Number Title Number 

1-1 Block Diagram 1-2 

1-2 Port Mode Layout 1-4 

1- 3 Logical Pin Assignment 1-6 

2- 1 Double-Buffered Input Transfers Timing Diagram 2-3 

2-2 Double-Bu ffered Output T ransfers Timing Diagram 2-4 

2-3 DMAREQ Associated with Output T ransfers 2-6 

2-4 DMAREQ Associated with Input Transfers 2-6 

5-1 Periodic Interrupt Generator Example 5-3 

5-2 Square Wave Generator Example 5-4 

5-3 Single interrupt After Timeout Example 5-5 

5-4 Elapsed Time Measurement Example 5-6 

5- 5 Device Watchdog Example 5-7 

6- 1 Clock Input Timing Diagram 6-3 

6-2 Read Cycle Timing Diagram Foldout 3 

6-3 Write Cycle Timing Diagram Foldout 3 

6-4 IACK Timing Diagram Foldout 4 

6-5 Peripheral Input Timing Diagram Foldouts 

5 and 6 

6-6 Peripheral Output Timing Diagram Foldouts 

5 and 6 



LIST OF TABLES 


Table Page 

Number Title Number 

1-1 Port Mode Control Summary 1-3 

1-2 Signal Summary 1-6 

1- 3 Register Model 1-8 

2- 1 Response to Port Interrupt Acknowledge 2-5 

3- 1 Mode 0 Port Data Paths 3-2 

3-2 Mode 1 Port Data Paths 3-8 

3-3 Mode 2 Port A Data Paths 3-14 

3- 4 Mode 2 Port B Data Paths 3-16 

3 5 Mode 3 Port A and B Data Paths 3-18 

4- 1 Pl/T Register Addressing Assignments 4-1 

4-2 PSRR Port Interrupt Priority Control 4-3 

4- 3 PCD R Hardware Accesses 4-5 

5- 1 Response to Timer Interrupt Acknowledge 5-2 


vii/viii 




SECTION 1 
INTRODUCTION 


The MC68230 parallel interface/ timer (Pl/T) provides versatile double buffered parallel interfaces 
and a system oriented timer for M68000 systems. The parallel interfaces operate in unidirectional or 
bidirectional modes, either 8 or 16 bits wide. In the unidirectional modes, an associated data direc- 
tion register determines whether each port pin is an input or output. In the bidirectional modes the 
data direction registers are ignored and the direction is determined dynamically by the state of four 
handshake pins. These programmable handshake pins provide an interface flexible enough for con- 
nection to a wide variety of low, medium, or high speed peripherals or other computer systems. The 
Pl/T ports allow use of vectored or autovectored interrupts, and also provide a DMA request pin for 
connection to the MC68450 direct memory access controller (DM AC) or a similar circuit. The Pl/T 
timer contains a 24-bit wide counter and a 5-bit prescaler. The timer may be clocked by the system 
clock (Pl/T CLK pin) or by an external clock (TIN pin), and a 5-bit prescaler can be used. It can 
generate periodic interrupts, a square wave, or a single interrupt after a programmed time period. It 
can also be used for elapsed time measurement or as a device watchdog. 

Features of the Pl/T include: 

• M68000 Bus Compatible 

• Port Modes Include: 

Bit I/O 

Unidirectional 8 Bit and 16 Bit 

Bidirectional 8 Bit and 16 Bit 

• Programmable Handshaking Options 

• 24-Bit Programmable Timer Modes 

• Five Separate Interrupt Vectors 

• Separate Port and Timer Interrupt Service Requests 

• Registers are Read/Write and Directly Addressable 

• Registers are Addressed for MOVEP (Move Peripheral) and DMAC Compatibility 

The Pl/T consists of two logically independent sections: the ports and the timer. The port section 
consists of port A (PA0-PA7), port B (PB0-PB7), four handshake pins (HI, H2, H3, and H4), two 
general input/output (I/O) pins, and six dual-function pins. The dual-function pins can individually 
operate as a third port (port C) or an alternate function related to either port A, port B, or the timer. 
The four programmable handshake pins, depending on the mode, can control data transfer to and 
from the ports, or can be used as interrupt generating inputs or I/O pins. Refer to Figure 1-1. 

The timer consists of a 24-bit counter, optionally clo cked by a 5-bit prescaler. Three pins provide 
complete timer I/O: PC2/TIN, PC3/TOUT, and PC7/TIACK. Only the ones needed for the given 
configuration perform the timer function, while the others remain port C I/O. 
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37 36 35 34 

Figure 1-1. Block Diagram 

The system bus interface provides for asynchronous tra nsfer of data from the Pl/T to a bus master 
over the data bus (D0-D7). Data transfer acknowledge (DTACK), register selects (RS1-RS5), timer 
interrupt acknowledge (HACK), read/ write line (R/W), chip select (CS), or port interrupt 
acknowledge (PIACK) control data transfer between the Pl/T and an M68000. 

1.1 PORT MODE DESCRIPTION 

The primary focus of most applications will be on port A, port B, the handshake pins, the port inter- 
rupt pins, and the DMA request pin. They are controlled in the following way: the port general con- 
trol register contains a 2-bit field that specifies one of four operation modes. These govern the 
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overall operation of the ports and determine their interrelationships. Some modes require additional 
information from each port's control register to further define its operation. In each port control 
register, there is a 2-bit submode field that serves this purpose. Each port mode/ submode combina- 
tion specifies a set of programmable characteristics that fully define the behavior of that port and 
two of the handshake pins. This structure is summarized in Table 1-1 and Figure 1-2. 


Table 1-1. Port Mode Control Summary 


Mode 0 (Unidirectional 8-Bit Mode) 

Port A 

Submode 00 - Pin-Definable Double-Buffered Input or Single- Buffered Output 
HI - Latches input data 

H2 — Status/ interrupt generating input, general-purpose output, or operation with HI in the interlocked or 
pulsed handshake protocols 

Submode 01 — Pin-Definable Double-Buffered Output or Non-Latched Input 
HI — Indicates data received by peripheral 

H2 - Status/ interrupt generating input, general-purpose output, or operation with HI in the interlocked or 
pulsed handshake protocols 

Submode IX — Pin-Definable Single- Buffered Output or Non-Latched Input 
HI — Status/ interrupt generating input 

H2 - Status/ interrupt generating input or general-purpose output 

Port B 

H3 and H4 — Identical to port A, HI and H2 


Mode 1 (Unidirectional 16-Bit Mode) 

Port A — Most-Significant Data Byte or Non-Latched Input or Single-Buffered Output 
Submode XX — (not used) 

HI — Status/interrupt generating input 

H2 — Status/ interrupt generating input or general-purpose output 
Port B - Least-Significant Data Byte 

Submode X0 - Pin-Definable Double-Buffered Input or Single-Buffered Output 
H3 — Latches input data 

H4 - Status/ interrupt generating input, general-purpose output, or operation with H3 in the interlocked or 
pulsed handshake protocols 

Submode XI — Pin-Definable Double-Buffered Output or Non-Latched Input 
H3 — Indicates data received by peripheral 

H4 — Status/ interrupt generating input, general-purpose output, or operation with H3 in the interlocked or 
pulsed handshake protocols 


Mode 2 (Bidirectional 8-Bit Mode) 

Port A - Bit I/O 

Submode XX - (not used! 

Port B - Double-Buffered Bidirectional Data 
Submode XX — (not used) 

HI — Indicates output data received by the peripheral and controls output drivers 
H2 — Operation with HI in the interlocked or pulsed output handshake protocols 
H3 — Latches input data 

H4 - Operation with H3 in the interlocked or pulsed input handshake protocols 


Mode 3 (Bidirectional 16-Bit Mode) 

Port A - Double-Buffered Bidirectional Data (Most-Significant Data Byte) 

Submode XX — (not used) 

Port B - Double-Buffered Bidirectional Data (Least-Significant Data Byte) 

Submode XX — (not used) 

HI — Indicates output data received by peripheral and controls output drivers 
H2 — Operation with HI in the interlocked or pulsed output handshake protocols 
H3 — Latches input data 

H4 — Operation with H3 in the interlocked or pulsed input handshake protocols 
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LEGEND: 




Single Buffered 


— — — Non-Latched 


MODEO 
SUBMODE 00 

Pin-Definable Double-Buffered Input 
or Single-Buffered Output 


MODEO 
SUBMODE 01 

Pin-Definable Double-Buffered Output 
or Non-Latched Input 


MODEO 
SUBMODE IX 

Pin-Definable Single-Buffered 
Output or Non-Latched Input 



MODE 1 PORT B 
SUBMODE XO 

Pin-Definable Double-Buffered Input 
or Single- Buffered Output 



Figure 1-2, Port Mode Layout (Sheet 1 of 2) 
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MODE 1 PORT B 
SUBMODE XI 

Pin- Definable Double-Buffered Output 
or Non- Latched Input 



A and B 
( 16 ) 


MODE 2 

Port A — Bit I/O 

Port B — Double-Buffered Bidirectional 
Data 



MODE 3 

Bidirectional 16-Bit 



A and B 
( 16 ) 


Output Transfers 


Input Transfers 


Figure 1-2. Port Mode Layout (Sheet 2 of 2) 


1.2 SIGNAL DESCRIPTION 

Throughout this data sheet, signals are presented using the terms active and inactive or asserted 
and negated independent or whether the signal is active in the high-voltage state or low-voltage 
state. (The active state of each logic pin is given below.) Active low signals are denoted by a 
superscript bar. R/W indicates a write is active low and a read active high. Table 1-2 further 
describes each pin and the logical pin assignments are given in Figure 1-3. 

1.2.1 Bidirectional Data Bus (D0-D7) 

The data bus pins, D0-D7, form an 8-bit bidirectional data bus to/ from an M68000 bus master. 
These pins are active high. 

1.2.2 Register Selects (RS1-RS5) 

The register select pins, RS1-RS5, are active high high-impedance inputs that determine which of 
the 23 internal registers is being selected. They are provided by the M68000 bus master or other bus 
master. 
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Table 1-2. Signal Summary 


Signal Name 

Input/ Output 

Active State 

Edge/ Level Sensitive 

Output States 

CLK 

Input 


Falling and Rising Edge 


C5 

Input 

Low 

Level 


D0-D7 

Input/ Output 

High = 1. low=0 

Level 

j 

High, Low, High Impedance 

DMAREQ 

Output 

Low 


High. Low 

DTack 

Output 

Low 


High, Low, High Impedance* 

HKH3I* * * 

Input 

Low or High 

Asserted Edge 


H2IH4I* * 

Input or Output 

Low or High 

Asserted Edge 

High, Low, High Impedance 

PA0-PA7* *, PB0-PB7* * , 
PC0-PC7 

Input/ Output, 
Input or Output 

High = 1 , Low = 0 

Level 

High, Low. High impedance 

P!AC< 

Input 

Low 

Level 

1 

PTEcT 

Output 

Low 


Low, High Impedance* 

RS1-RS5 

Input 

High= 1, Low=0 

Level 


R/W 

Input 

High Read, Low Write 

Level 


ftfset 

Input 

Low 

Level 


TIACk 

Input 

Low 

Level 


TIN (External Clock) 

Input 


Rising Edge 


TIN (Run/Halt) 

Input 

High 

Level 


TOUT (Square Wave) 

Output 

Low 


High, Low 

TOUT (TTrS) 

Output 

Low 


Low, High Impedance* 


* Pullup resistors required 
* * Note these pins have internal pullup resistors 
* * * HI is level sensitive for output buffer control in modes 2 and 3 



•Individually Programmable Dual- Function Pm 


Figure 1-3. Logical Pin Assignment 


1.2.3 Read/ Write (R/W) 

R/W is a high-impedance read/write input signal from the M68000 bus master, indicating whether 
the current bus cycle is a read (high) or write (low) cycle. 

1.2.4 Chip Select (CS) 

CS is a high-impedance input that selects the Pl/T registers for the current bus cycle. Address 
strobe and the data strobe (upper or lower) of the bus master, along with the appropriate address 
bits, must be included in the chip-select equation. A low level corresponds to an asserted chip 
select. 
















































































1.2.5 Data Transfer Acknowledge (DTACK) 

DTACK is an active l ow outpu t that signals the completion of the bus cycle. During read or interrupt 
acknowledge cycles, DTACK is asserted after data has been provided on the data bus; during write 
cycles it is asserted after data has been accepted at the data bus. Data transfer acknowledge is com- 
patible with the MC68000 and with other M68000 bus masters such as the MC68450 direct memory 
access controller (DMAC). A pullup resistor is required to maintain DTACK high between bus 
cycles. 


1.2.6 Reset (RESET) 

RESET is a high-impedance input used to initialize all Pl/T functions. All control an d data d irection 
registers are cleared and most internal operations are disabled by the assertion of RESET (low). 

1.2.7 Clock (CLK) 

The clock pin is a high-impedance TTL-compatible signal with the same specifications as the 
MC68000. The Pl/T contains dynamic logic throughout, and hence this clock must not be gated off 
at any time. It is not necessary that this clock maintain any particular phase relationship with the 
M68000 system clock. It may be connected to an independent frequency source (faster or slower) 
as long as all bus specifications are met. 

1.2.8 Port A and Port B (PA0-PA7 and PB0-PB7) 

Ports A and B are 8-bit ports that may be concatenated to form a 16-bit port in certain modes. The 
ports may be controlled in conjunction with the handshake pins H1-H4. For stabilization during 
system power up, ports A and B have internal pullup resistors to VqC- All port pins are active high. 

1.2.9 Handshake Pins (H1-H4) 

Handshake pins H1-H4 are multi-purpose pins that (depending on the operational mode) may pro- 
vide an interlocked handshake, a pulsed handshake, an interrupt input (independent of data 
transfers), or simple I/O pins. For stabilization during system power up, H2 and H4 have internal 
pullup resistors to VcC- The sense of H1-H4 (active high or low) may be programmed in the port 
general control register bits 3-0. Independent of the mode, the instantaneous level of the handshake 
pins can be read from the port status register. 


1.2.10 Port C (PC0-PC7/ Alternate Function) 

This port can be used as eight general purpose I/O pins (PC0-PC7) or any combination of six special 
function pins and two general purpose I/O pins (PC0-PC1). Each dual-function pin can be a stand- 
ard I/O or a special function independent of the other port C pins. When used as a port C pin, these 
pins are active high. They may be individually programmed as inputs or outputs by the port C data 
direction register. The dual-function pins are defined in the following paragraphs. 


The alternate functions TIN, TOUT, and TIACK are timer I/O pins. TIN may be used as a rising-edge 
triggered external clock input or an external run/ halt control pin (the timer is in the run state if 
run/ halt is high and in the halt state if run/ halt is low). TOUT may provide an active low timer inter- 
rupt request output or a general-purpose square-wave output, initially high. TIACK is an active low 
high-impedance input used for timer interrupt acknowledge. 
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Port A and B functions have an independent pair of active low interrupt request (PIRQ) and inter- 
rupt acknowledge (PIACK) pins. 

The DMAREQ (direct memory access request) pin provides an active low direct memory access 
controller request pulse for three clock cycles, completely compatible with the MC68450 DMAC. 

1.3 REGISTER MODEL 

A register model that includes the corresponding register selects is shown in Table 1-3. 


Table 1-3. Register Model (Sheet 1 of 2) 


5 

Register 

Select 

Bits 

4 3 2 

1 

7 

6 

5 

4 

3 

2 

1 

0 

Register 

Value 

After 

RESET 

(Hex 

Value) 


0 

0 

0 

0 

0 

Port Mode 

H34 

H12 

H4 

H3 

H2 

HI 

0 0 

Port General 






Control 

Enable 

Enable 

Sense 

Sense 

Sense 

Sense 


Contol Register 

0 

0 

0 

0 

1 


! SVCRQ 

S IPF 

Port Interrupt 

0 0 

Port Service 







! Select 

| Select 

Priority Control 


Request Register 

0 

0 

0 

1 

0 

B.t 

Bn 

Bit 

Bit 

8 u 

Bit 

Bit 

Bit I 

0 0 

Port A Data 






7 

6 

5 

4 

3 

2 

1 

0 


Direction Register 

c 

0 

0 

1 

1 

Bn 

Bit 

Bit 

Bit 

Bit 

Bit 

Bit 

Bit 

0 0 

Port B Data 






7 

6 

5 

4 

3 

2 

1 

0 


Direction Register 

0 

o 

1 

0 

0 

Bit 

Bit 

Bit 

Bit 

Bit 

Bit 

Bit 

Bit 

0 0 

Port C Data 






7 

6 

5 

4 

3 

2 

1 

0 


Direction Register 

o 

c 

1 

0 

1 



Interrupt Vector 



* 

< 

0 F 

Port Interrupt 








Number 






Vecto r Register 

c 

C' 

1 

1 

0 

Port A 

1 



H2 

HI 

HI 

0 0 

Port A Control 






Submode 

j H2 Control 


Int 

SVCRQ 

Stat 


Register 






L 





Enable 

Enable 

Ctrl 



0 

0 

1 

1 

1 

Port B 

{ 



H4 

H3 

H3 

0 0 

Port B Control 






| Submode 

H4 Control 


Int 

SVCRQ 

Stat 


Register 











Enable 

Enable 

Ctrl 

1 


0 

1 

0 

0 

0 

Bit 

Bit 

Bit 

i Bit 

Bit 

Bit 

Bit 

Bit 

• • 

Port A Data 






7 

6 

5 

1 4 

3 

2 

1 

0 


Register 

c 

1 

0 

0 

1 

Bit 

Bit 

Bit 

Bit 

I Bit 

Bit 

Bit 

Bit 

, * 

Port B Data 






7 

6 

5 

4 

! 3 

2 

1 

0 


Register 

0 

1 

0 

1 

0 

Bit 

Bit 

Bit 

Bit 

Bit 

Bit 

Bit 

Bit 


Port A Alternate 
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6 

5 

4 

1 3 1 

| 2 

1 

0 


Register 

0 

1 

0 


1 

B.t 

Bk 

Bit 

Bit 

Bn i 

Bit 

Bit 

Bit 

# * * 

Port B Alternate 






7 

; 6 

5 

4 

3 i 

1 J . 

i 1 

0 


Register 

0 

1 

1 

0 

0 

Bit 

Bit 

Bn 

Bit 

Bn : 

Bit 

Bit 

Bit 

1 # * * * 

Port C Data 






7 

! 6 

5 

4 

f 3 

| 2 

1 

0 


Register 

0 

1 

1 

0 

1 

H4 

H3 

H2 

! HI 

I H4S 

1 H3S 

H2S 

HIS 

♦ * * * 

Port Status 






Level 

| Level 

Level 

1 Level 





1 

Register 

0 

1 

1 

1 

0 

* 


* 

* 

* 

• 

* 

* 

! 0 0 

II 

'Null! 

0 

1 

1 

1 

1 

♦ 


* 

* 

* 

* 

• 

* 

0 0 

(Null) 


•Unused, read as zero 
* * Value before RESET 
• * * Current value on pt 
* * * * Undetermined value 


i P 
! ~Q 
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Register 


Value 

Register After 

Select RESET 

Bits (Hex 

543217 6 5 4 3 2 1 0 Value) 



‘Unused, read as zero 
* * Value before RESET 


Timer Control 
Register 
Timer Interrupt 
Vector Register 
(Null) 

Counter Preload 
Register (High) 
Counter Preload 
Register (Mid) 
Counter Preload 
Register (Low) 
(Null) 

Count Register 
(High) 

Count Register 
(Mid) 

Count Register 
(Low) 

Timer Status 

Register 

(Null) 

(Null) 

(Null) 

(Null) 

(Null) 
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1.4 BUS INTERFACE OPERATION 

The Pl/T has an asynchronous bus interface, primarily designed for use with an M68Q00 
microprocessor. With care, however, it can be connected to synchronous microprocessor buses. 
This section completely describes the Pl/T's bus interface, and is intended for the asynchronous 
bus designer unless otherwise mentioned. 

In an asynchronous system the Pl/T clock may operate at a significantly different frequency, either 
higher or lower, than the bus master and other system components, as long as all bus specifications 
are met. The MC68230 CLK pin has the same specifications as the MC68000 CLK pin, and must not 
be gated off at any time. 

The following signals generate normal read and write cycles to the Pl/T: CS (chip select), R/W 
(read/write), RS1-RS5 (five register select bits), D0-D7 (the 8-bit bidirectional data bus), and 
DTACK (data transfer acknowledge). To generate interrupt acknowledge cycles, PC6/PIACK or 
PC7/TIACK is used instead of CS, and the register select pins are ign ore d. No c ombination of the 
following pin functions may be asserted simultaneously: CS, PIACK, or TIACK. 

1.4.1 Read Cycles 

This category includes all register reads, exc_ept port or timer interrupt acknowledge cycles. When 
CS is asserted, the register select and R/W inputs are latched internally. They must meet small 
setup and hold time requirements with respect to the asserted edge of CS. (Refer to 6.6 AC ELEC- 
TRICAL SPECIFICATIONS for further information.) The Pl/T is not protected against aborted 
(shortened) bus cycles generated by an address error or bus error exception in which it is addressed. 

Certain operations triggered by normal read (or write) bus cycles are not complete within the time 
allotted to the bus cycle. One example is transfers to/ from the double-buffered latches that occur 
as a result of the bus cycle. If the bus master's clock is significantly faster than the Pl/T's the 
possibility exists that, following the bus cycle, CS can be negated then re-asserted before comple- 
tion of these internal operations. In this situation the Pl/T does not recognize the re-assertion of CS 
until these operations are complete. Only at that time does it begin the internal sequencing 
necessary to react to the asserted CS. Since CS also control s the DT ACK response, this "bus cycle 
recovery time" can be related to the clock edge on_ which DTACK is asserted for that cycle. The 
Pl/T will recog nize the subsequent assertion of CS three clock periods after the clock edge on 
which DTACK was previously asserted. 

The register select and R/W inputs pass through an internal latch that is transparent when the Pl/T 
can recognize a new C!T pulse (see above paragraph). Since the internal data bus of the Pl/T is con- 
tinuously engaged for read transfers, the read access time (to the data bus buffers) begins when the 
register selects are stabilized internally. Also, when the Pl/T is ready to begin a new bus cycle, the 
assertion of CS enables the data bus buffers_within a short propagation delay. This does not con- 
tribute to the overall read access time unless CS is asserted significantly after the register select and 
R/W inputs are stabilized (as may occur with synchronous bus microprocessors). 


In addition to the chip select's previously mentioned duties, it controls the assertion of DTACK and 
latching of read data at the data bus interface. Except for controlling input latches and enabling the 
data bus buffers, all of these functions occur only after CS has been recognized internally and syn- 
chronized with the internal clock. Chip select is recognized on the falling edge of the clock if the 
setup time is met; DTACK is asserted (low) on the next falling edge of the clock. Read data is 
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latched at the Pl/T's data bus interface at the same time DTACK is asserted. It is stable as long as 
chip select remains asserted independent of other external conditions. 

From the above discussion it is clear that if the chip select setup time prior to the falling edge of the 
clock is met, the Pl/T can consistently respond to a new read or write bus cycle every four clock 
cycles . This fa ct is especially useful in designing the Pi/T's clock in synchronous bus systems not 
using DTACK. (An extra clock period is required in interrupt acknowledge cycles, see 1.4.2 Inter- 
rupt Acknowledge Cycles.) 

In asynchronous bus systems in which the Pl/T's clock differs from that of the bus master, 
generally there is no way to guarantee that the chip select setup time with respect to the Pl/T clock 
is met. Thus, th e only w ay to determine that the Pl/T recognized the assertion of CS is to wait for 
the asse rtion of DTACK. In this situation, all latched bus inputs to the Pl/T must be held stable until 
DTACK is asserted. These include register select, R/W, and write data inputs (see below). 

System specifica tions im pose a maximum delay from the trailing (negated) edge of CS to the 
negated edge of DTACK. As sy stem sp eeds increase this becomes more difficult to meet with a 
simple pullup resistor tied to the DTACK line. Therefore, the Pl/T provides an internal ac tive pull up 
device to reduce the rise time, and a level-sensitive circuit that later turns this device off. DTACK is 
negated asynchronously as fast as possible following the rising edge of chip select, then three- 
stated to avoid interference with the next bus cycle. 


The system designer must take care that DTACK is negated and three-stated quickly enough after 
each bus cycle to avoid interference with the next oneJA/ith an M68000 this necessitates a relatively 
fast external path from the data strobe negation to CS bus master negation. 

1 .4.2 Interrupt Acknowledge Cycles 

Special internal operations take place on Pl/T interrupt acknowledge cycles. The port inte rrupt v ec- 
tor r egister or the timer vector register are implicitly addressed by the assertion of PC6/PIACK or 
PC7/TIACK, respectively. The signals are first synchronized with the falling edge of the clock. One 
clock period a fter they are recognized, the data bus buffers are enabled and the vector is driven 
onto the bus. DTACK is asserted after another clock period to allow the vector some setup time 
prior to D TACK. DTACK is negated, then three-stated, as with normal read or write cycles, when 
PIACK or TIACK is negated. 


1 .4.3 Write Cycles 

In many ways, write cycles are similar to normal read cycles. On write cycles, data at the D0-D7 pins 
must meet the same setup specifications as the register select and R/W lines. Like these signals, 
write data is latched on the asserted edge of CS, and must meet small setup and hold time re- 
quirements with respect to that edge. The same bus cycle recovery conditions exist as for normal 
read cycles. No other differences exist. 
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NOTE 

For mask sets GG7 and KD1 if the RS lines are selecting the port interrupt vector register 
(PIVR) or timer interrupt vector register (TIVR) during an interrupt acknowledge bus cycle 
then those registers may be changed. Four cases exist for this situation, they are: 


1. Case: 
Results: 

2. Case: 

Results: 

3. Case: 

Results: 

4. Case: 

Results: 


RS lines are addressing PIVR during a port interrupt acknowledge 
cycle (PIACK asserted). 

Incorrect IACK vector on data lines, bits 0 and 1 are zero, PIVR and 
TIVR remain the same and are not changed. 

RS lines are addressing TIVR during a port interrupt acknowledge 
cycle (PIACK asserted). 

Incorrect IACK vector on data lines, PiVR and TiVR are changed. 
RS lines are addressing PIVR during a timer interrupt acknowledge 
cycle (TIACK asserted). 

Incorrect IACK vector on data lines, PIVR and TIVR are changed. 
RS lines are addressing TIVR during a timer interrupt acknowledge 
cycle (TIACK asserted). 

Correct IACK vector on data lines, PIVR and TIVR remain the same 
and are not changed. 


For MC68000 and MC68010 systems that use A1-A5 for RS lines RS1-RS5 the above 
cases will never occur. A5 and A4 will remain high during interrupt acknowledge cycles 
and thus PIVR and TIVR will not be selected as shown below. 



RS5 

RS4 

RS3 RS2 RSI 

MC68000 IACK Cycle 

1 

1 

-Encoded Level - 

MC68230 PIVR Address 

0 

0 

1 0 1 

MC68230 TiVR Address 

1 

0 

0 0 1 


1-12 



SECTION 2 

PORT GENERAL INFORMATION AND CONVENTIONS 


This section introduces concepts that are generally applicable to the Pl/T ports independent of the 
chosen mode and submode. For this reason, no particular port or handshake pins are mentioned; 
the notation HKH3) indicates that, depending on the chosen mode and submode, the statement 
given may be true for either the HI or H3 handshake pin. 

2.1 UNIDIRECTIONAL VS BIDIRECTIONAL 

Figure 1-2 shows the configuration of ports A and B and each of the handshake pins in each port 
mode and submode. In modes 0 and 1 , a data direction register is associated with each of the ports. 
These registers contain one bit for each port pin to determine whether that pin is an input or an out- 
put. Modes 0 and 1 are, thus, called unidirectional modes because each pin assumes a constant 
direction, changeable only by a reset condition or a programming change. These modes allow 
double-buffered data transfers in one direction. This direction, determined by the mode and sub- 
mode definition, is known as the primary direction. Data transfers in the primary direction are con- 
trolled by the handshake pins. Data transfers not in the primary direction are generally unrelated, 
and single or unbuffered data paths exist. 

In modes 2 and 3 there is no concept of primary direction as in modes 0 and 1 . Except for port A in 
mode 2 (bit I/O), the data direction registers have no effect. These modes are bidirectional, in that 
the direction of each transfer (always 8 or 16 bits, double buffered) is determined dynamically by the 
state of the handshake pins. Thus, for example, data may be transferred out of the ports, followed 
very shortly by a transfer into the same port pins. Transfers to and from the ports are independent 
and may occur in any sequence. Since the instantaneous direction is always determined by the 
external system, a small amount of arbitration logic may be required. 

2.1.1 Control of Double-Buffered Data Ports 

Generally speaking, the Pl/T is a double-buffered device. In the primary direction, double buffering 
allows orderly transfers by using the handshake pins in any of several programmable protocols. 
(When bit I/O is used, double buffering is not available and the handshake pins are used as outputs 
or status/ interrupt inputs.) 

Use of double buffering is most beneficial. in situations where a peripheral device and the computer 
system are capable of transferring data at roughly the same speed. Double buffering allows the 
fetch operation of the data transmitter to be overlapped with the store operation of the data 
receiver. Thus, throughput measured in bytes or words- per-second may be greatly enhanced. If 
there is a large mismatch in transfer capability between the computer and the peripheral, little or no 
benefit is obtained. In these cases there is no penalty in using double buffering. 
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2.1.2 Double-Buffered Input Transfers 

In all modes, the Pl/T supports double-buffered input transfers. Data that meets the port setup and 
hold times is latched on the asserted edge of HKH3). HI (H3) is edge sensitive, and may assume any 
duty cycle as long as both high and low minimum times are observed. The Pl/T contains a port 
status register whose HI S(H3S) status bit is set anytime any input data that has not been read by 
the bus master is present in the double-buffered latches. The action of H2(H4) is programmable; it 
may indicate whether there is room for more data in the Pl/T latches or it may serve other purposes. 
The following options are available., depending on the mode. 

1. H2(H4) may be an edge- sensitive input that is independent of HKH3) and the transfer of 
port data. On the asserted edge of H2(H4), the H2S(H4S) status bit is set. It is clear ed by the 
direct method (refer to 2.3 DIRECT METHOD OF RESETTING STATUS), the RESET pin being 
asserted, or when the H12 enable (H34 enable) bit of the port general control register is zero. 

2. H2(H4) may be a general purpose output pin that is always negated. The H2S(H4S) status bit 
is always zero. 

3. H2(H4) may be a general purpose output pin that is always asserted. The H2S(H4S) status bit 
is always zero. 

4. H2(H4) may be an output pin in the interlocked input handshake protocol. It is asserted when 
the port input latches are ready to accept new data. It is negated asynchronously following the 
asserted edge of the HKH3) input. As soon as the input latches become ready, H2(H4) is again 
asserted. When both double-buffered latches are full, H2(H4) remains negated until data is 
removed by a read of port A (port B) data register. Thus, anytime the H2(H4) output is 
asserted, new input data may be entered by asserting H1(H3). At other times transitions of 
HKH3) are ignored. The H2S(H4S) status bit is always zero. When H12 enable (H34 enable) is 
zero, H2(H4) is held negated. 

5. H2(H4) may be an output pin in the pulsed input handshake protocol. It is asserted exactly as 
in the interlocked input protocol, but never remains asserted longer than four clock cycles. 
Typically, a four clock cycle pulse is generated. But in the case that a subsequent H1(H3) 
asserted edge occurs before termination of the pulse, H2(H4) is negated asynchronously. 
Thus, anytime after the leading edge of the H2(H4) pulse, new data may be entered in the Pl/T 
double-buffered input latches. The H2S(H4S) status bit is always zero. When H12 enable (H34 
enable) is zero, H2(H4) is held negated. 

A sample timing diagram is shown in Figure 2-1 . The H2(H4) interlocked and pulse input handshake 
protocols are shown. The DMAREQ pin is also shown assuming it is enabled. All handshake pin 
sense bits are assumed to be zero (refer to 4.1 PORT GENERAL CONTROL REGISTER (PGCR)); 
thus, the pins are in the low state when asserted. Due to the great similarity between modes, this 
timing diagram is applicable to all double-buffered input transfers. 

2.1.3 Double-Buffered Output Transfers 

The Pl/T supports double-buffered output transfers in all modes. Data, written by the bus master to 
the Pl/T, is stored in the port's output latch. The peripheral accepts the data by asserting H1(H3), 
which causes the next data to be moved to the port's output latch as soon as it is available. The 
function of H2(H4) is programmable; it may indicate whether new data has been moved to the out- 
put latch or it may serve other purposes. The H1S(H3S) status bit may be programmed for two in- 
terpretations. First, the status bit is a one when there is at least one latch in the double-buffered 
data path that can accept new data. After writing one byte/ word of data to the ports, an interrupt 
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Figure 2-1. Double-Buffered Input Transfers Timing Diagram 



service routine could check this bit to determine if it could store another byte/word, thus filling both 
latches. Second, when the bus master is finished, it is often useful to be able to check whether all of 
the data has been transferred to the peripheral. The HI S( H3S) status bit is set when both output 
latches are empty. The programmable options of the H2(H4) pin are given below, depending on the 
mode. 

1. H2(H4) may be an edge-sensitive input pin independent of H1(H3) and the transfer of port 
data. On the asserted edge of H2(H4), the H2S(H4S) status bit is set. It is cleared by the direct 
method (refer to 2.3 DIRECT METHOD OF RESETTING STATUS), the RESET pin being 
asserted, or when the H12 enable (H34 enable) bit of the port general control register is zero. 

2. H2(H4) may be a general-purpose output pin that is always negated. The H2S(H4S) status bit 
is always zero. 

3. H2(H4) may be a general-purpose output pin that is always asserted. The H2SIH4S) status bit 
is always zero. 

4. H2(H4) may be an output pin in the interlocked output handshake protocol. H2(H4) is asserted 
two clock cycles after data is transferred to the double-buffered output latches. The data re- 
mains stable and H2(H4) remains asserted until the next asserted edge of the H1(H3) input. At 
that time, H2(H4) is asynchronously negated. As soon as the next data is available, it is 
transferred to the output latches and H2(H4) is asserted. When H2(H4) is negated, asserted 
transitions on H1(H3) have no effect on the data paths. As is explained later, however, in 
modes 2 and 3 HI does control the three-state output buffers of the bidirectional port(s). The 
H2SIH4S) status bit is always zero. When H12 enable (H34 enable) is zero, H2(H4) is held 
negated. 

5. H2(H4) may be an output pin in the pulsed output handshake protocol. It is asserted exactly as 
in the interlocked output protocol above, but never remains asserted longer than four clock 
cycles. Typically, a four clock pulse is generated. But in the case that a subsequent H1(H3) 
asserted edge occurs before termination of the pulse, H2(H4) is negated asynchronously, thus 
shortening the pulse. The H2S(H4S) status bit is always zero. When H12 enable (H34 enable) 
is zero, H2(H4) is held negated. 
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A sample timing diagram is sho wn in Figu re 2-2. The H2(H4) interlocked and pulsed output hand- 
shake protocols are shown. The DMAREQ pin is also shown assuming it is enabled. All handshake 
pin sense bits are assumed to be zero; thus, the pins are in the low state when asserted. Due to the 
great similarity between modes, this timing diagram is applicable to all double-buffered output 

transfers. 


Data Register ^ ata Register 

Write Write 



2.2 REQUESTING BUS MASTER SERVICE 

The Pl/T has several means of indicating a need for service by a bus master. First, the processor 
may poll the port status register. It contains a status bit for each handshake pin, plus a level bit that 
always reflects the instantaneous state of that handshake pin. A status bit is one when the Pl/T 
needs servicing ti e., generally when the bus master needs to read or write data to the ports) or 
when a handshake pin used as a simple status input has been asserted. The interpretation of these 
bits is dependent on the chosen mode and submode. 

Second, the Pl/T may be placed in the processor's interrupt structure. As mentioned previously, 
the Pl/T contains port A and B control registers that configure the handshake pins. Other bits in 
these registers enable an interru pt associa ted w ith each handshake pin. This interrupt is made 
available throug h the PC5/FIRQ pin, if the PIRQ function is selected. Three additional conditions 
are required for PIRQ to be asserted: 1) the handshake pin status bit is set, 2) the corresponding in- 
terrupt (service request) enable bit is set, and 3) DMA requests are not associated with that data 
transfer (HI and H3 only). The conditions from each of the four handshake status bits and cor- 
responding status bits are ORed to determine PIRQ. To clear the interrupt, the proper status bit 
must be cleared (see 2.3 DIRECT METHOD OF RESETTING STATUS). 

The third method of requesting service is via the PC4/DMAREQ pin. This pin can be associated 
with double-buffered transfers in each mode. If it is used as a DMA controller request, it can initiate 
requests to keep the Pl/T's input/output double-buffering empty/full as much as possible. It will 
not overrun the DMA controller. The pin is compatible with the MC68450 direct memory access 
controller (DM AC). 
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2.2.1 Vectored, Prioritized Port interrupts 

Use of MC68000-compatible vectored interrupts with the Pl/T requires the PIRQ and PIACK pins. 
When PIACK is asserted while PIRQ is asserted, the Pl/T places an 8-bit vector on the data pins 
D0-D7. Under normal conditions , this vecto r corresponds to the highest priority enabled active port 
interrupt source with which the DMAREQ pin is not currently associated. The most-significant six 
bits are provided by the port interrupt vector register (PI VR), w ith the lower two bits supplied by 
prioritization logic according to conditions present when PIACK is asserted. It is important to note 
that the only effect on the Pl/T caused by interrupt acknowledge cycles is that the vector is placed 
on the data bus. Specifically, no registers, data, status, or other internal states of the Pl/T are af- 
fected by the cycle. 


Several conditions may be present when the PIACK input is asserted to the Pl/T. These conditions 
affect the Pl/T's response an d the termination of the bus cycle. If the Pl /T has n o interru pt function 
selected, or is not asserting PIR Q, the Pl/T will ma ke no response to PIACK {DTACK will not be 
asserted). If the Pl/T is asserting PIRQ when PIACK is received, the Pl/T will output the contents of 
the port interrupt vector register and the prioritization bits. If the PIVR has not been initialized, $0F 
will be read from this register. These conditions are summarized in Table 2-1. 


Table 2-1. Response to Port Interrupt Acknowledge 


Conditions 

PIRQ negated OR interrupt 
request function not selected 

PIRQ asserted 

PIVR has not been initialized 
since RESET 

No response from Pl/T. 
No DTACK. 

Pl/T provides $0F, the 
Uninitialized Vector* 

PIVR has been initialized 
since RESET 

No response from Pl/T. 
No DTACK. 

Pl/T provides PIVR contents 
with prioritization bits. 


* The uninitialized vector is the value returned from an interrupt vector register before it has been initialized. 


The vector table entries for the Pl/T appear as a contiguous block of four vector numbers whose 
common upper six bits are programmed in the PIVR. The following table pairs each interrupt source 
with the 2-bit value provided by the prioritization logic when interrupt acknowledge is asserted (see 

4.2. PORT SERVICE REQUEST REGISTER (PSRR)). 

HI source - 00 H3 source - 10 

H2 source — 01 H4 source — 1 1 


2.2.2 Autovectored Port Interrupts 

Autovectored interrupts use only the PIRQ pin. The operation of the Pl/T with vecto red and 
autovectored interrupts is identical except that no vectors are supplied and the PC6/ PIACK pin can 
be used as a port C pin. 
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2.2.3 DMA Request Operation 

The direct memory access request (DMAREQ) pulse (when enabled) is associated with output or in- 
put transfers to keep the initial and final output latches full or initial and final input latches empty, 
respectively. Figures 2-3 and 2-4 show all the possible paths in generating DMA requests. See 4.2 
PORT SERVICE REQUEST REGISTER (PSRR) for programming the operation of the DMA request 
bit. 

DMAREQ is generated on the bus side of the MC68230 by the synch ronized* ch ip select. If the con- 
ditions of Figures 2-3 or 2-4 are met, an assertion of CS will cause DMAREQ t o be assert ed three 
Pl/T clocks (plus the delay time from the clock edge) after CS is synchronized. DMAREQ remains 
asserted three clock cycles (plus the delay time from the clock edge) and is then negated. 

DMAREQ pulses are associated with peripheral transfers or are generated by the synchronized* 
H1(H3) input. If the conditions of Figures 2-3 or 2-4 are met, an assertion of the HKH3) input will 
cause DMAREQ to be asserted 2.5 Pl/T clock cycles (plus the delay time from clock edge) after 
HKH3) is synchronized. DMAREQ remains asserted three clock cycles (plus the delay time from the 
clock edge) and is then negated. 


Data in Output Latches Data in Input Latches 




Figure 2-3. DMAREQ Associated 
with Output Transfers 


Figure 2-4. DMAREQ Associated 
with Input Transfers 


2.3 DIRECT METHOD OF RESETTING STATUS 

In certain modes one or more handshake pins can be used as edge-sensitive inputs for the sole pur- 
pose of setting bits in the port status register. These bits consist of simple flip-flops. They are set (to 
one) by the occurrence of the asserted edge of the handshake pin input. Resetting a handshake 
status bit can be done by writing an 8-bit mask to the port status register. This is called the direct 
method of resetting. To reset a status bit that is resettable by the direct method, the mask must 


* Synchronized means that the appropriate input signal (HI , H3, or CS) has been sampled by the Pl/T on the appropriate edge of the 
clock (rising edge for H1(H3) and falling edge for CS). Refer to 1.4 BUS INTERFACE OPERATION for the exception concerning CS. If 
a bus access (assertion of CS! and a port access (assertion of H1(H3I) occur at the same time, CS will be recognized without any delay. 
H1(H3) will be recognized one clock cycle later. 
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contain a one in the bit position of the port status register corresponding to the desired status bit. 
For status bits that are not resettable by the direct method in the chosen mode, the data written to 
the port status register has no effect. For status bits that are resettable by the direct method in the 
chosen mode, a zero in the mask has no effect. 

2.4 HANDSHAKE PIN SENSE CONTROL 

The Pl/T contains exclusive-OR gates to control the sense of each of the handshake pins, whether 
used as inputs or outputs. Four bits in the port general control register may be programmed to 
determine whether the pins are asserted in the low- or high-voltage state. As with other control 
registers, these bits are reset to zero when the RESET pin is asserted, defaulting the asserted level 
to be low. 

2.5 ENABLING PORTS A AND B 

Certain functions involved with double-buffered data transfers, the handshake pins, and the status 
bits may be disabled by the external system or by the programmer during initialization. The port 
general control register contains two bits, H12 enable and H3 4 enable, which control these func- 
tions. These bits are cleared to the zero state when the RESET pin is asserted, and the functions are 
disabled. The functions are the following: 

1. Independent of other actions by the bus master or peripheral (via the handshake pins), the 
Pl/T's disabled handshake controller is held to the "empty” state; i.e., no data is present in the 
double-buffered data path. 

2. When any handshake pin is used to set a simple status flip-flop, unrelated to double-buffered 
transfers, these flip-flops are held reset to zero (see Table 1-1). 

3. When H2(H4) is used in an interlocked or pulsed handshake with H1(H3), H2(H4) is held 
negated, regardless of the chosen mode, submode, and primary direction. Thus, for double- 
buffered input transfers, the programmer may signal a peripheral when the Pl/T is ready to 
begin transfers by setting the associated handshake enable bit to one. 

2.6 PORT A AND B ALTERNATE REGISTERS 

In addition to the port A and B data registers, the Pl/T contains port A and B alternate registers. 
These registers are read only, and simply provide the instantaneous (non-latched) level of each port 
pin. They have no effect on the operation of the handshake pins, double-buffered transfers, status 
bits, or any other aspect of the Pl/T, and they are mode/submode independent. Refer to 4.7 PORT 
ALTERNATE REGISTERS for further information. 
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SECTION 3 
PORT MODES 


This section contains information that distinguishes the various port modes and submodes. General 
characteristics common to all modes are defined in SECTION 2 PORT GENERAL INFORMATION 
AND CONVENTIONS. A description of the port A control register (PACR) and port B control 
register (PBCR) is given before each mode description. After each submode description, the pro- 
grammable options are listed for that submode. 

3.1 PORT A CONTROL REGISTER 

Port A Control Register (PACR) 


7 6 

5 4 3 

2 

1 

0 



H2 

HI 

HI 

Port A 


Interrupt 

SVCRQ 

Status 

Submode 

H2 Control 

Enable 

Enable 

Control 


The port A control register, in conjunction with the programmed mode and the port B submode, 
controls the operation of port A and the handshake pins HI and H2. The port A control register con- 
tains five fields: bits 7 and 6 specify the port A submode; bits 5, 4, and 3 control the operation of the 
H2 handshake pin and the H2S status bit; bit 2 determines whether an interrupt will be generated 
when the H2S status bit goes to one; and bit 1 determines whether a service request (interrupt re- 
quest or DMA request) will occur; bit 0 controls the operation of the HIS status bit. The PACR is 
always readable and writable. 


All bits are cleared to zero when the RESET pin is asserted. When the port A submode field is rele- 
vant in a mode/ submode definition, it must not be altered unless the H12 enable bit in the port 
general control register is clear (see Table 1-3 located on foldout pages 1 and 2 at the end of this 
document). Altering these bits will give unpredictable results. 

3.2 PORT B CONTROL REGISTER 

Port B Control Register (PBCR) 


7 6 

5 4 3 

2 

1 

0 



H4 

H3 

H3 

Port B 


Interrupt 

SVCRQ 

Status 

Submode 

H4 Control 

Enable 

Enable 

Control 


The port B control register specifies the operation of port B and the handshake pins H3 and H4. The 
port B control register contains five fields: bits 7 and 6 specify the port B submode; bits 5, 4, and 3 
control the operation of the H4 handshake pin and H4S status bit; bit 2 determines whether an inter- 
rupt will be generated when the H4S status bit goes to a one; bit 1 determines whether a service re- 
quest (interrupt request or DMA request) will occur; and bit 0 controls the operation of the H3S 
status bit. The PBCR is always readable and writable. There is never a consequence to reading the 
register. 
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All bits are cleared to zero when the RESET pin is asserted. When the port B submode field is rele- 
vant in a mode/submode definition, it must not be altered unless the H34 enable bit in the port 
general control register is clear (see Table 1-3 located on foldout pages 1 and 2 at the end of this 
document). 

3.3 MODE 0 - UNIDIRECTIONAL 8-BIT MODE 

In mode 0, ports A and B operate independently. Each may be configured in any of its three possible 
submodes: 

Submode 00 — Pin-Definable Double-Buffered Input or Single-Buffered Output 
Submode 01 — Pin-Definable Double-Buffered Output or Non-Latched Input 
Submode IX - Bit I/O (Pin-Definable Single- Buffered Output or Non-Latched Input) 

Handshake pins HI and H2 are associated with port A and configured by programming the port A 
control register. (The H12 enable bit of the port general control register enables port A transfers.) 
Handshake pins H3 and H4 are associated with port B and configured by programming the port B 
control register. (The H34 enable bit of the port general control register enables port B transfers.) 
The port A and B data direction registers operate in all three submodes. Along with the submode, 
they affect the data read and write at the associated data reg ister acco rding to Table 3-1 . They also 
enable the output buffer associated with each port pin. The DMAREQ pin may be associated with 
either (not both) port A or port B, but does not function if the bit I/O submode (submode IX) is pro- 
grammed for the chosen port. 


Table 3-1. Mode 0 Port Data Paths 


Mode 

Read Port A/B 
Data Register 

Write Port A/B 
Data Register 

DDR = 0 

DDR= 1 

DDR = X 

0 Submode 00 
0 Submode 01 
0 Submode IX 

FIL, D.B. 
Pin 
Pin 

FOL Note 3 
FOL Note 3 
FOL Note 3 

FOL, S B. Note 1 

IOL/ FOL, D.B. Note 2 

FOL, S.B. Note 1 


Abbreviations: 

IOL - Initial Output Latch S.B. - Single Buffered 

FOL - Final Output Latch D.B. — Double Buffered 

FIL — Final Input Latch DDR - Data Direction Register 

Note 1: Data is latched in the output data registers (final output latch) and will be 
single buffered at the pin if the DDR is 1 . The output buffers will be turned 
off if the DDR is 0. 

Note 2: Data is latched in the double-buffered output data registers. The data in the 
final output latch will appear on the port pin if the DDR is a 1 . 

Note 3: The output drivers that connect the final output latch to the pins are turned 
on. 


3.3.1 Submode 00 — Pin-Definable Double-Buffered Input or Single-Buffered Output 

In mode 0, double-buffered input transfers of up to eight bits are available by programming sub- 
mode 00 in the desired port's control register. Data that meets the port setup and hold times is 
latched on the asserted edge of H1(H3) and is placed in the initial or final input latch. H1(H3) is edge 
sensitive and may assume any duty cycle as long as both high and low minimum times are 
observed. The Pl/T contains a port status register whose HI S(H3S) status bit is set anytime any in- 
put data that has not been read by the bus master is present in the double-buffered latches. The ac- 
tion of H2(H4) is programmable. The following options are available: 




1. H2(H4) may be an edge-sensitive status input that is independent of HI (H3) and the transfer of 
port data. On the asserted edge of H2(H4), the H2S(H4S) status bit is set. It is cleared by either 
the RESET pin being asserted, writing a one to the particular status bit in the port status 
register (PSR), or when the H 12 enable (H34 enable) bit of the port general register is clear. 

2. H2(H4) may be a general-purpose output pin that is always negated. In this case the H2S(H4S) 
status bit is always clear. 

3. H2IH4) may be a general-purpose output pin that is always asserted. In this case the H2S(H4S) 
status bit is always clear. 

4. H2(H4) may be an output pin in the interlocked input handshake protocol. It is asserted when 
the port input latches are ready to accept new data. It is negated asynchronously following the 
asserted edge of the H1(H3) input. As soon as the input latches become ready, H2(H4) is again 
asserted. When the input double-buffered latches are full, H2(H4) remains negated until data is 
removed. Thus, anytime the H2(H4) output is asserted, new input data may be entered by 
asserting HKH3). At other times, transitions on H1(H3) are ignored. The H2S(H4S) status bit 
is always clear. When H12 enable (H34 enable) in the port general control register is clear, 
H2(H4) is held negated. 

5. H2(H4) may be an output pin in the pulsed input handshake protocol. It is asserted exactly as 
in the interlocked input protocol above, but never remains asserted longer than four clock 
cycles. Typically, a four clock cycle pulse is generated. But in the case of a subsequent H1(H3) 
asserted edge occurring before termination of the pulse, H2(H4) is negated asynchronously. 
Thus, anytime after the leading edge of the H2(H4) pulse, new data may be entered in the 
double-buffered input latches. The H2S(H4S) status bit is always clear. When H12 enable (H34 
enable) is clear, H2(H4) is held negated. 

For pins used as outputs, the data path consists of a single latch driving the output buffer. Data 
written to the port's data register does not affect the operation of any handshake pin or status bit. 
Output pins may be used independently of the input transfers. However, read bus cycles to the data 
register do remove data from the port. Therefore, care should be taken to avoid processor instruc- 
tions that perform unwanted read cycles. 


Programmable Options Mode 0 — Port A Submode 00 
and Port B Submode 00 (Sheet 1 of 2) 

PACR 

7 6 Port A Submode 

0 0 Submode 00 

PACR 

5 4 3 H2 Control 

0 X X Input pin — edge-sensitive status input, H2S is set on an asserted edge. 

1 0 0 Output pin — negated, H2S is always clear. 

1 0 1 Output pin - asserted, H2S is always clear. 

1 1 0 Output pin — interlocked input handshake protocol, H2S is always clear. 

1 1 1 Output pin - pulsed input handshake protocol, H2S is always clear. 

PACR 

2 H2 Interrupt Enable 

0 The H2 interrupt is disabled. 

1 The H2 interrupt is enabled. 
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Programmable Options Mode 0 — Port A Submode 00 
and Port B Submode 00 (Sheet 2 of 2) 


PACR 

1 HI SVCR Enable 

0 The HI interrupt and DMA request are disabled. 

1 The HI interrupt and DMA request are enabled. 

PACR 

0 HI Status Control 

X The HIS status bit is set anytime input data is present in the double-buffered input path. 

PBCR 

7 6 Port B Submode 

0 0 Submode 00 

PBCR 

5 4 3 H4 Control 

0 X X Input pm - edge-sensitive status input, H4S is set on an asserted edge. 

1 0 0 Output pin - negated, H4S is always cleared. 

1 0 1 Output pin - asserted, H4S is always cleared. 

1 1 0 Output pin - interlocked input handshake protocol, H4S is always cleared. 

1 1 1 Output pin - pulsed input handshake protocol, H4S is always cleared. 

PBCR 

2 H4 Interrupt Enable 

0 The H4 interrupt is disabled. 

1 The H4 interrupt is enabled. 

PBCR 

1 H3 SVCRQ Enable 

0 The H3 interrupt and DMA request are disabled. 

1 The H3 interrupt and DMA request are enabled. 

PBCR 

0 H3 Status Control 

X The H3S status bit is set anytime input data is present in the double-buffered input path. 

3.3.2 Submode 01 — Pin-Definable Double-Buffered Output or Non-Latched Input 

in mode 0, double-buffered output transfers of up to eight bits are available by programming sub- 
mode 01 in the desired port's control register. The operation of H2 and H4 may be selected by pro- 
gramming the port A and B control registers, respectively. Data, written by the bus master to the 
Pl/T, is stored in the port's output latches. The peripheral accepts the data by asserting HKH3), 
which causes the next data to be moved to the port's output latch as soon as it is available. 

The H1S(H3S) status bit may be programmed for two interpretations: 

1. The HI S(H3S) status bit is set when either the port initial or final output latch can accept 
new data. It is cleared when both latches are full and cannot accept new data. 

2. The H1S(H3S) status bit is set when both of the port output latches are empty. It is cleared 
when at least one latch is full. 

The programmable options of the H2(H4) pin are: 

1. H2(H4) may be an edge-sensitive input pin independent of HKH3) and the transfer of port 
data. On the asserted edge of H2(H4), the H2S(H4S) status bit is set. It is cleared by either the 
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RESET pin being asserted, writing a one to the particular status bit in the port status register 
(PSR), or when the H1(H2! enable (H3(H4) enable) bit of the port general control register is 
clear. 

2. H2(H4) may be a general-purpose output pin that is always negated. The H2S(H4S) status bit 
is always clear. 

3. H2(H4) may be a general-purpose output pin that is always asserted. The H2S0H4S) status bit 
is always clear. 

4. H2(H4) may be an output pin in the interlocked output handshake protocol. H2(H4) is 
asserted two clock cycles after data is transferred to the double-buffered output latches. The 
data remains stable at the port pins and H2(H4) remains asserted until the next asserted edge 
of the H1(H3) input. At that time, H2(H4) is asynchronously negated. As soon as the next data 
is available, it is transferred to the output latches. When H2(H4) is negated, asserted transi- 
tions of HKH3) have no affect on data paths. The H2S(H4S) status bit is always clear. When 
H12 enable (H34 enable) is clear, H2(H4) is held negated. 

5. H2(H4) may be an output pin in the pulsed output handshake protocol. It is asserted exactly as 
in the interlocked protocol above, but never remains asserted longer than four clock cycles. 
Typically, a four clock pulse is generated. But in the case that a subsequent HKH3) asserted 
edge occurs before termination of the pulse, H2(H4) is negated asynchronously shortening the 
pulse. The H3S(H4S) status bit is always clear. When H12 enable (H34 enable) is clear H2(H4) 
is held negated. 

For pins used as inputs, data written to the associated data register is double-buffered and passed 
to the initial or final output latch, but, the output buffer is disabled. 


Programmable Options Mode 0 — Port A Submode 01 
and Port B Submode 01 (Sheet 1 of 2) 


PACR 

7 6 Port A Submode 

0 1 Submode 01 

PACR 

5 4 3 H2 Control 

0 X X Input pin — edge-sensitive status input, H2S is set on an asserted edge. 

1 0 0 Output pin - negated, H2S is always clear. 

1 0 1 Output pin — asserted, H2S is always clear. 

1 1 0 Output pin — interlocked input handshake protocol, H2S is always clear. 
1 1 1 Output pin — pulsed input handshake protocol, H2S is always clear. 

PACR 

2 H2 Interrupt Enable 

0 The H2 interrupt is disabled. 

1 The H2 interrupt is enabled. 

PACR 

1 HI SVCRQ Enable 

0 The HI interrupt and DMA request are disabled. 

1 The HI interrupt and DMA request are enabled. 
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Programmable Options Mode 0 — Port A Submode 01 
and Port B Submode 01 (Sheet 2 of 2) 


PACR 

0 HI Status Control 

0 The HIS status bit is set when either the port A initial or final output latch can accept new data. It 
is clear when both latches are full and cannot accept new data. 

1 The HIS status bit is one when both of the port A output latches are empty. It is clear when at 
least one latch is full. 

PBCR 

7 6 Port B Submode 

0 1 Submode 01 

PBCR 

5 4 3 H4 Control 

0 X X Input pin - edge-sensitive status input, H4S is set on an asserted edge. 

1 0 0 Output pin — negated, H4S is always cleared. 

1 0 1 Output pin — asserted, H4S is always cleared. 

1 1 0 Output pin - interlocked input handshake protocol, H4S is always cleared. 

1 1 1 Output pin - pulsed input handshake protocol, H4S is always cleared. 

PBCR 

2 H4 Interrupt Enable 

0 The H4 interrupt is disabled. 

1 The H4 interrupt is enabled. 

PBCR 

1 H3 SVCRQ Enable 

0 The H3 interrupt and DMA request are disabled. 

1 The H3 interrupt and DMA request are enabled. 

PBCR 

0 H3 Status Control 

0 The H3S status bit is set when either the port B initial or final output latch can accept new data. It 
is clear when both latches are full and cannot accept new data. 

1 The H3S status bit is one when both of the port B output latches are empty. It is clear when at 
least one latch is full. 

3.3.3 Submode IX — Bit I/O (Pin-Definable Single- Buffered Output or Non-Latched Input) 

In mode 0, simple bit I/O is available by programming submode IX in the desired port's control 
register. This submode is intended for applications in which several independent devices must be 
controlled or monitored. Data written to the associated (input/ output) register is single buffered. If 
the data direction register bit for that pin is a one (output), the output buffer is enabled. If it is a zero 
(input), data written is still latched, but is not available at the pin. Data read from the data register is 
the instantaneous value of the pin or what was written to the data register, depending on the con- 
tents of the data direction register. H1(H3) is an edge-sensitive status input pin only and it controls 
no data related function. The H1S(H 3S) stat us bit is set following the asserted edge of the input 
waveform. It is cleared by either the RESET pin being asserted, writing a one to the associated 
status bit in the port status register (PSR), or when the HI 2 enable (H34 enable) bit of the port 
general control register is clear. H2 may be programmed as: 

1 . H2(H4) may be an edge-sensitive status input that is independent of HI (H3) and the transfer of 
port data. O n the asserted edge of H2(H4), the H2S(H4S) status bit is set. It is cleared by either 
the RESET pin being asserted, writing a one to the particular status bit in the port status 
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register (PSR), or when the H12 enable (H34 enable) bit of the port general control register is 
clear. 

2. H2IH4) may be a general-purpose output pin that is always negated. In this case the H2SIH4S) 
status bit is always clear. 

3. H2(H4) may be a general-purpose output pin that is always asserted. In this case the H2SIH4S) 
status bit is always clear. 


Programmable Option Mode 0 — Port A Submode IX 
and Port B Submode IX (Sheet 1 of 2) 


PACR 

7 6 Port A Submode 

1 X Submode IX 

PACR 

5 4 3 H2 Control 

0 X X Input pin — edge-sensitive status input, H2S is set on an asserted edge. 

1 X 0 Output pin — negated, H2S is always cleared. 

1 X 1 Output pin — asserted, H2S is always cleared. 

PACR 

2 H2 Interrupt Enable 

0 The H2 interrupt is disabled. 

1 The H2 interrupt is enabled. 

PACR 

1 HI SVCRQ Enable 

0 The HI interrupt is disabled. 

1 The Ht interrupt is enabled. 

PACR 

0 HI Status Control 

X HI is an edge-sensitive status input, HtS is set by an asserted edge of HI. 

PBCR 

7 6 Port B Submode 

1 X Submode IX 

PBCR 

5 4 3 H4 Control 

0 X X Input pin — edge- sensitive status input, H4S is set on an asserted edge. 

1 X 0 Output pin — negated, H4S is always cleared. 

1 X 1 Output pin — asserted, H4S is always cleared. 

PBCR 

2 H4 Interrupt Enable 

0 The H4 interrupt is disabled. 

1 The H4 interrupt is enabled. 

PBCR 

1 H3 SVCRQ Enable 

0 The H3 interrupt is disabled. 

1 The H3 interrupt is enabled. 
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Programmable Options Mode 0 — Port A Submode IX 
and Port B Submode IX (Sheet 2 of 2) 


PBCR 

0 H3 Status Control 

X H3 is an edge- sensitive status input, H3S is set by an asserted edge of H3. 

3.4 MODE 1 - UNIDIRECTIONAL 16-BIT MODE 

In mode 1, ports A and B are concatenated to form a single 16-bit port. The port B submode field 
controls the configuration of both ports. The possible submodes are: 

Port B Submode XO - Pin-Definable Double-Buffered Input or Single- Buffered Output 
Port B Submode XI - Pin-Definable Double-Buffered Output or Non-Latched Input 

Handshake pins H3 and H4, configured by programming the port B control register, are associated 
with the 16-bit double-buffered transfer. These 16-bit transfers are enabled by setting the H34 
enable bit in the port general control register (PGCR). Handshake pins HI and H2 may be used as 
simple status inputs not related to the 16-bit data transfer or H2 may be an output. Enabling of the 
HI and H2 handshake pins is done by setting the H12 enable bit of the port general control register. 
The port A and B data direction registers operate in each submode. Along with the submode, they 
affect the data read and written at the data register according to Table 3 -2. The da ta direction 
register also enables the output buffer associated with each port pin. The DMAREQ pin may be 
associated only with H3. 


Table 3-2. Mode 1 Port Data Paths 


Mode 

Read Port A/B 
Register 

Write Port A/B 
Register 


DDR = 0 

DDR= 1 

DDR = 0 

DDR= 1 

1 , Port B 
Submode XO 

FIL, D.B. 

FOL 
Note 3 

FOL, S B. 
Note 2 

FOL, S B. 
Note 2 

1, Port B 
Submode XI 

Pin 

FOL 
Note 3 

IOL/FOL, 

D.B., 

Note 1 

IOL/FOL, 

D.B., 

Note 1 


Note 1: Data written to Port A goes to a temporary latch. When the Port B data 
register is later written, Port A data is transferred to I0L/F0L. 

Note 2: Data is latched in the output data registers (final output latch! and will be 
single buffered at the pin if the DDR is 1 . The output buffers will be turned 
off if the DDR is 0. 

Note 3: The output drivers that connect the final output latch to the pins are turned 
on 

Abbreviations: 

IOL - Initial Output Latch S.B. — Single Buffered 

FOL - Final Output Latch D.B. — Double Buffered 

FIL - Final Input Latch DDR - Data Direction Register 


Mode 1 can provide convenient high-speed 16-bit transfers. The port A and port B data registers are 
addressed for compatibility with the MC68000 move peripheral (MOVEP) instruction and with the 
MC68450 direct memory access controller (DMAC). To take advantage of this, port A should con- 
tain the most-significant byte of data and always be read or written b y the bus master first. The 
interlocked and pulsed handshake protocols, status bits, and DMAREQ are keyed to the access of 
port B data register in mode 1. Transfers proceed properly with interlocked or pulsed handshakes 
when the port B data register is accessed last. 
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3.4.1 Port A Control Register 


Port A Control Register (PACR) 


7 6 

5 4 3 

2 

1 

0 



H2 

HI 

HI 

Port A 


Interrupt 

SVCRQ 

Status 

Submode 

H2 Control 

Enable 

Enable 

Control 


The port A control register, in conjunction with the programmed mode and the port B submode, 
controls the operation of port A and the handshake pins HI and H2. The port A control register con- 
tains five fields: bits 7 and 6 specify the port A submode; bits 5, 4, and 3 control the operation of the 
H2 handshake pin and H2S status bit; bit 2 determines whether an interrupt will be generated when 
the H2S status bit goes to one; bit 1 determines whether a service request (interrupt request or 
DMA request) will occur; and bit 0 controls the operation of the HI S status bit. The PACR is always 
readable and writable. There is never a consequence to reading the register. 


All bits are cleared to zero when the RESET pin is asserted. When the port A submode field is rele- 
vant in a mode/ submode definition, it must not be altered unless the H12 enable bit in the port 
general control register is clear (see Table 1-3 located on foldout pages 1 and 2 at the end of this 
document). Altering these bits may give unpredictable results if the H12 enable bit in the PGCR is 
set. 


3.4.2 Port B Control Register 

Port B Control Register (PBCR) 


7 6 

5 4 3 

2 

1 

0 



H4 

H3 

H3 

Port B 


Interrupt 

SVCRQ 

Status 

Submode 

H4 Control 

Enable 

Enable 

Control 


The port B control register specifies the operation of port B and the handshake pins H3 and H4. The 
port B control register contains five fields: bits 7 and 6 specify the port B submode; bits 5, 4, and 3 
control the operation of the H4 handshake pin and H4S status bit goes to a one; bit 1 determines 
whether a service request (interrupt request or DMA request) will occur; and bit 0 controls the 
operation of the H3S status bit. The PBCR is always readable and writable. 


All bits are cleared to zero when the RESET pin is asserted. When the port B submode field is rele- 
vant in a mode/ submode definition, it must not be altered unless the H34 enable bit in the port 
general control register is clear (see Table 1-3 located on foldout pages 1 and 2 at the end of this 
document). Altering these bits may give unpredictable results if the H12 enable bit in the PGCR is 
set. 

3.4.3 Submode XO — Pin- Definable Double-Buffered Input or Single- Buffered Output 

In mode 1 submode XO, double-buffered input transfers of up to 16 bits may be obtained. The level 
of each pin is asynchronously latched with the asserted edge of H3 and placed in the initial input 
latch or the fina l input latc h. The processor may check the H3S status bit to determine if new data 
is present. The DMAREQ pin may be used to signal a DMA controller to empty the input buffers. 
Regardless of the bus master, port A data should be read first and port B data should be read last. 
The operation of the internal handshake controller, the H3S bit, and the DMAREQ are keyed to the 
reading of the port B data register. (The MC68450 DM AC can be programmed to perform the exact 
transfers needed for compatibility with the Pl/T.) H4 may be programmed as: 
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1 . H4 may be an edge-sensitive status input that is independent of H3 and the transfer of port 
data. On the asserted edge of H4, the H4S status bit is set. It is cleared by either the RESET pin 
being asserted, writing a one to the particular status bit in the port status register (PSR), or 
when the H34 enable bit of the port general control register is clear. 

2. H4 may be a general-purpose output pin that is always negated. In this case the H4S status bit 
is always clear. 

3. H4 may be a general-purpose output pin that is always asserted. In this case the H4S status bit 
is always clear. 

4. H4 may be an output pin in the interlocked input handshake protocol, it is asserted when the 
port input latches are ready to accept new data. It is negated asynchronously following the 
asserted edge of the H3 input. As soon as the input latches become ready, H4 is again 
asserted. When the input double-buffered iatches are full, H4 remains negated until data is 
removed. Thus, anytime the H4 output is asserted, new input data may be entered by assert- 
ing H3. At other times transitions on H3 are ignored. The H4S status bit is always clear. When 
H34 enable in the port general control register is clear, H4 is held negated. 

5. H4 may be an output pin in the pulsed input handshake protocol. It is asserted exactly as in the 
interlocked input protocol above, but never remains asserted longer than four clock cycles. 
Typically, a four clock cycle pulse is generated. But in the case that a subsequent H3 asserted 
edge occurs before termination of the pulse, H4 is negated asynchronously. Thus, anytime 
after the leading edge of the H4 pulse, new data may be entered in the double-buffered input 
latches. The H4S status bit is always clear. When H34 enable is clear, H4 is held negated. 

For pins used as outputs, the data path consists of a single latch driving the output buffer. Data 
written to the port's data register does not affect the operation of any handshake pin, status bit, or 
any other aspect of the Pl/T. Thus, output pins may be used independently of the input transfer. 

The programmable options of the H2 pin are: 

1 . H2 may be an edge-sensitive input pin independent of HI and the transfer of port da ta. On the 
asserted edge of H2, the H2S status bit is set. It is cleared by either the RESET pin being 
asserted, writing a one to the particular status bit in the port status register (PSR), or when the 
H12 enable bit of the port general control register is clear. 

2. H2 may be a general-purpose output pin that is always negated. The H2S status bit is always 
clear. 

3. H2 may be a general-purpose output pin that is always asserted. The H2S status bit is always 
clear. 
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Programmable Options Mode 1 — Port A Submode XX 
and Port B Submode XO 


PACR 

7 6 Port A Submode 

0 0 Submode XX 

PACR 

5 4 3 H2 Control 

0 X X Input pin — edge-sensitive status input, H2S is set on an asserted edge. 

1 X 0 Output pin — negated, H2S is always cleared. 

1 X 1 Output pin — asserted, H2S is always cleared. 

PACR 

2 H2 Interrupt Enable 

0 The H2 interrupt is disabled. 

1 The H2 interrupt is enabled. 

PACR 

1 HI SVCRQ Enable 

0 The HI interrupt is disabled. 

1 The HI interrupt is enabled. 

PACR 

0 HI Status Control 

X HI is an edge-sensitive status input. HIS is set by an asserted edge of HI. 

PBCR 

7 6 Port B Submode 

0 0 Submode XO 

PBCR 

5 4 3 H4 Control 

0 X X Input pin — edge- sensitive status input, H4S is set on an asserted edge. 

1 0 0 Output pin — negated, H4S is always cleared. 

1 0 1 Output pin - asserted, H4S is always cleared. 

1 1 0 Output pin - interlocked input handshake protocol. 

1 1 1 Output pin - pulsed input handshake protocol. 

PBCR 

2 H2 Interrupt Enable 

0 The H4 interrupt is disabled. 

1 The H4 interrupt is enabled. 

PBCR 

1 H3 SVCRQ Enable 

0 The H3 interrupt and DMA request are disabled. 

1 The H3 interrupt and DMA request are enabled. 

PBCR 

0 H3 Status Control 

X The H3S status bit is set anytime input data is present in the double-buffered input path. 
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3.4.4 Submode XI - Pin-Definable Double-Buffered Output or NorvLatched Input 

In mode 1 submode XI, double-buffered output transfers of up to 16 bits may be obtained. Data is 
written by the bus master (processor or DMA controller) in two bytes. The first byte (most signifi- 
cant) is written to the port A data register. It is stored in a temporary latch until the next byte is writ- 
ten to the port B data register. Then all 16 bits are transferred to one of the output latches of ports A 
and B. The DMAREQ pin may be used to signal a DMA controller to transfer another word to the 
port output latches. (The MC68450 DMAC can be programmed to perform the exact transfers 
needed for compatibility with the Pl/T.) H4 may be programmed as: 

1 . H4 may be an edge-sensitive status input that is independent of H3 and the tran sfer of p ort 
data. On the asserted edge of H4, the H4S status bit is set. It is cleared by either the RESET pin 
being asserted, writing a one to the particular status bit in the port status register (PSR), or 
when the H34 enable bit of the port general control register is clear. 

2. H4 may be a general-purpose output pin that is always negated. In this case the H4S status bit 
is always clear. 

3. H4 may be a general-purpose output pin that is always asserted. In this case the H4S status bit 
is always clear. 

4. H4 may be an output pin in the interlocked output handshake protocol. H4 is asserted two 
clock cycles after data is transferred to the double-buffered output latches. The data remains 
stable at the port pins and H4 remains asserted until the next asserted edge of the H3 input. At 
that time, H4 is asynchronously negated. As soon as the next data is available, it is transferred 
to the output latches. When H4 is negated, asserted transitions of H3 have no affect on data 
paths. The H4S status bit is always clear. When H34 enable is clear, H4 is held negated. 

5. H4 may be an output pin in the pulsed output handshake protocol. It is asserted exactly as in 
the interlocked protocol above, but never remains asserted longer than four clock cycles. 
Typically, a four clock pulse is generated. But in the case that a subsequent H3 asserted edge 
occurs before termination of the pulse, H4 is negated asynchronously shortening the pulse. 
The H4S status bit is always cleared. When H34 enable is clear, H4 is held negated. 

The H3S status bit may be programmed for two interpretations: 

1 . The H3S status bit is set when either the port initial or final output latch can accept new data. 
It is clear when both latches are full and cannot accept new data. 

2. The H3S status bit is set when both of the port output latches are empty. It is clear when at 
least one latch is full. 

The programmable options of the H2 pin are: 

1 . H2 may be an edge-sensitive input pin independent of HI and the transfer of port data. On the 
asserted edge of H2, the H2S status bit is set. It is cleared by either the BESET pin being 
asserted, writing a one to the particular status bit in the port status register (PSR), or when the 
H12 enable bit of the port general control register is clear. 

2. H2 may be a general-purpose output pin that is always negated. The H2S status bit is always 
clear. 

3. H2 may be a general-purpose output pin that is always asserted. The H2S status bit is always 
clear. 



For pins used as inputs, data written to either data register is double buffered and passed to the 
initial or final output latch, as usual, but the output buffer is disabled (refer to 3.3.2 Submode 01 — 
Pin-Definable Double-Buffered Output or Non-Latched Input). 


Programmable Options Mode 1 — Port A Submode XX 
and Port B Submode XI (Sheet 1 of 2) 


PACR 

7 6 Port A Submode 

0 0 Submode XX 

PACR 

5 4 3 H2 Control 

0 X X Input pin - edge-sensitive status input, H2S is set on an asserted edge. 

1 X 0 Output pin - negated, H2S is always cleared. 

1 X 1 Output pin - asserted, H2S is always cleared. 

PACR 

2 H2 Interrupt Enable 

0 The H2 interrupt is disabled. 

1 The H2 interrupt is enabled. 

PACR 

1 HI SVCRQ Enable 

0 The HI interrupt is disabled. 

1 The HI interrupt is enabled. 

PACR 

0 HI Status Control 

X HI is an edge-sensitive status input. HIS is set by an asserted edge of HI. 

PBCR 

7 6 Port B Submode 

0 0 Submode XI 

PBCR 

5 4 3 H4 Control 

0 X X Input pin — edge- sensitive status input, H4S is set on an asserted edge. 

1 0 0 Output pin - negated, H4S is always cleared. 

1 0 1 Output pin - asserted, H4S is always cleared. 

1 1 0 Output pin — interlocked input handshake protocol. 

1 1 1 Output pin — pulsed input handshake protocol. 

PBCR 

2 H4 Interrupt Enable 

0 The H4 interrupt is disabled. 

1 The H4 interrupt is enabled. 
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Programmable Options Mode 1 — Port A Submode XX 
and Port B Submode XI (Sheet 2 of 2) 

PBCR 

1 H3 SVCRQ Enable 

0 The H3 interrupt and DMA request are disabled. 

1 The H3 interrupt and DMA request are enabled. 

PBCR 

0 H3 Status Control 

0 The H3S status bit is set when either the initial or final output latch of ports A and B can 
accept new data. It is clear when both latches are full and cannot accept new data. 

1 The H3S status bit is set when both the initial and final output latches of ports A and B are empty. 
The H3S status bit is clear when -t least one set of output latches is full. 

3.5 MODE 2 - BIDIRECTIONAL 8-BIT MODE 

In mode 2, port A is used for bit I/O with no associated handshake pins. Port B is used for bidirec- 
tional 8-bit double-buffered transfers. HI and H2, enabled by the H12 enable bit in the port general 
control register, control output transfers, while H3 and H4, enabled by the port general control 
register bit H34 enable, control input transfers. The instantaneous direction of the data is determin- 
ed by the HI handshake pin. The port B data direction register is not used. The port A and port B 
submode fields do not affect Pl/T operation in mode 2. 

3.5.1 Port A Bit I/O (Pin- Definable Single- Buffered Output or Non-Latched Input) 

Mode 2, port A performs simple bit I/O with no associated handshake pins. This configuration is in- 
tended for applications in which several independent devices must be controlled or monitored. Data 
written to the port A data register is single buffered. If the port A data direction register bit for that 
pin is set (output), the output buffer is enabled. If it is zero (input), data written is still latched but 
not available at the pin. Data read from the data register is either the instantaneous value of the pin 
(if data is stable from CS asserted to DTACK asserted, data on these pins will be guaranteed valid in 
the data register) or what was written to the data register, depending on the contents of the port A 
data direction register. This is summarized in Table 3-3. 


Table 3-3. Mode 2 Port A Data Paths 


Mode 

Read Port A 
Data Register 


jm 

DDR = 0 

DDR= 1 

DDR = 0 

DDR= 1 

2 

Pm 

FOL 

FOL 

FOL, S B 


Abbreviations 
S B. - Single Buffered 
FOL - Final Output Latch 
DDR - Data Direction Register 


3.5.2 Port B — Double-Buffered Bidirectional Data 

The output buffers of port B are controlled by the level of HI . When HI is negated, the port B out- 
put buffers (all eight) are enabled and the pins drive the bidirectional bus. Generally, HI is negated 
by the peripheral in response to an asserted H2, which indicates that new output data is present in 
the double-buffered latches. Following acceptance of the data, the peripheral asserts HI, disabling 
the port B output buffers. Other than controlling the output buffers, HI is edge-sensitive as in other 
modes. 
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3. 5.2.1 DOUBLE-BUFFERED INPUT TRANSFERS. Port B input data that meets the port setup and 
hold times is latched on the asserted edge of H3 and placed in the initial input latch or the final input 
latch. H3 is edge-sensitive, and may assume any duty-cycle as long as both high and low minimum 
times are observed. The Pl/T contains a port status register whose H3S status bit is set anytime any 
input data that has not been read by the bus master is present in the double-buffered latches. The 
action of H4 is programmable and can be programmed as: 

1 . H4 may be an output pin in the interlocked input handshake protocol. It is asserted when the 
port input latches are ready to accept new data. It is negated asynchronously following the 
asserted edge of the H3 input. As soon as the input latches become ready, H4 is again 
asserted. When the input double-buffered latches are full, H4 remains negated until data is 
removed. Thus, anytime the H4 output is asserted, new input data may be entered by assert- 
ing H3. At other times transitions on H3 are ignored. The H4S status bit is always clear. When 
H34 enable in the port general control register is clear, H4 is held negated. 

2. H4 may be an output pin in the pulsed input handshake protocol. It is asserted exactly as in the 
interlocked input protocol above, but never remains asserted longer than four clock cycles. 
Typically, a four clock cycle pulse is generated. But in the case that a subsequent H3 asserted 
edge occurs before termination of the pulse, H4 is negated asynchronously. Thus, anytime 
after the leading edge of the H4 pulse, new data may be entered in the double-buffered input 
latches. The H4S status bit is always clear. When H34 enable is clear, H4 is held negated. 

3.5.2.2 DOUBLE-BUFFERED OUTPUT TRANSFERS. Data, written by the bus master to the Pl/T, 
is stored in the port's output latch. The peripheral accepts the data by asserting HI, which causes 
the next data to be moved to the port's output latch as soon as it is available. The HIS status bit, in 
the port status register, may be programmed for two interpretations. Normally the status bit is a one 
when there is at least one latch in the double-buffered data path that can accept new data. After 
writing one byte of data to the ports, an interrupt service routine could check this bit to determine if 
it could store another byte; thus filling both latches. When the bus master is finished, it is often 
useful to be able to check whether all of the data has been transferred to the peripheral. The HIS 
status control bit of the port A control register provides this flexibility. The HIS status bit is set 
when both output latches are empty. The programmable options for H2 are: 

1 . H2 may be an output pin in the interlocked output handshake protocol. It is asserted when the 
port output latches are ready to transfer new data. It is negated asynchronously following the 
asserted edge of the HI input. As soon as the output latches become ready, H2 is again 
asserted. When the output double-buffered latches are full, H2 remains asserted until data is 
removed. Thus, anytime the H2 output is asserted, new output data may be transferred by 
asserting HI . At other times transitions on HI are ignored. The H2S status bit is always clear. 
When H12 enable in the port general control register is clear, H2 is held negated. 

2. H2 may be an output pin in the pulsed output handshake protocol. It is asserted exactly as in 
the interlocked input protocol above, but never remains asserted longer than four clock cycles. 
Typically, a four clock cycle pulse is generated. But in the case that a subsequent HI asserted 
edge occurs before termination of the pulse, H2 is negated asynchronously. Thus, anytime 
after the leading edge of the H2 pulse, new data may be transferred to the double-buffered 
output latches. The H2S status bit is always clear. When H12 enable is clear, H2 is held 
negated. 

The DMAREQ pin may be associated with either input transfers (H3) or output transfers (HI), but 
not both. Refer to Table 3-4 for a summary of the port B data register responses in mode 2. 
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Table 3-4. Mode 2 Port B Data Paths 


Mod« 

Read Pott B 
Data Register 

Write Port B 
Data Register 

2 

FfL, D.B. 

IOL/FOL, D.B. 

Abbreviations: 

101 - Initial Output Latch 

FOL - Final Output Latch D.B. - Double Buffered 

FIL - Final Input Latch 


Programmable Options Mode 2 — Port A Submode XX 
and Port B Submode XX (Sheet 1 of 2 ) 


PACR 

7 6 Port A Submode 

X X Submode XX 

PACR 

5 4 3 H2 Control 

X X 0 Output pin — interlocked output handshake protocol, H2S is always cleared. 

X X 1 Output pin - pulsed output handshake protocol, H2S is always cleared. 

PACR 

2 H2 Interrupt Enable 

0 The H2 interrupt is disabled. 

1 The H2 interrupt is enabled. 

PACR 

1 HI SVCRQ Enable 

0 The HI interrupt and DMA request are disabled. 

1 The HI interrupt and DMA request are enabled. 

PACR 

0 HI Status Control 

0 The HI status bit is set when either the port B initial or final output latch can accept new data. It is 
clear when both latches are full and cannot accept new data. 

1 The H 1 S status bit is set when both of the port B output latches are empty. It is clear when at least 
one latch is full. 

PBCR 

7 6 Port B Submode 

X X Submode XX 

PBCR 

5 4 3 H4 Control 

X X 0 Output pin - interlocked input handshake protocol, H4S is always cleared. 

X X 1 Output pin - pulsed input handshake protocol, H4S is always cleared. 

PBCR 

2 H4 Interrupt Enable 

0 The H4 interrupt is disabled. 

1 The H4 interrupt is enabled. 
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Programmable Options Mode 2 — Port A Submode XX 
and Port B Submode XX (Sheet 2 of 2) 


PBCR 

1 H3 SVCRQ Enable 

0 The H3 interrupt and DMA request are disabled. 

1 The H3 interrupt and DMA request are enabled. 

PBCR 

0 H3 Status Control 

X The H3S status bit is set anytime input data is present in the double-buffered input path. 

3.6 MODE 3 - BIDIRECTIONAL 16-BIT MODE 

In mode 3, ports A and B are used for bidirectional 16-bit double-buffered transfers. HI and H2 con- 
trol output transfers, while H3 and H4 control input transfers. HI and H2 are enabled by the H12 
enable bit while H3 and H4 are enabled by the H34 enable bit of the port general control register. 
The instantaneous direction of data is determined by the HI handshake pin, thus, the data direction 
registers are not used and have no affect. The port A and port B submode fields do not affect Pl/T 
operation in mode 3. Port A and port B output buffers are controlled by the level of HI . When HI is 
negated, the output buffers (all 16) are enabled and the pins drive the bidirectional port bus. 
Generally a peripheral will negate HI in response to an asserted H2, which indicates that new output 
data is present in the double-buffered latches. Following acceptance of the data, the peripheral 
asserts HI, disabling the output buffers. Other than controlling the output buffers, HI is edge- 
sensitive as in other modes. The port A and port B data direction registers are not used. 

3.6.1 Double-Buffered Input Transfers 

Port A and B input data that meets the port setup and hold times is latched on the asserted edge of 
H3 and placed in the initial input latch or the final input latch. H3 is edge-sensitive, and may assume 
any duty-cycle as long as both high and low minimum times are observed. The Pl/T contains a port 
status register whose H3S status bit is set anytime any input data is present in the double-buffered 
latches that has not been read by the bus master. The action of H4 is programmable and can be pro- 
grammed as: 

1. H4 may be an output pin in the interlocked input handshake protocol. It is asserted when the 
port input latches are ready to accept new data. It is negated asynchronously following the 
asserted edge of the H3 input. As soon as the input latches become ready, H4 is again 
asserted. When the input double : buffered latches are full, H4 remains negated until data is 
removed. Thus, anytime the H4 output is asserted, new input data may be entered by assert- 
ing H3. At other times transitions on H3 are ignored. The H4S status bit is always clear. When 
H34 enable in the port general control register is clear, H4 is held negated. 

2. H4 may be an output pin in the pulsed input handshake protocol. It is asserted exactly as in the 
interlocked input protocol above, but never remains asserted longer than four clock cycles. 
Typically, a four clock cycle pulse is generated. But in the case that a subsequent H3 asserted 
edge occurs before termination of the pulse, H4 is negated asynchronously. Thus, anytime 
after the leading edge of the H4 pulse, new data may be entered in the double-buffered input 
latches. The H4 status bit is always clear. When H34 enable is clear, H4 is held negated. 
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3.6.2 Double-Buffered Output Transfers 


Data, written by the bus master to the Pl/T, is stored in the port's output latch. The peripheral ac- 
cepts the data by asserting HI , which causes the next data to be moved to the port's output latch as 
soon as it is available. The HIS status bit, in the port status register, may be programmed for two 
interpretations. Normally the status bit is a one when there is at least one latch in the double- 
buffered data path that can accept new data. After writing one byte of data to the ports, an inter- 
rupt service routine could check this bit to determine if it could store another byte; thus filling both 
latches. When the bus master is finished, it is often useful to be able to check whether all of the data 
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vides this flexibility. The HIS status bit is set when both output latches are empty. The program- 
mable options for H2 are: 


1 . H2 may be an output pin in the interlocked output handshake protocol, it is asserted when the 
port output latches are ready to transfer new data. It is negated asynchronously following the 
asserted edge of the HI input. As soon as the output latches become ready, H2 is again 
asserted. When the output double-buffered latches are full, H2 remains asserted until data is 
removed. Thus, anytime the H2 output is asserted, new output data may be transferred by 
asserting HI. At other times transitions on HI are ignored. The H2S status bit is always clear. 
When H12 enable in the port general control register is clear, H2 is held negated. 

2. H2 may be an output pin in the pulsed output handshake protocol. It is asserted exactly as in 
the interlocked output protocol above, but never remains asserted longer than four clock 
cycles. Typically, a four clock pulse is generated. But in the case that a subsequent HI 
asserted edge occurs before termination of the pulse, H2 is negated asynchronously shorten- 
ing the pulse. The H2S status bit is always zero. When H12 enable is zero, H2 is held negated. 


Mode 3 can provide convenient high-speed 16-bit transfers. The port A and B data registers are ad- 
dressed for compatibility with the MC68000's move peripheral (MOVEP) instruction and with the 
MC68450 DMAC. To take advantage of this, port A should contain the most significant data and 
always be read or written by the bus master first. The interlocked and pulsed handshake protocols, 
status bits, and DMAREQ are keyed to the access of port B data register in mode 3. If it is accessed 
last, the 16-bit double-buffered transfer proceeds smoothly. 


The DMAREQ pin may be associated with either input transfers (H3) or output transfers (HI), but 
not both. Refer to Table 3-5 for a summary of the port A and B data paths in mode 3. 


Table 3-5. Mode 3 Port A and B Data Paths 


Mode 

Read Port A and B 
Data Regiatar 

Write Port A and B 
Data Register 

3 

FIL, D.B 

IOL/FOL. D.B.. Note 1 

Note 1: Data written to Port A goes to a temporary latch. When the Port B data 
register is later written. Port A data is transferred to IOL/FOL. 

Abbreviations: 

IOL - Initial Output Latch S B 

FOL - Final Output Latch D.B. 

FIL - Final Input Latch 

- Single Buffered 

- Double Buffered 
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Programmable Options Mode 3 - Port A Submode XX 
and Port B Submode XX 


PACR 

7 6 Port A Submode 

X X Submode XX 

PACR 

5 4 3 H2 Control 

X X 0 Output pin — interlocked output handshake protocol, H2S status always cleared. 

X X 1 Output pin — pulsed output handshake protocol, H2S status always cleared. 

PACR 

2 H2 Interrupt Enable 

0 The H2 interrupt is disabled. 

1 The H2 interrupt is enabled. 

PACR 

1 HI SVCRQ Enable 

0 The HI interrupt and DMA request are disabled. 

1 The HI interrupt and DMA request are enabled. 

PACR 

0 HI Status Control 

0 The HI status bit is set when either the port B initial or final output latch can accept new data. It is 
clear when both latches are full and cannot accept new data. 

1 The HIS status bit is set when both of the port B output latches are empty. It is clear when at least 
one latch is full. 

PBCR 

7 6 Port B Submode 

X X Submode XX 

PBCR 

5 4 3 H4 Control 

X X 0 Output pin - interlocked input handshake protocol, H4S is always clear. 

X X 1 Output pin - pulsed input handshake, H4S is always clear. 

PBCR 

2 H4 Interrupt Enable 

0 The H4 interrupt is disabled. 

1 The H4 interrupt is enabled. 

PBCR 

1 H3 SVCRQ Enable 

0 The H3 interrupt and DMA request are disabled. 

1 The H3 interrupt and DMA request are enabled. 

PBCR 

0 H3 Status Control 

X The H3S status bit is set anytime input data is present in the double-buffered input path. 
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SECTION 4 

PROGRAMMER'S MODEL 


This section describes the internal accessible register organization as represented in Table 1-3 
located on foldout pages 1 and 2 at the end of this document and in Table 4-1 . Address space within 
the address map is reserved for future expansion. 


Table 4-1. Pl/T Register Addressing Assignments 


Register 

Register 
Select Bits 

Accessible 

Affected 

by 

Reset 

Affected 
by Read 
Cycle 

B 

□ 

13 

E3 

D 

Port General Control Register 

(PGCR) 

□ 

□ 

El 

El 

El 

R W 

Yes 

No 

Port Service Request Register 

(PSRR) 

□ 

□ 

E3 

El 

n 

R W 

Yes 

No 

Port A Data Direction Register 

(PADDR) 

□ 

□ 

Q 

n 

El 

R W 

Yes 

No 

Port B Data Direction Register 

(PBDDR) 

□ 

□ 

El 

D 

n 

R W 

Yes 

No 

Port C Data Direction Register 

(PCDDR) 

□ 

□ 

n 

El 

El 

R W 

Yes 

No 

Port interrupt Vector Register 

(PIVR) 

□ 

B 

D 

El 

n 

R W 

Yes 

hzeh 

Port A Control Register 

IPACR) 

□ 

□ 

D 

n 

El 

R W 

Yes 

No 

Port B Control Register 

(PBCR) 

□ 

□ 

D 

D 

n 

R W 

Yes 

No 

Port A Data Register 

(PADR) 

a 

D 

El 

El 

El 

R W 

No 

* * 

Port B Data Register 

(PBDR) 

a 

a 

El 

El 

D 

R W 

No 

* * 

Port A Alternate Register 

(PAAR) 

□ 

n 

El 

D 

El 

R 

No 

No 

Port B Alternate Register 

(PBAR) 

□ 

m 

El 

D 

D 

R 

No 

No 

Port C Data Register 

(PCDR) 

□ 

n 

D 

El 

El 

R W 

No 

No 

Port Status Register 

(PSRI 

□ 

D 

D 

El 

D 

R W* 

Yes 

No 

Timer Control Register 

(TCR) 

a 

□ 

□ 

El 

El 

R W 

Yes 

No 

Timer Interrupt Vector Register 

(TIVR) 

a 

□ 

□ 

El 

D 

R W 

Yes 

No 

Counter Preload Register High 

(CPRH) 

a 

□ 

□ 

D 

D 

R W 

No 

No 

Counter Preload Register Middle 

(CPRM) 

a 

□ 

D 

□ 

El 

R W 

No 

No 

Counter Preload Register Low 

(CPRL) 

D 

□ 

D 

□ 

D 

R W 

No 

No 

Count Register High 

(CNTRH) 

a 

□ 

D 

D 

D 

R 

No 

No 

Count Register Middle 

(CNTRM) 

a 

D 

El 

D 

El 

R 

No 

KEH 

Count Register Low 

(CNTRL) 

D 

D 

□ 

□ 

D 

R 

No 

No 

Timer Status Register 

(TSR) 

a 

a 

□ 

D 

El 

R W* 

Yes 

No 


*A write to this register may perform a special status resetting operation. R= Read 

* * Mode dependent. W = Write 


Throughout this section the following conventions are maintained: 

1. A read from a reserved location in the map results in a read from the "null register." The null 
register returns all zeros for data and results in a normal bus cycle. A write to one of these loca- 
tions results in a normal bus cycle, but written data is ignored. 

2. Unused bits of a defined register are denoted by and are read as zeros; written data is 
ignored. 
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3. Bits that are unused in the chosen mode/submode but are used in others are denoted by "X”, 
and are readable and writable. Their content, however, is ignored in the chosen mode/ sub- 
mode. 

4. All registers are addressable as 8-bit quantities. To facilitate operation with the MOVEP 
instruction and the DMAC, addresses are ordered such that certain sets of registers may also 
be accessed as words (two bytes) or long words (four bytes). 

4.1 PORT GENERAL CONTROL REGISTER (PGCR) 

Port General Control Register (PGCR) 


7 6 

5 

4 

3 

2 

1 . 

0 

p ort Mode 

1 H34 1 

H12 

1 M4 

H3 

H2 [ 

Hi 

Control 

| Enable | 

Enable 

| Sense 

Sense 

Sense | 

Sense 


The port general control register controls many of the functions that are common to the overall 
operation of the ports. The PGCR is composed of three major fields: bits 7 and 6 define the opera- 
tional mode of ports A and B and affect operation of the handshake pins and status bits; bits 5 and 4 
allow a software-controlled disabling of particular hardware associated with the handshake pins of 
each port; and bits 3-0 define the sense of the handshake pins. The PGCR is always readable and 
writable. 


All bits are reset to zero when the RESET pin is asserted. 

The port mode control field should be altered only when the HI 2 enable and H34 enable bits are 
zero. Except when mode zero is desired (submode IX), the port general control register should be 
written once to establish the mode with the H12 and H34 bits clear. Any other necessary control 
registers can then be programmed, after which H12 or H34 is set. In order to enable the respective 
operation(s), the port general control register should be written again. 

PGCR 

7 6 Port Mode Control 

0 0 Mode 0 (Unidirectional 8-Bit Mode) 

0 1 Mode 1 (Unidirectional 16-Bit Mode) 

1 0 Mode 2 (Bidirectional 8-Bit Mode) 

1 1 Mode 3 (Bidirectional16-Bit Mode) 

PGCR 

5 H34 Enable 

0 Disabled 

1 Enabled 

PGCR 

4 H12 Enable 

0 Disabled 

1 Enabled 

PGCR 

3-0 Handshake Pin Sense 

0 The associated pin is at the high-voltage level when negated and at the low-voltage level when 
asserted. 

T The associated pin is at the low-voltage level when negated and at the high-voltage level when 
asserted. 












4.2 PORT SERVICE REQUEST REGISTER (PSRR) 


Port Service Request Register (PSRR) 

6 5 4 3 2 1 


SVCRQ 

Select 


Operation 

Select 


Port Interrupt 
Priority Control 


The port service request register controls other functions that are common to the overall operation 
to the ports. It is composed of four major fields: bit 7 is unused and is always read as zero; bits 6 and 
5 define whether interrupt or DMA requests are generated from activity on the HI and H3 hand- 
shake pins; bits 4 and 3 determine whether two dual-function pins operate as port C or port inter- 
rupt request/acknowledge pins; and bits 2, 1, and 0 control the priority among all port interrupt 
sources. Since bits 2, 1, and 0 affect interrupt operation, it is recommended that they be changed 
only when the affected interrupt(s) is (are) disabled or known to remain inactive. The PSRR is 
always readable and writable. 


All bits are reset to zero when the RESET pin is asserted. 


PSRR 

6 5 SVCRQ Select 

0 X The PC4/DMAREQ pin carries the PC4 function; DMA is not used. 

PSRR SVCRQ Se lect 

1 0 The PC4/DMAREQ pin carries the DMAREQ function and is associated with double-buffered 

transfers controlled by HI . HI is removed from the Pl/T's inte rrupt structure, and thus, does not 
cause interrupt requests to be generated. To obtain DMAREQ pulses, port A control register bit 1 
(HI SVCRQ enable) must be a one. 

1 1 The PC4/ DMAREQ pin carries the DMAREQ function and is associated with double-buffered 
transfers controlled by H3. H3 is removed from the Pl/T's inte rrupt structure, and thus, does not 
cause interrupt requests to be generated. To obtain DMAREQ pulses, port B control register bit 1 
(H3 SVCRQ enable) must be one. 

PSRR 

4 3 Interrupt Pin Function Select 

0 0 The PC5/ PIRQ p in carries the PC5 function, no interrupt support. 

The PC6/PIACK pin carries the PC6 function, no interrupt support. 

0 1 The PC5/ PIRQ p in carries the PIRQ function, supports autovectored interrupts. 

The PC6/PIACK pin carries the PC6 function, supports autovectored interrupts. 

1 0 The PC5/ PIRQ p in carries the P C5 fun ction. 

The PC6/PIACK pin carries the PIACK function. 

1 1 The PC5/ PIRQ p in carries the P IRQ fu nction, supports vectored interrupts. 

The PC6/ PIACK pin carries the PIACK function, supports vectored interrupts. 

Bits 2, 1 , and 0 determine port interrupt priority. The priority as shown in Table 4-2 is in descending 
order left to right. 


Table 4-2. PSRR Port Interrupt Priority Control 


2 1 0 

Highest 



Lowest 

0 0 0 

HIS 

H2S 

H3S 

H4S 

0 0 1 

H2S 

HIS 

H3S 

H4S 

0 1 0 

HIS 

H2S 

H4S 

H3S 

0 1 1 

H2S 

HIS 

H4S 

H3S 


2 1 0 

Highest 



Lowest 

1 0 0 

1239 

H4S 


EB! 

1 0 1 

H3S 

H4S 

H2S 

HIS 

1 1 0 

us 

E19 


■roa ■ 

1 1 1 

H4S 

H3S 

H2S 

HIS 
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4.3 PORT DATA DIRECTION REGISTERS 

The following paragraphs describe the port data direction registers. 


4.3.1 Port A Data Direction Register (PADDR) 

The port A data direction register determines the direction and buffering characteristics of each of 
the port A pins. One bit in the PADDR is assigned to each pin. A zero indicates that the pin is used 
as a input, while a one indicates it is used as an output. The PADDR is always readable and 
writable. This register is ignored in mode 3. 


All bits are reset to the zero (input) state when the RESET pin is asserted. 


4.3.2 Port B Data Direction Register (PBDDR) 

The PBDDR is identical to the PADDR for the port B pins and the port B data register, except that 
this register is ignored in modes 2 and 3. 

4.3.3 Port C Data Direction Register (PCDDR) 

The port C data direction register specifies whether each dual-function pin that is chosen for port C 
operation is an input (zero) or an output (one) pin. The PCDDR, along with bits that determine the 
respective pin's function, also specify the exact hardware to be accessed at the port C data register 
address (see 4.6.3 Port C Data Register (PCDR) for more details). The PCDDR is an 8-bit register 
that is readable and writable at all times. Its operation is independent of the chosen Pl/T mode. 


These bits are cleared to zero when the RESET pin is asserted. 

4.4 PORT INTERRUPT VECTOR REGISTER (PIVR) 

Port interrupt Vector Register (PIVR) 

7 6 5 4 3 2 1 0 

| Interrupt Vector Number | « [ » | 

The port interrupt vector register contains the upper order six bits of the four port interrupt vectors. 
The contents of this register may be read two ways: by an ordinary read cycle, or by a port interrupt 
acknowledge bus cycle. The exact data read depends on how the cycle was initiated and other fac- 
tors. Behavior during a port interrupt acknowledge cycle is summarized in Table 2-1. 

From a norma l read cycle, there is never a consequence to reading this register. Following negation 
of the RESET pin, but prior to writing to the PIVR, a $0F will be read. After writing to the register, 
the upper six bits may be read and the lower two bits are forced to zero. No prioritization computa- 
tion is performed. 

4.5 PORT CONTROL REGISTERS (PACR, PBCR) 

The port A and B control registers (PACR and PBCR) are described in SECTION 3 PORT MODES. 
The description is organized such that for each mode/submode all programmable options of each 
pin and status bit are given. 



4.6 PORT DATA REGISTERS 

The following paragraphs describe the port data registers. 

4.6.1 Port A Data Register (PADR) 

The port A data register is a holding register for moving data to and from the port A pins. The port A 
data direction register determines whether each pin is an input (zero) or an output (one), and is used 
in configuring the actual data paths. The data paths are described in SECTION 3 PORT MODES. 

This register is readable and writable at all times. Depending on the chosen mode/submode, 
reading or writing may affect the doubl e-buffe red handshake mechanism. The port A data register 
is not affected by the assertion of the RESET pin. 

4.6.2 Port B Data Register (PBDR) 

The port B data register is a holding register for moving data to and from port B pins. The port B 
data direction register determines whether each pin is an input (zero) or an output (one), and is used 
in configuring the actual data paths. The data paths are described in SECTION 3 PORT MODES. 

This register is readable and writable at all times. Depending on the chosen mode/submode, 
reading or writing may affect the double-buffered handshake mechanism. The port B data register 
is not affected by the assertion of the RESET pin. 

4.6.3 Port C Data Register (PCDR) 

The port C data register is a holding register for moving data to and from each of the eight port 
C/alternate-function pins. The exact hardware accessed is determined by the type of bus cycle 
(read or write) and individual conditions affecting each pin. These conditions are: 1) whether the pin 
is used for the port C or alternate function, and 2) whether the port C data direction register in- 
dicates the input or output direction. The port C data register is single buffered for output pins and 
non-latched for input pins. These conditions are summarized in Table 4-3. 


Table 4-3. PCDR Hardware Accesses 


Operation 

Port C Function 

Alternate Function 

PCDDR=0 

PCDDR= 1 

PCDDR=0 

PCDDR = 1 

Read Port C Data Register 

Pin 

Output 

Register 

Pin 

Output 

Register 

Write Port C Data Register 

Output 

Register, 

Buffer 

Disabled 

Output 

Register, 

Buffer 

Enabled 

Output 

Register 

Output 

Register 


Note that two additional useful benefits result from this structure. First, it is possible to directly read 
the state of a dual-function pin while used for the non-port C function. Second, it is possible to 
generate program controlled transitions on alternate-function pins by switching back to the port C 
function and writing to the PCDR. 

This register is readable and writable at all times and operation is inde pendent of the chosen Pl/T 
mode. The port C data register is not affected by the assertion of the RESET pin. 
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4.7 PORT ALTERNATE REGISTERS 

The following paragraphs describe the port alternate registers. 

4.7.1 Port A Alternate Register (PAAR) 

The port A alternate register is an alternate register for reading the port A pins. It is a read-only ad- 
dress and no other Pl/T condition is affected. In all modes, the instantaneous pin level is read and 
no input latching is performed except at the data bus interface. Writes to this address are answered 
with DTACK, but the data is ignored. 


4.7.2 Port B Alternate Register (PBAR) 

The port B alternate register is an alternate register for reading the port B pins. It is a read-only ad- 
dress and no other Pl/T condition is affected. In all modes, the instantaneous pin level is read and 
no input latching is performed except at the data bus interface. Writes to this address are answered 
with DTACK, but the data is ignored. 

4.8 PORT STATUS REGISTER (PSR) 

Port Status Register (PSR) 

7 6 5 4 3 2 1 0 

}H4 Level ]H3 Level |B2 Level [ HI Level { H4S 1 H3S 1 H2S 1 HIS ~] 

The port status register contains information about handshake pin activity. Bits 7-4 show the in- 
stantaneous level of the respective handshake pin, and are independent of the handshake pin sense 
bits in the port general control register. Bits 3-0 are the respective status bits referred to throughout 
this document. Their interpretation depends on the programmed mode/ submode of the Pl/T. For 
bits 3-0 a one is the active or asserted state. 

4.9 TIMER CONTROL REGISTER (TCR) 

Timer Control Register (TCR) 


7 6 5 

4 

3 

2 1 

0 

TOUT/TIACK 

Z. D. 

* 

Clock 

Timer 

Control 

Control 


Control 

Enable 


The timer control re gister ( TCR) determines all operations of the timer. Bits 7-5 configure the 
PC3/TOUT and PC7/TIACK pins for port C, square wave, vectored interrupt, or autovectored inter- 
rupt operation; bit 4 specifies whether the counter receives data from the counter preload register or 
continues counting when zero detect is reached; bit 3 is unused and is read as zero; bits 2 and 1 
configure the path from the CLK and TIN pins to the counter controller; and bit 0 enab les the timer. 
This register is readable and writable at all times. All bits are cleared to zero when the RESET pin is 
asserted. 

TCR 

7 6 5 TOUT/TIACK Control 

0 0 X The dual-function pins PC3/TOUT and PC7/TIACK carry the port C function. 

0 1 X The dual-function pin PC3/TOUT carries the TOUT function. In the run state it is used as a 
square-wave output and is toggled on zero detect. The TOUT pin is high while in the halt state. 
The dual-function pin PC7/TIACK carries the PC7 function. 
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1 0 0 The dual-function pin PC3/TOUT carries the TOUT function. In the run or halt state it is used as a 
timer interrupt request out put. The timer inter rupt is disabled; thus, the pin is always three stated. 
The dual-function pin PC7/TIACK carries the TlACK function; however, since in terrupt request is 
negated, the Pl/T produces no response {i.e : , no data or DTACK) to an asserted TlACK. Refer to 
5. 1 .3 Timer interrupt Acknowledge Cycles for details. 

1 0 1 The dual-function pin PC3/T0UT carries the TOUT function and is used as a timer interrupt re- 
quest output. The timer interrup t is ena bled; thus, the pin is low when the timer ZDS status bit is 
one. The dual-function pin PC7/TIACK carries the TlACK function and is used as a timer interrupt 
acknowledge input. Refer to the 5.1.3 Timer Interrupt Acknowledge Cycles for details. This com- 
bination supports vectored timer interrupts. 

1 1 0 The dual-function pin PC3/T0UT carries the TOUT function. In the run or halt state it is used as a 

timer interrupt request outp ut. The timer interrupt is disabled; thus, the pin is always three-stated. 
The dual-function pin PC7/TIACK carries the PC7 function. 

1 1 1 The dual-function pin PC3/TOUT carries the TOUT function and is used as a timer interrupt re- 
quest output. The timer interrup t is ena bled; thus, the pin is low when the timer ZDS status bit is 
one. The dual-function pin PC7/TIACK carries the PC7 function and autovectored interrupts are 
supported. 

TCR 

4 Zero Detect Control 

0 The counter is loaded from the counter preload register on the first clock to the 24-bit counter 
after zero detect, then resumes counting. 

1 The counter rolls over on zero detect, then continues counting. 

TCR 

3 Unused and is always read as zero. 

TCR 

2 1 Clock Control 

0 0 The PC2/TIN input pin carries the port C function, and the CLK pin and prescaler are used. The 
prescaler is decremented on the falling transition of the CLK pin; the 24-bit counter is 
decremented, rolls over, or is loaded from the counter preload registers when the prescaler rolls 
over from $00 to $1 F. The timer enable bit determines whether the timer is in the run or halt state. 

0 1 The PC2/TIN pin serves as a timer input, and the CLK pin and prescaler are used. The prescaler is 

decremented on the falling transition of the CLK pin; the 24-bit counter is decremented, rolls over, 
or is loaded from the counter preload registers when the prescaler rolls over from $00 to $1F. The 
timer is in the run state when the timer enable bit is one and the TIN pin is high; otherwise, the 
timer is in the halt state. 

1 0 The PC2/TIN pin serves as a timer input and the prescaler is used. The prescaler is decremented 

following the rising transition of the TIN pin after being synchronized with the internal clock. The 
24-bit counter is decremented, rolls over, or is loaded from the counter preload registers when the 
prescaler rolls over from $00 to $1 F. The timer enable bit determines whether the timer is in the run 
or halt state. 

1 1 The PC2/TIN pin serves as a timer input and the prescaler is not used. The 24-bit counter is 
decremented, rolls over, or is loaded from the counter preload registers following the rising edge 
of the TIN pin after being synchronized with the internal clock. The timer enable bit determines 
whether the timer is in the run or halt state. 

TCR 

0 Timer Enable 

0 Disabled 

1 Enabled 
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4.10 TIMER INTERRUPT VECTOR REGISTER (TIVR) 


The timer interrupt vector register contains the 8-bit vector supplied when the timer interrupt 
acknowledge pin HACK is asserted. The register is readable and writable at all times, and the same 
value is always obtained from a normal read cycle or a timer interrupt acknowledge bus cycle 
(HACK). When the RESET pin is asserted the value of $0F is loaded into the register. Refer to 5.1.3 
Timer Interrupt Acknowledge Cycles for more details. 


4.11 COUNTER PRELOAD REGISTER H, M, L (CPRH-L) 


Counter Preload Register H, M, L (CPRH-L) 


CPRH 
CPRM 
CPRL 

The counter preload registers are a group of three 8-bit registers used for storing data to be transfer- 
red to the counter. Each of the registers is individually addressable, or the group may be accessed 
with the MOVEP.L or the MOVEP.W instructions. The address $12 (one less than the address of 
CPRH) is the null register and is reserved so that zeros are read in the upper eight bits of the destina- 
tion data register when a MOVEP.L is used. Data written to this address rs ignored. 


7 

6 

5 

4 

3 

2 

1 

0 

Bit 23 

Bit 22 

Bit 21 

Bit 20 

Bit i9 

Bit 18 

Bit 17 

Bit 16 

Bit 15 

Bit 14 

Bit 13 

Bit 12 

Bit 11 

Bit 10 

Bit 9 

Bit 8 

Bit 7 

Bit6 

Bit 5 

Bit 4 

Bit 3 

Bit 2 

Bit 1 

BitO 


These registers are readable and writable at all times. A read cycle proceeds independently of any 
transfer to the counter, which may be occurring simultaneously. To insure proper operation of the 
Pl/T timer, a value of $000000 may not be stored in the counter preload registers for use with the 
counter. The RESET pin does not affect the contents of these registers. 


4.12 COUNT REGISTER H, M, L (CNTRH-L) 


CNTRH 
CNTRM 
CNTRL 

The count registers are a group of three 8-bit addresses at which the counter can be read. The con- 
tents of the counter are not latched during a read bus cycle; thus, the data read at these addresses 
is not guaranteed if the timer is in the run state. Write operations to these addresses result in a nor- 
mal bus cycle but the data is ignored. 

Each of the registers is individually addressable, or the group may be accessed with the MOVEP.L 
or the MOVEP.W instructions. The address, one less than the address CNTRH, is the null register 
and is reserved so that zeros are read in the upper eight bits of the destination data register when a 
MOVEP.L is used. Data written to this address is ignored. 

4.13 TIMER STATUS REGISTER (TSR) 

Timer Status Register (TSR) 

5 4 3 2 10 



Count Register H, M, L (CNTRH-L) 


7 

6 

5 

4 

3 

2 

1 

0 

Bit 23 

Bit 22 

Bit 21 

Bit 20 

Bit 19 

Bit 18 

Bit 17 

Bit 16 

Bit 15 

Bit 14 

Bit 13 

Bit 12 

Bit 11 

Bit 10 

Bit 9 

Bit 8 

Bit 7 

Bit 6 

Bit 5 

Bit 4 

Bit 3 

Bit 2 

Bit 1 

BitO 





The timer status register contains one bit from which the zero detect status can be determined. The 
ZDS status bit (bit 0) is an edge-sensitive flip-flop that is set to one when the 24-bit counter 
decrements from $000001 to $000000. The ZDS status bit is cleared to zero following the direct reset 
operation or when the timer is halted. Note that when the RESET pin is asserted the timer is dis- 
abled, and thus enters the halt state. 

This register is always readable without consequence. A write access performs a direct reset opera- 
tion if bit 0 in the written data is one. Following that, the ZDS bit is zero. 

This register is constructed with a reset dominant S-R flip-flop so that all clearing conditions prevail 
over the possible zero detect condition. 

Bits 7-1 are unused and are read as zero. 

4.14 REGISTER VALUE AFTER RESET 

Table 1-3, located on foldout pages 1 and 2 at the end of this document, shows the values that re- 
main or are changed after a reset. Note that interrupt vector registers are initialized to $0F. For the 
port interrupt vector register, the only time that bits 0 and 1 are set is after reset. 
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SECTION 5 

TIMER OPERATION AND APPLICATIONS SUMMARY 


This section describes the programmable options available, capabilities, and restrictions that apply 
to the timer. Programming of the timer control register is outlined with several examples given. 

5.1 TIMER OPERATION 

The MC68230 timer can provide several facilities needed by M68000 operating systems. It can 
generate periodic interrupts, a square wave, or a single interrupt after a programmed time period. 
Also, it can be used for elapsed time measurement or as a device watchdog. 

The Pl/T timer contains a 24-bit synchronous down counter that is loaded from three 8-bit counter 
preload registers. The 24-bit counter may be clocked by the output of a 5-bit ( divide- by-32) 
prescaler or by an external timer input (TIN). If the prescaler is used, it may be clocked by the 
system clock (CLK pin) or by the TIN external input. The counter signals the occurrence of an event 
primarily through zero detection. (A zero is when the counter of the 24-bit timer is equal to zero.) 
This sets the zero detect status (ZDS) bit in the timer status register. It may be checked by the pro- 
cessor or may be used to generate a timer interrupt. The ZDS bit can be reset by writing a one to the 
timer status register in that bit position independent of timer operation. 

The general operation of the timer is flexible and easily programmable. The timer is fully configured 
and controlled by programming the 8-bit timer control register (refer to 4.9 TIMER CONTROL 
REGISTER (TCR) for additional information). It controls: 1) the choice between the port C opera- 
tion and the timer operation of three timer pins, 2) whether the counter is loaded from the counter 
preload register or rolls over when zero detect is reached, 3) the clock input, 4) whether the 
prescaler is used, and 5) whether the timer is enabled. 

5.1.1 Run/ Halt Definition 

The overall operation of the timer is described in terms of the run or halt states. The control of the 
current state is determined by programming the timer control register. When in the halt state, all of 
the following occur: 

1 . The prior content of the counter is not altered and is reliably readable via the count registers. 

2. The prescaler is forced to $1F whether or. not it is used. 

3. The ZDS status bit is forced to zero, regardless of the possible zero contents of the 24-bit 
counter. 

The run state is characterized by: 

1 . The counter is clocked by the source programmed in the timer control register. 

2. The counter is not reliably readable. 

3. The prescaler is allowed to decrement if programmed for use. 

4. The ZDS status bit is set when the 24-bit counter transitions from $000001 to $000000. 
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5.1.2 Timer Rules 


The following is a set of rules that allow easy application of the timer. 

1. Refer to 5.1.1 Run/ Halt Definition. 

2. When the RESET pin is asserted, all bits of the timer control register are cleared, configuring 
the dual function pins as port C inputs. 

3. The contents of the counter preload registers and counter are not affected by the RESET pin. 

4. The count registers provide a direct read data path from each portion of the 24-bit counter, but 
data written to their addresses is ignored. (This results in a normal bus cycle.) These registers 
are readable at any time, but their contents are never latched. Unreliable data may be read 
when the timer is in the run state. 

5. The counter preload registers are readable and writable at any time and this occurs in- 
dependently of any timer operation. No protection mechanisms are provided against ill-timed 
writes. 

6. The input frequency to the 24-bit counter from the TIN pin or prescaler output must be 
between zero and the input frequency at the CLK pin divided by eight, regardless of the con- 
figuration chosen. 

7. For configurations in which the prescaler is used (with the CLK pin or TIN pin as an input), 
the contents of the counter preload register (CPR) is transferred to the counter the first time 
that the prescaler passes from $00 to $1F (rolls over) after entering the run state. Thereafter, 
the counter decrements, rolls over, or is loaded from the counter preload register each time the 
prescaler rolls over. 

8. For configurations in which the prescaler is not used, the contents of the counter preload 
registers are transferred to the counter on the first asserted edge of the TIN input after entering 
the run state. On subsequent asserted edges the counter decrements, rolls over, or is loaded 
from the counter preload registers. 

9. The smallest value allowed in the counter preload register for use with the counter is $000001 . 

5.1.3 Timer Interrupt Acknowledge Cycles 

Several conditions may be present when the timer interrupt acknowledge pin (TIACK) is asserted. 

These conditions affect the Pl/T's response and the termination of the bus cycle (see Table 5-1). 


Table 5-1. Response to Timer Interrupt Acknowledge 


PC3/TOUT Function 

Response to Asserted TIACK 

PC3 — Port C Pin 

No Response 
No DTACK 

TOUT - Square Wave 

No Response 
No DtACK 

TOUT - Negated Timer 

No Response 

Interrupt Request 

No DTACK 

TOUT - Asserted Timer 

Timer Interrupt Vector Contents 

Interrupt Request 

CTaCk Asserted 


5.2 TIMER APPLICATIONS SUMMARY 

The following paragraphs outline programming of the timer control register for several typical 
examples. 
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5.2.1 Periodic Interrupt Generator Example 


Periodic Interrupt Generator Example 

7 6 5 4 3 2 1 0 


TOUT/TIACK 

Control 


Z.D. 

Control 


Clock Timer 

Control Enable 


1 X 1 0 0 00 or IX Changed 


In this configuration the timer generates a period ic interrupt. The TOUT pin is connected to the 
system's interrupt request circuitry and the TIACK pin may be used as an interrupt acknowledge in- 
put to the timer. The TIN pin may be used as a clock input. 


The processor loads the counter preload registers (CPR) and timer control register (TCR), and then 
enables the timer. When the 24-bit counter passes from $000001 to $000000, the ZDS status bit is 
set and the TOUT (interrupt request) pin is asserted. At the next clock to the 24-bit counter, it is 
again loaded with the contents of the CPRs and thereafter decrements. In normal operation, the 
processor must direct clear the status bit to negate the interrupt request (see Figure 5-1). 



Run 

Timer 

Enable 







* Analog representation of counter value. 


Figure 5-1. Periodic Interrupt Generator Example 


5.2.2 Square Wave Generator 

Square Wave Generator 


7 

6 

5 

4 

3 

2 1 

0 

TOUT/TIACK 

Control 

Z. D. 
Control 

• 

Clock 

Control 

Timer 

Enable 

0 

1 

X 

0 

0 

00 or IX 

Changed 


In this configuration the timer produce s a square wave at the TOUT pin. The TOUT pin is connected 
to the user's circuitry and the TIACK pin is not used. The TIN pin may be used as a clock input. 

The processor loads the counter preload registers and timer control register, and then enables the 
timer. When the 24-bit counter passes from $000001 to $000000 the ZDS status bit is set and the 
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TOUT (square wave output) pin is toggled. At the next clock to the 24-bit counter it is again loaded 
with the contents of the CPRs, and thereafter decrements. In this application there is no need for 
the processor to direct clear the ZDS status bit; however, it is possible for the processor to sync 
itself with the square wave by clearing the ZDS status bit, then polling it. The processor may also 
read the TOUT level at the port C address. 


Note that the PC3/TOUT pin functions as PC3 following the negation of RESET. If used in the 
square wave configuration, a pullup resistor may be required to keep a known level prior to pro- 
gramming. Prior to enabling the timer, TOUT is high (see Figure 5-2). 


k 


Timer 

Enable 


J 


Run 



* Analog representation of counter value. 


Figure 5-2. Square Wave Generator Example 


5,2.3 Interrupt After Timeout 

Interrupt After Timeout 


7 6 5 

4 

3 

2 1 

0 

TOUT/TIACK 

Control 

Z. D. 
Control 

* 

Clock j 

Control 

Timer 

Enable 

1 X 1 

1 

0 

00 or IX 

Changed 


In this configuration the timer generates an interrupt after a programmed ti me perio d has expired. 
The TOUT pin is connected to the system's interrupt request circuitry and the TIACK pin may bean 
interrupt acknowledge input to the timer. The TIN pin may be used as a dock input. 

This configuration is similar to the periodic interrupt generator except that the zero detect control 
bit is set. This forces the counter to roll over after zero detect is reached, rather than reloading from 
the CPRs. When the processor takes the interrupt it can halt the timer, read the counter and 
calculate the time from the interrupt request to entering the service routine. Accurate knowledge of 
the interrupt latency may be useful in some applications (see Figure 5-3). 
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Timer 

Enable 
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SFFFFFF 

24-Bit 

Counter* 

$000000 

ZDS 

TOUT 

TIACK 


\ f 

ir~ 



* Analog representation of counter value. 


Figure 5-3. Single Interrupt After Timeout Example 


5.2.4 Elapsed Time Measurement Examples 

Elapsed time measurement takes several forms; two forms are described in the following 
paragraphs. 


5.2.4. 1 SYSTEM CLOCK EXAMPLE. This configuration allows time interval measurement by soft- 
ware. The TIN pin may be used as an external timer enable if desired. 

System Clock Example 


7 6 

5 

4 

3 

2 1 

0 

TOUT/TIACK 

Control 

Z. D. 
Control 

* 

Clock 

Control 

Timer 

Enable 

0 0 

X 

1 

0 

0 0 

Changed 


The processor loads the counter preload registers (generally with all ones), loads the timer control 
register, and then enables the timer. The counter is allowed to decrement until the ending event 
takes place. When it is desired to read the time interval, the processor must halt the timer and then 
read the counter. If TIN is used as an enable, the start and stop counter functions are controlled 
externally. 

For applications in which the interval may exceed the programmed time interval, zero detection can 
be counted by polling the status register or through interrupts to simulate additional timer bits. Note 
that the ZDS bit is latched and should be cleared after each detection of zero. At the end, the timer 
can be halted and read (see Figure 5-4). 
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Timer 

Enable 


)■* — ■ — — Run 


SFFFFFF 



$000000 — ' 

* Analog representation of counter value. 


Figure 5-4. Elapsed Time Measurement Example 


5.2.4.2 EXTERNAL CLOCK. This configuration allows measurement (counting) of the number of 
input pulses occurring in an interval in which th e counter is enabled. The TIN input pin provides the 
input pulses. Generally the TOUT and TIACK pins are not used. 


External Clock 

7 6 5 4 3 2 1 0 


TOUT/ TIACK 
Control 


Z. D. 
Control 


Clock Timer 

Control Enable 


0 0 X 1 0 1 X Changed 


This configuration is similar to the elapsed time measurement/ system clock configuration except 
that the TIN pin is used to provide the input frequency. It can be connected to a simple oscillator 
and the same methods could be used. Alternately, it could be gated off and on externally and the 
number of cycles occurring while in the run state can be counted. However, minimum pulse width 
high and low specifications must be met. 


5.2.5 Device Watchdog 


Device Watchdog Example 

7 6 5 4 3 2 1 0 


TOUT/TIACK 

Control 


Z. D. 
Control 


Clock Timer 

Control Enable 


1X1 1001 Changed 


This configuration provides the watchdog function needed in many systems. The TIN pin is the 
timer input whose period at the high (one) level is to be checked. Once allowed by the processor, 
the TIN input pin controls the run/ halt mode. The TOUT pin is connected to external circuitry re- 
quiring notification when the TIN pin has been asserted longer than the programmed time. The 
TIACK pin (timer interrupt acknowledge) is only needed if the TOUT pin is connected to the inter- 
rupt circuitry. 

The processor loads the counter preload register and timer control register, and then enables the 
timer. When the TIN input is asserted (one, high) the timer transfers the contents of the counter 
preload register to the counter and begins counting. If the TIN input is negated before zero detect is 
reached, the TOUT output and the ZDS status bit remain negated. If zero detect is reached while 
the TIN input is still asserted, the ZDS status bit is set and the TOUT output is asserted. (The 
counter rolls over and keeps counting.) 
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In either case, when the TIN input is negated the ZDS status bit is zero, the TOUT output is 
negated, the counting stops, and the prescaler is forced to all ones (see Figure 5-5). 


Timer 

Enable 


J 


(♦Run^j [■* Run — — H k- 

™^_/ \j \_r 



Figure 5-5. Device Watchdog Example 
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SECTION 6 

ELECTRICAL SPECIFICATIONS 


This section contains electrical specifications and associated timing information for the MC68230. 


6.1 MAXIMUM RATINGS 


Characteristics 

Symbol 

Value 

Unit 

Supply Voltage 

v cc 

-0.3 to + 7.0 

V 

Input Voltage 

Vin 

— 0.3 to +7.0 

V 

Operating Temperature Range 

t a 

0 to 70 

°c 

Storage Temperature 

T stg 

-55 to +150 

°c 


6.2 THERMAL CHARACTERISTICS 


Characteristics 

Symbol 

Value 

Rating 

Thermal Resistance 




Ceramic 

0JA 

50 

°c/w 

Plastic 


TBD 



This device contains circunrv to protect the 
inputs against damage due to high static 
voltages or electric fields; however, it is ad- 
vised that normal precuations be taken to 
avoid application of any voltage higher than 
maximum-rated voltages to this high- 
impedance circuit. Reliability of operation is 
enhanced if unused inputs are tied to an ap- 
propriate logic voltage level le g., either Vgs 
or Vcc>. 


6.3 POWER CONSIDERATIONS 

The average chip-junction temperature, Tj, in °C can be obtained from: 

Tj = T A +(PD*0JA> (1> 

Where: 

Ta= Ambient Temperature, °C 

0jA= Package Thermal Resistance, Junction- to- Ambient, °C/W 
PD=P|NT+P|/0 

P|NT= ICC X VCC- Watts - Chip Internal Power 
P|/ 0 = Power Dissipation on Input and Output Pins - User Determined 
For most applications P|/0<P|NT and can be neglected. 

An approximate relationship between Pp and Tj (if P|/o is neglected) is: 

PD=K^ITj + 273°C) (2) 

Solving equations 1 and 2 for K gives: 

K=P D .(Ta + 273°C) + 0ja # PD 2 <3) 

Where K is a constant pertaining to the particular part. K can be determined from equation 3 by 
measuring Pp (at equilibrium) for a known Ta- Using this value of K the values of Pp and Tj can be 
obtained by solving equations (1) and (2) iteratively for any value of Ta. 
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6.4 DC ELECTRICAL CHARACTERISTICS (Vcc = 5.0 Vdc ±5%, Ta = 0 to 70°C, 
unless otherwise noted) 


Characteristics 

Symbol 

Min 

Max 


Input High Voltage All Inputs 

V|H 

Vss+20 

Vcc 

mm 

Input Low Voltage All Inputs 

VlL 

VSS-O.3 

Vss + 0.8 

mm 

Input Leakage Current IV in = 0 to 5.25 V) HI, H3. R/M, RESET, CIK, RS1-RS5, C5 

hn 

- 

100 

warn 

Hi-Z (Off State) Input Current ( V jn = 0.4 to 2 4) DTACK, PC0-PC7, D0-D7 

H2, H4, PA0 : PA7, PB0-PB7 

•tsi 

-0.1 

20 

-1.0 

#*A 

mA 

Output High Voltage 

i i . ... > r\ -r a —t 

{l Load = vcc =rmm uimln,uu-u/ 

ll Load = - 150 m A. Vcc = min) H2, H4, PB0-PB7, PA0-PA7 

(lLoad= _ fOO^A, Vcc = mm * PC0-PC7 

v OH 

Vss + 2.4 


V 

Output Low Voltage 

iii n^H = 8 8 rnA, Vr.r = mm) PC3/TOUT, PC5/PIRQ 

^Load = 5 3 mA, Vqq = mm) D0-D7, DTACK 

|l Load = 2.4mA, Vcc = min) PA0-PA7, PB0-PB7, H2, H4, PC0-PC2, PC4, PC6, PC7 

VOL 

- 

0.5 

V 

Internal Power Dissipation (Measured at Ta = 0°C) 

Pint 

- 

750 

Q23 

Input Capacitance (V in = 0, Ta = 25°C. f= 1 MHz) 

Cjn 

- 

15 

mm 





































6.5 AC ELECTRICAL SPECIFICATIONS - CLOCK TIMING (See Figure 6-1) 


Characteristic 

Symbol 

8 MHz 

10 MHz 

12.5 MHz 

Unit 

Min 

Max 

Min 

Max 

Min 

Max 

Frequency of Operation 

f 

2,0 

8.0 

2.0 

10.0 

4.0 

12.0 


Cycle Time 


125 

500 

100 

500 

80 

250 

ns 

Clock Pulse Width 

tCL 

55 




35 


ns 


tCH 

55 


mm 

WEm 

35 



Clock Rise and Fall Times 

tCr 

- 

10 


10 

- 

5 

ns 


*Cf 

- 

10 

- 

10 

- 

5 
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6.6 AC ELECTRICAL SPECIFICATIONS (Vcc = 5.0 Vdc ±5%, Vss = 0 Vdc, Ta = 0°C to 70°C, 
unless otherwise noted) 


Number 

Characteristic 

8 MHz 

10 MHz 

12.5 MHz 

Unit 

Min 

Max 



Min 

Max 

1 

R W, RSI RS5 Valid to CS Low (Setup Time) 

0 

- 

0 

- 

0 

- 

ns 

2(10) 

CS Low to R.'W and RSI RS5 Invalid (Hold Time) 

100 

- 

65 

- 

60 


ns 

3(1) 

CS Low to CLK Low (Setup Time) 

30 


20 

- 

20 

- 

ns 

4<2) 

CS Low to Data Out Valid 

- 

75 

- 

60 

- 

55 

ns 

5 

RS1-RS5 Valid to Data Out Valid 

- 

140 

- 

100 

- 

80 

ns 

€ 

CLK Low to DTACK Low (Read/ Write Cycle) 

0 

70 

0 

60 

0 

55 

ns 

7(3) 


0 


0 

- 

0 

- 

ns 

8 

CS or PIACK or TIACK High to Data Out Invalid 
tHoiO T imei 

0 

- 

0 

- 

0 

- 

ns 

9 

CS or PIACK or TIACK High to D0-D7 
High Impedance 



50 

- 

45 

- 

45 

ns 

10 

CS or PIACK or TIACK High to DTACK High 


50 

- 

45 

- 

40 

ns 

11 

CS or PIACK or TIACK High to DTACK 
High Impedance 

- 

100 

- 

55 

- 

45 

ns 

12 

Data In Valid to CS Low (Setup Time) 

0 

- 

0 

- 

0 

- 

ns 

13 

CS Low to Data In Invalid (Hold Time) 

100 

- 

65 

- 

60 

- 

ns 

14 

Port Input Data Valid to H1(H3) Asserted 
(Setup Time) 

100 

— 

60 

~~ 

50 

| 

ns 

15 

H1IH3) Asserted to Port Input Data invalid 
(Hold Time) 

20 


20 


20 

- 

ns 

16 

Handshake Input HXH4) Pulse Width Asserted 

40 

- 

40 

- 

40 

- 

ns 

17 

Handshake Input HXH4) Pulse Width Negated 

40 

- 

40 

- 

40 

- 

ns 

18 

H1(H3) Asserted to H2(H4) Negated (Delay Time) 

- 

150 

- 

120 

- 

100 

ns 

19 

CLK Low to H2IH4) Asserted (Delay Time) 

- 

100 

- 

100 

- 

80 

ns 

20(4) 

H2(H4) Asserted to H1IH3) Asserted 

0 

- 

0 

- 

0 

- 

ns 

21(5) 

CLK Low to H2IH4) Pulse Negated (Delay Time) 

- 

125 

- 

125 

- 

100 

ns 

22(9,11) 

Synchronized HKH3) to CLK Low on which 
DMAREQ is Asserted 

m 

3.5 

m 

3.5 

m 

3.5 

CLK Per 

23 

CLK Low on which DMAREQ is Asserted to CLK 
Low on which DMAREQ is Negated 

i 

3 

2.5 

3 

m 

3 

CLK Per. 

24 

CLK Low to Port Output Data Valid (Delay Time) 
(Modes 0 and 1) 

- 

150 

- 

120 

- 

100 

ns 

2519,11) 

Synchronized H1IH3) to Port Output Data Invalid 
(Modes 0 and 1 ) 

1.5 

2 5 

1.5 

■ 

1.5 

2.5 

CLK Per. 

26 

HI Negated to Port Output Data Valid 
(Modes 2 and 3) 


70 


■ 50 


50 

ns 

27 

HI Asserted to Port Output Data High Impedance 
(Modes 2 and 3) 

0 

70 

0 

70 

0 

70 

ns 

28 

Read Data Valid to DTACK Low (Setup Time) 

0 

- 

0 

- 

0 

- 

ns 

29 

CLK Low to Data Output Valid, Interrupt 
Acknowledge Cycle 

- 

120 

- 

100 

- 

80 

ns 

30(7) 

H1(H3i Asserted to CLK High (Setup Time) 

50 

- 

40 

- 

40 

- 

ns 

31 

PIACK or TIACK Low to CLK Low (Setup Time) 

50 

- 

40 

- 

30 

- 

ns 

32(11) 

Synchronized CS to CLK Low on which 
DMAREQ is Asserted 

3 

3 

3 

3 

3 

■ 


33(9,11) 

Synchronized HHH3) to CLK Low on which 
H2(H4) is Asserted 

3.5 

m 

3.5 

m 

m 

m 

CLK Per. 

34 

CLK Low to DTACK Low Interrupt Acknowledge 
Cycle (Delay Time! 

- 

100 

- 

100 

- 

m 

ns 

35 

CLK Low to DMAREQ Low (Delay Time) 

0 

120 

0 

100 

0 

80 

ns 

36 

CLK Low to DMAREQ High (Delay Time) 

0 

120 

0 

1 

0 

80 

ns 

37s 1 1 ) 

Synchronized HKH3) to CLK Low on which 
PIRQ is Asserted 

3 

3 

3 

3 

3 

3 

L 

CLK Per. 
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6.6 AC ELECTRICAL SPECIFICATIONS (Continued) 


Number 

Characteristic 

8 MHz 

10 MHz 

12.5 MHz 

Unit 

Min 

Max 

Min 

Max 

Min 

Max 

38(11) 

Synchronized CS to CLK Low on which PIRQ 
is High Impedance 

3 

3 

3 

3 

3 

3 

CLK Per. 

39 

CLK Low to PIRQ Low or High Impedance 

0 

250 

0 

225 

0 

200 

ns 

40(8) 

TIN Frequency (External Clock) — Prescaler Used 

0 

1 

0 

1 

0 

1 

folk (Hz) 
(6) 

41 

TIN Frequency (External Clock) — Prescaler 
Not Used 

0 

1/8 

0 

1/8 

0 

1/8 

folk (Hz) 
(6) 

42 

TIN Pulse Width High or Low (External Clock) 

55 

- 

45 

- 

45 

- 

ns 

43 

TIN Pulse Width Low (Run/ Halt Control) 

1 

- 

1 

- 

1 

- 

CLK Per. 

44 

CLK Low to TOUT High, Low, or High Impedance 

0 

250 

0 

225 

0 

200 

ns 

45 

CS, PIACK, or TIACK High to CS, PIACK, or 
TIACK Low 

50 

- 

30 

- 

30 

- 

ns 


N° TES: 

1 . This specification only applies if the Pl/T had completed all operations initiated by the previous bus cycle when CS was asserted. 
Follow ing a no rmal read or write bus cycle, all operations are complete within three clocks after the falling edge of the CLK pin on 
which DTACK was asserted. If CS is asserted prior to completion of these operations, the new bus cycle, and hence, DTACK is 
postponed. 

If all operations of the previous bus cycle were complete when CS was asserted, this specification is made only to insure that 
DTACK is asserted with respect to the falli ng edge of the CLK pin as shown in the timing diagram, not to guarantee operation of 
the part. If the CS setup time is violated, DTACK may be asserted as shown, or may be asserted one clock cycle later. 

2. Assuming the RS1-RS5 to data valid time has also expired. 

3. This specification imposes a lower bound on CS low time, guaranteeing that CS will be low for at least 1 CLK period. 

4. This specification assures recognition of the asserted edge of H1(H3). 

5. This specification applies only when a pulsed handshake option is chosen and the pulse is not shortened due to an early asserted 
edge of H1(H3). 

6. CLK refers to the actual frequency of the CLK pin, not the maximum allowable CLK frequency. 

7. If the setup time on the rising edge of the dock is not met, HKH3) may not be recognized until the next rising of the clock. 

8 This limit applies to the frequency of the signal at TIN compared to the frequency of the CLK signal during each clock cycle. If any 
period of the waveform at TIN is smaller than the period of the CLK signal at that instant, then it is likely that the timer circuit will 
completely ignore one cycle of the TIN signal. 

If these two signals are derived from different sources they will have different instantaneous frequency variations. In this case the 
frequency applied to the TIN pin must be distinctly less than the frequency at the CLK pin to avoid lost cycles of the TIN signal. 
With signals derived from different crystal oscillators applied to the TIN and CLK pins with fast rise and fall times, the TIN fre- 
quency can approach 80 to 90% of the frequency of the CLK signal without a loss of a cycle of the TIN signal. 

If these two signals are derived from the same frequency source then the frequency of the signal applied to TIN can be 100% of the 
frequency at the CLK pin. They may be generated by different buffers from the same signal or one may be an inverted version of 
the other The TIN signal may be generated by an 'AND' function of the clock and a control signal. 

9. The maximum value is caused by a peripheral access (H1(H3) asserted) and bus access (CS asserted) occurring at the same time. 

10 See 1.4 BUS INTERFACE OPERATION for exception. 

1 1 . Synchronized means that the input signal has been seen by the Pl/T on the appropriate edge of the clock (rising edge for HI (H3) 
and falling edge for CS). (Refer to the 1.4 BUS INTERFACE OPERATION for the exception concerning CS.) 


Timing diagrams (Figures 6-2, 6-3, 6-4, 6-5, and 6-6) 
are located on foldout pages 3, 4, 5, and 6 at the 
end of this document. 
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SECTION 7 

MECHANICAL DATA AND ORDERING INFORMATION 


This section contains the pin assignments and package dimensions of the MC68230. In addition, 
detailed information is provided to be used as a guide when ordering. 

7.1 PIN ASSIGNMENT 


D5 

D6 

D7 

PAO 

PA1 

PA2 

PA3 

PA4 

PA5 

PA6 

PA7 

vcc 

HI 

H2 

H3 

H4 

PBO 

PB1 

PB2 

PB3 

PB4 

PB5 

PB6 

PB7 
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7.2 ORDERING INFORMATION 


Package Type 

Frequency 

(MHz) 

Temperature 

Order Number 

Ceramic 

8.0 

0°C to 70 °C 

MC68230L8 

L Suffix 

10.0 

0°C to 70 °C 

MC68230L10 


12.5 

0°C to 70 °C 

MC68230L12 

Plastic 

8.0 

0°C to 70 °C 

MC68230G8 

G Suffix 

10.0 

0°C to 70°C 

MC68230G10 


12.5 

0°C to 70°C 

MC68230G12 


7.3 PACKAGE DIMENSIONS 


L SUFFIX 

CERAMIC PACKAGE 
CASE 740-02 


NOTES: 

1. DIMENSION® IS DATUM. 

2. POSTION AL TOLERANCE FOR LEADS: 




-JL- 0 



M 


j-frjfl 0.25 (0.010)@|T } A® | 


3. GD IS SEATING PLANE. 

4. DIMENSION "L" TO CENTER OF 
LEADS WHEN FORMED PARALLEL. 

5. DIMENSIONING AND TOLERANCING 


PER ANSI Y14.5, 1973. 


DIM 

MILLIMETERS 

INCHES ! 

KIM 

MHlVA 

in 

wnjm 

MM 

FTiTEEl 

beb 

WMM 

MSEM 

El 

irm 

lEEM 

EHEl 

MEM 

U 

dm 

in 

OEM 

OEM 

MM 

dm 

KM3 

muni 

EMM 

MM 

OZ3 

xwzn 

EMM 

CEm 

Bi 

2.54 BSC 

0.100 BSC 

MM 

TifTiEl 

H 

hhhm 

EHEM 

KJI 

iy.i 

■in 

oem 

OCT 

a 

EH 



EHEM 

a 

MEM 

MEM 

mm 

mvm 

MM 

■Kiin 

mem 

immi 

OCT 
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G SUFFIX 

PLASTIC PACKAGE 
CASE 767-01 



NOTES: 

1. GE1 IS END OF PACKAGE 
DATUM PLANE. 

PH IS BOTH A DATUM AND 
SEATING PLANE. 

2. POSITIONAL TOLERANCE 
FOR LEADS 24 & 25: 

1+10.35 (0.014) |TlB@lRl 

POSITIONAL TOLERANCE 
FOR LEAD PATTERN: 

l»lo. 2 s ( 0 . 010 ) It1b@1 

3. DIM B DOES NOT INCLUDE 
MOLD FLASH. 

4. DIM LIS TO CENTER OF 
LEADS WHEN FORMED 
PARALLEL. 

5. DIMENSIONING AND 
TOLERANCINGPER 
ANSI Y14.5, 1973. 



MILLIMETERS 

INCHES 


lil MM 

■ nll'B 

wz\m 

■3 

61.67 

61.77 

2.428 

2.432 

El 

■HBM 

1HPM 

■ilKH 


■a 

I El 

ga 


EEjU 

D 

■'EM 


hutilH 

msm 

KM 

MSSM 

mm 



n 

2.54 BSC 

0.100 

BSC 

n 

■321 

BEl 

ItlilTil 

■HHKW 

■a 

WJ&M 

ESI 

OBI 

OESli 

KM 

15.24 BSC 

0.600 

BSC 

M3 

WEM 

MEM 

IE3H 

MESM\ 

D 

mm 


ElEH 

EMI 

WM 

1.79 BSC 

■il'liMI 
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Table 1-3. Register Model (Sheet 1 of 2) 


5 

Register 

Select 

Bits 

4 3 2 

1 

7 

6 

5 

4 

3 

2 

1 

0 

Register 

Value 

After 

RESET 

(Hex 

Value) 


0 

0 

0 

0 

0 

Port Mode 

H34 

H12 

H4 

H3 

H2 

HI 

0 0 

Port General 






Control 

Enable 

Enable 

Sense 

Sense 

Sense 

Sense 


Contol Register 

0 

0 

0 

0 

1 

• 

SVCRQ 

IPF 

Port Interrupt 

0 0 

Port Service 







Select 

Select 

Priority Control 


Request Register 

0 

0 

0 

1 

0 

Bit 

Bit 

Bit 

Bit 

Bit 

Bit 

Bit 

Bit 

0 0 

Port A Data 






7 

6 

5 

4 

3 

2 

1 

0 


Direction Register 

0 

0 

0 

1 

1 

Bit 

Bit 

Bit 

Bit 

Bit 

Bit 

Bit 

Bit 

0 0 

Port B Data 






7 

6 

5 

4 

3 

2 

1 

0 


Direction Register 

0 

0 

1 

0 

0 

Bit 

Bit 

Bit 

Bit 

Bit 

Bit 

Bit 

Bit 

0 0 

Port C Data 






7 

6 

5 

4 

3 

2 

1 

0 


Direction Register 

0 

0 

1 

0 

1 



Interrupt Vector 



* 

* 

0 F 

Port Interrupt 








Number 






Vector Register 

0 

0 

1 

1 

0 

Port A 




H2 

HI 

HI 

0 0 

Port A Control 






Submode 

H2 Control 


Int 

SVCRQ 

Stat 


Register 












Enable 

Enable 

Ctrl 



0 

0 

1 

1 

1 

Port B 




H4 

H3 

H3 

0 0 

Port B Control 






Submode 

H4 Control 


Int 

SVCRQ 

Stat 


Register 











Enable 

Enable 

Ctrl 



0 

1 

0 

0 

0 

Bit 

Bit 

Bit 

Bit 

Bit 

Bit 

Bit 

Bit 

* * 

Port A Data 






7 

6 

5 

4 

3 

2 

1 

0 


Register 

0 

1 

0 

0 

1 

Bit 

Bit 

Bit 

Bit 

Bit 

Bit 

Bit 

Bit 

• * 

Port B Data 






7 

6 

5 

4 

3 

2 

1 

0 


Register 

0 

1 

0 

1 

0 

Bit 

Bit 

Bit 

Bit 

Bit 

Bit 

Bit 

Bit 

* * * 

Port A Alternate 






7 

6 

5 

4 

3 

2 

1 

0 


Register 

0 

1 

0 

1 

1 

Bit 

Bit 

Bit 

Bit 

Bit 

Bit 

Bit 

Bit 

* * * 

Port B Alternate 






7 

6 

5 

4 

3 

2 

1 

0 


Register 

0 

1 

1 

0 

0 

Bit 

Bit 

Bit 

Bit 

Bit 

Bit 

Bit 

Bit 

* * * * 

Port C Data 






7 

6 

5 

4 

3 

2 

1 

0 


Register 

0 

1 

1 

0 

1 

H4 

H3 

H2 

HI 

H4S 

H3S 

H2S 

HIS 

* * * * 

Port Status 






Level 

Level 

Level 

Level 






Register 

0 

1 

1 

1 

0 

• 

* 

* 

* 

* 

* 

* 

* 

0 0 

(Null) 

0 

1 

1 

1 

1 

• 

• 

• 

* 

* 

* 

* 

* 

0 0 

(Null) 


•Unused, read as zero 
* ‘Value before RESET 
* * * Current value on pins 
* * * * Undetermined value 
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Table 1-3. Register Model (Sheet 2 of 2) 


Register 


Register 

Value 

After 


Select RESET 

Bits (Hex 


5 4 

3 

2 

1 

7 

6 

5 

4 

3 

2 

1 

0 

Value) 


1 0 

0 

0 

0 

| TOUT/TIACK 

Z D 

* 

Clock 

Timer 

0 0 

Timer Control 






Control 


Ctrl 


Control 

Enable 


Register 

1 0 

0 

0 

1 

Bit 

Bit 

Bit 

Bit 

Bit 

Bit 

Bit 

Bit 

0 F 

Timer Interrupt 





7 

6 

5 

4 

3 

2 

1 

0 


Vector Register 

1 0 

0 

1 

0 

* 

* 

* 

* 

* 

* 

* 

# 

0 0 

(Null) 

1 0 

0 

1 

1 

Bit 

Bit 

Bit 

Bit 

Bit 

Bit 

Bit 

Bit 

* * 

Counter Preload 





23 

22 

21 

20 

19 

18 

17 

16 


Register (High) 

1 0 

1 

0 

0 

Bit 

Bit 

Bit 

Bit 

Bit 

Bit 

Bit 

Bit 

* * 

Counter Preload 





15 

14 

13 

12 

11 

10 

9 

8 


Register (Mid) 

1 0 

1 

0 

1 

Bit 

Bit 

Bit 

Bit 

Bit 

Bit 

Bit 

Bit 

** 

Counter Preload 





7 

6 

5 

4 

3 

2 

1 

0 


Register (Low) 

1 0 

1 

1 

0 

* 

* 

* 

* 

* 

* 

* 

* 

0 0 

(Null) 

1 0 

1 

1 

1 

Bit 

Bit 

Bit 

Bit 

Bit 

Bit 

Bit 

Bit 

* * 

Count Register 





23 

22 

21 

20 

19 

18 

17 

16 


(High) 

1 1 

0 

0 

0 

Bit 

Bit 

Bit 

Bit 

Bit 

Bit 

Bit 

Bit 

* * 

Count Register 





15 

14 

13 

12 

11 

10 

9 

8 


(Mid) 

1 1 

0 

0 

1 

Bit 

Bit 

Bit 

Bit 

Bit 

Bit 

Bit 

Bit 

.* 

Count Register 





7 

6 

5 

4 

3 

2 

1 

0 


(Low) 

1 1 

0 

1 

0 

* 

* 

* 

* 

* 

* 

* 

ZDS 

0 0 

Timer Status 
Register 

1 1 

0 

1 

1 

* 

* 

* 

* 

• 

* 

* 

* 

0 0 

(Null) 

1 1 

1 

0 

0 

* 

* 

* 

* 

* 

* 

* 

* 

0 0 

(Null) 

1 1 

1 

0 

1 

* 

* 

* 

* 

* 

* 

* 

* 

0 0 

(Null! 

1 1 

1 

1 

0 

* 

* 

* 

* 

* 

* 

* 

* 

0 0 

(Null) 

1 1 

1 

1 

1 

* 

* 

* 

• 

* 

* 

* 

* 

0 0 

(Null) 


•Unused, read as zero 
** Value before RESET 
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NOTE: Timing measurements are referenced to and from a low voltage of 0.8 volts and a high voltage of 2.0 volts, unless otherwise 
noted. 
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NOTE: Timing measurements are referenced to and from a low voltage of 0.8 volts and a high voltage of 2.0 volts, unless otherwise 
noted. 


Figure 6-4. IACK Timing Diagram 
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NOTES 

1 Timing diagram shows HI. H2. H3. and H4 asserted low 

2 Timing measurements are referenced to and from a low voltage 0* 0 8 volts and a high voltage ot 2 0 volts unless otherwise noted 
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1. GENERAL INFORMATION 


The EAGLE-01 C is an I/O module which contains a Floppy Disk Interface, an SCSI 
Interface, a LAN Interface and FLASH EPROMs. The EAGLE-01C is connected to the 
base board via three module connectors. One module connector connects to the 64 
user-defined signals of the VMEbus P2 Connector via the base board to the module and 
is called the EAGLE I/O Connector. The remaining two module connectors contain the 
FLXibus (FORCE Local expansion interface bus) and are called EAGLE FLXibus 
Connectors. On the EAGLE-01 C, these two module connectors also contain the 8 bit 
Local Interface and the 8 bit DMA Interface of the gate array FGA-002. 
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Figure 1-1: Photo of the EAGLE-01C 
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Figure 1-2: Block Diagram of the EAGLE-01C 
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1.1 The FLXibus 


The FLXibus (FORCE Local expansion interface bus) is an interface which allows the 
connection between an EAGLE module and abase board. The FLXibus is a 32 bit interface 
with non-multiplexed data and address lines. The FLXibus is fully compatible to the 68020 
bus timing. The dynamic bus sizing mechanism of the 68020 is fully supported. The bus 
activities use the asynchronous protocol so that all 68020 compatible devices can be 
connected to the FLXibus. An EAGLE module is connected with the base board via three 
connectors. The EAGLE FLXibus Connectors hold the signals of the FLXibus. The 
EAGLE I/O Connector holds the I/O signals which are routed to the VMEbus P2 of the 
base board. 


1.2 The Floppy Interface 


The Floppy Interface on the EAGLE-0 1C is built with the 37C65 Floppy Disk Controller. 
A 16 Kbyte Buffer Memory and a DMA Controller allow read and write of a sector without 
any decrease in CPU or main (shared) RAM performance. This configuration is installed 
for maximum performance and realtime capability of the system. The Floppy Interface 
allows the control of two floppy drives. The Floppy Interface supports 3 1/2", 5 1/4" and 
8 "floppy drives. Interrupts of the 37C65 are fully supported. The I/O signals of the Floppy 
Interface are provided on the VMEbus P2 Connector of the base board via the EAGLE 
I/O Connector. The floppy drives can be connected to the VMEbus P2 Connector via the 
backpanel SYS68K/IOBP-1. 


The DMA controller is built in an LCA (logic cell array) which is a field programmable 
gate array. The LCA manages the data transfer between the CPU, the 16 Kbyte Buffer 
Memory and the Floppy Disk Controller (see Figure 1-2, Block Diagram of the 
EAGLE-01 Q. 


The LCA manages the following accesses: 

CPU to Floppy Disk Controller. 

CPU to 16 Kbyte Buffer Memory. 

Floppy Disk Controller to 16 Kbyte Buffer Memory via the DMA controller built in 
the LCA. 
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1.3 The SCSI Interface 


On the EAGLE-0 1C the MB87031 SCSI Controller is installed for direct interface to SCSI 
Winchester Disks, optical drives, tape streamers and other SCSI compatible devices with 
a data transfer rate of up to 4 Mbyte/s. Interrupts of the MB87031 are fully supported. 
The I/O signals of the SCSI interface are provided on the VMEbus P2 Connector of the 
base board via the EAGLE I/O Connector. The mass memory devices can be connected 
to the VMEbus P2 Connector via the backpanel SYS68K/IOBP-1. 

The MB87031 is directly connected to the 8 bit Local Interface and the 8 bit DMA Interface 
of the FGA-002 via the EAGLE FLXibus connectors. 

The 8 bit Local Interface of the FGA-002 is used to access the registers of the MB87031. 
Parity is generated when writing to the registers of the MB87031. 

The 8 bit DMA Interface is used to transfer data between the DMA channel of the MB87031 
and the DMA Controller of the FGA-002. Parity is generated when writing to the DMA 
channel of the MB87031. 

The DMA Controller of the FGA-002 contains a 32 byte FIFO. The DMA channel of the 
FGA-002 contains an additional 8 byte FIFO. This allows data transfer via the DMA 
Interface of the FGA-002 with a data rate of 4 Mbyte/s. 

In a DMA READ transfer the DMA Controller waits until the FIFO is filled with SCSI 
data and then requests local bus mastership to transfer the 32 bytes in 8 CPU cycles. In a 
DMA WRITE transfer the DMA Controller requests local bus mastership and fills its 
FIFO with 32 bytes from the source address in 8 CPU cycles. When the FIFO is filled the 
DMA Controller transfers the data to the DMA channel of the SCSI Controller. 
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1.4 The LAN Interface 


The LAN Interface on the EAGLE-0 1C is built with the Local Area Network Controller 
for Ethernet (LANCE) AM7990, the Serial Interface Adapter (SIA) AM7992B and a 64 
Kbyte Buffer Memory. Interrupts of the AM7990 are fully supported. The LAN Interface 
is Ethernet and IEEE 802.3 Rev. 0 compatible. The I/O signals of the LAN Interface 
are provided on the DSUB Connector on the front panel. 

The memory buffer is a shared memory allowing access from both the AM7990 and the 
local CPU. The 64 Kbyte Buffer Memory stores the incoming and outgoing data packets. 
An incoming data packet is transferred to the Buffer Memory by the LAN Controller. 
The presence of data in the Buffer Memory is indicated to the CPU by an interrupt. The 
CPU can then read the data packet from the Buffer Memory. An outgoing data packet is 
transferred to the Buffer Memory by the CPU. The LAN Controller then transfers the 
data packet to the network and indicates the completion of the transfer by an interrupt to 
the CPU. 

The advantage of this architecture is that the CPU and the Ethernet Controller can operate 
in parallel which guarantees the full realtime capability in a LAN environment and the 
maximum performance of the system. 


1.5 The EAGLE FLASH EPROM 


On the EAGLE-0 1C, 256 Kbytes of FLASH EPROM are installed. The FLASH EPROM 
area is 8 bit wide and contains information about the EAGLE-0 1C for the base board. 
This information is read by the base board to identify the EAGLE-0 1C after a reset. (The 
j FLASH EPROM area also contains the low level software drivers for the I/O devices of 
( the EAGLE-01 C. 

FLASH EPROMs can be erased and reprogrammed electrically without removing them 
from the board. Therefore FLASH EPROMs ensure easy maintenance and update of 
software. 
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1.6 Default Jumper Settings and Location Diagrams 

The following is the default jumper settings and location of all jumpers and switches on 
the EAGLE-01 C. 

Table 1-1: Default Jumper Settings 
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Figure 1-3: Location of Switches and All Jumperfields 
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Figure 1-4: Default Setting of the Dip Switch Array SW1 
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2. HARDWARE DESCRIPTION 
2.1 Address Map of the EAGLE-01C 

The following table shows the address map of the EAGLE-01C. It contains the access 
addresses of all I/O devices and memory devices of the EAGLE-01C. 


Table 2-1: Address Map of the EAGLE-01C 


Start Address 

End Address 

I/O Device Type 

FD800000 

FD83FFFF 

FLASH EPROMs 

FEF00000 

FEFOFFFF 

LAN Buffer Memory 

FEF80000 

FEF80003 

LAN Controller 

FF803400 

FF8035FF 

SCSI Controller 

FF803800 

FF8039FF 

Floppy Disk Controller 

FF880000 

FF8803FFF 

Floppy Buffer Memory 


2.2 Floppy Interface 


The Floppy Interface on the EAGLE-0 1C is built with the Floppy Disk Controller 37C65, 
a 16 Kbyte SRAM Buffer Memory, and an LCA (logic cell array) which is a programmable 
gate array. The Floppy Interface is byte-wide and is connected to the CPU on the base 
board via the EAGLE FLXibus Connectors. This LCA contains a data manager which 
manages the data transfer between the CPU, the 16 Kbyte Buffer Memory and die Floppy 
Disk Controller (See Figure 1 -2, Block Diagram of the EAGLE-01 Q . The Floppy Interface 
allows the control of two floppy drives. The Floppy Interface supports 3 1/2", 5 1/4" and 
8" floppy drives. Single, double and high density floppies are supported. The I/O signals 
of the Floppy Interface are provided on the VMEbus P2 Connector of the base board via 
the EAGLE I/O Connector. The floppy drives can be connected to the VMEbus P2 
Connector via the backpanel SYS68/IOBP-1 (See Chapter 2.6 The SYS68K/10BP-1). 
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2.2.1 Floppy Disk Controller 37C65 

The Floppy Disk Controller 37C65 is an LSI device used to interface floppy drives to a 
CPU bus. The chip integrates the formatter/controller, data separation, write 
precompensation, data rate selection and clock generation. The chip also contains the 
drivers and receivers for the Floppy Disk bus so that no additional buffers are necessary. 

Features of the Floppy Disk Controller 

IBM PC AT compatible format (single, double, and high density) 

Data transfer in DMA or non-DMA mode 
Direct floppy disk drive interface 
Internal address mark detection circuitry 
128, 256, 5 12, 1024, 2048 or 4096 bytes sector length 
Multisector and multitrack transfer capability 
Automatic write precompensation 


2.2. 1.1 Address Map of the 37C65 


The registers of the 37C65 are accessible via the 8 bit Local Interface of the FGA-002. 
The following table shows the register layout of the 37C65. Additional information is 
provided in the 37C65 data sheet (See Chapter 5, COPIES OF DATA SHEETS ). 


Table 2-2: Register Layout of the 37C65 


Default I/O Base Address: $FF800000 

Default Offset: $00003800 

Address 

Offset 

Mode 

Label 

Description 

HEX 

HEX 




FF803800 

00 

R/W 

STATREG 

Master Status register 

FF803801 

01 

R/W 

DATAREG 

Data register 

FF803802 

02 

R/W 

CTRLREG 

Control register 

FF803803 

03 

W 

OPREG 

Operation register 
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2.2. 1.2 The FDC Interrupt 


The interrupt of the FDC is programmable in the FGA-002 Gate Array. It is connected 
to the Interrupt Request Channel #1 of the FGA-002 Gate Array. For detailed information 
please refer to the FGA-002 User’s Manual. 


2.2.1.3 Summary of the 37C65 


Device 

Access Address 
Port Width 

Interrupt Request Level 
FGA-002 Interrupt Request Channel 


37C65 

$FF803800 

Byte 

Software programmable 
Local IRQ #1 
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2.2.2 The LCA 


The LCA on the EAGLE-0 1C manages the data transfer between the CPU via the Local 
I/O Interface of the FGA-002, the Buffer Memory, and the Floppy Disk Controller (See 
Figure 1-2, Block Diagram of the EAGLE 01 Q. The LCA controls the Buffer Memory and 
the Floppy Disk Controller. 

Three paths for data transfers are possible: 

1. CPU < = = > Floppy Disk Controller 

The CPU can read from or write to the Floppy Disk Controller via the LCA 
(non-DMA mode). 

2. CPU < = = > Buffer Memory 

The CPU can read from or write to the 16 Kbyte Buffer Memory via the LCA 
(non-DMA mode). 

3. Floppy Disk Controller < = = > Buffer Memory 


The Floppy Disk Controller can read from or write to the 16 Kbyte Buffer Memory 
via the DMA controller which is inside the LCA. 
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2.2.2.1 LCA Data Transfers 


The CPU accesses the Floppy Disk Controller via the FGA-002 for initializing, for writing 
the floppy commands and for reading the status information of the Floppy Disk Controller. 
When the Floppy Disk Controller is initialized and it has received a floppy command (e.g. 
read/write a sector/track command), the Floppy Disk Controller starts transferring the 
floppy data bytes. The Floppy Disk Controller can be initialized in DMA mode and in 
non-DMA mode. 

The data transfer of floppy data is described as follows: 


Non-DMA Mode 

In non-DMA mode floppy data is transferred by the CPU. The Floppy Disk Controller 
generates an interrupt to the CPU when it has received a data byte from the floppy drive 
or when it wants to send a data byte to the floppy drive. The CPU must then transfer the 
data byte to or from the Floppy Disk Controller within a certain amount of time so that 
no data will be lost. For each byte which has to be transferred the Floppy Disk Controller 
will generate an interrupt. 

DMA mode 

In DMA mode floppy data is transferred with the help of the DMA controller inside the 
LCA. The Floppy Disk Controller generates a DMA request to the LCA when it has 
received a data byte from the floppy drive (DMA READ) or when it wants to send a data 
byte to the floppy drive (DMA WRITE). After each DMA request the LCA generates a 
DMA acknowledge to the Floppy Disk Controller. The LCA contains a DMA Control 
Register. One bit holds the information for the LCA about the direction of the DMA 
transfer (DMA READ or DMA WRITE). It has to be set to the right value before a DMA 
transfer is started (See Chapter 2. 2. 2 . 3 LCA DMA Control Register). 


In a DMA READ operation the LCA transfers byte for byte of the floppy data (e.g. a 
sector or a track) from the Floppy Disk Controller into the Buffer Memory. When the 
transfer is complete the Floppy Disk Controller generates an interrupt to the CPU to 
indicate that the buffer memory is filled with the floppy data and that the Buffer Memory 
can be read by the CPU. 

Before a DMA WRITE operation is started the CPU has to fill the Buffer Memory with 
the floppy data (e.g. a sector or a track). Then the LCA transfers byte for byte of the 
floppy data from the Buffer Memory to the Floppy Disk Controller. When the transfer is 
complete the Floppy Disk Controller generates an interrupt to the CPU to indicate that 
the memory buffer has been read by the Floppy Disk Controller and the floppy data has 
been transferred. 
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2. 2. 2. 2 LCA DMA Control Lines 


The LCA automatically generates the DMA control lines for the Floppy Disk Controller. 

A DMA control line called TC (Terminal Count) exists on the Floppy Disk Controller. 
TC is used to stop a data transfer between the Floppy Disk Controller and the Floppy 
Drive. This is done by accessing a dedicated address (read or write access). This address 
is shown in the table below. TC will become active during the access and inactive after 
the access. For detailed in formation please refer to the FDC Data Sheet in Chapter 5. 
* COPIES OF DATA SHEETS \ 


Table 2-3: Address Map for Generating TC 
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2.2.2.3 LCA DMA Control Register 


The LCA contains a register which controls the DMA transfer between Floppy Controller 
and the Buffer Memory. Register bit 0 controls the direction of the DMA transfer and 
must be set to the right value before a DMA transfer is started. The register bit 0 can be 
read back. Register bit 1 indicates whether a DMA transfer is in progress or not. It can 
only be read and will not be affected by a write access. 

Table 2-4: LCA DMA Control Register Layout 


Default I/O Base Address: $FF800000 

Default Offset: $00003804 

Address 

HEX 

Offset 

HEX 

Mode 

Reset 

Value 

Label 

Description 

FF803804 

04 

R/W 

FC 

LCAREG 

DMA Control Register 


Table 2-5: Description of LCA DMA Control Register Bits 


Bit 

Value 

Mode 

Description 

0 

1 

R/W 

Buffer Memory to Floppy Disk Controller (DMA WRITE) 


0 


Floppy Disk Controller to Buffer Memory (DMA READ) 

1 

1 

R 

DMA transfer in progress 


0 


DMA transfer ready 


2.2.3 Floppy Buffer Memory 


The Floppy Interface of the EAGLE-0 1C holds a 16 Kbyte Buffer Memory. The Buffer 
Memory can be accessed by the CPU and by the Floppy Disk Controller via the LCA (See 
Chapter 2.2. 2.1 LCA Data Transfers). The Floppy Buffer Memory is accessed by the CPU 
via the 8 bit Local I/O Interface of the FGA-002 in the address range $FF880000 to 
$FF883FFF. When the Floppy Buffer Memory is accessed by the Floppy Disk Controller, 
the LCA generates the address for the Buffer Memory. The address is set to zero at the 
beginning of a DMA transfer and is counted upwards by the LCA during the DMA transfer. 
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2. 2. 3.1 Summary of the Floppy Buffer Memory 


Device 

Addressable Space 
Access Address 
Port Width 


32K * 8 SRAM 
16 Kbytes 

$FF880000 to $FF883FFF 
Byte 


2.2.4 The Floppy Disk Bus 


The floppy disk bus is an SA450 type drive interface. The floppy drive signals are provided 
directly from the Floppy Disk Controller with no additional buffers. Some of the floppy 
drive signals can be changed via switch 1 to switch 8 of the dip switch array SW1. The 
switches must be changed for the different types of floppy drives which are used. Switch 

9 is used for the LCA configuration mode and must not be changed by the user. Switch 

10 is used for the write protection of the FLASH EPROMs and is described in Chapter 
2.5 The EAGLE FLASH EPROM. The default setting of the dip switch array SW1 is 
shown in Figure 2-2. The location of the dip switch array is shown in Figure 2-1. 

The following floppy disk signals can be changed via the dip switch array SW1: 

MO 12/HEADLOAD 

The motor on signals M01/DS3 and M02/DS4 of the Floppy Disk Controller are open 
collector lines. They are tied together and have the signal name M012. Via switch 1 and 
switch 2 either MO 12 or HEADLOAD can be connected to the MOTOR ON signal of 
the floppy drive. So both signals can be used to start the motor of the floppy drive. 

CAUTION: The switches must not be both opened or both closed at the same time. 

Table 2-6: Dip Switch Setting for M012/HEADL0AD 


Active signal 

Switch 1 

Switch 2 

Default Setting 

M012 

off 

on 

* 

HEADLOAD 

on 

off 
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HEADLOAD/EJECT 

There are special 3 1/2" drives which need an eject pulse to eject the floppy out of the 
drive. The eject signal must be connected to the pin which normally holds the HEADLOAD 
signal. Via switch 3 and switch 4 either HEADLOAD or EJECT can be connected to the 
floppy drive. 

The EJECT signal can be generated by accessing (read or write) a dedicated address. 
EJECT is active during the read or write cycle to this address and automatically becomes 
inactive after two microseconds. 


Table 2-7: Address Map for Generating EJECT 


Default I/O Base Address: $FF800000 

Default Offset: $00003806 

Address 

HEX 

Offset 

HEX 

Mode 

Label 

Description 

FF803806 

06 

R/W 

EJECT 

Ejection of Floppy Disk 


CAUTION: The switches must not be both opened or both closed at the same time. 

Table 2-8: Dip Switch Setting for HEADLOAD/EJECT 


Active signal 

Switch 3 

Switch 4 

Default Setting 

HEADLOAD 

off 

on 

* 

EJECT 

on 

off 
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DRIVE TYPE 

The DRIVE TYPE (DRV) signal is used to indicate to the Floppy Disk Controller whether 
a floppy drive with a two spindle motor or a one spindle motor is used. 

CAUTION: The switches must be both opened or both closed at the same time. 

Table 2-9: Dip Switch Setting for DRIVE TYPE 


Drive Type 

Switch 5 

Switch 6 

Default Setting 

One Spindle Motor 

off 

off 


Two Spindle Motor 

on 

on 

* 


PRECOMPENSATION VALUE 

The PRECOMPENSATION VALUE (PCVAL) signal is used to select the write 
precompensation time of the Floppy Disk Controller. The time is selected via switch 7. 

Table 2-10: Dip Switch Setting for PRECOMPENSATION VALUE 


Precompensation Time 

Switch 7 

Default Setting 

125 ns 

off 


187 ns 

on 

* 


DISK CHANGE ENABLE 

The DISK CHANGE ENABLE (DCHGEN) signal is used to enable the DCHG input 
status at pin 40 of the Floppy Disk Controller. DCHG is the door lock signal of the floppy 
drive and indicates whether the door of the floppy drive is open or not. 

Table 2-11: Dip Switch Setting for DISK CHANGE ENABLE 


DCHG Signal 

Switch 8 

Default Setting 

Enabled 

on 

* 

Disabled 

off 
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Figure 2-2: Default Setting of Dip Switch Array SW1 



2. 2. 4.1 The Floppy Drive Signals on VMEbus P2 Connector 


The floppy drive signals are available on the EAGLE I/O Connector which is connected 
to row C of the VMEbus P2 Connector. The pin assignment for the floppy disk signals is 
shown in Table 2-12. The floppy drives can be connected to the VMEbus P2 Connector 
via the baekpanel SYS68/IOBP-1 (See Chapter 2.6 The SYS68K/IOBP-1). 


Table 2-12: Pin Assignment for Floppy Drive Signals on VMEbus P2 Con- 
nector 


Pin Number 

Signal Mnemonic 

Cl 

RWC/RPM 

C2 

HEADLOAD/EJECT 

C3 

DRIVE SELECT 2 

C4 

INDEX 

C5 

DRIVE SELECT 1 

C6 

DRIVE SELECT 2 

C7 

DRIVE SELECT 1 

C8 

MOTOR ON/HEADLOAD 

C9 

DIRECTION IN 

CIO 

STEP 

Cll 

WRITE DATA 

C12 

WRITE GATE 

C13 

TRACK 000 

C14 

WRITE PROTECT 

C15 

READ DATA 

C16 

HEAD SELECT 

C17 

DISK CHANGE 
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2.3 SCSI Interface 


The SCSI Interface on the EAGLE-0 1C is built with the SCSI Controller MB87031. The 
SCSI Interface is installed for direct interface to SCSI Winchester Disks, optical drives, 
tape streamers and other SCSI compatible devices with a data transfer rate of up to 4 
Mbyte/s. The I/O signals of the SCSI interface are provided on the VMEbus P2 Connector 
of the base board via the EAGLE I/O Connector. The SCSI devices can be connected to 
the VMEbus P2 Connector via the backpanel SYS68/IOBP-1 (See Chapter 2.6 The 
S YS68K/1 OB P-1 ) . 


2.3.1 SCSI Controller MB87031 


The SCSI Controller MB87031 is a CMOS LSI chip designed to control an SCSI Interface. 
The MB87031 can serve as either an INITIATOR or TARGET for the SCSIbus. The 
Controller contains an 8 byte FIFO data buffer register and a 24 bit transfer byte counter. 
The Controller has two independent 8 bit buses for the DMA transfer and non-DMA 
transfer. 


Features of the MB87031 SCSI Controller 


Full support for SCSI control 
Serves as either initiator or target device 
Eight byte data buffer register incorporated 
Transfer byte counter (24 bit) 

Independent control and data transfer bus 
Asynchronous data transfer speed of 2 Mbytes/sec 
Synchronous data transfer speed of up to 4 Mbytes/sec 
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2.3.1.1 Address Map of the MB87031 Registers 


The registers of the MB87031 are accessible via the 8 bit Local Interface of the FGA-002. 
The following table shows die register layout of the MB87031. Additional information is 
provided in the MB87031 data sheets (See Chapter 5, COPIES OF DATA SHEETS). 


Table 2-13: MBS703I Register Layout 
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2.3.1.2 The SCSI CPU Interface 

The 8-bit Local Interface of the FGA-002 is used to access the registers of the MB87031. 
Parity is generated when writing to the registers of the MB87031. 


2.3. 1,3 The SCSI DMA Interface 


The 8 bit DMA channel of the SCSI Controller is directly connected to the installed DMA 
Controller of the FGA-002 allowing data transfers with a maximum speed of 4 Mbyte/s. 
Parity is generated when writing to the DMA channel of the MB87031. 

The DMA Controller of the FGA-002 contains a 32 byte FIFO. The DMA channel of the 
FGA-002 contains an additional 8 byte FIFO. This allows data transfer via the DMA 
Interface of the FGA-002 with a data rate of 4 Mbyte/s. 

In a DMA READ transfer the DMA Controller waits until the FIFO is filled with SCSI 
data and then requests CPU bus mastership to transfer the 32 bytes in 8 CPU cycles. In 
a DMA WRITE transfer the DMA Controller requests CPU bus mastership and fills its 
FIFO with 32 bytes from the source address in 8 CPU cycles. When the FIFO is filled the 
DMA Controller transfers the data to the DMA channel of the SCSI Controller. 


2. 3. 1.4 SCSI DMA Control Register 


The control signal HIN indicates to the MB87031 the direction of the DMA transfer (DMA 
READ or DMA WRITE). The HIN signal can be set to "0"or "1 "by writing to a dedicated 
address and can also be read back. The address is shown in the following table. The 
second table shows the function of the register bit. 
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Table 2-14: SCSI DMA Control Register 


Default I/O Base Address: 

$FF800000 

Default Offset: 

$00002C00 

Address 

Offset 

Mode 

Description 

HEX 

HEX 



FF802C00 

00 

R/W 

SCSI DMA Control Register 


Table 2-15: SCSI DMA Direction Bit 


Bit 

Value 

Description 

0 

1 

Data from SCSI Controller to FGA-002 (DMA READ) 


0 

Data from FGA-002 to SCSI Controller (DMA WRITE) 


2.3. 1.5 The MB80731 Interrupt 

The interrupt of the MB80731 is programmable in the FGA-002 Gate Array, disconnected 
to the Interrupt Request Channel #7 of the FGA-002 Gate Array. For detailed 
information, please refer to the FGA-002 User’s Manual. 


2.3.1.6 Summary of the MB87031 

Device MB87031 

Access Address $FF803400 

Port Width Byte 

Interrupt Request Level Software programmable 

FGA-002 Interrupt Request Channel Local IRQ #7 
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2.3.2 SCSIbus 

2.3.2.1 SCSIbus Configuration 


Communication on the SCSIbus is only allowed between two SCSI devices at any given 
time. There is a maximum of eight SCSI devices. Each SCSI device has an SCSI I.D. bit 
assigned as shown in Figure 2-3: SCSI I.D. Bits. When two SCSI devices communicate on 
the SCSIbus, one acts as an initiator and the other acts as a target. An SCSI device usually 
has a fixed role as an initiator or target, but some devices may be able to assume either 
role. 

An initiator may address up to seven peripheral devices that are connected to a target. An 
option allows the addressing of up to 2.048 peripheral devices per target using extended 
messages. Three sample system configurations are shown in Figure 2-4: Sample SCSI 
Configurations. 


Figure 2-3: SCSI I.D. Bits 


DB(7) DB(6) DB(5) DB(4) DB(3) DB(2) DB(1) DB(0>- DATA BUS 



Up to eight devices can be supported on the SCSIbus. They can be any combination of 
initiators and targets. Certain SCSIbus functions are assigned to the target. The initiator 
may arbitrate for the SCSIbus and select a particular target. The target may request the 
transfer of COMMAND, DATA, STATUS, or other information and reselect an initiator 
for the purpose of continuing an operation. Information transfers on the data bus are 
asynchronous and follow a defined REQ/ACK handshake protocol. One byte of 
information may be transferred with each handshake. An option is defined for synchronous 
data transfer. 
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Figure 2-4: Sample SCSI Configurations 



SINGLE INITIATOR, MULTIPLE TARGET 



MULTIPLE INITIATOR, MULTIPLE TARGET 
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Peripheral devices such as magnetic and optical disks, printers, magnetic tapes 
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2.3.2.2 SCSIbus Signals 


All SCSIbus signals are available on the EAGLE I/O Connector which is routed to the 
VMEbus P2 Connector. There are a total of 18 signals. Nine are used for control, and 
nine are used for data (data signals include the parity signal option). 

These signals are described as follows: 


ACK 

(ACKNOWLEDGE) 

A signal driven by an initiator to indicate an 
acknowledgement for a REQ/ACK data 
transfer handshake. 

ATN 

(ATTENTION) 

A signal driven by an initiator to indicate the 
ATTENTION condition. 

BSY 

(BUSY) 

An "OR-tied M signal that indicates that the bus 
is being used. 

C/D 

(CONTROL/DATA) 

A signal driven by a target that indicates 
whether CONTROL or DATA information is 
on the data bus. True indicates CONTROL. 

DB(7-0,P) 

(DATA BUS) 

Eight data bit signals, plus a parity bit signal 
which together form a data bus. DB(7) is the 
most significant bit, and has the highest priority 
during the ARBITRATION phase. Bit 
number, significance, and priority decrease 
downward to DB(0). A data bit is defined as 
one when the signal value is true, and is defined 
as zero when the signal value is false. 

I/O 

(INPUT/OUTPUT) 

A signal driven by a target that controls the 
direction of data movement on the data bus 


with respect to an initiator. True indicates 
input to the initiator. This signal is also used 
to distinguish between SELECTION and 
RESELECTION phases. 
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MSG 

(MESSAGE) 

A signal driven by a target during the 
MESSAGE phase. 

REQ 

(REQUEST) 

A signal driven by a target to indicate a request 
for a REQ/ACK data transfer handshake. 

RST 

(RESET) 

An H OR-tied" signal that indicates the RESET 
condition. 

SEL 

(SELECT) 

A signal used by an initiator to select a target 
or by a target to reselect an initiator. 


Data parity DB(P) is odd. The use of parity is a system option (i.e.,a system configured 
so that all SCSI devices on a bus generate parity and have parity detection enabled, or all 
SCSI devices have parity detection disabled or not implemented). Parity is not valid during 
the ARBITRATION phase. 


2. 3.2 .3 SCSIbus Signal Termination 

Each SCSIbus signal is terminated at the physical start and the physical end of the SCSIbuz, 
Therefore, the termination resistors must be removable, in order to join one .SCSI device 
to two others. 

Figure 2-5 on the following page shows the location of the termination resistors on the 
EAGLE-0 1C. These termination resistors are plugged into sockets and can be removed 
if necessary. If the termination resistors are removed, Jumper B4 and B5 must not be 
installed. The location diagram of Jumpers B4 and B5 is shown in Figure 2-6. 
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2. 3.2 .4 SCSIbus Termination Resistor Power (TERMPWR) 


Any SCSI device must be able to provide the power supply for the SCSI termination resistors 
of the SCSIbus to fulfill the SCSI Specification. On the EAGLE-01C the source of the 
power supply for termination resistors (either the EAGLE-0 1C or another SCSI device) 
can be selected via the jumpers B4 and B5. The jumper setting and the location diagram 
of jumper B4 and B5 is shown in Table 2-16 and Figure 2-6. 

Table 2-16: Jumper Setting for SCSIbus Termination Resistor Power 


Termination Resistors of: 

Supplied by: 

Jumper B4 

Jumper B5 

Default Setting 

Only EAGLE-0 1C 

EAGLE-0 1C 

1-2 

— 

* 

EAGLE-0 1C and other 
SCSIbus device 

Other SCSIbus 
device 

— 

1-2 


EAGLE-0 1C and other 
SCSIbus device 

EAGLE-0 1C 

1-2 

1-2 



2.3.2.5 The SCSIbus Signals on VMEbus P2 Connector 


The SCSIbus signals are available on the EAGLE I/O Connector which is routed to the 
VMEbus P2 Connector. The pin assignment for SCSI devices is shown in Table 2-17. The 
SCSI devices can be connected to the VMEbus P2 Connector via the backpanel 
SYS68K/IOBP-1 (See Chapter 2.6 The SYS68K/IOBP-1). 
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Table 2-17: Pin Assignment for SCSIbus Signals on VMEbus P2 

Connector 
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2.4 The LAN Interface 


The LAN Interface on the EAGLE-01C is built with the Local Area Network Controller 
for Ethernet (LANCE) AM7990, the Serial Interface Adapter (SIA) AM7992B and a 64 
Kbyte Buffer Memory. Interrupts of the AM7990 are fully supported. The LAN Interface 
is Ethernet and IEEE 802.3 Rev. 0 compatible. The I/O signals of the LAN Interface 
are provided on the DSUB Connector on the front panel. 

Features of the LAN Interface 


Compatibility to IEEE 802.3/Ethemet 
Data rate of 10 MBit per second 
DMA capability 
Interrupt generation 
64 Kbyte SRAM Buffer Memory 


The memory buffer is a shared memory allowing access from both the AM7990 and the 
local CPU. The 64 Kbyte Buffer Memory stores the incoming and outgoing data packets. 
An incoming data packet is transferred to the Buffer Memory by the LAN Controller. 
The presence of data in the Buffer Memory is indicated to the CPU by an interrupt. The 
CPU can then read the data packet from the Buffer Memory. An outgoing data packet is 
transferred to the Buffer Memory by the CPU. The LAN Controller then transfers the 
data packet to the network and indicates the completion of the transfer by an interrupt to 
the CPU. 

The advantage of this architecture is that the CPU and the Ethernet Controller can operate 
in parallel which guarantees the full realtime capability in a LAN environment and the 
maximum performance of the system. 
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2.4.1 LAN Controller for Ethernet (LANCE) AM7990 


The LANCE is a 68-pin VLSI device which provides many functions for the connection 
of a microprocessor to the Ethernet. 


Features of the LAN Controller 


Compatible with Ethernet and IEEE 802.3 Rev. 0 
On-chip DMA and buffer management 
48 byte FIFO 

24 bit wide linear addressing 
Network and packed error reporting 

Back-to-back packet with as little as 4.1 ^s interpaeked gap time 
Diagnostic routines 


In the transmitting mode the LANCE transfers data from the Buffer Memory to an internal 
FIFO called SILO. The serial output of the SILO is connected with the AM7992 SIA, 
where the data is sent to the Ethernet cable. In the receiving mode the SIA transfers the 
received data from the Ethernet cable to the serial SILO input and the LANCE transfers 
the data to the Buffer Memory. 

After reset the Control Status Registers CSRO and CSR3 are cleared, the LANCE is 
stopped and can be initialized. During initialization the CPU must be bus master of the 
LAN bus. To start the LANCE operation the STRT bit in the CSRO must be set. For 
detailed information please refer to the AM7990 LANCE Data sheets in Chapters COPIES 
OF DATA SHEETS. 
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2.4. 1.1 Address Map of the LANCE Registers 


The LANCE contains one Register Address Pointer (RAP) and four status control 
registers (CSRO, CSR1, CSR2, CSR3). To read or write to CSR1, CSR2, and CSR3 the 
LANCE must be stopped by setting the stop bit in CSRO. Therefore, CSRO and RAP can 
be accessed at anytime the LANCE is in the slave mode. To read or write to a CSR the 
number of the CSR must be written to the RAP first. The address map is shown in the 
table on the page to follow. 

Table 2-18: LANCE Register Layout 


I/O Address: 


$FEF8 0000 



Default Offset: 


$0000 0000 



Address 

Offset 

Reset 

Label 

Description 

HEX 

HEX 

Value 


FEF80002 

02 

0000 

RAP 

Register Address Pointer 

FEF80000 

00 

0004 

CSRO 

Control and Status Register 0 

FEF80000 

00 

N/A 

CSR1 

Control and Status Register 1 

FEF80000 

00 

N/A 

CSR2 

Control and Status Register 2 

FEF80000 

00 

N/A 

CSR3 

Control and Status Register 3 

N/A = NOT APPLICABLE OR NOT EFFECTED 
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2.4.1.2 The LANCE Interrupt 


The interrupt of the LANCE is programmable in the FGA-002 Gate Array. It is connected 
to the Interrupt Request Channel #6 of the FGA-002 Gate Array. For detailed information 
please refer to the FGA-002 User’s Manual. 


2.4.1. 3 Summary of the LANuii 

Device 

Access Address 
Access Mode 
Interrupt Request Level 


AM7990 
$FEF80000 
Word Only 
Programmable 


FGA-002 Interrupt Request Channel 


Local IRQ #6 
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2.4.2 The Am7992B Serial Interface Adapter (SIA) 


The Am7992B Serial Interface Adapter (SIA) is a Manchester Encoder/Decoder 
compatible with IEEE-802.3, Cheapemet, and Ethernet specifications. 


Features of the Am 7992B SIA 


Compatible with Ethemet/Cheapemet/IEEE-802.3 specifications 
Crystal controlled Manchester Encoder 

Manchester Decoder acquired clock and data within four bit times with an 
accuracy of +/- 3 ns 

Guaranteed carrier and collision detection squelch threshold limits 

Carrier/collision detected for inputs greater than -275 mV 
No carrier/collision for inputs less than -175 mV 

Input signal conditioning reject transient noise 

Transients < 10 ns for collision detector inputs 
Transients <20 ns for carrier detector inputs 

Receiver decodes Manchester data with worst case +/-19 ns of clock jitter (at 10 
MHz) 

TTL compatible host interface 

Transmit accuracy +/-0.01 % (without adjustments) 
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2.4.2.1 The Am7992B Transmitter 


The transmitter encodes data coming from the LANCE into a Manchester n Code (see 
below). The output signal is sent to a buffer on the CPU board. An oscillator provides 
the 20 MHz clock signal for the LANCE. For further details please refer to the Am7992B 
Data Sheet, found in Chapter 5 , COPIES OF DATA SHEETS. 

Figure 2-7: Manchester II Code Transmitter Encoding 
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2. 4.2 .2 The Am7992B Receiver 


The receiver signals the LANCE that there is a message to receive. It decodes the 
Manchester encoded data stream and sends the data to the LANCE (see next figure). For 
further information please refer to the Am7992B Data Sheets in Chapter 5, COPIES OF 
DATA SHEETS. 


Figure 2-8: Decoding with the Manchester Decoder 
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2.4.3 Ethernet Signals 

The I/O signals of the LAN Interface are provided on the 15-pin female DSUB Connector 
on the front panel. On the DSUB Connector the following Ethernet signals are available: 

Transmit + / Transmit- (differential line output) 

This line pair is intended to operate into terminated transmission lines. 


Receive + / Receive- (differential line input) 

This pair of internally biased line receivers consists of a carrier detect receiver and a data 
recovery receiver. 

Collision + / Collision- (differential line input) 

This pair of internally biased line receivers have offset threshold and noise filtering. 

In addition + 12 Volts/GND is available on the DSUB Connector. The + 12 Volts are 
protected by the 500 mAmps fuse SI1 to fulfill the IEEE Specification for LANs. The fuse 
can be short-circuited by inserting jumper B2. 

Table 2-19: Jumper Setting for Ethernet Power Supply 


Description 

Jumper B2 

Default Setting 

12 Volts on DSUB with fuse protection 

— 

* 

12 Volts on DSUB without fuse protection 

1-2 
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2.4.3.1 Ethernet on the 15-Pin Female DSUB Connector 


The Ethernet signals are available on the 15-pin female DSUB Connector on the front 
panel. The pinout of the DSUB Connector is shown in Figure 2- 10 and the pin assignment 
is shown in the next table. 


Table 2-20: Pin Assignment of the 15 Pin Female DSUB Connector 


Pin Number 

Signal Mnemonic 

1 

GND 

2 

Collision + 

3 

Transmit + 

4 

GND 

5 

Receive + 

6 

GND 

7 

N.C. 

8 

GND 

9 

Collision- 

10 

Transmit- 

11 

GND 

12 

Receive- 

13 

+ 12V 

14 

GND 

15 

N.C. 
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Figure 2-10: Pinout of the 15 Pin Female DSUB Connector 



9 

10 
1 1 
12 

13 

14 

15 


2.4.4 LAN Buffer Memory 


The LAN Buffer Memory is accessible via address $FEF00000 to $FEF0FFFF and the 
port width is 16 bits (word). The LAN Buffer Memory consists of two 32 K * 8 bit SRAMs. 
These devices can be accessed by the CPU and the LANCE as long as the CPU or LANCE 
has bus mastership. With this dedicated memory, it is not necessary to stop the CPU while 
the LANCE is bus master. This assures that the realtime capability of the CPU board is 
guaranteed. 
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2.4.4.1 Summary of the LAN RAM 

Devices 

Access Address 
Capacity 
Port Width 


2 * 32K * 8 SRAM 
$FEF00000 to $FEF0FFFF 
64 Kbytes 
Word 
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2.5 The EAGLE FLASH EPROM 


The EAGLE-0 1C holds 256 Kbytes FLASH EPROM. Two 128 Kbyte FLASH EPROM 
devices are installed on the EAGLE-01 C. The address range for the FLASH EPROMs 
reaches from $FD800000 to $FD83FFFF. Two 128 Kbyte devices are installed by default. 
For programming the FLASH EPROMs a special programming algorithm is needed. For 
detailed information about programming the FLASH EPROMs see Chapter 5, COPIES 
OF DATA SHEETS. The FLASH EPROMs are write protected by switch 10 of the dip 
switch array SW1. When the FLASH EPROMs must be programmed the switch 10 of the 
dip switch array SW1 has to be closed. The location diagram of the dip switch array SW1 
is shown in Figure 2-1. 


Table 2-21: Dip Switch Setting for FLASH EPROMs 


Write protection of FLASH EPROMs 

Switch 10 

Default Setting 

yes 

off 

* 

no 

on 



2.5.1 Summary of the EAGLE FLASH EPROM 

Devices 2 * 128 K * 8 

Access Address $FD800000 to $FD83FFFF 

Capacity 256 Kbytes 


Port Width 


Byte 
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2.6 The SYS68K/IOBP-1 


There is a back panel SYS68K/IOBP-1 available from FORCE COMPUTERS. This board 
can be plugged into the VMEbus P2 Connector of a VMEbus board which carries the 
EAGLE-01C. The backpanel contains the connectors (P1)...(P4). The connector (PI) is 
plugged on the backside of the VMEbus P2 Connector. Note that the pins of connector 
(PI) are numbered in the other direction than the pins of VMEbus P2 Connector. The 
backpanel also contains the 50-pin male SCSIbus Connector (P2), the 34-pin male Floppy 
Drive Connector (P3), and the 64-pin male connector (P4). The connector (P4) contains 
all signals of row A and row C of the VMEbus P2 Connector. The pinout of the connectors 
(P1)...(P4) are shown in the following tables. 
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Table 2-22: SYS68K/IOBP-1 PI Pin Assignment 
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Table 2-23: SYS68K/IOBP-1 P2 Pin Assignment 
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Table 2-24: SYS68K/IOBP-1 P3 Pin Assignment 


Pin No. 

Signal Mnemonic 

Connected to 
VMEbus P2 Pin 

Pin No. 

Signal Mnemonic 


RWC/RPM 

C01 

1 

GND 


HEADLOAD/EJECT 

C02 

3 

GND 


DRIVE SELECT 2 

C03 

5 

GND 

8 

INDEX 

C04 

7 

GND 

10 

DRIVE SELECT 1 

C05 

9 

GND 

12 

DRIVE SELECT 2 

C06 

11 

GND 

14 

DRIVE SELECT 1 

C07 

13 

GND 

16 

MOTOR ON/HEADLOAD 

C08 

15 

GND 

18 

DIRECTION IN 

C09 

17 

GND 

20 

STEP 

CIO 

19 

GND 

22 

WRITE DATA 

Cll 

21 

GND 

24 

WRITE GATE 

C12 

23 

GND 

26 

TRACK 000 

C13 

25 

GND 

28 

WRITE PROTECT 

C14 

27 

GND 

30 

READ DATA 

C15 

29 

GND 

32 

HEAD SELECT 

C16 

31 

GND 

34 

DISK CHANGE 

C17 

33 

GND 
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Table 2-25: SYS68K/IOBP-1 P4 Pin Assignment 
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3. CIRCUIT SCHEMATICS 
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4. COMPONENT PART LISTS 


FOR INTERNAL USE ONLY 
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5. COPIES OF DATA SHEETS 
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COPIES OF DATA SHEETS 

Floppy Disk Controller WD37C65 
SCSI Controller MB87031 
LAN Controller AM7990 
Serial Interface Adapter AM7992B 
FLASH EPROM 28F010 
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STANDARD MICROSYSTEMS 
CORPORATlONj ^^^gj 


35 Marcus Btvd naoppauge NY 11788 
■5161273-3100 fax 1516) 231 6004 


COMPONENT 
PRODUCTS DIVISION 


Floppy Disk 


FEATURES 


FDC37C65C 

PRELIMINARY INFORMATION 

Subsystem Controller 

PIN CONFIGURATION 


□ Supports 1 Mbit/sec Data Rate 

□ Integrates Formatter/Controller, Data Separation. 
Write Precompensation. Data Rate Selection, Clock 
Generation, and Drive Interface Drivers and Receiv- 
ers into one Chip 

□ IBM PC/AT Compatible Format (Single and Double 
Density) 

□ Provides Required Signal Qualification to DMA 
Channel (in PC/AT Mode) 

□ BIOS Compatible; Dual Speed Spindle Drive Sup- 
port 

O Enhanced Host Interface: 

- Supports 12 MHz, 286 yP With 0 Wait States 

- Capable of Driving 20 LS TTL Loads 

- Schmitt Trigger Inputs (Except Data Bus and 
XTAL) 

□ Compatible With PD8080/85, PD8086, and PD780 
(Z-80®) Microprocessors 

□ Internal Address Mark Detection Circuitry 

□ Internal Power Up Reset Circuitry 

□ Provides Direct Interface to Floppy Disk Drives 

□ Provides the Disk Change and Disk Change Enable 
Inputs. Allowing Direct Connection of DCHG to the 
FDC37C65C 

□ 48 mA Sink Drivers and Schmitt Trigger Line Re- 
ceivers 

□ 125, 250, 300, 500, & 1 Mbit/sec Data Rates 

□ Multisector and Multitrack Transfer Capability 

□ User Programmable Track Stepping Rate and Head 
Load/Unload Time 

□ Controls up to Four Floppy or Micro-Floppy Drives 

□ Data Transfer in DMA or Non-DMA Mode 

O Parallel Seek Operations on up to Four Drives 



□ Integrates improved Standard Microsystems 
FDC92C39 Digital Data Separator Algorithm 

□ Automatic Write Precompensation. Selectable Be- 
tween 125 or 187 nsec, with disable option 

□ Power-Down Mode For Reduced Power Consumption 

□ On-Chip Clock Generation 

□ Pin-to-Pin Compatible with Industry Standard 
WD37C65C 

□ Available in Either 40-Pin DIP or 44-Pin PLCC 

□ XTAL Oscillator Circuits (PLCC)/TTL Clock Inputs 
(DIP) Allow for Use Of Non-Standard As Well As 
Standard Data Rates 

□ Low Power CMOS. +5 V Supply 


GENERAL DESCRIPTION 


The FDC37C65C is a CMOS device which interfaces a 
host microprocessor to the floppy disk drive. It inte- 
grates the functions of the Formatter/Controller, Data 
Separator. Write Precompensation. Data Rate Selection, 
Clock Generation. High Current Drivers, and TTL 
compatible Schmitt Trigger Receivers. The FDC37C65C 
consists of a microprocessor interface, a microsequenc- 
er. and a disk drive interface. 

The microprocessor interface of the FDC37C65C 
supports a 12 MHz, 286 microprocessor bus without the 
use of wait states. For PC and PC//AT applications, the 
device provides qualification of interrupt and DMA 
requests. 

The disk drive interface of the FDC37C65C directly - 
connects to up to four drives. All drive-related outputs 
can sink 48 mA; all host related outputs can sink 12 mA. 


All host and drive related inputs except for the data bus 
and crystal have internal Schmitt triggers. 

The FDC37C65C uses two clock inputs which provide the 
necessary signals for internal timing. A 16 MHz oscillator 
handles the data rates of 500, 250, and 125 Kbits/sec a 
9.6 MHz oscillator handles the 300 Kbits/sec data rate 
used in PC/AT designs. A 32 MHz oscillator is used for 
the 1 Mbit/sec data rate. Internal crystal oscillator circuits 
may be used with the 44-pin PLCC package. The 40-pm 
DIP requires TTL clock inputs. 

The FDC37C65C may be used in applications using two 
speed disk drives, such as AT compatible systems 

* IBM and PC/AT are registered trademarks of International Bus«*ess 
Machines Corporation. Z-80 is a registered trademark of Z-*og 
Incorporated. 
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DESCRIPTION OF PIN FUNCTIONS 


PLCC 
PIN NO. 

DIP PIN 
NO. 

NAME 

SYMBOL 

DESCRIPTION 

HOST PROCESSOR INTERFACE 

7-14 

7-14 

Data 0-7 

D0-D7 

Input/Output. The data bus connection used by the host 
microprocessor to transmit data to and from the FDC37C65C. 
These pins are in a high-impedance state when not in use. 

1 

1 

Read 

ms 

Input. This active low signal is issued by the host microproces- 
sor to indicate a read operation. A low pulse on this input 
when the FDC37C65C is selected enables data from the Buffer 
or Status Register onto the data bus for reading by the host. 

2 

2 

Write 

m 

Input. This active low signal is issued by the host microproces- 
sor to indicate a write operation. A low pulse on this input 
when the FDC37C65C is selected enables data from the data 
bus to be written into the FDC37C65C. 

3 

3 



Input. This active low signal issued by the host microprocessor 
allows data transfers to occur. 

4 

4 

Address 0 

AO 

Input. This host processor signal determines whether data or 
status information will appear on the Data Bus. 

15 

15 

Direct 

Memory 

Access 

Request 

DMA 

Output. This active high signal is a DMA request for byte 
transfers of data. This signal is cleared when the host re- 
sponds with the DACK signal going low. This signal is normally 
driven in the Base Mode. When the FDC37C65C is in the 
Special or PC/AT mode, this pin is three-stated and is enabled 
by the DMAEN signal from the Digital Output Register. 

5 

5 

£>MA Ac- 
knowledge 

daCk 

Input. A low level on this pin indicates a response by the host 
to a DMA request. It is used by the DMA controller to transfer 
data to or from the FDC37C65C. Logical equivalent to and 

AO = logic ”1”. In Special or PC/AT mode, this signal is quali- 
fied by DMAEN from the Digital Output Register. 

6 

6 

Terminal 

Count 

TC 

Input. This active high signal indicates to the FDC37C65C that 
data transfer is complete. In Base Mode. TC will be qualified 
by DACK only in DMA operations. In non-DMA (Programmed 
I/O) operations, and the EU and WE signals are used as a 

gating function. In Special or PC/AT mode, TC will always be 
qualified by DACK (whether in DMA or non-DMA operations), 
but will only be qualified by DACK if DMAEN from the Digital 
Output Register is a logic "1". In PC/AT mode, non-DMA 
operations will occur successfully but will cause an abnormal 
termination error at the completion of a command. 

16 

16 

Interrupt 

IRQ 

Output. This interrupt indicates the completion of command 
execution or data transfer requests (in non-DMA operations). 
This signal is normally driven in the Base mode. When the 
FDC37C65C is in the Special or PC/AT mode, this pin is three- 
stated and is enabled by the DMAEN signal from the Digital 
Output Register. 

18 

17 

Load Digi- 
tal Output 
Register 

Ld6r 

Input. Active low Digital Output Register load enable. When 
LDOR and WR are low. the Data Bus is latched into the Digital 
Output Register. 

19 

18 

Load Data 
Rate Se- 
lection 
Register 

ldce 

Input. This active low signal allows access to the Data Rate 
Selection Register. When LDCR and Wft are low, the two 
LSB's of the Data Bus are latched into this register. When 
LDCR, RD, and DCHGEN are low, the DCHG input status is 
carried on bit D7 of the Data Bus, while bits D0-D6 remain in 
the high impedance state. 
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DESCRIPTION OF PIN FUNCTIONS 


PLCC 
PIN NO. 

DIP PIN 
NO. 

NAME 

SYMBOL 

DESCRIPTION 

20 

19 

Reset 

RST 

Input. This active high signal resets the FDC37C65C. When 
RST occurs, the FDC37C65C defaults to Base Mode and the 
data rate is defaulted to 250K MFM (or 125K FM, code depen- 
dent). When RST is active, the high current driver outputs to 
the disk drive are disabled. 

DRIVE INTERFACE 

21 

20 

Irrrriiin*! 


Input. Raw serial bit stream from the disk drive. Each falling 
edge represents a flux transition of the encoded data. 



26 | Write” 



27 i Writs 



33 

30 

35 

. ; 

32 

36 

33 



Output. This active low high current driver allows current to 
flow through the write head. It becomes active just prior to 
writing to the diskette. 


i f Output. This active »©w high current driver provides the en- 
coded data to the disk drive. Each falling edge causes a flux 
transition on the media. 


Output. This high current output selects the floppy disk side for 
reading or writing. A logic "1" on this pin means side 0 will be 
accessed, while a logic "0 M means side 1 will be accessed. 


Output. This high current output determines the direction of the 
head movement. A logic “1“ on this pin means outward motion, 
while a logic M 0" means inward motion. 


Output. This active low high current driver issues a low pulse 
for each track-to-track movement of the head. 


Input. This active low input senses from the disk drive that the 
drive door is open or that the diskette has possibly been 
changed since the fast drive selection. 


input. This active low input enables the DCHG input status 
onto D7 during- a read of the Data Rate Selection Register. 
This signal is connected to an internal pull-up resistor. 


Output. This is an active low output. When the FDC37C65C is 
in the PC/AT/EISA Mode, a logic "0" on DSEL and a logic "1" 
on MOEN1 from the Digital Output Register will cause bSI to 
enable the Drive 1 interface. Wh en th e FDC37C65C is in the 
Base Mode or the Special Mode, DS1 is number 1 of the four 
decoded Unit Selects, as specified in the device command, and 
the Digital Output Register has no effect. 


Output. This is an active low output. When the FDC37C65C is 
in the PC/AT Mode, a logic "0" on DSEL and a logic "I" on 
MOEN2 from the Digital Output Register will cause D$2 to 
enable the Drive 2 interface. When the FDC37C65C is in the 
Base Mode or the Special Mode, this output is number 2 of the 
four decoded Unit Selects, so specified in the device command, 
and the Digital Output register has no effect. 


Output. This is an active low output. When the FDC37C65C is 
in the PC/AT Mode, a logic "I” on MOEN1 from the Digital 
Output Register will cause this output to go low, thereby acting 
as the Motor-On Enable for Drive 1. When the FDC37C65C is 
in the Base Mode or the Special Mode, this output is number 3 
of the four decoded Unit Selects, as specified in the device 
command, thereby acting as drive select 3, and the Digital 
Output Register has no effect. 





















































DESCRIPTION OF PIN FUNCTIONS 


PLCC 
PIN NO. 

DIP PIN 
NO. 

NAME 

SYMBOL 

DESCRIPTION 

37 

34 

Motor 
5rTS7 
Drive 
Select 4 

W62 7054 

Output. This is an active low output. When the FDC37C65C is 
in the PC/AT Mode, a logic “1“ on MOEN2 from the Digital 
Output Register will cause this output to go low. thereby acting 
as the Motor-On Enable for Drive 2. When the FDC37C65C is 
in the Base Mode or the Special Mode, this output is number 4 
of the four decoded Unit Selects, as specified in the device 
command, thereby acting as drive select 4, and the Digital 
Output Register has no effect. 

38 

35 

Head 

hDl 

Output. This active low high current driving signal causes the 
head to be loaded against the media in the selected drive. 

Loaded 

39 

36 

Reduced 

Write 

Current/ 

Revolut- 

ions Per 

Minute 

■ 

Output. This active low signal occurs when tracks greater than 
28 are being accessed, and the inner track location has caused 
increased bit density. This signal, valid in the Base Mode and 
the Special Mode, indicates that write precompensation is 
necessary. In the PC/AT mode, this signal may be used to 
select a 300 RPM spindle rate on two speed drives when 250 
Kbps MFM is selected. 

41 

37 


WP 

Input. This active low Schmitt Trigger input senses from the 
disk drive that a disk is write protected. 

42 

38 


TKOS 

Input. This active low Schmitt Trigger input senses from the 1 
disk drive that the head is positioned over the outermost track. 

43 

39 

Index 

m 

Input. This active low Schmitt Trigger input senses from the 
disk drive that the head is positioned over the beginning of a 
track, as marked by an index hole. 1 

27 

24 

Precomp- 

ensation 

Value 

PCVAL 

Input. The level on this pin determines the amount of write j 
precompensation to be used on the inner tracks of the diskette. 
Logic “1" programs the value of 125 ns; Logic “0“ programs , 
187 ns. When precompensation is disabled, this pin has no 
effect. This input has an internal pull up resistor. 

24 

22 

■ 

DRV 

Input. This input is used to indicate the drive type being used. 

A logic M 0 M on this input indicates a two speed spindle motor, in 
which case the second clock input should be grounded. This ’ 
signal is connected to an internal pull-up resistor. [ 

MISCELLANEOUS | 

N/A 

23 

CLOCK 1 

CLK1 

16 or 32 MHz TTL level clock input for all standard data rates. i 
The frequency should be accurate to within 0.1% and may have 
a 40% or 60% duty cycle. 

N/A 

21 

CLOCK 2 

CLK2 

TTL level clock input for non-standard data rates. The fre- i 
quency is selected from the Data Rate Selection Register in ! 
Table 1. 

25.26 

N/A 

■ 

mu. 

XTAL1 

An external 16 MHz or 32 MHz series resonant crystal should 
be connected to these pins for all standard data rates. If an 
external 16 MHz or 32 MHz TTL clock is used instead, it should 
be connected to XTAL1 and XTAL1 should be left floating. 

22.23 

N/A 

M 

XTAI2, 

XTAL2 

An external series resonant crystal should be connected to 
these pins for all non-standard data rates. If an external TTL 
clock is used instead, it should be connected to XTAL2 and 
XTAL2 should be left floating. 

44 

40 

Power 

Vcc 

+ 5 Volt supply pin. 

34 

31 

Ground 

GND 

Ground pin. 
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ADDRESS i 
DECODING ! 
CIRCUITRY T 



RD 

WR 

AO 

DMA 

DACK 

TC 

IRQ 

RST 


CS 

LDOR 

LDCR 



PCVAL 


XTAL1 


XTAL 1 * 


XTAL2* 


XTAL 2* 




TROO 


DCHGEN 



• These signals exist only for PLCC pockage. 
M 32 MHz for 1 Mbit. 


FIGURE 1 - TYPICAL SYSTEM BLOCK DIAGRAM 
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SYSTEM DESCRIPTION 


The system block diagram in Figure 1 illustrates a 
complete implementation of the FDC37C65C used in a 
floppy disk drive system. The FDC37C65C provides 
simple interfacing to both the microprocessor and the 
drive. 

MICROPROCESSOR INTERFACE 

The left half of Figure 1 illustrates a typical FDC37C65C 
interface to the microprocessor. It consists of an 8-bit 
data bus and a control bus. All signals are directly 
connected to the host, eliminating the need for external 
circuitry. All inputs to the FDC37C65C (except for the 
data bus) are Schmitt triggers and the outputs to the 
host are able to sink 12 mA, The FQC37C65C contain* 
the following internal registers for Interfacing to the host 
microprocessor: Data Rate Selection Register, Main 
Status Register, Data Register, and Digital Output 
Register. The Data Rate Selection Register selects the 
data rate for internal clock generation and synchroniza- 
tion of disk data transfers. The Main Status Register 
contains information related to the status of the drives 
and provides handshaking functions for the microproces- 


sor. The Data Register is used in data transfers with the 
drive during Read and Write operations, and holds the 
command blocks issued by the microprocessor and the 
results after the command is executed. The Digital 
Output Register provides the Motor On and Drive Select 
signals and the DMA Enable qualifier for the DMA and 
IRQ outputs. 

DRIVE INTERFACE 

The right half of Figure 1 illustrates a typical 
FDC37C65C interface to up to four drives. All signals 
are directly connected to the drives, eliminating the 
need for external circuitry. AH inputs to the FDC37C65C 
are Schmitt triggers and ths outputs are open-drain. 48 
mA drivers. The FDC37C65C contains the Standard 
Microsystems FDC92C39 algorithm, which provides Data 
Separation as well as Automatic Write Precom pensation. 
The FDC37C65C also provides the DCHG and DCHGEN 
signals , which provide the option of connec :ng the 
DCHG signal directly to the FDC37C65C so that the 
DCHG status may be supplied to the host microproces- 
sor via D7 of the data bus. 


FUNCTIONAL DESCRIPTION 


Refer to Figure 2 for Internal Block Diagram of the 
FDC37C65C. 

HOST INTERFACE LOGIC 

The internal registers are used chiefly In writing com- 
mands to, and rsading status from, the. FDC37CS5C. in 
the interfacing of the internal registers to ths host, the 

user must keep in mind a few considerations. During 
the Command Phase of a command, the Main Status 
Register must be read before each byte of the command 
word is written into the data register to ensure that bits 
D6 and D7 are logic "0" and “1 ", respectively. During 
the Result Phase of a command, the Main Status 
Register must be read before each result byte from the 
data register is read to ensure that bits D6 and D7 are 
both logic ”1 M . The user should ensure that 12 ps 
elapses before each access of the Main Status Register x 
by the CPU. To avoid waiting 12 ps before each access 
to the Main Status Register in a Command Phase, the 
user may save time by polling D6 and D7 of the Main 
Status Register for tne appropriate bit settings. When 
the correct bit settings appear, the FDC3TC65C is ready 
for commands. No access of the Main Status Register 
is necessary in the execution phase of a command. 
During the execution phase, each receipt of a data byte 
from the drive is indicated by an interrupt signal on the 
IRQ pin when the FDC37C65C is in the non-DMA mode. 
The generation of a Read or Write signal clears the 
interrupt and outputs the data onto the data bus. If the 
processor cannot respond to the interrupts quickly 
enough (every 13 ps for MFM and 27 ps for FM), then 
it may poll the Main Status Register and bit D7 functions 


as the interrupt signal. If a Write command is in process, 
then the Write signal performs the reset to the interrupt. 
The timing parameters mentioned above will double for 
mini floppy data rates. After an interrupt in the 
non-DMA Mods, tbs Main Status Register must be 
examined to determine the cause, since it could be a 
data interrupt or a command termination interrupt, either 
normal or abnormal, in the DMA Mode, no interrupt 
signals occur during the Execution Phase. Instead, a 
DMA Request is generated and the DMA controller 
responds with a DMA Acknowledge and either a Read or 
a Write, which clears the DMA Request. After the 
completion of the Execution Phase or the EOT sector 
has been read or written, an interrupt will occur, 
signifying the beginning of the Result Phase. The 
reading of the first byte of data from the Data Register 
clears the interrupt. 

In PC/AT use, since non-DMA host transfers are not 
normally used, the FDG37C65C will successfully com- 
plete commands but will always give abnormal termina- 
tion error status, since the TC signal is qualified by the 
DACK signal. 

The RE or WR signals should be asserted while DACK 
is true and the EE signal is gated with EE and WE 
during programmed I/O operations. CS has no effect 
during DMA operations. If the non-DMA Mode is being 
used, the DACK signal should be pulled up to V cc . 

During the Result Phase of a command, all bytes from 
the Data Register must be read in order to successfully 
complete the command, and the FDC37C65C will not 
accept a new command until all bytes have been read 



The bytes in the Command Phase and the Result Phase 
must be written and read in the exact order as seen in 
the Commands section of this document. No shortening 
of the phases is allowed. The last byte sent to the 
FDC37C65C in a Command Phase causes the Execution 
Phase to automatically begin and when the last data 
byte is read out in the Result Phase, the command is 
automatically ended, making the FDC37C65C ready for 
a new command. 


INTERNAL REGISTERS 

The FDC37C65C contains eight internal registers which 
facilitate the interfacing between the host microproces- 
sor and the disk drive. The eight registers consist of the 
Data Rate Selection Register, the Main Status Register. 
Status Registers 0-3, the Data Register, and the Digital 
Output Register. Table 1 shows the bit combinations 
required to access the registers. Combinations other 
than the ones shown below are illegal. 


Table 1 - Register Accesses 


DCHGEN 

cs 

A0 



RD 

WR 

FUNCTION 

ADDR 

LDCR 

LDOR 

X 

1 

n 

1 

0 

1 

0 

Write Digital Output Register 

3F2H 

X 

0 

0 

1 

1 

0 

1 

Read Main Status Register 

3F4H 

X 

0 

1 

1 

1 

0 

1 

Read Data Register 

3F5H 

X 

0 

1 

1 

1 

1 


Write Data Register 

3F5H 

0 

1 

B 

0 

1 

0 

1 

Read DCHG Register 

3F7H 

X 

1 

B 

0 

1 

1 

0 

Write Data Rate Selection Register 

3F7H 

X 

0 

B 

1 

1 

1 

0 

Illegal* 


X 

b 

B 

X 

X 

0 

0 

Illegal 



Status Registers 0-3 are available only in the result phase of a command and may be read only after the 
completion of the command. 

* £5 = WR = 0 is allowed when AO = 0. the RST pin is inactive, and bit 2 of the Digital Output Register = 1 
(Software Reset disabled). This places the FDC37C65C into the Power Down Mode. 


Data Rate Selection Register 

The Data Rate Selection Register provides support logic 
that latches the two LSB’s of the data bus upon 
receiving LDCR and W&. These bits are used to select 
the desired data rate which, in turn, controls the internal 
clock generation. When the data rate is switched, the 
clock is de-glitched to allow for continuous operation. If 


the Data Rate Selection Register is not being used, the 
data rate is determined by the supplied clock or crystal. 
The frequency must be 64 times the desired MFM data 
rate, up to a maximum frequency of 32 MHz. Therefore, 
the maximum data rate that can be used without the use 
of the Data Rate Selection Register is 250 kbits/sec or 
500k for 32 MHz. Refer to Table 2 for manipulation of 
the Data Rate Selection Register. 
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Table 2A - Data Rate Selection Register - 16 MHz 


DB1 

DB0 

DRV 

Encoding Scheme 

Data Rate 
(kbits/s) 

RPM 

(in PC/AT/ 
EISA Mode) 

0 

0 

mm 

MFM 

500 

1 

0 

0 

mm 

- FM 

250 

1 

0 

1 

0 

MFM 

250 

0 

0 

1 

1 

MFM 

300 

0 

1 

0 

mm 

MFM, RST Default 

250 

1 

1 

0 

X 

FM. RST Default 

125 

1 

1 

T 

_X| 

FM 

125 

0 


Table 2B - 

Data Rate Selection Register - 32 MHz 

DB1 

DB0 

DRV 

Encoding Scheme 

Data Rate 
(bits/s) 

RPM 

(in PC/AT/ 
EISA Mode) 

0 

0 

X 

MFM 

1 M 

1 

0 

0 

X 

FM 

500k 

1 

n 

1 

0 

MFM 

500k 

0 

0 

1 

1 

MFM (9.6 MHz XTAL) 

300k 

0 

* 

r\ 

y 

MFM, RST Default 


1 

f 

1 0 

!” X 

FM, RST Default 

250k 

j f 

I l 

1 

- 1 

FM 

250k 

2 


The FDC supports 150 kbps FM data transfer as shown in table 2C. This data rate is selected by driving CLK1 or 
XTAL1 with 9.6 MHz. 


Table 2C - Data Rate Selection Register - 150/300 kbps Option 


DB1 

DB0 

DRV 

Encoding Scheme 

Data Rate 
(kbits/s) 

RPM 

(in PC/AT/ 
EISA Mode) 

0 

0 

X 

MFM 

300 

1 

0 

0 

X 

FM 

150 

1 


The Write Precompensation may be disabled in the will reset bit 2 to a logic low, re-enabling Write Prec- 
PC/AT/EISA mode by writing a logic high to bit 2 of the ompensation. 

Control Register. Please note that a hardware reset 


Main Status Register 

The Main Status Register is an 8-bit register that 
contains the status information of the FDC37C65C, and 
may be accessed at any time. Only the Main Status 
Register may be accessed to facilitate the transfer of 


data between the microprocessor and the FDC37C65C. 
That is, Status Registers 0-3 may be read only after the 
completion of a command and provide no assistance in 
the transfer of data between the microprocessor and the 
FDC37C65C. Each time the Main Status Register is 
accessed, the microprocessor should wait 12 ps if 500 
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kbits/sec MFM is selected as the data rate, 6 ps if 1 selected. Refer to Table 3 for the contents of the Maim 

Mbit/sec is selected, and 24 ps if 250 kbits/sec MFM is Status Register. 


Table 3 - Main Status Register 


BIT NO. 

BIT NAME 

SYMBOL 

DESCRIPTION 

0 

FDD 0 Busy 

DOB 

A high level on this bit indicates that drive 0 is in the Seek Mode and: 
that the FDC37C65C will not accept READ or WRITE commands. * 

1 

FDD 1 Busy 

DIB 

A high level on this bit indicates that drive 1 is in the Seek Mode and: 
that the FDC37C65C will not accept READ or WRITE commands 

2 

FDD 2 Busy 

D2B 

A high level on this bit indicates that drive 2 is in the Seek Mode and 
that the FDC37C65C will not accept READ or WRITE commands. 

3 

FDD 3 Busy 

D3B 

A high level on this bit indicates that drive 3 is in the Seek Mode and 
that the FDC37C65C will not accept READ or WRITE commands. 

4 

FDC Busy 

CB 

A high level on this bit indicates that a READ or WRITE command is wm 
progress and that the FDC37C65C will not accept any other command. 

5 

Execution 

Mode 

EXM 

A high level on this bit indicates that the FDC37C65C is in the Execution: 
Phase in Non-DMA Mode. When this bit goes low, the Execution Phase 
has ended and the Results Phase has begun. This bit operates only iw 
the Non-DMA Mode. 

6 

Data 

DIO 

A high level on this bit indicates that the direction of data transfer is 
from the Data Register to the microprocessor. A low level on this tat: 
indicates that the direction of data transfer is from the microprocessor ta 
the Data Register. 

7 

Request 

ROM 

A high level on this bit indicates that the Data Register is ready to send 
or receive data to or from the microprocessor. Both the DIO and the 
RQM bits should be used to perform the "ready" and "direction" hand- 
shaking functions to the host. 


* Note: A write to the Main Status Register (££ = Wft * 0) when bit DBO - 1. bit DB2 of the Digital Output 
Register = 1 and AO = RST = 0, will place the FDC37C65 in the Power Down Mode. 


Status Registers 0-3 


Status Registers 0-3 are each 8 bit registers that contain 
status information on the FDC37C65C and are available 
only in the Result Phase and may be read only after 


completing a command. The command that has been 
executed determines which of the Status Registers 
be read. Refer to Tables 4-7 for the contents of States 
Registers 0-3. 
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Table 4 - Status Register 0 


BIT NO. 

BIT NAME 

SYMBOL 

DESCRIPTION 

0 

Unit Select 0 

USO 

This flag is used to indicate a Drive Unit Number at interrupt. 

1 

Unit Select 1 

US1 

This flag is used to indicate a Drive Unit Number at interrupt. 

2 

Head Select 

HS 

This flag is used to indicate the state of the head at interrupt. 

3 

Not Ready 

NR 

This bit will always be a logic ”0", since Drive Ready is always presumed 
to be true. 

4 

Equipment 

Check 

EC 

A high level on this bit indicates that the Track 0 signal has failed to 
occur after 77 step pulses (Recalibrate Command). 

5 

Seek End 

SE 

A high level on this bit indicates that the FDC37C65C has completed the 
seek command. 

6,7 

1 

Interrupt 

wuuo 

1C 

The four combinations of these bits indicate four different situations: 

7 g 

6 (l Normal Termination of command was completed and properly 

executed. 

0 ? Abnormal Termination (AT) of command. Execution of command 

was started but not successfully completed. 

1 0 Invalid Command (1C) issue. Command which was issued was 

never started. 

1 1 Abnormal Termination (AT) of command. During execution of 

command, the ready signal from drive changed state. 


Table 5 - Status Register 1 


BIT NO. 

BIT NAME 

SYMBOL 

DESCRIPTION 

0 

Missing Ad- 
dress Mark 

MA 

A high level on his bit indicates that the FDC37C65C cannot detect the 
Data Address Mark or the Deleted Data Address Mark. In this case, the 
MD bit of Status Register 2 is also set to a logic ”1". 

1 

Not Writable 

r 

NW 

A high level on this bit indicates that, during execution of the WRITE 
DATA. WRITE DELETED DATA, or FORMAT A TRACK Command, the 
FDC37C65C has detected a WP signal from the drive, indicating that the 
diskette Is write protected. 

r""“ 

2 

No Data 

ND 

A high level on this bit indicates one of three conditions. Either 1) 
during the execution of the READ DATA, or FORMAT A TRACK Comm- 
and, the FDC37C65C cannot find the sector specified in the Internal Data 
Register, or 2) during the execution of the READ ID Command, the 
FDC37C65C cannot read the ID field without an error, or 3) during the 
execution of the READ A CYLINDER Command, the starting sector 
cannot be found. 

3 

(not used) 


This bit is not used and is always at a logic "O'*. 

4 

Overrun) 

OR 

A high level on this bit indicates that the FDC37C65C has not been 
serviced by the microprocessor during data transfers within a certain 
time interval. 

5 

Data Error 

DE 

A high level on this bit indicates that the FDC37C65C has detected a 
Cyelic Redundancy Check Error in either the ID field or the data field. 

6 

(not used) 


This bit is not used and is always at a logic "0". 

7 

End of Cylin- 
der 

EN 

A high fevel on this bit indicates that the FDC37C65C has tried to 
access a sector beyond the final sector of a cylinder. 
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Table 6 - Status Register 2 


BIT NO. 

I51HBTO9B| 

SYMBOL 

DESCRIPTION 

0 

Missing Ad- 
dress Mark 
in Data Field 

MD 

A high level on this bit indicates that the FDC37C65C, upon reading data 
from the drive, cannot find a Data Address Mark, or Deleted Data 
Address Mark. 

1 

Bad Cylinder 

BC 

A high level on this bit indicates that the contents of tne cylinder on the 
medium is different from that stored in the Internal Data Register and the 
contents of the cylinder is FFH. This bit is related to the ND (No Data) 
bit of Status Register 1. 

2 

Scan Not 
Satisfied 

SN 

A high level on this bit indicates that, during the execution of a SCAN 
Command, the FDC37C65C cannot find a sector on the cylinder which 
meets the specified condition. 

3 

Scan Equal 
Hit 

SH 

A high level on this bit indicates that, during the execution of a SCAN 
command, the condition of "equal" has been satisfied. 

4 

Wrong 

Cylinder 

WC 

A high level on this bit indicates that the contents of the cylinder on the 
medium is different from that stored in the Internal Data Register. This 
bit is related to the ND (No Data) bit of Status Register 1. 

5 

Data Error 

DE 

A high level on this bit indicates that the FDC37C65C has detected a 
Cyclic Redundancy Check Error in the data field. 

6 

Control Mark 

CM 

A high level on this bit indicates that, during the execution of the READ 
DATA or SCAN Command, the FDC37C65C has encountered a sector 
which contains a Deleted Data Address Mark. 

7 

(not used) 


This bit is not used and is always at a logic ”0”. 


Table 7 - Status Register 3 


BIT NO. 

BIT NAME 

SYMBOL 

DESCRIPTION 

0 

Unit Select 0 

USO 

This bit is used to indicate the status of the Unit Se ! ect 0 signal to the 
drive. 

1 

Unit Select 1 

US1 

This bit is used to indicate the status of the Unit Select 1 signal to the 
drive. 

2 

Head 

Address 

HD 

This bit is used to indicate the status of the Side Select signal to the 
drive. 

3 

Two Side 

TS 

This bit is used to indicate the status of the Two-Side signal to the drive. 

4 

Track 0 

TO 

This bit is used to indicate the status of the Track 0 signal to the drive. 

5 

Ready 

RY 

This bit is used to indicate the status of the Ready signal from the drive. 
This bit is always at a logic "1". 

6 

Write 

Protected 

WF 

This bit is used to indicate the status of the WRITE: PROTECTED signal 
from the drive. 

7 

Fault 

FT 

This bit is used to indicate the status of the Fault signal from the drive. 
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Dfgitai Output Register 

The Digital Output Register provides for selection of the 
disk drive and control of the disk drive spindle motors. 
These selections are typically implemented with the 
standard latched port found in floppy disk subsystems. 
The Digital Output Register provides su pport lo gic that 
latches the data bus upon receiving the LDQR and WR 
signals. Refer to Table 8 for the contents of the Digital 
Output Register. 


Table 8 - Digital Output Register 


BIT NO. 

BIT NAME 

SYMBOL 

DESCRIPTION 

0 

Drive Select 

• 



DSEL 

A low level on this bit, when MOEN 1 is a logic "I”, activates a D&1 

(Drive Select t_ output pin). A high level on this bit, when MOEN2 
is a logic *1“ activates DS2 (Drive Select 2 output pin). This bit 
only activates DSf or DS2 when the FDC37C85C rs in PC/AT/EISA 
Mode. 

1 

B Jjrl 


A low level on this bit enables DS1 and DS2 to become active. 

2 

iloiiiai 

3*5T 

A low level on this bit provides for soft reset of the FDC37C65C. 

3 

DMA Enable 

DMAEN 

This bit, active in Special Mode and PC/AT/EISA Mode, qualifies 
the DMA and IRQ outputs and the DACK input. 


Motor 1 On 
Enable 

MOEN1 

The MOI signal is the inverted output of this signal, which is active 
only in the PC/AT/EISA Mode. 

5 

Motor 2 On 
Enable 

MOEN2 

The M02 signal is the inverted output of this signal, which is active 
only in the PC/AT/EISA Mode. 

6 

(not used) 


This bit is not used. 

7 1 Mode Select 

i , 

MSEL 

’ 

— 

During a software reset, a low level on this bit selects PC/AT/EISA 
Mode while a high level selects Special Mode. 


Data Register 

The Data register is an 8-bit register which stores data, 
commands, parameters, and drive status information. 
Data is read from or written to the Data Register in order 
to program or obtain results of a command that has 
been issued. 


MODES OF OPERATION 


The FDC37C65C may operate under three different 
modes. They are the Base. Special, and PC/AT/EISA 
Modes. Table 9 illustrates the features of each mode of 
operation. The Data Rate Selection Register is used in 
any of the three modes without a change in its 
functionality. Figure 3 illustrates the block diagram of' 
all the possible entries within the three operation modes. 

Base Mode 

After a hardware reset. Base Mode may be entered by 
a microprocessor access tc the FDC37C85C. The 
recommended access is a read of the Main Status 
Register. When a hardware reset occurs, the 
FDC37C65C is held in a soft reset, with the DMA and 
IRQ outputs tri-stated. When the Base Mode is entered, 
the DMA and IRQ signals resume their normal driving 
conditions. The Drive Select (DS1 - D$4) outputs, 
which provide for a 1 out of 4 decoding of the Unit 
Select bits of the command structure, may be used in 
the Base Mode. Please note that the Digital Output 


Register may not be used during Base Mode. There is, 
consequently, no qualifying by DMAEN and no Soft 
Reset. The Reduced Write Current (RWC) output, which 
indicates the necessity of write precompensation, may 
be used in the Base Mode. 

PC/AT/EISA Mode 

When the FDC37C65C is being used in a PC/AT/EISA or 
compatible system environment, the user will have to be 
in the PC/AT Mode. 

In the PC/AT/EISA Mode, the Drive Select (D$1-C)S4) 
outputs are replaced with the DSEL, MOEN1 , and 
MOEN2 signals from the Digital Output Register. The 
DMAEN signal from the Digital Output Register may be 
use d as a qualifier for the DMA and IRQ outputs, and 
the s ignal may be used to d o a software driven 

reset. The deduced Write Current (RWC) output now 
performs the function of Revolutions Per Minute (RPM). 
Users with two speed drives may reduce spindle speed 
from a nominal 360 RPM to 300 RPM when this signal 
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is active low. Similarly, this signal may be used to 
reduce write current when a slower data rate is selected 
for a given drive. In order to enter the PC/AT/EISA 
Mode from the Base Mode, the u ser will perform a write 
to the Digital Output Register (an LD6R and a WR). The 
data written may be anything except an 80H, because a 
logic ”1” in Bit 7 of the Digital Output Register is used to 
select Special Mode. 

In order to enter the PC/AT Mode from the Special 
Mode, the user will write 00H to the Digital Output 
Register. That is, 

Bit 0: X (Don’t care) 

Bit 1: X (Don’t care) _ 

Bit 2: 0 (A low level on SKSI causes a soft 

reset) 

Bit 3: X (Don’t care) 

Bit 4: 0 (Disable Motor On Enable 1) 

Bit 5: 0 (Disable Motor On Enable 2) 

Bit 6: X (Don’t care) 

Bit 7: 0 (A low level on MSEL selects 

PC/AT/EISA Mode) 

To complete the entry into the PC/AT/EISA Mode from 
the Special Mode, the user will then read the Data Rate 
Selection Register address (an LDCR and an RD). 

Special Mode 

In the Special Mode, the Drive Select (DS1 - DS4) 


outputs, which provide for a 1 out of 4 decoding of the 
Unit Select bits of the command structure, may be used. 
The DMAEN signal from the Digital Output Register may 
be u sed as a qualifier for the DMA and IRQ outputs and 
the DACk input. The SRST b it may be used to do a 
softwa re driven reset. The Reduced Write Current 
(RWC) output, which indicates the necessity of write 
precompensation, may also be used in the Special 
Mode. 

The Special Mode may only be entered from the Base 
Mode. In order to enter the Special Mode, th e user will 
w rite 8 QH into the Digital Output Register (an LDoftand 
a WR) because a logic ”1" in Bit 7 of the Digital Output 
Register selects Soecial Mode. That is. 

Bit 0: X (Don’t care) 

Bit 1: X (Don’t care) 

Bit 2: 0 (A low level on SRST causes a soft 

reset) 

Bit 3: X (Don’t care) 

Bit 4: 0 (Disable Motor On Enable 1) 

Bit 5: 0 (Disable Motor On Enable 2) 

Bit 6: X (Don’t care) 

Bit 7: 0 (A high level on MSEL selects Spe- 

cial Mode) 

To complete the entry into the Special Mode, the user 
will then re ad the Data Rate Selection Register address 
(an LDCft and RD). 


Table 9 - Modes of Operation 


FEATURES 

BASE MODE 

PC/AT/EISA 

MODE 

SPECIAL 

MODE 

Functions of DSEL1-4 

DSEL1-4 

DSEL1-2. 

MOEN1-2 

DSEL1-4 

Software Reset 
supported 

No 

Yes 

Yes 

DMA pin supported by 
DMAEN bit 

No 

Yes 

Yes 

IRQ pin qualified by DMAEN 
bit 

No 

Yes 

Yes 

Functions of RPM/RWC 

RWC 

RPW 

r we 


Power Down Mode 

The FDC37C65C may be placed into the Po wer down 
Mode by writing to the Main Status Register (WR = 

= 0) when hardware and software resets are inactive, AO 
= 0, and bit DBO of the Main Status Register - 0. The 
FDC37C65C will return to normal operation when 


RST is made active, resetting the FDC37C65C. In the 
Power Down Mode, the controller core is halted, stop- 
ping the oscillators, shutting down all Schmitt trigger 
reference voltages, three-stating all 48 mA drivers,, and 
shutting down the low V cc detect circuit. This will 
reduce l cc to less than 100 pA. 
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FIGURE 3 - POSSIBLE MODE ENTRIES 


POLLING ROUTINE 

Following either a hard or soft reset, the FDC37C65C 
automatically begins polling the drives for a change in 
the Ready lines. The polling is done continuously 
between commands and between step pulses in the 
SEEK command. The purpose of the polling routine is 
to detect when the drives return to a Ready status after 
being reset or after a command is completed. The poll- 
ing sequence is Drive 1,2,3, 4, and each drive is polled 


every 1.024 ms, except during the READ/WRITE 
commands. For minifloppies, the polling rate is 2 048 
ms. In Special or PC/AT Modes, if DMAEN is not valid 
by 1 ms after reset becomes inactive, then IRQ may 
already be set and pending when enabled onto the bus 
When the FDC37C65C is in the PC/AT Mode, the user 
will not see the polling at the Drive Select signals 
Refer to Figure 4 for the general timing of the Drive 
Select Polling. 
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FIGURE 4 - DRIVE SELECT POLLING TIMING 


RESET LOGIC 

A hardware reset is performed by applying a logic "1“ to 
the RST pin of the FDC37C65C. When a hardware 
reset occurs, the device will remain in the reset condi- 
tion for the duration of the pulse. Once the pulse is 
removed, the FDC37C65C will default to Base Mode 
with a data rate of 250 kbits/s MFM (or 125 kbits/s FM, 
code dependent) when a 16 MHz input clock is used. 
The FDC37C65C will default to 500 kbits/s MFM when 
a 32 MHz input clock is used. A software reset is per- 
formed _by applying a logic ”0” to bit 2 of the Digital 
Output Register. When a software reset occurs, the 
FDC37C65C is reset the same as it is during a hardware 
reset, with the exception that the mode and the data 
rate are not affected. During a reset, the high current 
driver outputs to the drives are disabled. Neither a hard 
reset nor a soft reset will affect the values of the internal 
timers, that is, Head Unload Time, Head Load Time, and 
Step Rate Time (described in the COMMANDS section 
of this document). If the on chip crystal oscillators are 
used instead of the TTL clock inputs, a longer duration 
of the pulse on the RST pin during a hardware reset is 
required to stabilize the internal timing. 

The FDC37C65C contains internal circuitry to auto- 
matically reset the device during initial power-up. The 
device also contains power fail protection circuitry in the 
disk interface which allows it to reset itself in the event 
of power failure. 

DATA SEPARATOR AND WRITE PRECOMPENSA- 
TION 

The Data Separator portion of the FDC37C65C is based 
on the Standard Microsystems FDC92C39. It performs 
the complete data separation function of separating the 
data and clock pulses from the FM and MFM encoded 
data. In addition, it contains the Automatic Write Preco- 
mpensation Logic necessary when writing to the inner 
and outer tracks of the drive. The encoded Write Data 
signal is synchronized to the input clock and is clocked 
through an internal shift register, but is delayed upon 


being output. When a logic “0" is applied to the PCVAL 
pin and a track inside of track 43 is accessed, data will 
be precompensated by ±187 ns. For MFM encoding, 
when a logic "1" is applied to the PCVAL Pin, data will 
be precompensated by ±125 ns. regardless of track 
number and data rate. For frequencies other than 16 
MHz on the CLK1 pin, the precompensation value will be 
three clock cycles for PCVAL=”0”, or two clock cycles 
for PCVAL="1*\ When CLK2 is used for nonstandard 
data rates, the precompensation value is always two 
clock cycles, thus disabling the function of PCVAL. 
Note that FM encoding is not precompensated. 
Precompensation may be disabled by writing a logic high 
to bit D2 of the Data Rate Selection Register. 

CLOCK GENERATION 

The FDC37C65C generates the three required internal 
clocks from the clock input. The three internal clocks 
include the Master Clock (MCLK), Sampling Clock 
(SCLK), and Write Clock (WCLK). The MCLK is used by 
the microsequepcer to clock the latches in a two-phase 
scheme. One microinstruction cycle consists of four 
MCLK cycles. The frequency of MCLK is 8 times the 
selected MFM data rate or 16 times the FM data rate. 
SCLK is used in the internal data separator for data 
recovery. The frequency of SCLK is 32 times the 
selected data rate. WCLK is used in MFM or FM en- 
coding when writing data to the disk. WCLK has a 
frequency of twice the selected data rate. Refer to 
Table 10 for the frequencies of the internal clocks and 
their relationship to the selected data rates and codes. 


Table 10 - Internal Clock Frequencies 



COMMAND SEQUENCE 

The FDC37C65C is capable of performing 18 different 
commands. Each command is initiated by a multi-byte 
transfer from the processor, and the result after execu- 
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tion of the command may also be a multi-byte transfer Execution Phase : The FDC37C65C performs the opera- 

back to the processor. Because of this multi-byte tion it was instructed to do. 

interchange of information between the FDC37C65C and 

the processor, it is convenient to consider each com- Result Phase: After completion of the operation, status 

mand as consisting of three phases : and other housekeeping information is made available to 

the processor. 

Command Phase: The FDC37C65C receives all informa- 
tion required to perform a particular operation from the 
processor. 


Table 11 - Description of Command Symbols 


SYMBOL 

NAME 

DESCRIPTION 


Address 
Line 0 

a 0 controls selection of the Main Status Register {A n = 0) or the Data Reqister 

C 

Cylinder 

Number 

C stands for the current/selected Cylinder (track) number 0 through 76 of the 
medium. 

D 

Data 

D stands for the data pattern which is going to be written into a sector. 

o 

0 

1 

r* 

o 

Data Bus 

8-bit Data bus; D 7 is the most significant bit, and D 0 is the least significant bit. 

DTL 

Data 

Length 

When N is defined as 00, DTL stands for the data length which users are going to 
read out or write into the sector. 

EOT 

End of 
Track 

EOT is the final Sector number on a Cylinder. During Read or Write operation the 
FDC37C65C will stop data transfer after a sector number equal to EOT. 

GPL 

! 

Gap 

Length 

GPL stands for the length of Gap 3. During Read/Write commands, this value 
determines the number of bytes that VCO’s will stay low after two CRC bytes. 
During Format command GPl determines the size of Gap 3. 

i 

H 

Head 

« j j .. ~ 
nuufoSd 

H stands for head number 0 or 1, as specified in the ID field. 

HD 

Head 

HD stands for a selected head number 0 or 1 and controls the polarity of pin 27. (H = 
HD in all command words). 

HLT 

Head Load 
Time 

HLT stands for the head load time in the FDC37C65C (2 to 254 ms in 2 ms incre- 
ments). 

HUT 

Head Un- 
load Time 

HUT stands for the head unload time after a read or write operation has occurred (16 
to 240 ms in 16 ms increments). 

MF 

FM or 
MFM Mode 

If MF is low. FM mode is selected, and if it is high, MFM mode is selected. 

MT 

.. 

Multi-Track 

If MT is high, a multi-track operation is to be performed. If MT = 1 after finishing 
Read/Write operation on side 0, the FDC37C65C will automatically start searching for 
sector 1 on side 1. 

N 

Number 

N stands for the number of data bytes written in a sector. 

NCN 

New 

Cylinder 

Number 

NCN stands for a new Cylinder number, which is going to be reached as a result of 
the Seek operation. Desired position of head. 

ND 

Non-DMA 

Mode 

ND stands for operation in the Non-DMA Mode. 
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Table 1 1 - Description of Command Symbol# 



NAME 

DESCRIPTION 

PCN 

Present 

PCN stands for the Cylinder number at the completion of SENSE INTERRUPT 


Cylinder 

Number 

STATUS Command. Position of Head at present time. 

R 

Record 

R is the Sector number which will be read or written. 

R/W 

Read/Write 

R/W is the Read (R) or Write (W) signal. 

SC 

Sector 

SC indicates the number of Sectors per Cylinder. 

SK 

Skip 

SK stands for Skip Deleted Data Address Mark. 

SRT 

Step Rate 

SRT is the Stepping Rate for the FDC37C65C. The stepping rate applies to all 


Time 

drives. The stepping rate is programmable from 1 to 16 ms in 1 ms increments. F w 
= 1 ms, E m = 2 ms, etc. 

STO 

Status 0 

ST0-ST3 stand for one of four registers which store the status information after a 

ST1 

Status 1 

command has been executed. This information is available during the result phase 

ST2 

Status 2 

after command execution. These registers should not be confused with the main 

ST3 

Status 3 

status register (selected by A 0 = 0). ST0-ST3 may be read only after a command 
has been executed and contain information relevant to that particular command. 

STP 


During a Scan operation, if STP = 1, the data in contiguous sectors is compared byte 
by byte with data sent from the processor (or DMA); if STP = 2. then alternate 
sectors are read and compared. 

USO, US1 

Unit Select 

US stands for a selected drive (0 or 1). 


INSTRUCTION SET 

Table 12 lists the required parameters and the results associated with each command that the FDC37C65C is capable 
of performing. Refer to Table 11 for explanations of the various symbols used. 
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TABLE 12 - INSTRUCTION SET 1 * s 



READ DATA 


DATA BUS 


D4 


0 0 1 

X X HC 

C 

H 

R 

N 

— EOT 

— GPL 

— DTL 


D2 | 

01 1 

DO 

1 

1 

0 

HD 

US1 

uso 


REMARKS 


Command Codes 

Sector ID information prior to 
Command execution. The 4 
bytes are compared against 
header on Floppy Disk. 


Data transfer between the FDD 
and main system. 

Status information after Com- 
mand execution. 


Sector ID information after 
mand execution. 


1 Symbols used in this table are described in the beginning of this section 

2 Aq should equal binary 1 for all operations. 

3 X = Don’t care, usually made to equal binary 0. 
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READ DELETED DATA 


PHASE 

COMMAND 


Execution 

Result 




REMARKS 

Command Codes 

Sector ID information prior to 
Command execution. The 4 
bytes are compared against 
header on Floppy Disk. 


Data transfer between the FDD 
and main system. 

Status information after Com- 
mand execution. 


Sector ID information after Com- 
mand execution. 
















WRITE DATA 


PHASE 

RAV 

COMMAND 

W 


w 


w 


w 


w 


w 


w 


w 


w 

Execution 


Result 

R 


R 


R 


R 


R 


R 


Q 


DATA BUS 


07 1 

D6 

D5 

D4 

D3 

D2 

D1 

DO 

MT 

MF 

0 

0 

0 

1 

0 

1 

X 

X 

X 

X 

X 

HD 

US1 

uso 


C - 

— H - 

— R _ 

w _ 

EOT 

GPL 

DTL 

STO 

ST1 

ST2 

C - 

H - 

R - 

N - 


REMARKS 

Command Codes 

Sector ID information prior to 
Command execution. The 4 
bytes are compared against 
header on Floppy Disk. 


Data transfer between the main 
system and FDD. 

Status information after Com- 
mand execution. 


Sector ID information after 
Command execution. 

















D2 

1 01 

I DO 

0 

0 

1 

HD 

US1 

uso 


WRITE DELETED DATA 


DATA BUS 


D4 


0 10 0 

X X HD US 

c 

H 

R 

N 

EOT 

1 GP1 _ 

DTL 


REMARKS 


Command Codes 

Sector ID information prior to 
Command execution. The 4 
bytes are compared against 
header on Floppy Disk. 


Data transfer between the main 
system and FDD. 

Status information after Com- 
mand execution. 


Sector ID information after 
Command execution. 














PHASE 


R/W 


READ A TRACK 
DATA BUS 


REMARKS 




D7 

D6 

D5 

D4 

D3 

D2 

D1 

DO 

COMMAND 

W 

0 

MF 

SK 

0 

0 

0 

1 

0 


W 

X 

X 

X 

X 

X 

HD 

US1 

uso 


w 




r 






W 

W 

W 

w 

w 

w 


- H - 

- R - 

- N - 

EOT 

GPL 

DTL 


Command Codes 

Sector ID information prior to 
Command execution. 


Execution 


Result 


R 

R 

R 

R 

R 

R 

R 


STO 

ST1 

ST2 

- C - 

- H - 
-R- 

- N - 


Data transfer between the FDD 
and main system. FDC reads 
all data fields from index hole 
to EOT. 

Status information after Com- 
mand execution. 


Sector ID information after 
Command execution. 


PHASE 


COMMAND 


R/W 


W 

w 


READ ID 


DATA BUS 


D7 

1 06 1 

1 05 

1 04 

1 03 1 

D2 

1 01 1 

DO 

0 

MF 

0 

0 

1 

0 

1 

0 

X 

X 

X 

X 

X 

HD 

US1 

uso 


REMARKS 


Command Codes 


Execution 


The first correct ID information 
on the Cylinder is stored in 
Data Register 


Result 


R 

R 

R 

R 

R 

R 

R 


STO 

ST1 

ST2 

- C - 

- H - 

- R - 

- N - 


Status information after Com- 
mand execution. 


Seector ID information read 
during Execution Phase from 
Floppy Disk 
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SCAN LOW OR EQUAL 


PHASE 

COMMAND 


Execution 

Result 



DATA BUS 


D6 

1 05 1 

| D4 | 

03 

I D2 

D1 

1 DO 

MF 

SK ' 

1 

1 

0 

0 

1 

X 

X 

X 

X 

HD 

US1 

USO 


REMARKS 


Command Codes 


Sector ID information prior to 
Command execution. 


Data compared between the 
FDD and main system. 

Status information after Com- 
mand execution. 


Sector ID information after 
Command execution. 
















PHASE 


COMMAND 


SCAN HIGH OR EQUAL 


DATA BUS 


Execution 

Result 



REMARKS 


Command Codes 


Sector ID information prior to 
Command execution. 


Data compared between the 
FDD and main system. 

Status information after Com- 
mand execution. 


Sector ID information after 
Command execution. 


RECALIBRATE 



DATA BUS 

D7 

D6 

D5 

D4 

D3 

D2 

D1 

DO 

0 

0 

0 

0 

0 

1 

1 

1 

X 

X 

X 

X 

X 

0 

US1 

uso 


REMARKS 


1 Command Codes 


Head retracted to Track 0. 


PHASE 


COMMAND 


RESULT 



SENSE INTERRUPT STATUS 


DATA BUS 


D5 D4 D3 D2 D1 


0 0 10 0 


REMARKS 


Command Codes 

FDC status information at the 
end of seekoperation. 
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SPECIFY 

PHASE 

R/W 

DATA BUS 

D7 

D6 

D5 

D4 

D3 

D2 

D1 

COMMAND 

W 

0 

0 

O’ 

0 

0 

0 

1 


w 

— 

— SRT 

— 

— 

HUT — 


w 

- 



- HLT 



- 


SENSE DRIVE STATUS 

PHASE 

RAV 

DATA BUS 

D7 | D6 D5 D4 D3 D2 D1 

command 

RESULT 

W 

w 

w 

0 0 0 0 0 1 0 

X X X X X HD US1 

ST3 


SEEK 

PHASE 

R/W 

DATA BUS 



D7 

D6 

D5 

D4 

D3 

D2 

D1 

COMMAND 

W 

0 

0 

0 

0 

1 

1 

1 


W 

X 

X 

X 

X 

X 

HD 

US1 

Execution 

w 




OTA 



O 1 u 




! ~ «NVAUO cooes 


PHASE 

R/W 

DATA BUS 

D7 

D6 

D5 

D4 

D3 

Command 

W 



Invalid Codes 

Result 

R 




ST0 


SOFTWARE RESET 


PHASE 

R/W 

DATA BUS 

D7 

D6 

D5 

D4 

D3 

D2 

D1 

COMMAND 

Execution 

W 

1 
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DO 

1 


REMARKS 


Command Codes 


ND 




REMARKS 

DO 

0 

US0 

Command Codes 

Status information about FDD 




REMARKS 

DO 

1 

uso 

Command Codes 

Head positioned over proper 
cylinder on diskette 



DO 

REMARKS 


' B 




REMARKS 

DO 

0 

Command Codes 
Same as hardware reset 























































































FUNCTIONAL DESCRIPTION OF COMMANDS 


Read Data 

A set of nine (9) byte words are required to place the 
FDC37C65C into the Read Data Mode. After the Read 
Data command has been issued, the FDC37C65C loads 
the head (if it is in the unloaded state),, waits the 
specified head settling time (defined in the Specify 
Command), and begins reading ID Address Marks and 
ID fields. When the current sector number ("R") stored 
in the ID Register (IDR) compares with the sector 
number read off the diskette, then the FDC37C65C 
outputs data (from the data field) byte-to-byte to the 
main system via the data bus. 

After completion of the read operation from the current 
sector, the Sector Number is incremented by one, and 


the data from the next sector is read and output on the 
data bus. This continuous read function is called a 
"Multi-Sector Read Operation". The Read Data Com- 
mand may be terminated by the receipt of a Terminal 
cou nt sign al. TC should be issued at the same time that 
the DACk for the last byte of data is sent. Upon receipt 
of this signal, the FDC37C65C stops outputting data to 
the processor, but will continue to read data from the 
current sector, check CRC (Cyclic Redundancy Count) 
bytes, and then, at the end of the sector, terminate the 
Read Data Command. 

The amount of data which can be handled with a single 
command to the FDC37C65C depends upon MT (Multi- 
Track), MF (MFM/FM), and N (Number of Bytes/Secto r). 
Table 13 shows the Transfer Capacity. 


TABLE 13 - TRANSFER CAPACITY 


Multi-Track 

MT 

MFM/FM 

MF 

Byte s/Sector 
N 

Maximum Transfer Capacity 
(Bytes/Sector) X (Number of 
Sectors) 

Final Sector Read 
from Diskette 

0 

0 

00 

(128) x (26) = 3,328 

26 at Side 0 

0 

1 

01 

(256) x (26) = 6,656 

or 26 at Side 1 

1 

0 

00 

(128) x (52) = 6,656 

26 at Side 1 

1 

1 

01 

(256) x (52) = 13,312 


0 

0 

01 

(256) x (15) - 3.840 

15 at Side 0 

0 

1 

02 

(512) x (15)= 7,680 

or 15 at Side 1 

1 

0 

01 

(256) x (30) = 7,680 

1 5 at Side 1 

1 

1 

02 

(512) x (30) = 15,360 


0 

0 

02 

(512) x (8) = 4.096 

8 at Side 0 

0 

1 

03 

(1024) x (8) = 8,192 

or 8 at Side 1 

1 

0 

02 

(512) x (16) = 8,192 

8 at Side 1 

1 

1 

03 

(1024) x (16) = 16,384 



The "multi-track" function (MT) allows the FDC37C65C 
to read data from both sides of the diskette. For a 
particular cylinder, data will be transferred starting at 
Sector L. Side 0 and completing at Sector L, Side 1 
(Sector L is the last sector on the side). Please note 
that this function pertains to only one cylinder (the same 
track) on each side of the diskette. 

When N = 0. the DTL defines the data length which the 
FDC37C65C must treat as a sector. If DTL is smaller 
than the actual data length in a Sector, the data beyond 
DTL in the Sector is not sent to the Data Bus. The 
FDC37C65C reads (internally) the complete Sector 
performing the CRC check, and depending upon the 
manner of command termination, may perform a 
Multi-Sector Read Operation. When N is non-zero, then 
DTL has no meaning and should be set to FF Hexadeci- 
mal. 


At the completion of the Read Data command, the head 
is not unloaded until after the Head Unload Time Interval 
(specified in the Specify Command) has elapsed. If the 
processor issues another command before the head 
unloads, then the head settling time may be saved 
between subsequent reads. This time out is particularly 
valuable when a diskette is copied from one drive to 
another. 

If the FDC37C65C detects the Index Hole twice without 
finding the right sector, (indicated in "R"), then the 
FDC37C65C sets the ND (No Data) flag in Status 
Register 1 to a 1 (high), and terminates the Read Data 
Command. Status Register 0 also has bits 7 and 6 set 
to 0 and 1 respectively. 

After reading the ID and Data Fields in each sector, the 
FDC37C65C checks the CRC bytes. If a read error is 
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detected (incorrect CRC in fD field), the FDC37C65C 
sets the DC (Data Error) flag in Status Register 1 to a 1 
(high), and if a CRC error occurs in the Data Field the 
FDC37C65C also sets the DD (Data Error in Data field) 
flag in Status Register 2 to a 1 (high), and terminates 
the Read Data Command. Status Register 0 also has 
bits 7 and 6 set to 0 and 1 respectively. 

If the FDC37C65C reads a Deleted Data Address Mark 
from the diskette, and the SK bit (bit D5 in the first 
Command Word is not set (SK = 0) then the 
FDC37C65C sets the CM (Control Mark) flag in Status 
Register 2 to a 1 (high), and terminates the Read Data 
Command, after reading all the data in the Sector. If SK 
* 1, the FDC37C65C skips the sector with the Deleted 
Data Address Mark and reads ihe next sector. The CRC 
bits in the deleted data field are not checked when SK 
= 1 . 


During disk data transfers between the FDC37C65Cand 
the processor, via the data bus, the FDC37C65C must 
be serviced by the processor every 27 ps in the FM 
Mode, and every 13 ps in the MFM Mode, or the 
FDC37C65C sets the OR (Over Run) flag in Status 
Register 1 to a 1 (high), and terminates the Read Data 
Command. 

If the processor terminates a read (or write) operation in 
the FDC, then the ID information in the Result Phase is 
dependent upon the state of the MT bit and EOT byte. 
Table 14 shows the value for C, H, R. and N. when the 
processor terminates the Command. 


Table 14 - ID Information in Processor > Terminated Command 


MT 

HD 

Final Sector Transferred to 
Processor 

ID information at Result Phase 

C 

H 

R 

N 

0 

0 

Less than EOT 

NC 

NC 

R ♦ 1 

NC 

0 

Equal to EOT 

C + 1 

NC 

R = 01 

NC 

1 

Less than EOT 

NC 

NC 

R + 1 

NC 

H 

to tv < 

C * 1 

NC 

R - 01 

NC 

' 

* 

1 

. 

0 

Less than EOT 

NC 

: 

NC } R ♦ 1 

NC 

0 

Equal to EOT 

NC 

LSB 

R = 01 

,-NC 

1 

Less than EOT 

NC 

NC 

R ♦ 1 

NC 

1 

Equal to EOT 

C + 1 

LSB 

R = 01 

NC 


Notes: 1. NC (No Change): The same value as the one at the beginning of command execution. 
2. LSB (Least Significant Bit): The least significant bit of H is complemented. 


Write Data 

A set of nine (9) bytes are required to set the 
FDC37C65C into the Write Data mode. After the Write 
Data command has been issued, the FDC37C65C loads 
the head (if it is in the unloaded state), waits the 
specified Head Settling Time (defined in the specify 
command), and begins reading ID Fields. When all four 
bytes loaded during the Command (C, H, R, N) match 
the four bytes of the ID field from the diskette, the 
FDC37C65C takes data from the processor byte-by-byte 
via the data bus, and outputs it to the drive. 

After writing data into the current sector, the Sector 
Number stored in “R" is incremented by one, and the 
next data field is written. The FDC37C65C continues 


this “Multi-Sector Write Operation" until the issuance of 
a Terminal Count signal. If a Terminal Count signal is 
sent to the FDC37C65C, it continues writing into the 
current sector to complete the data field. If the Terminal 
Count signal is received while a data field is being 
written, then the remainder of the data field is filled with 
00 (zeros). 

The FDC37C65C reads the ID field of each sector and 
checks the CRC bytes. If the FDC37C65C detects a 
read error (incorrect CRC) in one of the ID Fields, it sets 
the DE (Data Error) flag of Status Register 1 to a 1 
(high), and terminates the Write Data Command. Status 
Register 0 aiso has bits 7 and 6 set to 0 and 1 respec- 
tively. 























































The Write Command operates in much the same manner 
as the Read Command. The following items are the 
same, and one should refer to the Read Data Command 
for details: 

• Transfer Capacity 

• EN (End of Cylinder) Flag 

• ND (No Data) Flag 

• Head Unload Time Interval 

• ID Information when the processor terminates com- 
mand (see Table 2) 

• Definition of DTL when N = 0 and when N * 0 

In the Write Data mode, data transfers between the 
processor and FDC, via the Data Bus, must occur every 
27 ps in the FM mode, and every 13 ps in the MFM 
mode. If the time interval between data transfers is 
longer than this, the FDC37C65C sets the OR (Over 
Run) flag in Status Register 1 to a 1 (high), and termi- 
nates the Write Data Command. Status register 0 also 
has bit 7 and 6 set to 0 and 1 respectively. 

Write Deleted Data 

This command is the same as the Write Data Command 
except a Deleted Data Address Mark is written at the 
beginning of the Data Field instead of the normal Data 
Address Mark. 

Read Deleted Data 

This command is the same as the Read Data Command 
except that when the FDC37C65C detects a Data 
Address Mark at the beginning of a Data Field and SK 
= 0 (low), it will read all the data in the sector and set 
the CM flag in Status Register 2 to a 1 (high), and then 
terminate the command. If SK = 1, the FDC37C65C 
skips the sector with the Data Address Mark and reads 
the next sector. 

Read a Track 

This command is similar to the READ DATA Command 
except that this is a continuous READ operation where 
the entire data field from each of the sectors are read. 
Immediately after encountering the INDEX HOLE, the 
FDC37C65C starts reading all data fields on the track, 
as continuous blocks of data. If the FDC37C65C finds 
an error in the ID or DATA CRC check bytes, it contin- 
ues to read data from the track. The FDC37C65C 
compares the ID information read from each sector with 
the value stored in the IDR, and sets the ND flag of 
Status Register 1 to a 1 (high) if there is no comparison. 
Multi-track or skip operations are not allowed with this 
command. 

This command terminates when the number of sectors 
read is equal to EOT. If the FDC37C65C does not find 
an ID Address Mark on the diskette after it encounters 
the INDEX HOLE for the second time, it sets the MA 
(missing address mark) flag in Status register 1 to a 1 


(high), and terminates the command. Status Register 0 
has bits 7 and 6 set to 0 and 1 respectively. 

Read ID 

The READ ID Command is used to give the present 
position of the recording head. The FDC37C65C stores 
the values from the first ID field it is able to read. If no 
proper ID Address Mark is found on the diskette before 
the INDEX HOLE is encountered for the second time, 
the MA (Missing Address Mark) flag in Status Register 
1 is set to a ”1“ (high), and if no data is found then the 
ND (No Data) flag is also set in Status Register 1 to a 
"I" (high). The command is then terminated with Bits 7 
and 6 in Status Register 0 set to "0" and "1* 
respectively. During this command there is no data 
transfer between FDC37C65C and the CPU except 
during the result phase. 

Format a Track 

The Format Command allows an entire track to be 
formatted. After the INDEX HOLE is detected. Data is 
written on the Diskette. Gaps, Address Marks, ID Fields 
and Data Fields, all per the IBM System 34 (Double 
Density) or System 3740 (Single Density) Format are 
recorded. The particular format which will be written is 
controlled by the values programmed into N (number of 
bytes/sector), SC (sectors/ cylinder), GPL (Gap Length), 
and D (Data Pattern) which are supplied by the proces- 
sor during the Command Phase. The Data Field is filled 
with the Byte of data stored in D. The ID Field for each 
sector is supplied by the processor; four data requests 
per sector are made by the FDC37C65C for C (Cylinder 
Number), H (Head Number), R (Sector Number) and N 
(Number of Bytes/Sector). This allows the diskette to be 
formatted with nonsequential sector numbers, if desired. 

The processor must send new values for C, H, R. and N 
to the FDC37C65C for each sector on the track. If the 
FDC37C65C is set for DMA mode, it will issue 4 DMA 
requests per sector, if it is set for interrupt mode, it will 
issue four interrupts per sector and the processor must 
supply C, H, R and N load for each sector. The con- 
tents of the R register are incremented by one after 
each sector is formatted. The R register therefore 
contains a value of R when it is read during the Result 
Phase. This incrementing and formatting continues for 
the whole track until the FDC37C65C encounters the 
INDEX HOLE for the second time, whereupon it 
terminates the command. 

If a FAULT signal is received from the drive at the end 
of a write operation, then'the FDC37C65C sets the EC 
flag of Status Register 0 to a 1 (high), and terminates 
the command after setting bits 7 and 6 of Status Regis- 
ter 0 to 0 and 1 respectively. Also, the loss of a READY 
signal at the beginning of a command execution phase 
causes bits 7 and 6 of Status Register 0 to be set to 0 
and 1 respectively. 
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Table 15 shows the relationship between N, SC, GPL for various sector sizes. (See Table 16 for recommended IBM 
PC and PC/AT compatible programming parameters.) 


Table 15 


Format 

Sector Size 

N 

SC 

GPL (,) 


8". Standard Floppy 

FM Mode 

128 Bytes/Sector 

00 

1 A 

07 

IB 

256 

01 

OF 

0E 

2A 

512 

02 

08 

IB 

3A 

1024 

03 

04 

47 

8A 


2048 

04 

02 

C8 

FF 

4096 

05 

01 

C8 

FF 

MFM Mod a w 

256 

0i 

1 A 

0E 

36 

512 

02 

OF 

IB 

54 

4 4 

03 

OS 

35 

74 


2048 

04 

04 

99 

FF 

4096 

05 

02 

C8 

FF 

8192 

06 

01 

C8 

FF 

5W Minifloppy 

FM Mode 

128 Bytes/Sector 

00 

12 

07 

09 

128 

00 

10 

10 

19 

256 

01 

08 

18 

30 


512 

02 

04 

46 

87 

1024 

03 

02 

C8 

FF 

2048 

04 

01 

C8 

FF 

MFM Mode w 

256 

01 

12 

0A 

OC 

256 

01 

1.0 

20 

32 

512 

02 

QQ 

2* 

50 


1024 

03 

04 

80 

F0 

2048 

04 

02 

C8 

FF 

4096 

05 

01 

C8 

FF 

3V4 Sony Micro Floppydisk* 

FM Mode 

128 Bytes/Sector 

0 

OF 

07 

IB 

256 

1 

09 

0E 

2A 


512 

2 

05 

IB 

3A 

MFM Mode 

256 

1 

OF 

0E 

36 

512 

2 

09 

IB 

54 


1024 

3 

05 

35 

74 

Notes: (1) 

Suggested values of 

r^Dl im 

wa «. ■< 

Read 

or Wr;t< 

> com- 


mands to avoid splice point between data field and 
ID field of contiguous sections. 

(2) Suggested values of GPL in format command. 

(3) All values except sector size and hexadecimal. 

(4) In MFM mode FDC37C65C cannot perform a 
Read/Write/Format operation with 128 bytes/sector. 
(N = 00) 


Scan Commands from the diskette to be compared against data which is 

being supplied from the main system. The FDC37C65C 
The SCAN Commands allow data which is being read compares the data on a byte-by*byte basis, and looks 
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for a sector of data which meets the conditions of: 

DfOD ~ ^ PROCESSOR. ®roo * & processor. or 
^*DD * ® PROCESSOR 

The hexadecimal byte of FF either from memory or from 
the drive can be used as a mask byte because it always 
meets the condition of the compare. Ones complement 
arithmetic is used for comparison (FF * largest number. 
00 = smallest number). After a whole sector of data is 
compared, if the conditions are not met, the sector 
number is incremental (R + STP - R), and the scan 
operation is continued. The scan operation continues 
until one of the following conditions occur 

1. The conditions for scan are met (equal, low, or 

high), or, 

2. The last sector on the track is reached (EOT), or 

3. The terminal count signal is received. 


If the conditions for scan are met, then the FDC37C65C 
sets the SH (Scan Hit) flag of Status Register 2 to a “1* 
(high), and terminates the Scan Command. If the 
conditions for scan are not met between the starting 
sector (as specified by R) and the last sector on the 
cylinder (EOT), then the FDC37C65C sets the SN (Scan 
Not Satisfied) flag of Status Register 2 to a 1 (high), and 
terminates the Scan Command. The receipt of a 
TERMINAL COUNT signal from the Processor or DMA 
Controller during the scan operation will cause the 
FDC37C65C to complete the comparison of the particu- 
lar byte which is in process, and then to terminate the 
command. Table 16 shows the status of bits SH and SN 
under various conditions of SCAN. 


Table 16 


COMMAND 

STATUS REGISTER 2 

COMMENTS 

BIT 2 (SN) 

BIT 3 (SH) 

Scan Equal 

0 

1 


1 

0 

^FOO * ^PROCESSOR 

Scan Low or Equal 

0 

1 

^FDO “ ^FROCESSOR 

0 

0 

^fdo < Processor 

1 

0 

^FDD > ^FROCESSOR 

Scan High or Equal 

0 

1 

mmmmm 

0 

0 

^fdo > Processor 

1 

0 

^foo < Processor 


If the FDC37C65C encounters a Deleted Data Address 
Mark on one of the sectors (and SK * 0), then it regards 
the sector as the last sector on the cylinder, sets the 
CM (Control Mark) flag of Status Register 2 to a 1 (high) 
and terminates the command. If SK * 1, the 
FDC37C65C skips the sector with the Deleted Address 
Mark, and reads the next sector. In the second case (SK 
- 1). the FDC37C65C sets the CM (Control Mark) flag of 
Status Register 2 to a 1 (high) In order to show that a 
Deleted Sector had been encountered. 

When either the STP (contiguous sectors = 01, or 
alternate sectors = 02) sectors are read, or the MT 
(Multi-Track) is programmed, it is necessary to remem- 
ber that the last sector on the track must be read. For 
example, if STP = 02, MT = 0, the sectors are numbered 
sequentially 1 through 26, and we start the Scan Com- 
mand at sector 21 , the following will happen: Sectors .21 . 


23 and 25 will be read, then the next sector (26) w3l be 
skipped, and the Index Hole will be encountered before 
the EOT value of 26 can be read. This will result in an 
abnormal termination of the command. If the EOT has 
been set at 25 or the scanning started at sector 20. then 
the Scan Command would be completed in a normal 
manner. 

During the Scan Command, data is supplied by either 
the processor or DMA Controller for comparison against 
the data read from the diskette. In order to avoid having 
the OR (Over Run) flag set in Status Register 1, it is 
necessary to have the data available in less than 27 ps 
(FM Mode) or 13 ps (MFM Mode). If an Overrun occurs 
the FDC37C65C ends the command with bits 7 and 6 of 
Status Register 0 set to 0 and 1, respectively. 
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Seek 

The read/write head within the drive is moved from 
cylinder to cylinder under control of the Seek Command. 
FDC37C65C has four independent Present Cylinder 
Registers for each drive. They are clear only after the 
Recalibrate command. The FDC37C65C compares the 
PCN (Present Cylinder Number), which is the cyrrent 
head position, with the NCN (New Cylinder Number), 
and if there is a difference performs the following 
operation: 

PCN < NCN: Direction signal to drive set to 

a 1 (high), and Step Pulses are 
issued (Step In). 

PCN > NCN: Direction sigriai to drive set to 

a 0 (low), and Step Pulses are 
issued (Step Out). 

The rate at which Step Pulses are issued is controlled 
by the SRT (Stepping Rate Time) in the SPECIFY 
Command. After each Step Pulse is issued, NCN is 
compared against PCN; when NCN = PCN, the SE 
(Seek End) flag in Status Register 0 is set to a 1 (high), 
and the command is terminated. At this point the 
FDC37C65C interrupt goes high. Bits DBO - DB3 in the 
Main Status Register are set during the seek operation 
and are cleared by the Sense Interrupt Status Com- 
mand. 

During the Command Phase of the Seek operation, the 
FQC37C65C i* in th* FOC37C65C RUSV h.,t 

during the Execution Phase it is in the NON-SUSY state. 
While the FDC37C65C is in the NON BUSY state, 
another seek Command mav be issued, and in this 
manner parallel Seek Operations may be performed on 
up to 4 Drives at once. No other command can be 
issued for as long as the FDC37C65C is in process of 
sending Step Pulses to any drive. 

If a drive is in a NOT READY state at the beginning of 
the command execution phase or during the seek 
operation, then the NR (NOT READY) flag is set in 
Status Register 0 to a 1 (high), and the command is 
terminated after bits 7 and 6 of Status Register 0 are set 
to 0 and 1 respectively. 

If the time to write 3 bytes of seek command exceeds 
150 ps, the timing between the first two Step Pulses 
may be shorter than set in the Specify command by as 
much as 1 ms. 

Recalibrate 

The function of this command is to retract the read/write 
head within the drive to the Track 0 position. The 
FDC37C65C clears the contents of the PCN counter, 
and checks the status of the Track 0 signal from the 
drive. As long as the Track 0 signal is low, the Direction 
signal remains 0 (low) and Step Pulses are issued. 
When the Track 0 signal goes high, the SE (SEEK END) 


flag in Status Register 0 is set to a 1 (high) and the 
command is terminated. If the Track 0 signal is still low 
after 77 Step Pulses have been issued, the FDC37C65C 
sets the SE (SEEK END) and EC (EQUIPMENT CHECK) 
flags of Status Register 0 to both Vs (highs), and 
terminates the command after bits 7 and 6 of Status 
Register 0 are set to 0 and 1 respectively. 

For IBM compatibility, two RECALIBRATE Commands 
must be issued for disks with more than 77 tracks. 

The ability to overlap RECALIBRATE Commands to 
multiple drives and the loss of the READY signal, as 
described in the Seek Command, also applies to the 
RECALIBRATE Command. 

Sense Interrupt Status 

An Interrupt 3lgnal wilt be generated by the r DC37C65C 
for one of the following reasons: 

1. Upon entering the Result Phase of: 

a. Read Data Command 

b. Read a Track Command 

c. Read ID Command 

d. Read Deleted Data Command 

e. Write Data Command 

f. Format a Cylinder Command 

g. Write Deleted Data Command 

h. Scan Commands 

2. Ready Line of drive changes state 

3. End of Seek or P.ocslibrate Command 

4. During Execution Phase in the NON-DMA Mode 

interrupts caused by reasons 1 and 4 above occur 
during normal command operation$~and are easily 
discernible by the processor. During an execution phase 
in the NON-DMA Mode, DB5 in the Main Status Register 
is high. Upon entering the Result Phase this bit is 
cleared. Reasons 1 and 4 do not require a Sense 
Interrupt Status command. The interrupt is cleared by 
reading or writing data to the FDC. Interrupts caused by 
reasons 2 and 3 above may be uniquely identified with 
the aid of the Sense Interrupt status Command. This 
command when issued resets the interrupt signal and 
via bits 5, 6. and 7 of Status Register, 0 identifies the 
cause of the interrupt. See Table 17. 

Neither the Seek or Recalibrate Command have a Result 
Phase. Therefore, it is mandatory to use the Sense 
interrupt Status Command after these commands to 
effectively terminate them and to provide verification of 
the head position (PCN). 

Issuing the Sense Interrupt Status Command without an 
interrupt pending is treated as an invalid command. 

Specify 

The Specify Command sets the initial values for each of 
the three interna! timers. The HUT (Head Unload Time) 



Table 17 


SEEK 
END 
BIT 5 

INTERRUPT 

CODE 

CAUSE 

BIT 6 

BIT 7 

0 

1 

1 

Ready Line changed state, 
either polarity 

1 

0 

0 

Normal Termination of Seek 
or Recalibrate Command 

1 

1 

0 

Abnormal Termination of 
Seek or Recalibrate Com- 
mand 


defines the time from the end of the Execution Phase of 
one of the Read/Write Commands to the head unload 
state. This timer is programmable from 16 to 240 ms in 
increments of 16 ms (01 = 16 ms, 02 = 32 ms, ... OF = 
240 ms). The SRT (Step Rate Time) defines the time 
interval between adjacent step pulses. This timer is 
programmable from 1 to 16 ms in increments of 1 ms (F 
= 1 ms. E = 2 ms, 0 = 3 ms, etc.). The HLT (Head Load 
Time) defines the time between the Head Load signal 
going high and the Read/Write operation starting. This 
timer is programmable from 2 to 254 ms in increments 
of 2 ms (01 = 2 ms, 02 = 4 ms, 03 = 6 ms,... 7F = 254 
ms). 

The time intervals mentioned above are a direct function 
of the clock (CLK1 or XTAL1). Times indicated above 
are for a 16 MHz clock; if the clock is reduced to 8 MHz 
then the time intervals are increased by a factor of two. 
If the clock is increased to 32 MHz then all time 
intervals are decreased by a factor of two. 

The choice of DMA or non-DMA operation is made by 
the ND (NON-DMA) bit. When this bit is high (ND = 1), 
the non-DMA mode is selected, and when ND = 0. the 
DMA mode is selected. 


Sense Drive Status 

This command may be used by the processor whenever 
it wishes to obtain the status of the drives. Status 
Register 3 contains the Drive Status information stored 
internally in the FDC37C65C registers. 

Invalid 

If an invalid command is sent to the FDC37C65C (a 
command not defined above), then the FDC37C65C will 
terminate the command after bits 7 and 6 of Status 
Register 0 are set to 1 and 0 respectively. No interrupt 
is generated by the FDC37C65C during this condition. 
Bit 6 and bit 7 (DIO and ROM) in the Main Status 
Register are both high ("1") indicating to the processor 
that the FDC37C65C is in the Result Phase and the 
contents of Status Register 0 (STO) must be read. When 
the processor reads Status Register 0, it will find an 80 
hex indicating an invalid command was received. 

A Sense Interrupt Status Command must be sent after 
a Seek or Recalibrate Interrupt, otherwise the 
FDC37C65C will consider the next command to be an 
Invalid Command. 

In some applications the user may wish to use this com- 
mand as a No-Op command, to place the FDC37C65C 
in a standby or no operation state. 

Table 18 


COMPARISON: FDC37C65B & FDC37C65C 


FDC37C65B 

FDC37C65C 

Max Data Rate: 1 Mbps 

Max Data Rate: 1 Mbps 

Max Clock: 32 MHz 

Max Clock: 32 MHz 

No Power Down Mode 

Power Down Mode 

No Write Precomp Disable 
Feature 

Write Precomp Disable 
Feature 

Pull up resistor on DMA 
pin 

No Pull-up resistor on 
DMA pin 


SYSTEM 34 (DOUBLE DENSITY) FORMAT 


GAP 4a 
80x 
4E 

SYNC 

12x 

00 

1AM 

GAP1 

50x 

4E 

SYNC 

12x 

00 

IDAM 

1 

H 

D 

S 

E 

C 

N 

O 

C 

R 

C 

GAP2 

22x 

00 

SYNC 

12x 

00 

DATA AM 

DATA 

C 

R 

C 

GAP3 

GAP 

4b 

3x FC 
C2 

3x FE 
A1 

HEI 

SYSTEM 3740 (SINGLE DENSITY) FORMAT 

GAP4a 

40x 

FF 

SYNC 

6x 

00 

1AM 

GAP1 

26x 

FF 

SYNC 

6x 

00 

IDAM 

1 

H 

D 

S 

E 

C 

N 

O 

C 

R 

C 

GAP2 

11x 

FF 

SYNC 

6x 

00 

DATA AM 

DATA 

C 

R 

C 

GAP3 

GAP 

4b 

FC 

FE 

FB or F8 
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OPERATIONAL DESCRIPTION 


MAXIMUM GUARANTEED RATINGS* 


Operating Temperature Range 0°C to +70°C 

Storage Temperature Range -55° to +150°C 

Lead Temperature Range (soldering, 10 seconds) +325 6 C 

Positive Voltage on any pin, with respect to Ground . V ct +0.3V 

Negative Voltage on any pin, with respect to Ground -0.3V 

Maximum V cc +7V 


* Stresses above those listed above could cause permanent damage to the device. This is a stress rating only and 
functional operation of the device at any other condition above those indicated in the operation sections of this 
specification is not implied. 

Note: When powering this device from laboratory or system power supplies, it is important that the Absolute Maximum 
Ratings not w excowded or device failure can result Some power supplies exhibit voltage spikes on their outputs 
when the AC power is switched on or off. in addition, voitage transients on the AC power line may appear on the DC 
output. If this possibility exists, it is suggested that a clamp circuit be used. 


DC ELECTRICAL CHARACTERISTICS (T A = 0 e C - 70°C, V tc = » 5.0 V ± 10%) 


PARAMETER 

SYMBOL 

MIN 

TYP 

MAX 

UNITS 

COMMENTS 

Low Input Voltage 1 

v IL1 



0.8 

V 

TTL Levels 

(D0-D7, XTAL1 , XTAL2 
High Input Voltage 1 

V IH1 

2.0 



V 


(D0-D7, XTAL1, XTAL2) 







Low Input Voltage 2 

v,u 

0.8 



V 

Schmitt Trigger 

(Low to High Threshold) 
(All inputs except D0-D7, 







XTAL1 , XTAL2) 

High Input Voltage 2 

V,„ 2 



2.0 

V 

Schmitt Trigger 

| (High to Low Threshold) 

• (A?' input? a-xsept DO-07, 


' 





XTAL1 , XTAL2) 


■ 


... 



Schmitt Trigger Hysteresis 

V„ rs 

0.45 



V 


Low Output Voltage 1 

Vou 




V 

l OL = 24.0 mA 

(D0-D7, IRQ, DMA) 






High Output Voltage 1 

Voh, 

2.8 



V 

l OM = -5.0 mA 

(D0-D7, IRQ, DMA) 







Low Output Voltage 2 (All outputs 
except D0-D7, IRQ, DMA) 

V 0L2 



m 

V 

l OL = 48 mA 

Latch Up Current 

u 

±200 



mA 


Input Leakage Current 1 (All in- 
puts except PCVAL and DRV) 

't. 



±10.0 

pA 


Low Input Pull-Up Current 

»,u 

10.0 


60 

pA 

v.* = ov 

(PCVAi. anu uRVj 

High Input Leakage Current 2 


0.0 


-10.0 

pA 

V,„ = 5V 

(PCVAL and DRV) 






V cc Supply Current 1 

‘cc, 



45 

mA 

lOOpA Source Loads 

V cc Supply Current 2 

>c« 



95 

mA 

5 mA Source Loads 

Power Down Mode V cc Supply 
Current 

^CCPO 



100 

pA 

V, K = GND or V cc ; l 0 = 0 

Power Dissipation 1 

bmww 



425 

mW 

l cc , Max 

Power Dissipation 2 

E3H 



575 

mW 

l cc: Max ** 

Power Qualified Reset Threshold 

v 

¥ *CR 

2.8 


4.35 

V 



Includes open drain high current drivers at V 0L = 0.4V 
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TIMING DIAGRAMS 




Parameter 

min 

typ 

max 

units 

t, 

AO. eg, EKCR. LDC'R 
Set Up to RE Low 

0 



ns 

t. 

RE Width 

90 



ns 

«s 

AO. CS. E5CK. CEER 
Hold from RE High 

0 



ns 

t 4 

Data Access Time from RE Low 



90 

ns 

t, 

Data to Float Delay from RE High 



65 

ns 

ts 

IRQ Reset Delay from RE High 



X « 

■ (150ns)* 


* X specifies one MCLK period. It is dependent upon selected data rate (see Table 10). 


FIGURE 5 - MICROPROCESSOR READ TIMING 





a C , C5 . l DC P 
DaC< . i.CC = 


WR 


Data 


l RQ 



1 

I 

Parameter 

min 

typ 


units 

t, 

AO. US. DA CK, LD£R, LDOR 
Set Up time to WR Low 

0 



ns 

% 

WR Width 

60 



ns 


AO. US, DACK, U5UK, rnus 
Hold from WR High 

0 



ns 

t. 

Data Set Up Time to WR High 

80 



ns 

t, 

Data Hold Time from WR High 

0 



ns 

t. 

IRQ Reset Delay from WR High 



X ■* 

■ (150ns)* 


* X specifies one MCLK period. It is dependent upon selected data rate (see Table 10). 


FIGURE 6 - MICROPROCESSOR WRITE TIMING 
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Parameter 

min 

typ 

max 

units 

t, 

DMA Cycle Time 

52 



X * 


DACK Delay Time from DMA High 

0 



ns 

<3 

DMA Reset Delay from DACK Low 



140 

ns 

t« 

BACK Width 

90 



ns 

t. 

RB or WR Response From DMA High 



48 

x • 

t. 

RB Delay from DMA High 

0 



ns 

tr 

WR Delay from DMA High 

0 



ns 

t. 

Data Access Time from RB Low 



90 

ns 

*. 

Data Set Up Time to WR High 

80 



ns 

t,o 

Data to Float Dalay from RB High 

10 


65 

ns 

t,, 

Data Hold Time from WR High 

0 



ns 


* X specifies one MCLK period. It is dependent upon selected data rate (see Table 10). 

FIGURE 7 - DMA TIMING 


39 



DMA or I OQ 


TC 






t 

3 




Parameter 

min 

typ 

max 

units 

*1 

TC Delay from Last DMA or IRQ, RU 

0 


192 

X 


TC Delay from Last DMA or IRQ, WR 

0 


384 

X 


TC Width 

60 



ns 


* X specifies one MCLK period. It is dependent upon selected data rate (see Table 10). 

FIGURE 8 - TERMINAL COUNT TIMING 



y % 



Parameter 

min 

typ 

max 

units 

t, 

RESET Width - TTL Driven CLK1 

250 



ns 


RESET Width - Software Reset 

5 



x • 

*3 

Chip Access Delay from RESET Low - TTL 

32 



X * 

*4 

Chip Access Delay from Software RESET Low 

40 



x • 

U 

Chip Access Delay from RESET Low - XTAL1 at 16 
MHz 

500 



ps 

t. 

XTAL2 Access Delay after Reset 9.6 MHz 

1000 



ps 


X specifies one MCLK period. It is dependent upon selected data rate (see Table 10). 


FIGURE 9 - RESET TIMING 


40 







tl 

DlRC Set Up to STEP Low 

4 



x • 

t. 

STEP Active time Low 

24 



X • 

t. 

DlftC Hold Time After STEP 

96 



X * 


STEP Cycle Time 

132 



X * 

t. 

DS1-4 Hold Time from STEP Low 

20 



X • 

t. 

TD7 Pulse Width 

2 



X * 

*7 

RDD Active Time Low 

40 



ns 


VvD Write Data Width Low 


.5 


Y * 


* X specifies one MCLK period. It is dependent upon selected data rate (see Table 10). 
** Y specifies one WCLK period. It Is dependent upon selected data rate (see Table 10) 


FIGURE 10 - DISK DRIVE TIMING 


41 



CLOCK 



1 » ^ 

i 

L 


r— ■ « 

'4 



i 3 

Parameter 

1 

min 

typ 

max 

units 

t, 

Clock Rise Time (V IN = 0.8 TO 2.0) 



2 

ns 

*2 

Clock Fail Time (V tN = 2.0 to 0.8) 



2 

ns 

t, 

Clock Period 

31.0 



ns 


Clock Active (High or Low) 

13.5 



ns 


FIGURE 11 - CLOCK TIMING 


Table 16 - PROGRAMMING VALUES FOR FLOPPY DISK CONTROLLERS 
(IBM PC AND PC/AT COMPATIBLE SYSTEMS) 


Parameter 

r 

HEX VALUES TO BE PROGRAMMED 

1.44 MB 
3.5" 

720 KB 
3 5“ 

1.2 MB 
5.25" 

360 KB 
5.25“ 

Bytes/Sector (N) 

02 

02 

02~ 

02 

Sectors/Track {SC} 

12 

09 

OF 

09 

Gap Length (1) {GPL1} 

IB 

2A 

IB 

2A 

Gap Length (2).(3){GPL2,3} 

6C 

50 

54 

50 

Head Settle Time (ms) 

15 

15 

15 

15 

Motor Start Up (1/8 sec) 

08 

08 

08 

08 

Cylinders 

80 

80 

80 

40 

Tracks 

160 

160 

160 

80 

Tracks/Inch 

135 

135 

96 

48 

Heads 

02 

02 

02 

02 

RPM 

300 

300 

:. 360 

300 

Transfer (KB/s) 

500 

250 

500 

250 


©1990 STANDARD MICROSYSTEMS 
CORP. 

STANDARD MICROSYSTEMS 

CORPORATlON^^giSiSKS 

COMPONENT 
PROOUCTS DIVISION 


Circuit diagrams utilizing SMC products are included as a means of illustrating 
typical applications; consequently complete information sufficient for construction 
purposes is not necessarily given. The information has been carefully checked and 
is believed to be entirely reliable. However, no responsibility is assumed for 
inaccuracies. Furthermore, such information does not convey to the purchaser of 
the semiconductor devices described any licenses under the patent nghts of SMC 
or others SMC reserves the right to make changes at any time in order to improve 
design and supply the best product possible. 
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FUJITSU MICROELECTRONICS. INC 


SCSI Protocol Controller (SPC) 


MB87030 

MB87031 

Product Profile 


GENERAL. DESCRIPTION 

Tha MB87Q30 and M887031 SCSI Protocol Control*! (SPC) arm CMOS LSI circuits s pe cMc a ly d— lgn*d to control a 
Smal Computer System# Intarfaea (SCSI) . In term* of feature* . functional operation, and electrical apacHIcatlone. the 
two davlca* are Identical. However, the MB87030 la housed In an 88-pln c e r a mi c pin grid array package, whereat, the 
MB87031 It designed for surface mounting and Is housed In a 100-pin plastic flat package. 

The SPC can serve as either an INITIATOR or TARGET for the SCSI; thus. It can be u sed as In I/O eontroler or as a 
host adaptor . To use the device ki the most effective manner, R Is r eco m m ended that the user be thoroughly famHar 
with the SCSI and Interface control procedures. For detaSed Information In these areas, the user should contact the 
nearest Sales Office of Fujitsu. 

The SPC Is designed to control al SCSI interface signals and virtuaty al Interface contr ol procedures. Used as an 8- or 
16-Wt peripheral, the device provides high-level control for almost al SCSI configurations. 

To achieve optimum performance and Interface flexMty. the SPC contains an 8-byte First In Fkat Out (FIFO) data 
buffer register and s 24-bit transfer byte counter. Independent data busses for the CPU and the DMA eontroler plus 
separate Input/output pins for al control signals greatly reduces the possfeBty of a 'busy* condition. Data transfers can 
be executed In either the synchronous or asynchronous mod* with a maximum offset of 8-bytes. 


SCSI Compatibility 

• Supports al mandatory commands, many optional 
commands, and som* extended commands of SCSI 
Specification (ANSI X3. 131/1986) 

• Serves as either INITIATOR or TARGET 

• Both synchronous and asynchronous operation 

• Software compatible with MB87033 

Data Busses 

• Independent busses for CPU and DMA controller 

• Synchronous data transfers with programmable off- 
set of up to eight bytes 

Data Transfer Speed 

• Up to a maximum of 4-megabytes-per-second 


Selectable Transfer Modes 
e DMA transfer 

* Program transfer 

* Manual transfer 

Interface Connections 

* Single-ended or deferential options 

* TTL-compatibl* I/O 

Clock Requirements 

* 8 MHz dock with 33% to 66% duty cycle 

Technology/Power Requirements 

* SBcon-gat* CMOS 

* Single +5V power supply 

Available Packaging 
e 88-pln ceramic repeated quad-in-Bne 

* 100-pin plastic flat package 


ABSOLUTE MAXIMUM RATINGS'! 


Rating 

Symbol 

Values 

Unit 

Min 

Max 

Supply Voltage 

V do 

Vss 2 -.05 

7.0 

V 

Input Voltage 

V i 

Vss 2 -.05 

Vdd + 0.5 

V 

Output Voltage 2 

V o 

Vss 2 -.05 

Vdo * 0.5 

V 

Storage Temperature (Ceramic) 

T STQ 

-65 

*150 

•c 

Temperature Under Bias (Ceramic) 

7 BIAS 

-40 

*125 

•c 

Output Current 3 

1 OS 

-40 

*70 

mA 


NOTES: 

1 . Permanent device damage may occur If the above Absolute Maximum Ratings are exceeded. Functional 
operation should be restricted to the conditions as detaled In the operational sections of this data sheet. 
Exposure to absolute maximum rating conditions for extended periods may affect device reliability. 

2. Vss = OV. 

3. Not more than one output may be shorted at a time for a maximum duration of one second. 
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PIN ASSIGNMENTS (Continued) 

FPT-100P-M01 



Pin 

No. 

I/O 

Designator 

Pin 

No. 

I/O 

Designator 

Pin 

No. 

I/O 

Designator 

Pin 

No. 

I/O 

Designator 

1 

1 

DRESP 

26 

I/O 

D2 

51 

O 

TARG 

76 

o 

SDBE5 


O 

DREQ 

27 

I/O 

D3 

52 

O 

INIT 

77 

o 

SDB05 


— 

V DO 

28 

— 

V DO 

53 

— 

V DO 

78 

— 

v DO 


— 

Yss 

29 

— 

Yss 

54 

— 

Yss 

79 

— 

Yss 


1 

HIN 

30 

I/O 

D4 

55 

1 

ACKI 

80 

— 

N/C 


I/O 

HDBO 

31 

I/O 

D5 

56 

O 

ACKO 

81 

1 

SDBW 


I/O 

HDB1 

32 

I/O 

D6 

57 

— 

N/C 

82 

o 

SDBE4 

8 

I/O 

HDB2 

33 

I/O 

D7 

58 

— 

N/C 

83 

o 

SDB04 

9 

I/O 

HDB3 

34 

I/O 

DP 

59 

1 

BSY1 

64 

1 

SDBI3 

10 

I/O 

HDB4 

35 

1 

A0 

60 

o 

BSYO 

85 

o 

SDBE3 

11 

I/O 

HDB5 

36 

1 

A1 

61 

1 

ATNI 

86 

o 

SDB03 

12 

I/O 

HDB6 

37 

1 

A2 

62 

o 

ATNO 

87 

1 

SDBI2 

13 

I/O 

HDB7 

38 

1 

A3 

63 

1 

RST1 

88 

o 

SDBE2 

14 

I/O 

HDBP 

39 

1 

RST 

64 

o 

RSTO 

89 

o 

SDB02 

15 

— 

Yss 

40 

■ 

Yss 

65 

— 

Yss 

90 

— 

Yss 

16 

1 

CLK 

41 

H 

REQI 

66 

1 

SDBIP 

91 

1 

SDBE1 

17 

1 

cs 

42 


REQO 

67 

o 

SDBEP 

92 

o 

SDBE1 

18 

1 

WT 

43 

W 

l/OI 

68 

o 

SDBOP 

93 

o 

SDBOI 

19 

1 

WTG 

44 


l/OO 

69 

1 

SDBI7 

94 

1 

SDBI0 

20 

1 

r5 

45 

" 1 

C/DI 

70 

o 

SDBE7 

95 

6 

SDBE0 

21 

1 

RDG 

46 


C/DO 

71 

o 

S0BO7 

96 

o 

SDBOO 

22 

O 

INTR 

47 

m 

SEU 

72 

1 

SDBI6 

97 

— 

N/C 

23 

— 

N/C 

48 


SELO 

73 

o 

S0BE6 

96 

— 

N/C 

24 

I/O 

DO 

49 

1 

MSG1 

74 

o 

SDB06 

99 

— 

N/C 

25 

I/O 

D1 

50 

o 

MSGO 

75 

1 

SDBI5 

100 

— 

N/C 
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PIN DESCRIPTIONS (Continued) 

Pin No. I 


MB 87030 MB 87031 


Designator 


64 

71 

SDB07 

65 

74 

SDB06 

27 

77 

SDBOS 

29 


SDB04 

70 


SDB03 

32 


SDB02 

72 


SDBOI 

36 

96 

SDBOO 

23 

68 

SDBOP 


37 

17 

CS 

38 

16 

CLK 

39 

20 

RD 

40 

21 

RDG 

41 

1 

DRESP 

51 

33 

07 

50 

32 

D6 

49 

31 

D5 

48 

30 

D4 

80 

27 

D3 

79 

26 

D2 

43 

25 

D1 

42 

24 

DO 

52 

34 

DP 

44-47 

35-38 

A0- A3 

53 

22 

INTR 

56 

47 

SEU 

61 

59 

BSYI 

58 

41 

REQI 

60 

55 

ACKI 

57 

49 

MSGI 

55 

45 

C/DI 

54 

43 

l/OI 

62 

61 

ATNI 


Function 


Outputs for tha SCSI data bus. Most significant bit (MSB) Is S0BO7; 
least significant bit Is SDBOO. SDBOP Is an odd parity bit. 

If the bus driver Is an opan colector davlca, these signals should be 
appled dfreetty to the driver circuit. If the bus driver Is a three-state 
device, these signals are used as data and SDBO7-SDBO0 and SDBOP 
are used as drive-enable signals . 


Selection enable signal for accessing an Int e rnal r egiste r In SPC. When 
CS Is active. Input/output signals RD, RDG, WT, WTG, DP. AO- A3, and 
D0-D7 are active. 

Input clock for controBng Internal operation and data transfer speed of 
SPC. 

Input strobes used for reacting out contents of Internal register; strobes 
are effective only when CS Is active Low. 

When RDG Is active Low. the contents of an Internal register selected 
by address Inputs AO- A3 are placed on data bus Bnes D0-D7 and DP. 

For a data transfer cycle In the program transfer mode, the trailing 
edge of RD Is used as a timing signal to Incticate the end of data read. 

During a data transfer cycle in the DMA mode. DRESP Is a response 
elgnal to the data transfer request signal DREQ. The DRESP pin must 
be refreshed with an appled pulse after each byte of data Is trans- 
ferred. 

In output operations, the falling edge of DRESP is used for sampling 
data on HDB0-HDB7 and HDBP bus Ones; In Input operations, the SPC 
holds data to be transferred onto HDB0-HDB7 and HDBP untfl the faffing 
edge of DRESP occurs. 

Used for wrtting-or-reading data tnto-or-from an internal register In 
SPC; these bus Ines are three-state and bidirectional. The Most Signifi- 
cant Bit (MSB) Is D7; the Least Significant Bit (LSB) Is DO. DP Is an 
odd parity bit. 

When the CS and RDG Inputs are active Low, contents of the Internal 
register are output to the data bus (read operation), in operations 
other than read, these bus Ines are kept In a high- Impedance state. 


Address Input signals for selecting an Internal register in the SPC. The 
Most Significant Bit (MSB) Is A3; the Least Significant Bit (LSB) Is AO. 

When CS Is active Low. read/write Is enabled and a Internal register Is 
selected by these address inputs via data bus Ones D0-D7 and DP. 

Requests an Interrupt to Indicate completion of an SPC Internal opera- 
tion or the occurrence of an error. 

Interrupt masking is allowed except for an Interrupt caused by the RSTI 
Input (reset condition of SCSI) . When an Interrupt Is permitted, the 
INTR signal remains active until the Interrupt Is cleared. 

Used for receiving SCSI control signals; outputs of the SCSI receiver 
can be directly connected. (Waveform distortion or any other distur- 
bance should not occur In the REQI and ACKI signals which are used as 
timing control signals for sequencing data transfers.) 
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PIN ASSIGNMENTS 

PGA-88C-A01 


oooooooooooo 

34 33 32 31 30 29 2B 27 26 25 24 23 
OOOOOOOOOOOO 


35 72 71 

70 69 68 67 66 

65 64 63 22 

O O 

O O 

O O 

36 73 

86 85 

62 21 

O O 


O O 

37 74 


61 20 

O O 


O O 

38 75 


60 19 

O O O 

(TOP VIEW) 

o o o 

39 76 87 

84 59 18 

O O O 


o o o 

40 77 88 


83 58 17 

O O 


O O 

41 78 

, INDEX PIN 

57 16 

O O j 

/ 

O O 

42 79 y 


56 15 

O O C r 

o o 

o o 

43 80 

81 82 

55 14 

oooooooo 

o o o o 

44 45 46 

47 48 49 50 51 

52 53 54 13 


oooooooooooo 

1 2 3 4 5 6 7 8 9 10 11 12 


Pin 

No. 

I/O 

1 

1 

m 

I/O 

I 

I/O 

■ 

I/O 

5 

I/O 

6 

I/O 

7 

6 

I/O 

I/O 

9 

I/O 

10 

I/O 

11 

a 

12 

H 

13 

Eli 

14 

o 

15 

o 

16 

o 

17 

o 

18 

o 

19 

o 

20 

o 

21 

o 

22 

o 


Pin 

Designator No. 


HIM 

HDBOO 

HDBOI 

HDB02 

HDB03 

HDB04 

HDB05 

HDB06 

HDB07 

HDBOP 

INIT 

TARG 

l/OO 

C/DO 

SELO 

MSGO 

REQO 

RSTO 

ACKO 

BSYO 

ATNO 

SDBEP 


I/O Designator 


SDBOP 

SDBE7 

SDBI7 

SDBE6 

SDB05 

SDBI5 

SDB04 

SDBE3 

SDBI3 

SDB02 

SDBE2 

SDBI1 

SDBE1 

SDBOO 

CS 

CLK 

RD 

ROD 

DRESP 

DO 

D1 

AO 



Pin 

No. I/O 


45 

46 | I 

47 

48 

49 

50 

51 

52 I I/O 


Pin 

Designator No. 


A1 

A2 

A3 

D4 

D5 

D6 

D7 

DP 

INTR 

1/01 

C/DI 

SEU 

MSG1 

REQI 

RSTI 

ACKI 

BSYI 

ANTI 

SDBIP 

SDB07 

SDB06 

SDBI6 


I/O 

Designator 

o 

SDBE5 

o 

SDBE4 

1 

SDBI4 

j 

o 

S0BO3 

1 

SDBI2 

o 

SDBOI 

o 

SDBE0 

1 

SDBIO 

1 

RST 

o 

DREQ 

1 

WT 

1 

WTG 

I/O 

D2 

I/O 

D3 

Power Supply 

v SS 

Power Supply 

V DD 

Power Supply 

Vqo 

Power Supply 

Yss 

Power Supply 

v ss 

Power Supply 

V DD 

Power Supply 

Vpo 

Power Supply 

v ss 
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PIN DESCRIPTIONS 


| Pin No. 

MB 87030 

MB 87031 

1 

5 

2-9 

10 

6-13 

14 

11 

12 

52 

51 


Designator 



HDB0-HDB7 

HDBP 


SDBEP 

SDBE7 

SDBE6 

SDBE5 

SDBE4 

SDBE3 


Indicates direction of transmission along data bus lines HDB0-HDB7 and 
HDBP In the DMA transfer mode. To be executed, direction of trans- 
mission must be properly coordinated with Internal operation of the 
SPC. 

When HIN Is Low. the data bus lines are placed In the high-impedance 
state (Input mode). When HIN Is High, all bus lines are switched to the 
output mode. 


Three-state bidirectional data bus for transferring data to-or-from the 
external buffer memory in the DMA mode. As shown below, the direc- 
tion of data transmission depends on the HIN Input signal. 



HDBn 

Operation 

Input Mode 
Output Mode 

Output 

Input 



These two signals Indicate operating state of SPC: they are also avail- 
able as control signals for the SCSI driver/receiver circuits 


T arget 



SPC is not connected to SCSI 

SPC is executing reselection phase or Is 

operating as a target. 

SPC is executing selection phase or Is 



Used to output SCS control signals REQO. MSGO, C/DO, and l/OO 
are active High only when the SPC serves as a target ACKO and 
ATNO are active High only when the SPC serves as an initiator. 



Drive enable signals (corresponding to respective bit positions) when a 
three-state buffer Is used for the SCSI data bus SDBE7-SDBE0 and 
SDBEP correspond to SDBO7-SDBO0 and SDBOP, respectively Rela- 
tionships with respect to the SCSI bus are shown below. 


SCSI Bus Status 


SDBDOn 



Bus Free 
Arbitration 

Selection/ Reselection 
Information Transfer 
SPC -► SCSI 
SCSI ♦- SPC 


Notes: 

1. JKT indicates bit positions corresponding to the SCSI bus device ID: 
ID Indicates the other bit position. 

2. *D’ Indicates transfer of valid Information. 


Inputs for the SCSI data bus. Most significant bit (MSB) Is SDBI7; least 
significant bit (LSB) Is SDBIO. SDBIP Is an odd parity bit; parity checking 
for the SCSI data bus Is programmable. 
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PIN DESCRIPTIONS (Continued) 


Designator 



Whan executing a data transfer cycle In the DMA mode. DREQ Is used 
to Indteate a request for data transfer between the SPC and external 
buffer memory. In the DMA mode, routing of data is as shown below. 

Output Operations: 

From External Buffer Memory to HDB0-HDB7/HDBBP to SPC Inter- 
nal Data Buffer Register (eight Bytes) to SDBO0-SDBO7/SDBOP to 
SCSI. 

Input Operations: 

From SCSI to SDBI9-SDBI7/SDBIP to SPC Internal Data Buffer Reg- 
ister (eight bytes) to HDB0-HDB7/DHDBP to External Buffer Mem- 
ory. 

in an output operation, DREQ becomes active to request a data trans- 
fer from the external buffer memory when the SPC Internal data buffer 
register has free space available. In an input operation. DREQ becomes 
active to request a data transfer to the external buffer memory when 
the SPC Internal buffer memory contains valid data. 


Input strobe used for writing data into an SPC internal register; this sig- 
nal is asserted only when CS is active Low. On the traJBng edge of WT, 
data placed on data bus knes D0-D7/DP is loaded into the internal regis- 
ter selected by address Inputs A0-A3. except when aB address Bnes are 
High (AO- A3 = H) . 

For a data transfer cycle in the program transfer mode, the trailing 
edge of WT Is used as a timing signal to Indicate a date-ready state. 


When WTG Is active Low, data appearing on data bus Ines DO- 07 /DP Is 
output to HDB0-HDB7/HDBP if the following Input conations are satis- 
fied: 

CS * L 
A0-A3 » H 
HIN * H 


Power supply ground. 


♦5V Power supply. 
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ADDRESSING OF INTERNAL REGISTERS 

Both the MB87030 and the MB87031 contain sixteen (16) byte-wide registers that are extemaily accessible. These registers are 
used to control Internal operations of the SPC and also to Indicate processing/ result statue. A unique address. Identified by 
address bits A3-A0. Is assigned to each of the sixteen registers. These addressee are defined In Table 1. (Note. The phase 
sense (PSNS) and SPC diagnostic (SDGC) registers have the same hexadecimal address; however, deperxflng upon whether a 
read or write command Is executed, the registers provide two separate functions. ) 


Table 1. Intamal Register Addressing 


Register 

Mnemonic 

Bus Device ID 

BDIO 

SPC Control 

SCTL 

Command 

SCMD 

Transfer Mode 

TMOD 

Interrupt Sense 

INTS 

Reset Interrupt 

Phase Sense 

PSNS 

■ SPC Diagnostic Control 

SDGC 

SPC Status 

SSTS 



Phase Control 

PCTL 

Modified Byte Counter 

MBC 


Data Register 

DREG 

Temporary Register 

TEMP 

Transfer Counter High 

TCH 

Transfer Counter Middle 

TCM 

Transfer Counter Low 

TCL 

External Buffer 

EXBF 


Address Bits 
A3 A2 A1 AO 
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BIT ASSIGNMENTS 

Table 2 Rats the bit assignments for the seventeen Internal registers defined In Table 1. During read/write access of an Internal 
register, the foflowtng rules are Invoked: 

• Internal registers include only those registers identified In Table 1 . 

• A write command to a read-only register is Ignored. 

• For write operations, aU bit positions with a ‘ — * (blank) designator can be written as a "O’ or as a *1 * . 

• AB bit positions with an assigned *0* are always read as a zero (0) . 

Table 2. Bit Assignments For Internal Registers 


HEX 

Address 


Register 

and 


R/W 

Oper- 


Mnemonic ation (MSB) 



3 

2 

1 

0 

Parity 




(LSB) 



SCSI Bus Device ID 


Cont- 

rol 

Diag 

ARBIT 

Parity 

Select 

Resei- 

ect 

Reset 

Mode 

Enable 

Enable 

Enable 

Enable 


Selec- Reset- Disco- Com- 

mand 

ted ectad rmect Com- 

plete 


Reset Interrupt 


ACK 

ATN 

SEL 

BSY 

MSG 

C/D 



I r? I si I 


SCSI Bus Device ID 



Transfer Modifier 
PRG 

Xfer 0 



Diag. 

BSY 

Diag. 

MSG 

SCSI 

RST 

TOO 


TC Phase 
I Parity I 


H ■ -4 fli ■jAJ M ■ -4 ML' 



Transfer Phase 


MSG 

C/D 

I/D 

Out 

Out 

Out 
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Table 2. Bit Assignments For Internal Registers (Continued) 
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DC CHARACTERISTICS 

(Recommended operating conditions unless otherwise specified) 


Parameter 

Designator 

Condition 

Values 

Unit 

Min 

Typ 

Max 

Power Supply Current 

loos 

Steady State 1 



100 

pA 

Power Dissipation 

Po 



300 


mW 

Output High Voltage 

Vqh 

l w - -0.4mA 

4.2 


■B9I 

V 

Output Low Voltage 

Vql 

lot » 3.2mA 

v sa 


0.4 

V 

Input High Voltage 

V H 


2.2 



V 

input Low Voltage 

V*. 




0.8 

V 

Input Leakage Current 

lu 

< 

M 

0 

1 

< 

8 

-10 


10 

>lA 

input Leakage Current 

‘L Z 

Tri-State 
V, - 0 - V 0D 

-10 


10 

flA 


Note: 

1. V M “Voq.Vj. »Vss 
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AC CHARACTERISTICS 

(Recommended operating condition* uniesc otherwise noted) 
MPU INTERFACE 


ock Signal - v •/ , . " - ♦ 


Parameter 


Clock Cycle 


Clock High 


Clock Pulse Width (Low) 


Designator 


tcu= 


Values 


Typ 


React Signal 


Parameter 


Reaet Pula# Width 


Designator 


tnsrrw 


Values 


Typ 


Write Cycle (Registers other thari\EXBF) , ; ' h 

Parameter 

Designator 

Values 

Unit 

Min 

Typ 

Max 


Address Setup 


Address Hold 


CS Setup 


CS Hold 


Data Bus Setup 


Data Bus Hold 


WT Pulse Width 
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AC CHARACTERISTICS (Continued) 





Copyright * 1960 by Fujitsu M l cro ois ct r onles , fete. 


6-15 













































May 1988 
EC'tlon 1.0 


MB87030/31 

AC CHARACTERISTICS (Continued) 


Read Cycle {Reg 1st era other thanr £XBF>| 

Parameter 

Designator 

Address Setup 

l A.ns 

Address Hold 

<ARH 

CS Setup (RD) 


CS Hold 

<CRH 

RD Pulse Width 

<RD 

RDG Low to Data Output 

<RLNZ 

RDG High to O7-D0, DP 
High Z 

‘RHHZ 


<RLD 

RD High to Data Hold 

<RHO 

CS Setup (RDG) 

<CRGS 


FUJITSU 
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AC CHARACTERISTICS (Continued) 




Note: 

1 . These two signals may ba applied simultaneously. 
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AC CHARACTERISTICS (Continued) 


Interrupt''* * '/ , ' v 

• 

\ || % . ' ' , . 


- • * ■ • -■ ■ 


Parameter 

Designator 


Values 



Min 

Typ 

Max 


CLK High to INTR High 

tcHTR 

5 


55 

ns 

WT High to INTR Low 
(Interrupt Reset) 

*WH« 

toJ+ 10 


2tcj_p+ 80 

ns 

Interrupt Reset Cycle Time 1 

*WRCY 

4t CLP 



ns 


Notes: 

1. Refer to “Clock Signal* timing for definition of t^js. 

2. Cycla time for WT when Interrupt is continuous. 
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AC CHARACTERISTICS (Continued) 

DMA Interface 



Note: 

1. Refer to 'Clock Signal * timing for definition of tcu=- 



1. When SPC receives REQ (Initiator} or ACK (Target) with an empty FIFO during DMA (hardware ) transfer. 

2. Refer to 'Clock Signal* timing for definition of toe. 
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AC CHARACTERISTICS (Continued) 


Output Operation {External Data Buffalo SPC) 


Parameter 

i 

Designator 

! Values 

Unit 

Min 

Typ 

Max 

HIN Low to HDB7-HDB0, 
HDBP (High 2) 

f H1HZ 



40 

ns 

Data Bus Setup 

l Hoas 

20 



ns 

Data Bus Hold 

tHOSH 

20 



ns 

DREQ Low to DRESP (Note) 

t DLRP 



5t CLP’ 

ns 

DRESP Low to REQO or 
ACKO High* 

f DRRA 


1 

4tcLF* +115 

ns 


Notes: 

1. Refer to ‘Clock Signal* timing for definition of t CL p. 

2. The Indicated timing Is Invoked If SPC receives DRESP when the internal data buffer Is empty during a DMA (hardware) 
transfer. The timing parameter Is waived for ACKO when the last byte Is transferred with the SPC serving as an Initiator. 


REQO or 
ACKO 


DREQ 


DRESP 


HDB7-HDB0, HDBP 


Note: In the following cases, the DREQ signal becomes Inactive asynchronously with the DRESP 
signal to stop refetchlng data during an output operation: 

e The Transfer Pause command Is Issued when the SPC Is serving as a TARGET 
e The Transfer Phase Is changed when the SPC Is serving as an INITIATOR 
In these cases, the last DRESP signal response must not exceed 


p* fORRA"*) 

? — r 

J (Note) i 

— — ♦ OLRP 

/ * 

I 
I 
I 

l ( 

|-e tniHZ ♦! 'i*~ t HOB S-+++- 

1 ( DATA 1 ) . 


\ 
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AC CHARACTERISTICS (Continued) 

SCSI Interface (Selection Phase) 


INITIATOR. with.Arbtirstion - 

, " 


, • ,, > " 



Parameter 

Designator 

Values 

Unit 

Min’.* 

Typ 

Max 

Bus Free Time 

tSFR 

* t CU 5+ 50 



ns 

BSY1 Low to BSYO High 
(Start of arbitration) 

t BF80 

(6 + n) x 
t CLf ♦ 5 


(7 ♦ n) x 
t CLF* - 55 

ns 

BSYO High to ID Bit High 

t BWD 

Q 

20 

55 

ns 

BSYO High to Prioritize 

*ARB 

321^- 40 



ns 

Data Bus Valid (High Priority 
Bit) to Prioritize 

*AJDV 

70 



ns 

Data Bus Valid (Low Priority 
Bit) to Prioritize 

5 


1 

- 

ns 

Bus Usage Permission Granted 
to SELO High 

*AWSO 

0 


45 

ns 

SELO High to Data Bus (ID) Sena 

IsOlO 

lltctjr- 30 

1 1 tQj: + 15 

11tc[_p+45 

ns 

SELO High to IN1T High 

tscrr 

1 1 *CLF~ 00 

lit cj_c - 10 

Ht^LF* 40 

ns 

IN IT High to ATNO High 

ttTAT 

5 

5 

25 

ns 

Data Bus (ID) Send to BSYO Low 

*1031. 

2tctF” 50 

2t £i_e - 10 

2tg + 25 

ns 

BSYO Low to BSY1 Low 

t B08l 

0 


t CLF 

ns 

BSY1 High to SELO Low 

t BISO 

2tcu+ 5 



ns 

BSYI High to Data Bus (ID) Hold 

l B!OH 

2tdjr+ 5 



ns 

SELO Low to INTR High 

'SCIR 


0 

35 

ns 

SELI High to BSYO, ID Bit Low 

t SBCR 



3tcLF+ 115 

ns 

Prioritize to BSYO. ID Bit Low 

tpBCR 



125 

ns 


Notes: 


1. Refer to ‘Clock Signal' timing for definition of tQ_p. 

2. n = TCL register set value 
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AC CHARACTERISTICS (Continued) 





Par* motor 

Daalgnator 

Bus Fro* to Data Bus (ID) . 
Sand 

IfflO 

ID Sand to SELO Wgh 

<080 

ID Sand to IN1T High 

<orr 

INIT High to ATNO High 

<rrAT 

BSY1 Wgh to SELO Low 

<8180 

BSYI High to Data Bus (ID) Hold 

<BCH 

SELO Low to INTR Wgh 

<SOR 


Min’** 


(6 + n) x 
<CLF ♦ 5 


lltc^-SO 


lltoj- 50 


-5 


p +■ 5 


5 


Not**: 

1. R*for to ‘Clock Signal* timing tor daflnWon of to_p. 

2. n * TCL rogiatar »*t vaiuo 


Valuo* 


Typ 
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AC CHARACTERISTICS (Continued) 


Parameter 

Designator 

Values 

Unit 

Min 

Typ 

Max 

SEU High to BSYI Low 

*sia 

0 



ns 

Data Bus (10) Valid to BSYI Low 

*obi 

0 



ns 

l/OI Low to BSYI Low 

*« 

0 



ns 

BSYI Low to BSYO High 
(Response time) 

*SLBO 

**CLF* ♦ 5 


5tcj_p+ 60 

ns 

BSYO High to Data Bus (ID) Hold 

*80© 

20 



ns 

BSYO High to SEU Low 

*809 

0 



ns 

ATNI High to SEU Low 

*ATS 

0 



ns 

SEU Low to TARG High 

*SLTG 

3*cu : + 5 


4tcu=+ 

ns 

TARG High to Phase Signal Output 

*TGPH 

-5 

10 

30 

ns 

l/OO High to Data Bus Enable* 

*1006 

4tctF” 30 

4tcLF+ 20 

4tctF+ 70 

ns 

SEU Low to INTR High 

*SUR 



3tQ_p+ 65 

ns 


No!**: 

1 . Refer to ‘Clock Signal’ timing for definition of ta_p 

2. In case of bit 0 (I/O out) of PCTL register Is set In advance. 


e 19M rw fuiptsii K*nrrnmMf'rmm . "me. 
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AC CHARACTERISTICS (Continued) 


TARGET' without Arbitration' 

Parameter 

Designator 

Values 

Unit 

Min 

Typ 

Max 

Data Bus (ID) Vafld to SEU High 

tost 

0 



ns 

l/OI Low to SEU High 

t «SJ 

0 



ns 

SEU High to BSYO High 
(Response time) 

tsuao 

2tcuP ♦ 5 


3tQ_p+ 6S 

ns 

BSYO High to Data Bus (ID) Hold 

teoo 

20 



ns 

BSYO High to SEU Low 

*8031 

0 



ns 

ATNI High to SEU Low 

t *.TS! 

0 



r«i 

SEU Low to TARG High 

*sltq 

3tcLF + 5 


4tct_p+- 60 

ns 

TARQ High to Phase Signal Output* 

*TGPM 

-5 

10 

30 

ns 

l/OO High to Data Bus Enable 

*tOO€ 

4t Ct_F ~ 30 

^t ci_F ♦ 20 

**CLF + 

ns 

SEU Low to INTR High 

* SUR 



3t C u=+ 65 

ns 


Notes: 

1 . Refer to 'Clock Signal* timing for definition of 

2. In case bit 0 (I/O) of PCTL register Is set In advance. 
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AC CHARACTERISTICS (Continued) 

SCSI Interface (Reseiection Phase) 


TARGET { 

Parameter 

Designator 

Values 

Unit 

Min'- 1 

Typ 

Max 

Bus Free Time 

l BFR 

*tcLF+ 50 



ns 

BSYI Low to BSYO High 
(Start of arbitration) 

t BFBO 

(6 + n) x 
t CU r ♦ 5 


(7 + n) x 
Iclf + ®5 

ns 

BSYO High to ID Bit High 

t BHID 

0 

20 

55 

ns 

BSYO High to Prioritize 

r ARB 

32t C (_p - 40 



ns 

Data Bus Valid (High Priority 
Bit) to Prioritize 

t AJDT 

70 



ns 

Data Bus Valid (Low Priority 
Bit) to Prioritize 

5 



ns 

Bus Usage Permission Grant 
to SELO High 

*awso 

0 


45 

■a 

SELO High to Data Bus (ID) Send 

iso© 

lltc^- 30 

1 1tcLF+ 15 

1 1 tcLF * *5 

ns 

SELO High to TARG High 

♦SOTO 

lit clp- 30 

11t<XF + 5 

lltcLp* 30 

ns 

TARG High to Phase Signal Send 

iTGPH 

-5 

10 

30 

ns 

l/OO High to BSYO Low 

*I08L 

2t C LF~ 40 

2t CLF - 10 

2t (xf+ 20 

ns 

Data Bus (ID) Send to BSYO Low 

1©BL 

2tcLF- 50 

2t cl _p - 10 

2tcLF+ 25 

ns 

BSYO Low to BSYI Low 

tsoar 

0 


ICLF 

ns 

BSYI High to SELO Low 

iBISO 

■E53EH 



ns 

BSYI High to Data Bus (ID) Hold 

1 BOH 

5t(XF + 5 



ns 

SELO- Low to INTR High 

iscn 


0 

35 

ns 

SEU Hlfch to BSVO, ID Bit Low 

tSBCR 



3tci_F+ 115 

ns 

Prioritize to BSYO. ID Bit Low 

ipscn 



125 

ns 

BSYI High to BSYO High 

IfMBO 

2tcLF + 5 



ns 



Notes: 

t. Refer to ‘Clock Signal* timing for definition of tct_F- 
2. n = TCL register set value 
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AC CHARACTERISTICS (Continued) 


initiator ' 


Parameter 


SEU High to BSYI Low 


Data Bus (ID) Valid to BSYI Low 


l/OI Low to BSYI Low 


BSYI Low to BSYO High 
(Response time) 


BSYO High to Data Bus (ID) Hold 


BSYO High to SELi Low 


SEU Low to BSYO Low 


SELI Low to l/OI Hold 


SEU Low to INTR High 


SELI Low to INIT High 


INIT High to Data Bus Enable 
(With l/OI at low level) 



SUT 

3tct^+ 5 

rroe 

10 


1. Refer to "Clock Signal’ timing for definition of to_p 



iaM hv Mir rrw l «w mnl e » ■ 
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AC CHARACTERISTICS (Continued) 

SCSI Interface (Transfer Phase) 



Note: 

1. Refer to ’Clock Signal' timing for definition of tc;_c 
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AC CHARACTERISTICS (Continued) 


j Asynchronous Transfer Input (TARGET) 


Parameter 

Designator 


Min 

1/00 Low to Data Bus Disable 

*1000 


Data Bus Valid to ACKI High 

*DVAK 

10 

RE 00 Low to Data Bus Hold 

*RLDV 

25 

REQO High to ACKI High 

*RHAH 

20 

ACKI High to REQO Low 

*AHRL 

10 

REQO Low to ACK! Low 

t RLAL 

0 

■ mi mu mi— 

t ALRH 

10 

ACKI High to REQO High 

*AHRH 

2*ciP + 5 


Note: 

1. Refer to ‘Clock Signal' timing for definition of tcuF 


REQO 

J*- tftHI 

ACK! 


-| 

SDB17-SDBI0, SDBIP ) 



MSGO 

C/DO 


X 

X 


| i/oo 


SCBC7-SDBOO, SDBOP 


\ 


t* 


tiooo 

I 


X 


i 

i 


% 


SDBE7-SDBE0. SDBEP 


I’ 


FUJITSU 



toVAK 
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AC CHARACTERISTICS (Continued) 


Asynchronous Transfer Output (INITIATOR) 


Designator 



Parameter 


l/OI Low to Data Bus Enable 


Phase Specify to REGI High 


ACKO Low to Phase Change 


REQI High to ATNO Low’ 


ATNO Low to ACKO High' 


Data Bus Valid to ACKC Hign 


REQ! Low to Data Bus Hold 


REQI High to ACKO High 


ACKC High to REGi Low 


RECI Low to ACKO Low 0 


ACKC Low to REQI High 


| RECI Low to ACKC High j *rlna j 2t Ci _c+ 5 | j | ns 

Notes: 

1. With these timing parameters, the ATNO signal is reset only when the last byte Is sent at the MESSAGE OUT phase. 

2. Refer to ‘Clock Signal* timing for definition of t cl _F- 

3. Except for the last byte. 

































































May 1988 
Edition 1.0 

MB87030/31 



AC CHARACTERISTICS (Continued) 


Asynchronous Transfer Input (INITIATOR ■ 


Parameter 

Designator 

l/OI High to Data Bus Disable 

IfIDD 

Phase Specify to REQI High 

tpHRG 

ACKO Low to Phase Change 


Data Bus Valid to REQI High 

*DVRQ 

ACKO High to Data Bus Hold 

Iakov 

REQI High to ACKO High 

Irhah 

ACKO High to REQI Low 

t 

REQI Low to ACKO Low 

Irlal 

ACKO Low to REQI High 

*ALRH 

REQI Low to ACKO High 

Iruna 

ATNO High to ACKO Low* 

*atal 



Values 


Typ 


45 


100 


10 


10 


5 


15 


0 


10 


10 


tCLF* + 5 


tcLF-20 tcLF+ 15 


Notes: 

1. Refer to 'Clock Signal* timing for definition of tctF- 

2. With these timing parameters, the ATNO signal Is sent only when parity checking Is enabled and a parity error Is detected 
In the Input data. 
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AC CHARACTERISTICS (Continued) 


Parameter 

Designator 

l/OO High to Data Bus Enable 

tlOOE 

Data Bus Valid to REQO High 

*OVRQ 

REQO Assertion Period 

t RQAP 

REQO Nonassertion Period 

Irnap 

REQO Low to Data Bus Hold 

tRLDH 

REQO High to ACK1 High 

f RHAH 

ACKI cycle time (1) 

tAKFI 

ACKI cycle time (2) 

t AKF2 

ACKI Assertion Period 

*AKAP 

ACKI Nonassertion Period 

1 AMAP 


Min*.* 


3tcu= 


taj: 


taj- 10 


ntcLp- 10 


Values 


TVP 



Notes: 

1 . Refer to ‘Clock Signal* timing for definition of t CLF . 

2. n = TMOD register set value 
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FUJITSU 


AC CHARACTERISTICS (Continued) 


chronous T ransfer Input (TARGET 


Parameter 

Designator 

I/CO Low to Data Bus Disable 

t lOOD 

REQO Assertion Period 

*RQAP 

REQO Nonassertion Period 

*RNAP 

REOO High to ACKI High 

l RHAH 

ACKI Assertion Period 

1 akap 

ACKI Nonassertion Period 

*ANAP 

w n ii 1 1 mu i in — bm 

| ACKI Cycle time (2) 

t AKF2 

1 Data Bus Valid to ACKI High 

^DVAK 

| ACK! High to Data Bus Hold 

^ AKDH 
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AC CHARACTERISTICS (Continued) 


Parameter 

Designator 


Min 1 * 1 

l/OI Low to Data Bus Enable 

1»DE 

10 

Phase Specify to REQI High 

tpHRO 

100 

ACKO Low to Phase Change 

t ALPH 

10 

REQI Assertion Period 

IrQAP 

50 

REQI Nonassertion Period 

*RNAP 

50 

REQI Cycle time (1) 

tflOFI 

*CLF 

REQI Cycle time (2) 

1rOF2 

3tdP 

REQI High to ACKO High 

f RHAH 

3t CU= 

ACKO Assertion Period 

f AKAP 

tCLF" I® 

ACKO Nonassertion Period 

f amap 

ntc^ - 10 

Data Bus Valid to ACKO High 

^DTAX 

ICLF 

ACKO Low to Data Bus Hold 

t ALDH 

0 


Note*: 

1. Refer to ’Clock Signal * timing for definition of to_F- 

2. n = TMOD register set value 


Value* 


Typ 
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AC CHARACTERISTICS (Continued) 


Synchronous Transfer Input 


Parameter 

Designator 

Values 

Unit 

Min’.* 

Typ 

Max 

l/OI High to Data Bus Disable 

too 

' ' ' 

45 

75 

ns 

Phase Specify to REQI High 

tPHRQ 

100 



ns 

ACKO Low to Phase Change 

1 ALPH 

10 



ns 

Data Bus Valid to REQI High 

fovno 

10 



n. 1 

REQI High to Data Bus Hold 

tRQDH 

40 



ns 

REQI Assertion Period 

tRQAP 

SO 



ns 

REQI Nonaaeertlon Period 

* snap 

rn 

9U 



ns 

REQI Cycle time ( 1 ) 

Irqfi 

tcLF 



ns 

REQI Cycle time 12) 

tROF2 

3tcu= 



ns 

REQI High to ACKO High 

f RHAH 

StctF + 5 



ns 

ACKO Assertion Period 

*AKA P 

1 CLF ” 10 

tCLF 


ns 

ACKO Nonassertion Period 

*ANAP 

nt q_p “10 

nt CLF 


ns 

REQI High to ATNO High* 

f RATH 

3tQ_p + 5 

4tcLF“ 30 


ns 


Notes: 

1. Refer to * Clock Signer timing for definition of tc^. 

2. n * TMOD register set value 

3. With these timing parameters, the ATNO signal is sent only when parity checking Is enabled and a parity error Is detected 
In the Input data. 
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AC CHARACTERISTICS (Continued) 



Notes: 

1 . Timing sequence# not shown here conform to the asynchronous transfer timing sequence. 

2. - Refer to ‘Clock Signal* timing for definition of t ci _p. 



fuan 
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AC CHARACTERISTICS (Continued) 



Not*: 

1 . Refer to ‘Clock Signal* timing for definition of t 
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AC CHARACTERISTICS (Continued) 

SCSI Interface (Bus Free) 


INITIATOR (Disconnected) 


Parameter 

Designator 

BSY1 Low to IN IT Low 

t BUT 

INIT Low to Bue Clear 

frrcn 

BSY1 Low to INTR High 

*BUR 


Note: 

1. Refer to ‘Clock Signal* timing for definition of t^F- 


T 


Value* 
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AC CHARACTERISTICS (Continued) 



iFABGET 1 CBW Heloasa! Comma 

nd\ 

Parameter 

Designator 

WT High to BSYO Low 
(SCMD register) 

t WRLS 

WT High to TARG Low 
(SCMD register) 

t WTQL 

TARG Low to Bus Clear 

tTGCH 


Values 


Typ 



Max 


3tg(/+ 80 
(Note) 


3tQ_p+ 80 


50 
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AC CHARACTERISTICS 

SELECnON/RESELECnONI 


(Continued) 

PhasttpStpp (Timeout 




Designator 

Values 

Unit 


Min 

Typ 

Max 

WT High to SELO Low 
{INTS register) 

f WSL 



■■nSSSHi 

ns 

WT High to Data Bus Disable 
(INTS register) 

t WD8t. 



3ta,f + 105 

ns 

WT High to TARG or INIT Low 
(INTS register) 

fwTA 



3t qj: ♦ 80 

ns 

TARG Low to l/OO Low 

tTGJO 


10 

«n 

WV 

ns 

WT High to INTR Low 
(INTS register) 

* WTRL 

1 


1 

3tctF+ 105 

ns 


Note: 

1. Refer to ‘Clock Signal* timing for definition of t CLP . 
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SCSI Interface (Reset Condition)) 
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AC CHARACTERISTICS (Continued) 




Parameter 

Designator 

RSTI Pulse Width 

t SHIW 

Reset Delay 

tRSD 


1. Rafar to “Clock Signal’ timing for definition of t^js. 
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100-Lead Plastic Flat Package 
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Am7990 Cl 

Local Area Network Controller for Ethernet (LANCE) 


DISTINCTIVE CHARACTERISTICS 


• Compatible with Ethernet and IEEE-802.3 Rev D (10 
Base 5.Type A, and 10 Base 2 Type B. "Cheapemet”) 

• Easily Interfaced to 8086,- 68000, Z8000. LSI-II micro- 
processors 

• On-board DMA and buffer management, 48 $^te FIFO 

• 24-bit wide linear addressing (Bus Master Mode) 

• Network and packet error reporting 


• Back-to-back packet reception with as little as 4.1 ^sec 
interpacket gap time 

• Diagnostic Routines 

- Intemal/external loop back 

- CRC logic check 

- Time domain reflectometer 


GENERAL DESCRIPTION 


The Am7990 Local Area Network Controller for Ethernet 
(LANCE) is a 48-pin VLSI device designed to greatly 
simplify interfacing a microcomputer or minicomputer to an 
IEEE-802. 3/Ethernet Local Area Network This chip, in 
conjunction with the Am7992A Serial Interface Adapter 
(SIA) and closely coupled local memory and microproces- 
sor, is intended to provide the user with a complete 


interface module for an Ethernet network The Am7990 is 
designed using a scaled N-Channel MOS technology and is 
compatible with a variety of microprocessors On-board 
DMA, advanced buffer management, and extensive error 
reporting and diagnostics facilitate design and improve 
system performance 


BLOCK DIAGRAM 



NX 

ncut 

TX 

TCUt 

CLIN 
TINA 
At HA 


AmTIMA 

SIA 


BD002062 


> 

3 


^4 

<0 

<o 

o 


05 

CD 

TJ 

CD 

3 

O' 

CD 


CO 

00 

CJl 


05698A 


Advanced Micro Devices 








ORDERING INFORMATION 

AMD products are available in several packages and operating ranges. The order number is formed by a combination of the following 
Device number, speed option (if applicable), package type, operating range and screening option (if desired) 


Am 7990 D Q B 


Device Type 


Screening Option 
B - Burn-in 

Blank = Standard processing 
■ Temperature 

C “ Commercial O'C to 70°C 
Package 

D *= SIDE BRAZED 
P - plastic 

l « leadless chip carrier 


Valid Combinations 


Am7990 


DC 


Valid Combinations 

Consult the local AMD sales office to confirm 
availability of specific valid combinations, to 
check on newly released valid combinations, 
and to obtain additional data on AMD's standard 
military grade products. 
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PIN DESCRIPTION 


DALoo- 

dal 15 


Ai«- A 23 


READ 


§Mo' 

BYTE 

BMi/ 

BUSAKO 


Data/ Address Unas (Input/Output 3-State) 

The time multiplexed Address/ Data bus. Dunng 
the address portion of a memory transfer. 
DALoo - DAL15 contains the tower 16 bits of the 
memory address. The upper 8 bits of address 
are contained m A^-A^. 

During the data portion of a memory transfer, 
DALoo - DAL ! 5 contains the read or wnte data, 
depending on the type of transfer 

The LANCE drives these lines as a Bus Master 
and as a Bus Slave. 

High Order Address Bus (Output 3-State) 

The additional address bits necessary to extend 
the DAL lines to access a 24-bit address These 
lines are driven as a Bus Master only 

(Input/Output 3-State) 

Indicates the type of operation to be performed 
in the current bus cycle. This signal is an output 
when the LANCE is a Bus Master 

High - Data is taken off the DAL by the chip 
Low - Data is placed on the DAL by the chip 

The signal is an input when the LANCE is a Bus 
Slave. 

High - Data is placed on the DAL by the chip 
Low - Data is taken off the DAL by the chip 

(Output 3-state) 

Pins 15 and 16 are programmable through bit 
(00) of CSR 3 

BMo, 


Byte selection may also be done using the BYTE 
tine and DALoo tine, latched during the address 
portion of the bus cycle. The LANCE drives 
BYTE only as a Bus Master and ignores it when 
a Bu s Slave selection is done (similar to Bfctp. 

5HT). 

Byte selection is done as outlined in the follow- 
ing table. 

BYTE DALoo 


LOW 

LOW 

HIGH 

HIGH 


LOW 

HIGH 

LOW 

HIGH 


Whole Word 
Illegal Condition 
Lower Byte 
Upper Byte 


BUSAKO is a bus request daisy chain output. If 
the chip is not requesting the bus and it receives 
HLDA, BUSAKO will be driven Low. If the 
LANC E is reques ting the bus when it receives 
HLDA, BUSAKO will remain High. 

Byte Swapping 

In an effort to be compatible with the variety of 16-bit 
microprocessors available to the designer, the LANCE may be 
programmed to swap the position of the upper and lower order 
bytes on data involved in transfers with the internal FIFO. 

Byte swapping is done when BSWP - 1 . The most significant 
byte of the word in this case will appear on DAL lines 7-0 and 
the least significant byte on DAL lines 15-8. 

When BYTE = H (indicating a byte transfer) the table indicates 
on which part of the 16-bit data bus the actual data will 
appear 

Whenever byte swap is activated, the only data that is 
swapped is data traveling to and from the FIFO. 


If CSR 3 (00) BCON - 0 
PIN 1 5 - BMp (Output 3-state) 

PIN 16 - BMi (Output 3-state) 

6M0, 6M1 (Byte Mask). This indicates the 
byte(s) on the DAL are to be read or written 
during this bus transaction. The LANCE drives 
these lines only as a Bus Master It ignores the 
Byte Mask tines when it is a Bus Slave and 
assumes word transfers 

Byte selection using Byte Mask is done as 
described by the following table 


6mT BM^ 


LOW 

LOW 

Whole Word 

LOW 

HIGH 

Upper 8yte 

HIGH 

LOW 

Lower Byte 

HIGH 

HIGH 

None 

BYTE, BUSAKO 



If CSR 3 (00) BCON = 1 



PIN 1 5 * BYTE (Output 3-state) 
PIN 16 - BU&AK0 (Output) 


Signal Line 

Mode Bits 

BSWP = 0 
and BCON = 1 

BSWP = 1 
and BCON = 1 

BYTE = L and 
DALoo * L 

Word 

- - - 

Word 

BYTE « L and 
DALoo -h 

Illegal 

Illegal 

BYTE = H and 
DALoo - H 

Upper Byte 

Lower Byte 

BYTE - H and 
DALoo • L 

Lower Byte 

Upper Byte 


£S Chip Select (input) 

Indicates, when asserted, that the LANCE is the 
slave device of the data transfer C5 must be 
valid throughout the data portion of the bus 
cycle. £5 must not be asserted when HLDA is 
Low. 
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ADR 

Register Address Port Select (Input) . 

When LANCE is slave, ADR indicates which of 
the two register ports is selected. ADR LOW 
selects register data port; ADR HIGH selects 
register address port. ADR must be valid 
throughout the data portion of the bus cycle and 

HlBa 

Bus Hold Acknowledge (Input) 

A response to HOLD. When HLDA is Low in 
response to the chip's assertion of HOLD. the 
chip is the Bus Master HLDA deasserts upon 
the deassertion of HSD5. 


is only used by the LANCE when CS is Low. 

iRTr 

Interrupt (Output Open Drain) 

An attention signal that indicates, when active. 

ALE/A§ 

Address Latch Enable (Output 3-State) 

Used to demultiplex the DAL lines and define the 
address portion of the bus cycle This I/O pm is 
programmable through bit (01) of CSR 3 

As ALE (CSR 3 ( 01 ), A CON = 0). the signal 


that one or more of the following CSRo status 
flags is set: BABL. MERR. MISS. RINT. TINT or 
IDON INTR is enabled by bit 06 of CSR 0 
(INEA - 1 ), iKltR remains asserted until the 
source of Interrupt is removed. 


transitions from a HIGH to a LOW during the 
address portion of the transfer and remains Low 
during the data portion ALE can be used by a 

rx 

Receive (Input) 

Receive Input Bit Stream. 


Slave device to control a latch on the bus 
address lines. When ALE is High, the latch is 
open, and when ALE goes Low, the latch is 

TX 

Transmit (Output) 

Transmit Output Bit Stream 


closed. 

As A5 (CSR 3 (01), ACON » 1), the signal pulses 
Low during the address portion of the bus 
transaction The Low-to-High transition of A~5 
can be used by a Slave device to strobe the 

TENA 

Transmit Enable (Output) 

Transmit Output Bit Stream enable A level 
asserted with the Transmit Output Bit Stream, 
TX, to enable the external transmit logic 


address into a register 

The LANCE drives the ALE/A5 line only as a 
Bus Master 

RCLK 

Receive Clock (Input) 

A 10MHz square wave synchronized to the 
Receive data and only active while receiving an 
Input Bit Stream 

5AS 

Data Strobe (Input/Output 3-State) 

Defines the data portion of the bus transaction 
DAS is high during the address portion of a bus 
transaction and low during the data portion. The 

CLSN 

Collision (Input) 

A logical input that indicates that a collision is 
occurring on the channel. 


Low-to-High transition can be used by a Slave 
device to strobe bus data into a register DA§ is 
driven only as a Bus Master. 

RENA 

Receive Enable (Input) 

A logical input that indicates the presence of 
carrier on the channel 

dalQ 

Data/ Address Line Out (Output 3-State) 

An external bus transceiver control line. DALO is 
asserted when the LANCE drives the DAL lines 

TCLK 

Transmit Clock (Input) 

10MHz clock 

j 

DALO will be Low only during the address 
portion if the transfer is a READ It will be Low 

READY 

(Input/Output Open Drain) 

When the LANCE is a Bus Master, READY is an 

j 

for the entire transfer if the transfer is a WRITE 


asynchronous acknowledgement from the bus 

I 

DALO is dnven only when LANCE is a Bus 


memory that it wilt accept data in a WRITE cycle 

j DA D 

j 

1 

Master 

Data/Address Line In (Output 3-State) 

An external bus transceiver control line. DALI is 
asserted when the LANCE reads from the Dal 


or that it has put data on the DAL lines in a 
READ cycle. 

As a Bus Slave, the LANCE asserts READY 
when it has put data on the DAL lines during a 


lines It will be Low during the data portion of a 
READ transfer and remain High for the entire 
transfer if it is a WRITE DALI is driven only when 
LANCE is a Bus Master. 


READ cycle or is about to take data off the DAL 
Imes during a write cycle READY is a response 
to OaS and will return High after DA§ has gone 
High READY is an input when the LANCE is a 
Bus Master and an output when the LANCE is a 

HOLD/ 

BUSRQ 

Bus Hold Request (Output Open Drain) 

Asserted by the LANCE when it requires access 


Bus Slave 


to memory HOLD is held Low for the entire 
ensuing bus transaction. The function of this pm 

RESET 

(Input) 

Bus Request Signal Causes the LANCE to 


is programmed through bit (00) of CSR 3 Bit (00) 
of CSR 3 is cleared when RESET is asserted 


cease operation, clear its internal logic, and 
enter an Idle state with the stop bit of CSRo set. 


When CSR 3 (00) BCON - 0 
PIN 17 = HOLD (Output Open Dram) 
When CSR 3 (00) BCON - 1 
PIN 1 7 « BUSRQ (Output Open Drain) 

Vcc 

V SS 

Power supply pin +5 volts ±5% 

Ground. Pins 1 and 24 should be connected 
together externally, as close to the chip as 
possible 


BUSRCl will be asserted only if pm 17 is High 
prior to assertion. 


PRODUCT OVERVIEW 


The parallel interface of the Local Area Network Controller for 
Ethernet (LANCE) has been designed to be "friendly" or easy 
to interface to a variety of popular 16-bit microprocessors. 
These microprocessors indude the following: Z8000. 8086, 
68000 and LSI-11 The LANCE has a 24-bit wide linear 
address space when it is in the Bus Master Mode, allowing it to 
DMA directly into the entire address space of the above 


microprocessors. A programmable mode of operation allows 
byte addressing in one of two ways: a Byte /Word control 
signal compatible with the 8086 and Z8000 or an Upper Data 
Strobe and Lower Data Strobe signal compatible with micro- 
processors such as the 68000. A programmable polarity on 
the Address Strobe signal eliminates the need for external 
logic. The LANCE interfaces with both muttipiexed and demul- 
tiplexed data busses and features control signals for address/ 
data bus transceivers. 


a. Multiplexed Bus 



b. Demultiplexed Bus 



DF 000140 


Figure 1. LANCE/CPU Interfacing 
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During initialization, the CPU loads the starting address of the 
initialization block into two internal control registers. The 
LANCE has tour internal control and status registers (CSRo, i. 
2 , 3 ) which are used for various functions, such as the loading 
of the initialization block address, different programming 
modes and status conditions. The host processor communi- 
cates with the LANCE during the initialization phase for 
demand transmission and periodically to read the status bits 
following interrupts All other transfers to and from the memory 
are handled as DMA under microword control 

Interrupts to the microprocessor are generated by the LANCE 
upon: 1 ) completion of its initialization routine, 2) the reception 
of a packet, 3) the transmission of a packet, 4) transmitter 
timeout error, 5) a missed packet and 6) memory error 

The cause of the interrupt is ascertained by reading CSRo Bit 
(06) of CSRo, (INEA), enables or disables interrupts to the 
microprocessor In systems where polling is used in place of 
interrupts, bit (07) of CSRo, (INTR). indicates an interrupt 
condition 

The basic operation of the LANCE consists of two distinct 
modes: transmit and receive. In the transmit mode, the LANCE 
chip directly accesses data (in a transmit buffer) in memory It 
prefaces the data with a preamble, sync pattern, and calcu- 
lates and appends a 32-bit CRC This packet is then ready for 
transmission to the Am7991A SIA On transmission, the first 
byte of data loads into the 48-byte FIFO. The LANCE then 
begins to transmit preamble while simultaneously loading the 
rest of the packet into FIFO for transmission 

In the receive mode, packets are sent via the SIA to the 
LANCE. The packets are loaded into the 48-byte FIFO for 
preparation of automatic downloading into buffer memory A 
CRC is calculated and compared with the CRC appended to 
the data packet If the calculated CRC checksum doesn't 
agree with the packet CRC, an error bit is set. 

ADDRESSING 

Packets can be received using 3 different destination address 
mg schemes: physical, logical and promiscuous. 

The first type is a full companson of the 48-bit destination 
address in the packet with the node address that was 
programmed into the LANCE during an initialization cycle 
There are two types of logical address One is group type 
mask where the 48-bit address m the packet is put through a 
hash filter to map the 48-bit physical addresses into 1 of 64 
logical groups If any of these 64 groups have been preselect- 
ed as the logical address, then the 48-bit address is stored in 
main memory At this time, a look up is performed comparing 
the 48-bit incoming address with the pre-stored 48-bit logical 
address This mode can be useful if sending packets to all of a 
particular type of device simultaneously (i.e , send a packet to 
all file servers or all printer servers). Additional details on 
logical addressing can be found in the INITIALIZATION 
section under "Logical Address Filter " The second logical 
address is a broadcast address where all nodes on the 
network receive the packet The last receive mode of opera- 


tion is the so-called "promiscuous mode" in which a node wiH 
accept all packets on the coax regardless of their destination 
address. 

COLLISION DETECTION AND IMPLEMENTATION 

The Ethernet CSMA/CD network access algorithm is imple- 
mented completely within the LANCE. In addition to listening 
for a clear coax before transmitting, Ethernet handles colli- 
sions in a predetermined way. Should two transmitters attempt 
to seize the coax at the same time, they will collide and the 
data on the coax will be garbled. The transmitting nodes listen 
while they transmit, detect the collision, then continue to 
transmit for a predetermined length of time to "jam" the 
network and ensure that all nodes have recognized the 
colkston The transmitting nodes then delay a random amount 
of time according to the Ethernet "truncated binary backoff" 
algonthm in order that the colliding nodes don't try to 
repeatedly access the network at the same time. Up to 16 
attempts to access the network are made by the LANCE 
before reporting back an error due to excessive collisions. 

ERROR REPORTING AND DIAGNOSTICS 

Extensive error reporting is provided by the LANCE. Error 
conditions reported relate either to the network as a whole or 
to data packets Network-related errors are recorded as flags 
in the CSRs and are examined by the CPU following interrupt 
Packet-related errors are written into descriptor entries corre- 
sponding to the packet 

System errors include 

• Babbling Transmitter 

- Transmitter attempting to transmit more than 1518 
data bytes 

• Collision 

- Collision detection circuitry nonfunctional 

• Missed packet 

- Insufficient buffer space 

• Memory timeout 

- Memory response failure 

Packet-related errors 

• CRC 

- Invalid data 

• Framing 

- Packet did not end on a byte boundary 

• Overflow/ Underflow 

- Indicates abnormal latency in servicing a DMA re- 
quest 

• Buffer 

- Insufficient buffer space available 

The LANCE performs several diagnostic routines which en- 
hance the reliability and integrity of the system These include 
a CRC logic check and two loop back modes (internal/ 
external) Errors may be introduced into the system to check 
error detection logic A Time Domain Reflectometer is incorpo- 
rated into the LANCE to aid system designers locate faults in 
the Ethernet cable Shorts and opens manifest themselves in 
reflections which are sensed by the TDR 
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BUFFER MANAGEMENT 

A key feature of the LANCE and its on-board DMA channel is 
the flexibility and speed of communication between the 
LANCE and the host microprocessor through common memo- 
ry locations The basic organization of the buffer management 
is a circular queue of tasks in memory called descriptor rings, 
as shown in figure 2a There are separate descriptor rings to 
descnbe transmit and receive operations. Up to 1 28 tasks may 
be queued up on a descriptor ring awaiting execution by the 
LANCE Each entry in a descriptor ring holds a pointer to a 
data memory buffer and an entry for the length of the data 
buffer Data buffers can be chained or cascaded to handle a 
long packet m multiple data buffer areas The LANCE 
searches the descriptor rings in a "lookahead manner" to 
determine the next empty buffer in order to chain buffers 
together or to handle back-to-back packets As each buffer is 
filled, an own" bit is reset, allowing the host processor to 
process the data in the buffer. 

LANCE INTERFACE 

CSR bits such as ACON, BCON and BSWP are used for 
programming the pin functions used for different interfacing 


schemes For example, ACON is used to program the potanty 
of the Address Strobe signal (ALE/AS) 

BCON is used fo r programming the pins, for handling either 
the BYTE/WORD method for addressing word organized, byte 
addressable memooes where the BYTE signal is decoded 
along with the least significant address bit to determine upper 
or lower byte, or an explicit scheme in which two signals 
labeled as BYTE MASK (5 Mq and §Mt) indicate which byte is 
addressed When the BYTE scheme is chosen, the BMt pin 
can be used for performing the function BuSAKO 

BCON is also used to program pms for different DMA modes 
In a daisy chain DMA scheme, 3 signals are used (BuSRQ, 
HLOA, BUSAKO). In systems using a DMA controller for 
arbitration, only HOLD and HLDA are used 

LANCE IN BUS MASTER MODE 

All data transfers from th e LANC E in the Bus Master mode are 
timed by ALE, DAS, and READY The automatic adjustment of 
the LANCE cycle by the READY signal allows synchronization 
with variable cycle time memory due either to memory refresh 
or to dual port access Bus cycles are a minimum of 600ns in 
length and can be increased in 100ns increments 


8 
























Figure 3. Bus Slave Read Timing 

Note: i. There are two types of delays which depend on which internal register is accessed. 
Type 1 refers to access of CSRo. CSR3 and RAP. 

Type 2 refers to access of CSRi and CSR2 which are longer than Type 1 delay. 


RE AO SEQUENCE 

The read cycle is begun by valid addresses being placed on 
DAL00-OAL15 and A16-A23 The BYTE MASK signals are 
placed valid to indicate a word, upper byte or lower byte 
memory reference READ indicates the type of cycle. ALE or 
AS are pulsed, and the trailing edge of either can be used to 
latch addresses. DAL00-DAL15 go into a 3 -state mode, and 
DAS falls Low to signal the beginning of the memory access 
The memory responds by placing READY Low to indicate that 


the DAL lines have valid data. The LANCE then latches 
memory data on the rising edge of Da 3 , which in turn ends the 
memory cycle and READY returns High. Refer to Figure 5 a. 

The bus transceiver controls, DALI and DALO, are used to 
control the bus transceiv ers. D ALI signals to strobe data 
toward the LANCE, and DALO signals to strobe d ata or 
addresses away fro m the LANCE. During a read cycle, DAlD 
goes inactive before DALI becomes active to avoid "spiking" 
of the bus transceivers. 
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Figure 4. Bus Slave Write Timing 


WRITE SEQUENCE 

The write cycle is similar to the read cycle except that the 
DALoo-DAL 1 5 lines change from containing addresses to data 
after either ALE or AS goes inactive After data is valid on the 
bus, DAS goes active Data to memory is held valid after DAS 
goes inactive Refer to Figure 5b 

LANCE IN BUS SLAVE MODE 

The LANCE enters the Bus Slave Mode whenever C5 
becomes active. This mode must be entered whenever wnting 
or reading the four status control registers (CSRo, CSRi , 
C-SR 2 , and CSR 3 ) and the Register Address Pointer (PAP). 
RAP and CSRo may be read or written to at anytime but the 
LANCE must be stopped (by setting the stop bit m CSRo) <or 
CSRi, CSR 2 , and CSRs access 


READ SEQUENCE 

At the beginning of a read cycle. C5. READ, and DAS are 
asserted ADR also must be valid at this time (If ADR is a " 1 . 
the contents of RAP are placed on the DAL lines Otherwise 
the contents of the CSR register addressed by RAP are placed 
on the DAL lines ) After the data on the DAL lines become 
valid, the LANCE asserts READY, CS. READ, DAS. and ADR 
must remain stable throughout the cycle Refer to Figure 3 

WRITE SEQUENCE 

This cycle is similar to the read cycle, except that during this 
cycle, READ is not asserted (READ is Low). The DAL buffers 
are tristated which configures these lines as inputs The 
assertion of READY by LANCE indicates to the memory 
device that the data on the DAL lines have been stored by 
LANCE in its appropriate CSR register CS. READ DAS. ADR, 
and DAL <15 00> must remain stable throughout the write 
cycle Refer to Figure 4 
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Figure 5a. Bus Master Read Timing 
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Figure 6. Bus Acquisition Timing 


Note. 1 . RESET is an asynchronous input to the LANCE and is not part of the Bus Acquisition timing. 
When RESET is asserted, the LANCE becomes a Bus Slave. 


DIFFERENCES BETWEEN ETHERNET 
VERSIONS 1 AND 2 

a. Version 2 specifies that the collision detect of the transceiv- 
er must be activated during the interpacket gap time. 

b. Version 2 specifies some network management functions, 
such as reporting the occurrence of collisions, retries and 
deferrals. 

c. Version 2 specifies that when transmission is terminated, 
the differential transmit lines are driven OV diff. (half step). 


DIFFERENCES BETWEEN IEEE-802.3 AND 
ETHERNET 

a IEEE-802.3 specifies a 2-byte length field rather than a type 
field. The length field (802.3) described the actual amount of 
data in the frame. 

b IEEE-802.3 allows the use of a PAD field in the data section 
of a frame, while Ethernet specifies the minimum packet 
size at 64 bytes. The use of a PAD allows the user to send 
and receive packets which have less than 46 bytes of data. 

A partial list of significant differences between Ethernet and 

IEEE-802 3 at the physical layer include the following: 


- - T- 1 - 

— 

IEEE-802.3 

Ethernet 

End of Transmission State 

Half Step 

High State (Rev 1) or 
Half Step (Rev 2) 

Common Mode 
Voltage 

+ 5.5V 

0 - +5V 

Common Mode 

Less than 

1.6mA ±40% 

Current 

1mA 


Received, Collision! 



Input Threshold 

+ 160mV 

1 1 75mV 

Fault Protection 

16V 

OV 
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PROGRAMMING SPECIFICATION 

This section defines the control and Status Registers and the 
memory data structures required to program the Am7990 
(LANCE) 


port (RAP) during a bus slave transaction. During a subse- 
quent bus slave transaction, the data being read from (or 
written into) the data port (RDP) is read from (or written into) 
the CSR selected in the RAP. 


PROGRAMMING THE Am7990 (LANCE) 

The Am7990 (LANCE) is designed to operate in an environ- 
ment that includes close coupling with a local memory and a 
microprocessor (HOST). The Am7990 LANCE is programmed 
by a combination of registers and data structures resident 
within the chip and in memory. There are four Control and 
Status Registers (CSRs) within the chip which are pro- 
grammed by the HOST device. Once enabled, the chip has the 
ability to access memory locations to acquire additional 
operating parameters. 

The Am7990 has the ability to do independent buffer manage- 
ment as well as transfer data packets to and from the Ethernet. 
There are three memory structures accessed by the Chip: 

1 Initialization Block - 12 words in contiguous memory starting 
on a word boundary. It also contains the operating parame- 
ters necessary for device operation. The initialization block 
is composed of: 

• Mode of Operation 

• Physical Address 

• Logical Address Mask 

• Location to Receive and Transmit Descriptor Rings 

• Number of Entries in Receive and Transmit 
Descriptor Rings 

2. Receive and Transmit Descriptor Rings - Two ring struc- 
tures, one each for incoming and outgoing packets. Each 
entry in the rings is 4 words long and each entry must start 
on a quadword boundary. The Descriptor Rings are com- 
prised of: 

• The address of a data buffer 

• The length of that data buffer 

• Status information associated with the buffer 

3 Data Buffers - Contiguous portions of memory reserved for 
packet buffering Data buffers may begin on arbitrary byte 
boundaries. 

In general, the programming sequence of the chip may be, 
summarized as; 

1 Programming the chip’s CSRs by a host device to locate an 
initialization block in memory. The byte control, byte addressing, 
and address latch enable modes are defined here also. 

2 The chip loading itself with the information contained within 
the initialization block. 

3 The chip accessing the descriptor rings for packet handling. 

CONTROL AND STATUS REGISTERS 

There are four Control and Status Registers (CSRs) resident 
within the chip The CSRs are accessed through two bus 
addressable ports, an address port (RAP) and a data port 
(RDP) 

ACCESSING THE CONTROL AND STATUS 
REGISTERS 

The CSRs are read (or written) in a two step operation. The 
address of the CSR to be accessed is wntten into the address 


Once written, the address in RAP remains unchanged until 
rewntten. 

To distinguish the data port from the address port, a discrete 
I/O pin is provided. , 

ADR I/O Ptn Port 

L Register Data Port (RDP) 

H Register Address Port (RAP) 


Register Data Port (RDP) 

IS 0 


CSR DATA 


AF001450 


Bit Name Description 

15:00 CSR Data Writing data into RDP writes the 
data into the CSR selected in 
RAP Reading the data from the 
RDP reads the data from the CSR 
selected in RAP. CSRi , CSRj 
and CSR3 are accessible only 
when the STOP bit of CSRo is 
set. 

If the STOP bit is not set while 
attempting to access CSRi, 
CSR2 or CSR3, the chip will 
return READY, but a READ 
operation will return undefined 
data. WRITE operation is ignored 


Register Address Port (RAP) 



AF001490 


Bit Name Description 

15:02 RES Reserved and read as zeroes 

01 00 CSR(10) CSR address select. READ/ 

WRITE. Selects the CSR to be 
accessed through the RDP RAP 


is cleared by Bus 

RESET 

CSR(1:0) 

CSR 

00 

CSR 0 

01 

CSR, 

10 

CSR 2 

1 1 

csr 3 
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CONTROL AND STATUS REGISTER 
DEFINITION 

Control and Status Register 0 (CSRo) 


« • 



The LANCE updates CSRo by logical 
"ORING” the previous and present value of 
CSRq 


Bit Name Description 

15 ERR ERROR summary is set by the 

"OR" of BABL, CERR, MISS and 
MERR. ERR remains set as long 
as any of the error flags are true. 

ERR is read only; writing it has no 
effect. It is cleared by Bus 
RESET, by setting the STOP bit, 
or clearing the individual error 
flags 

14 BABL BABBLE is a transmitter timeout 

error. It indicates that the 
transmitter has been on the 
channel longer than the time 
required to send the maximum 
length packet 

BABL is a flag which indicates 
excessive length in the transmit 
buffer. It will be set after 1519 
data bytes have been 
transmitted; the chip will continue 
to transmit until the whole packet 
is transmitted or until there is a 
failure before the whole packet is 
transmitted When BABL error 
occurs, an interrupt will be 
generated if INEA = 1 

BABL is READ/CLEAR ONLY 
and is set by the chip, and 
cleared by writing a "1" into the 
bit. Writing a "0" has no effect. It 
is cleared by RESET or by setting 
the STOP bit 

13 CERR COLLISION ERROR indicates 

that the collision input to the chip 
failed to activate within 2us after 
a chip-initiated transmission was 
completed The collision after 
transmission is a transceiver test 
feature. This function is also 
known as heartbeat or SOE 
(Signal Quality Error) test. 


Bit Nam* P — crtp tton 

CERR is READ/CLEAR ONLY 
and is set by the chip and cleared 
by writing a "I” into the bit. 
Writing a " P" has no effect. It is 
cleared by RESET or by setting 
the STOP bit. CERR error will not 
cause an interrupt to occur 
(INTR - 0). 

1 2 MISS MISSED PACKET is set when the 

receiver loses a packet because 
it does not own any receive 
buffer, indicating loss of data. 

Silo overflow is not reported 
because there is no receive ring 
entry in which to wnte status. 
MISS is not valid in internal 
loopback mode 

When MISS is set. an interrupt 
will be generated if INEA = 1. 

MISS is READ/CLEAR ONLY, 
and is set by the chip and cleared 
by writing a "1" into the bit. 
Writing a "0" has no effect. It is 
cleared by RESET or by setting 
the STOP bit. 

11 MERR MEMORY ERROR is set when 

the chip is the Bus Master and 
has not received READY within 
25.6ps after asserting the 
address on the DAL lines 

When a Memory Error is 
detected, the receiver and 
transmitter are turned off (CSRo, 
TXON = 0. RXON = 0) and an 
interrupt is generated if INEA = 1 

MERR is READ/CLEAR ONLY, 
and is set by the chip and cleared 
by writing a "1” into the bit 
Writing a "0" has no effect. It is 
Cleared by RESET or by setting 
the STOP bit 

10 RINT RECEIVER INTERRUPT is set 

when the chip updates an entry in j 
the Receive Descriptor Ring for 
the last buffer received or 
reception is stopped due to a 
failure. 

When RINT is set. an interrupt is 
generated if INEA = t 

RINT is READ/CLEAR ONLY, 
and is set by the chip and cleared 
by writing a "1" into the bit 
Writing a "0" has no effect. It is 
cleared by RESET or by setting 
the STOP bit 

09 TINT TRANSMITTER INTERRUPT is 

set when the chip updates an 
entry in the transmit descnptor 
ring for the last buffer sent or 
transmission is stopped due to a 
failure. 
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Bit 


Nam* Description 


Bit 


Name Description 


When TINT is set, an interrupt is 
generated if INEA • 1 . 

TINT is READ/CLEAR ONLY and 
is set by the chip and cleared by 
writing a "I” into the bit. Writing a 
"0" has no effect It is cleared by 
RESET or by setting the STOP 
bit 

08 l DON INITIALIZATION DONE indicates 

that the chip has completed the 
initialization procedure started by 
setting the INIT bit. When IDON is 
set. the chip has read the 
Initialization Block from memory 
and stored the new parameters 

When IDON is set, an interrupt is 
generated if INEA « 1 . 

IDON is READ/CLEAR ONLY, 
and is set by the chip and cleared 
by writing a "1" into the bit. 
Writing a " 0" has no effect. It is 
cleared by RESET or by setting 
the STOP bit. 

07 INTR INTERRUPT FLAG is set by the 

"OR" of BABL, MISS. MERR, 
RINT, TINT and IDON If 
INEA - 1 and INTR » 1 , the INTR 
I/O pin will be Low. 

INTR is READ ONLY; writing this 
bit has no effect. INTR is cleared 
by RESET, by setting the STOP 
bit, or by clearing the condition 
causing the interrupt. 

06 INEA INTERRUPT ENABLE allows the 

INTR I/O pin to be driven Low 
when the Interrupt Flag is set. If 
INEA - 1 and INTR - 1 , the INTR 
I/O pm will be Low. If INEA — 0, 
the INTR I/O pm will be High, 
regardless of the state of the 
Interrupt Flag. 

INEA is READ/WRITE and 
cleared by RESET or by setting 
the STOP bit. 

INEA cannot be set while STOP 
bit is set. INEA can be set in 
parallel or after INIT and/or 
STRT bit are set 


05 RXON RECEIVER ON indicates that the 

receiver is enabled. RXON is set 
when STRT is set if DRX - 0 in 
the MODE register in the 
initialization block and the 
initialization block has been read 
by the chip by setting the INIT bit. 
RXON is cleared when IDON is 
set from setting the INIT bit and 
DRX « 1 in the MODE register, or 
a memory error (MERR) has 
occurred. RXON is READ ONLY; 
writing this bit ha s no e ffect. 
RXON is cleared by ftESET or by 
setting the STOP bit. 

04 TXON TRANSMITTER ON indicates 

that the transmitter is enabled 
TXON is set when STRT is set if 
DTX - 0 in the MODE register in 
the initialization block and the 
INIT tut has been set. TXON is 
cleared when IDON is set and 
DTX - 1 in the MODE register, or 
an error, such as MERR, UFLO or 
BUFF, has occurred during 
transmission 

TXON is READ ONLY; writing this 
bit has no effect TXON is cleared 
by RESET or by setting the STOP 
bit. 

03 TDMD TRANSMIT DEMAND, when set. 

causes the chip to access the 
Transmit Descriptor Ring without 
waiting for the polltime interval to 
elapse TDMD need not be set to 
transmit a packet; it merely 
hastens the chip's response to a 
Transmit Descriptor Ring entry 
insertion by the host. 

TDMD is WRITE WITH ONE 
ONLY and is cleared by the 
microcode after it is used it may 
read as a "1" for a short time 
after it is written because the 
microcode may have been busy 
when TDM D was set It is also 
cleared by PE SET or by setting 
the STOP bit Writing a "0" in this 
bit has no effect 

02 STOP STOP disables the chip from all 

external activity when set and 
clears the internal logic. Setting 
STOP is the equ ivalent of 
asserting RESET. The chip 
remains inactive and STOP 
remains set until the STRT or 
INIT bit is set If STRT, INIT and 
STOP are all set together, STOP 
will override the other bits and 
only STOP will be set. 
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Bit Nam* Description 

STOP is READ/WRITE WITH 
ONE ONLY and set by RESET. 
Writing a "0" to this bit has no 
effect STOP is cleared by setting 
either INIT or STRT. CSRi, 
CSR 2 , and CSR 3 must be 
reloaded when the STOP bit is 
set. 

01 STRT START enables the chip to send 

and receive packets, perform 
direct memory access, and do 
buffer management. The STOP 
bit must be set prior to setting the 
STRT bit. Setting STRT clears 
the STOP bit. 

If STRT and INIT are set 
together, the INIT function will be 
executed first. 

STRT is REAO/WRITE and is set 
with one only. Writing a ”0" into 
this bit has no effect. STRT is 
cleared by PRESET or by setting 
the STOP bit. 


» • T 0 










1 IAOA (23W) 



A F 0009 20 

Bit 

Name Description 


15:06 

07:00 

RES Reserved. 

IADR The high order 8 bits of the ad- 


dress of the first word (lowest 
address) in the Initialization 
Block. 


Control and Status Register 3 (CSR3) 

CSR 3 allows redefinition of the Bus Master interface. 

RAP = 3 


READ/WRITE : Accessible only when the STOP b it of CSRo is 
ONE. CSR 3 is cleared by RESET or by setting 
the STOP bit in CSRo. 


00 INIT INITIALIZE, when set, causes the 

chip to begin the initialization 
procedure and access the 
Initialization Block. The STOP bit 
must be set prior to setting the 
INIT bit Setting INIT clears the 
STOP bit. 

If STRT and INIT are set 
together, the INIT function will be 
executed first INIT is READ/ 
WRITE WITH "I" ONLY Writing 
a "O'' into this bit has no effect. 
INIT is cleared by RESET or by 
setting the STOP bit 

Control and Status Register 1 (CSRi) 

RAP = 1 

READ/WRITE : Accessible only when the STOP b it of CS Ro is 
a ONE CSRi IS unaffected by RESET, 

is 1 0 



□ 






1 




1 

1—0 

Bit 

Name 

Description 

AF000970 


15:01 IADR The low order 16 bits of the 


address of the first word (lowest 
address) in the Initialization 
Block 

00 Must be zeio. 

Control and Status Register 2 (CSR2) 

RAP = 2 

READ/WRITE : Accessible only when the STOP bit of CSRo IS 
a ONE. CSR 2 is unaffected by RESET 


15 12 10 


L SCON 

ACON 

aswe 

ACS 

AF 000900 

Bit Name Description 

15:03 RES Reserved and read as "0." 

02 BSWP BYTE SWAP allows the chip to 

operate in systems that consider 
bits (15:08) of data to be pointed 
by an even address and bits 
(07:00) to be pointed by an odd 
address. 

When BSWP - 1 , the chip will 
swap the high and low bytes on 
DMA data transfers between the 
silo and bus memory Only data 
from silo transfers is swapped; 
the Initialization Block data and 
the Descriptor Ring entries are 
NOT swapped. 

BSWP is READ/ WRITE and 
cleared by RESET or by setting 
the STOP bit in CSR 0 

01 ACON ALE CONTROL defines the as- 

sertive state of ALE when the 
ctup is a Bus Master. ACON is 
READ/ WRITE and cleared by 
RESET and by setting the STOP 
bit in CSRo 

ACON ALE 

0 Asserted High 

1 Asserted Low 
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00 0CON BYTE CONTROL redefines the 

Byte Mask and Hold I/O pins. 
BCON is RE AD/ WRITE and 
cleared by RESET or by setting 
the STOP bit in CSRo- 

BCON Pin 16 Pin15 Pin17 

0 BM, 5Rq hOlD 

1 BuSakO BYTE BD5RQ 

All data transfers from the LANCE in the Bus Master mode are 
in words However, the LANCE can handle odd address 
boundaries and/or packets with an odd number of bytes. 


INITIALIZATION 
INITIALIZATION BLOCK 


Chip initialization includes the reading of the initialization block 
in memory to obtain the operating parameters. The following is 
a definition of the Initialization Block. 


The Initialization Block is read by the chip when the INIT bit in 
CSRo 'S set. The INIT bit should be set before or concurrent 
with the STRT bit to insure proper parameter initialization and 
chip operation After the chip has read the Initialization Block, 
(DON is set in CSRo and an interrupt is generated if INEA - 1 . 


Higher Addresses 


Base Address of Block 


TLEN-TDRA (23:16) 

IADR +22 

TDRA (15:00) 

IADR +20 

RLEN-RDRA (23:16) 

IADR +18 

RDRA (15:00) 

IADR +16 

LADRF (63.48) 

IADR +14 

LADRF (47:32) 

IADR +12 

LADRF (31:16) 

IADR +10 

LADRF (15:00) 

IADR +08 

PADR (47:32) 

IADR +06 

PADR (31:16) 

IADR +04 

PADR (15:00) 

IADR +02 

MODE 

IADR +00 


05 


Mode 


The Mode Register allows alteration of the chip's operating 
parameters Normal operation is with the Mode Register clear 



OMX 

OTX 

iooe 

otc« 

cou 

0**TY 

wn 

BtS 

won 


04 


03 


Bit Name Description 

15 PROM PROMISCUOUS mode. When 

PROM « 1. all incoming packets 
are accepted 

14:07 RES RESERVED 


Name D es crip tion 

INTL INTERNAL LOOPBACK is used 

with the LOOP bit to determine 
where the loopback is to be done 
Internal loopback allows the chip 
to receive its own transmitted 
packet Since this represents full 
duplex operation, the packet size 
is limited to 8-32 bytes. Internal 
loopback in the LANCE is opera- 
tional only when the packets are 
addressed to the node itself. 

The Lance will not receive any 
packets externally when it is in 
internal loopback mode 

EXTERNAL LOOPBACK allows 
the LANCE to transmit a packet 
through the SIA transceiver cable 
out to the Ethernet coax. It is 
used to determine the operability 
of all circuitry and connections 
between the LANCE and the co- 
axial cable Multicast addressing 
in external loopback is valid only 
when DTCR • 1 (user needs to 
append the 4 bytes CRC) 

In external loopback, the LANCE 
also receives packets from other 
nodes 

INTL is only valid if LOOP = i . 
otherwise, it is ignored 

LOOPINTL LOOPBACK 

0 X No loopback, normal 

1 0 External 

1 1 Internal 

DRTY DISABLE RETRY When 

DRTY * 1, the chip will attempt 
only one transmission of a pack- 
et. If there is a collision on the 
first transmission attempt, a Retry 
Error (RTRY) will be reported in 
Transmit Message Descriptor 3 
(TMD 3 ) 

COLL FORCE COLLISION This bit al- 

lows the collision logic to be test- 
ed The chip must be in internal 
loopback mode for COLL to be 
valid II COLL = 1 , a collision will 
be forced during the subsequent 
transmission attempt This will re- 
sult m 16 total transmission at- 
tempts with a retry error reported 
in TMD3 

DTCR DISABLE TRANSMIT CRC 

When DTCR = 0, the transmitter 
will generate and append a CRC 
to the transmitted packet When 
DTCR “ 1, the CRC logic is allo- 
cated to the receiver and no CRC 
is generated and sent with the 
transmitted packet. 
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Bit 


Bit 


During loopback, DTCR - 0 will 
cause a CRC to be generated on 
the transmitted packet, but no 
CRC check will be done by the 
receiver since the CRC logic is 
shared and cannot generate and 
check CRC at the same time. The 
generated CRC will be written 
into memory with the data and 
can be checked by the host soft- 
ware. 

If DTCR - 1 during loopback, the 
host software must append a 
CRC value to the transmit data. 
The receiver will check the CRC 
on the received data and report 
any errors. 

02 LOOP LOOPBACK allows the chip to 

operate in fuN duplex mode for 
test purposes. The packet size is 
limited to 8-32 bytes. The re- 
ceived packet can be up to 36 
bytes (32 + 4 bytes CRC) when 
DTCR-0. Ouring loopback, the 
runt packet filter ts disabled be- 
cause the maximum packet is 
forced to be smaller than the 
minimum size Ethernet packet 
(64 bytes). 

LOOP - 1 allows simultaneous 
transmission and reception for a 
message constrained to fit within 
the silo. The chip waits until the 
entire message is in the silo be- 
fore serial transmission begins 
The incoming data stream fills the 
silo from behind as it is being 
emptied. Moving the received 
message out of the silo to memo- 
ry does not begin until reception 
has ceased. 

In loopback mode, transmit data 
chaining is not possible. Receive 
data chaining is possible if re- 
ceive buffers are 32 bytes long to 
allow time for lookahead. 

01 DTX DISABLE THE TRANSMITTER 

causes the chip to not access the 
Transmitter Descriptor Ring, and 
therefore, no transmissions are 
attempted. DTX - 1 will clear the 
TXON bit in CSRo when initializa- 
tion is complete. 



Physical Address 

«7 1 o 



AF000520 


Bit Name Description 

47:00 PADR PHYSICAL ADDRESS is the 

unique 46-bit physical address 
assigned to the chip. PADR (0) 
must be zero. 


Logical Address Filter 



AF000500 

Bit Name Descriptor 

63:00 LADRF The 64-bit mask used by the chip 

to accept logical addresses. 

If the first bit of an incoming address is a "I" [PADR (0) * 1], 
the address is deemed logical and is passed through the 
logical address filter. 

The logical address fitter is a 64-bit mask composed of four 
sixteen-bit registers, LADRF (63.00) in the initialization block, 
that is used to accept incoming Logical Addresses The 
incoming address is sent through the CRC circuit. After all 48 
bits of the address have gone through the CRC circuit, the 
high order 6 bits of the resultant CRC (32-bit CRC) are strobed 
into a register. This register is used to select one of the 64-bit 
positions in the Logical Address Fitter. If the selected filter bit 
is a "1," the address is accepted and the packet will be put in 
memory. The logical address filter only assures that there is a 
possibility that the incoming logical address belongs to the 
node. To determine if it belongs to the node, the incoming 
logical address that is stored in main memory is compared by 
software to the list of logical addresses to be accepted by this 
node. 

The task of mapping a logical address to one of 64-bit 
positions requires a simple computer program (see Appendix 
A) which uses the same CRC algorithm (used in LANCE and 
defined per Ethernet) to calculate the HASH (see Figure 7). 

The Broadcast address, which is all ones, does not go through 
the Logical Address Filter and is always enabled. If the Logical 
Address Filter is loaded with all zeroes, all incoming logical 
addresses except broadcast will be rejected. The multicast 
addressing in external loopback is operational only when 
DTCR in the mode register is set to 1. 
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32 BIT RESULTANT CRC 


•Match - 1. the packet »s accepted 
Match - 0 the packet is rejected 



logical aooress 
filter 


Figure 7. Logical Address Filter Operation 
Receive Descriptor Ring Pointer 



0 [OUAOWOnO BOUNDARY) - 


Name Desciiption 


RECEIVE RING LENGTH is the 
number of entries in the receive 
ring expressed as a power of two 

Number 

RLEN of Entries 

0 1 

1 2 

2 4 

3 8 

4 16 

5 32 

6 64 

7 128 

RESERVED 

RECEIVE DESCRIPTOR RING 
ADDRESS is the base address 
(lowest address) of the Receive 
Descriptor Ring 

MUST BE ZEROES. These bits 
are RDRA (02:00) and must be 
zeroes because the Receive 
Rings are aligned on quadword 
boundaries 


Transmit Descriptor Ring Pointer 


TIEN Number of Entries 
0 1 

1 2 

2 4 

3 8 

4 16 

5 32 

6 64 

7 128 

12:08 RES RESERVED 

07:00 TDRA TRANSMIT DESCRIPTOR RING 

15:03 ADDRESS is the base address 

(lowest address) of the Transmit 
Descriptor Ring. 

02:00 MUST BE ZEROES These bits 

are TDRA (02 00) and must be 
zeroes because the Transmit 
Rings are aligned on quadword 
boundaries. 

BUFFER MANAGEMENT 

Buffer Management is accomplished through message de- 
scriptors organized m ring structures in memory Each mes- 
sage descriptor entry is four words long. There are two rings 
allocated for the device: a Receive ring and a Transmit ring. 
The device is capable of potting each ring for buffers to either 
empty or fill with packets to or from the channel. The device is 
also capable of entering status information in the descriptor 
entry. Chip potting is limited to looking one ahead of the 
descriptor entry the chip is currently working with 

The location of the descriptor rings and their length are found 
in the initialization block, accessed dunng the initialization 
procedure by the chip. Writing a "ONE" into the STRT bit of 
CSRo will cause the chip to start accessing the descnptor 
rings and enable it to send and receive packets 

The chip communicates with a HOST device (probably a 
mir coprocessor) through the ring structures in memory Each 
entry in the ring is either "owned" by the chip or the HOST 
There is an ownership bit (OWN) in the message descriptor 
entry. Mutual exclusion is accomplished by a protocol which 
states that each device can only relinquish ownership of the 
descriptor entry to the other device: it can never take 
ownership, and no device can change the state of any field in 
any entry after it has relinquished ownership 

DESCRIPTOR RINGS 

Each descriptor in a ring in memory is a 4-word entry The 
following is the format of the receive and the transmit 
descriptors. 

Receive Message Descriptor Entry 
Receive Message Descriptor 0 (RMDq) 


L a (OUAOWONO BOUNDANY) 
TDNA(23 OS) 

AF000480 

Description 

TRANSMIT RING LENGTH is the 
number of entries in the Transmit 
Ring expressed as a power of 
two. 


Descri ption 

The LOW ORDER 16 address 
bits of the buffer pointed to by 
this descriptor LADR is wntten by 
the host 2nd unchanged by the 
chip. 
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R*c*iv* Message Descriptor 1 (RMD-j) 

ti • 7 • 


HUM 
CUM 
STF 
turf 

ewe 
cno 
nwi 

cm 

OWN 

AF000870 

Bit Name Description 

15 OWN This bit indicates that the 

descriptor entry is owned by the 
host (OWN » 0) or by the chip 
(OWN = 1 ). The chip clears the 
OWN bit after filling the buffer 
pointed to by the desenptor entry. 
The host sets the OWN bit after 
emptying the buffer. Once the 
chip or host has relinquished 
ownership of a buffer it must not 
change any field in the four words 



that comprise the descriptor 
entry. 


14 ERR ERROR summary is the OR" of 

FRAM, OFLO. CRC or BUFF 
ERR is set by the chip and 
cleared by the host 

13 FRAM FRAMMING ERROR indicates 

that the incoming packet 
contained a noninteger multiple 
of eight bits and there was a CRC 
error If there was not a CRC 
error on the incoming packet, 
then FRAM will not be set even if 
there was a noninteger multiple 
of eight bits in the packet FRAM 
is not valid in internal loopback 
mode FRAM is set by the chip 
and cleared by the host. 

12 OFLO OVERFLOW error indicates that 

the receiver has lost ail or part of 
the incoming packet due to an 
inability to store the packet in a 
memory buffer before the internal 
silo overflowed OFLO is set by 
the chip and cleared by the host 

11 CRC CRC indicates that the receiver 

has detected a CRC error on the 
incoming packet CRC is set by 
the chip and cleared by the host. 


Bit Nam* Description 

10 BUFF BUFFER ERROR is set any time 

the chip does not own the next 
buffer while data chaining a 
received packet. This can occur 
in either of two ways: 1) the OWN 
bit of the next buffer is zero, or 2) 
silo overflow occurred before the 
chip received the next STATUS 
BUFF is set by the chip and 
cleared by the host 

If a Buffer Error occurs, an 
Overflow Error may also occur 
internally in the SILO, but will not 
be reported in the descriptor 
status entry unless both BUFF 
and OFLO errors occur at the 
same time. 

09 STP START OF PACKET indicates 

that this is the first buffer used by 
the chip for this packet. It is used 
for data chaining buffers STP is 
set by the chip and cleared by the 
host. 

08 ENP END OF PACKET indicates that 

this is the last buffer used by the 
chip for this packet. It is used for 
data chaining buffers. If both STP 
and ENP are set, the packet fits 
into one buffer and there is no 
data chaining. ENP is set by the 
chip and cleared by the host. 

07 00 HADR The HIGH ORDER 8 address bits 

of the buffer pointed to by this 
descriptor. This field is written by 
the host and unchanged by the 
chip 

Receive Message Descriptor 2 (RMD 2 ) 


IS 12 11 0 



AF000930 

Bit Name Description 

15:12 MUST BE ONES. This field is 

written by the host and 
unchanged by the chip 

11:00 BCNT BUFFER BYTE COUNT is the 

length of the buffer pointed to by 
this desenptor, expressed as a 
two's complement number This 
field is written by the host and 
unchanged by the chip Minimum 
buffer size is 64 bytes for the first 
buffer of packet. 
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Receive Message Descriptor 3 (RMD 3 ) 

« n 




— MU 

AF000950 


Bit 

Name 

Description 

11 

15:12 

RES 

RESERVED and read as zeroes. 


11:00 

MCNT 

MESSAGE BYTE COUNT is the 



length in bytes of the received 
message MCNT is valid only 
when ERR is clear and ENP is 
set. MCNT is written by the chip 
and cleared by the host 


Transmit Message Descriptor Entry 
Transmit Message Descriptor 0 (TMDq) 


Description 


The LOW ORDER 16 address 
bits of the buffer pointed to by 
this descriptor LADR is written by 
the host and unchanged by the 
chip. 


Transmit Message Descriptor 1 (TMDi) 



Description 

This bit indicates that the 
descriptor entry is owned by the 
host (OWN = 0) or by the chip 
(OWN-i) The host sets the 
OWN bit after filling the buffer 
pointed to by this descnptor The 
chip clears the OWN tut after 
transmitting the contents of the 
buffer Both the host and the chip 
must not alter a descriptor entry 
after it has relinquished 
ownership. 

ERROR summary is the "OR" ot 
LCOL, LCAR. UFLO or RTRY 
ERR is set by the chip and 
cleared by the host 


Description 

RESERVED bit. The chip will 
write this bit with a "0 " 

MORE indicates that more than 
one retry was needed to transmit 
a packet. MORE is set by the chip 
and cleared by the host. 

ONE indicates that exactly one 
retry was needed to transmit a 
packet. ONE is set by the chip 
and cleared by the host. One flag 
is not valid when LCOL is set. 

DEFERRED indicates that the 
chip had to defer while trying to 
transmit a packet. This condition 
occurs if the channel is busy 
when the chip is ready to 
transmit. DEFER is set by the 
chip and cleared by the host. 

START OF PACKET indicates 
that this is the first buffer to be 
used by the chip for this packet. It 
is used for data chaining buffers. 
STP is set by the host and 
unchanged by the chip. The STP 
bit must be set in the first buffer 
of the packet, or the LANCE will 
skip over this descriptor and poll 
the next descriptor(s) until the 
OWN and STP bit are set 

END OF PACKET indicates that 
this is the last buffer to be used 
by the chip for this packet, it is 
used for data chaining buffers, if 
both STP and ENP are set, the 
packet fits into one buffer and 
there is no data chaining ENP is 
set by the host and unchanged by 
the chip 

The HIGH ORDER 8 address bits 
of the buffer pointed to by this 
descriptor. This field is written by 
the host and unchanged by the 
chip. 

Must be ones. This field is set by 
the host and unchanged by the 
chip. 


Transmit Message Descriptor 2 (TMD 2 ) 
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Bit Nam* Description 


11:00 BCNT BUFFER BYTE COUNT is the 
usable length in bytes of the 
buffer pointed to by this 
descriptor expressed as a two's 
complement number. This is the 
number of bytes from this buffer 
that wiH be transmitted by the 
chip. This field is written by the 
host and unchanged by the chip. 
The first buffer of a packet has to 
be at least 100 bytes minimum 
when data chaining and 64 bytes 
(DTCR - 1) or 60 bytes 
(DCTR - 0) when not data 
chaining. 

Transmit Massage Descriptor 3 (TMD 3 ) 


U «l # 



Bit Name Description 

15 BUFF BUFFER ERROR is set by the 

chip during transmission when 
the chip does not find the ENP 
flag in the current buffer and does 
not own the next buffer. This can 
occur in either of two ways either 
the OWN bit of the next buffer is 
zero, or SILO underflow occurred 
before the chip received the next 
STATUS signal. BUFF is set by 
the chip and cleared by the host 
BUFF error will turn off the 
transmitter (CSRq, TXON - 0) 


Bit 

Name 

Description 

13 

RES 

RESERVED bit. The chip will 
write this bit with a ”0." 

12 

LCOL 

LATE COLLISION indicates that 
a collision has occurred after the 
slot time of the channel has 
elapsed. The chip does not retry 
on late collisions. LCOL is set by 
the chip and cleared by the host 

11 

LCAR 

LOSS OF CARRIER is set when 


the carrier input (RENA) to the 
chip goes false during a chip- 
initiated transmission. The chip 
does not retry upon loss of 
carrier. It will continue to transmit 
the whole packet until done. 
LCAR is not valid in INTERNAL 
LOOPBACK MODE. LCAR is set 
by the chip and cleared by the 
host. 

10 RTRY RETRY ERROR indicates that 

the transmitter has failed in 16 
attempts to successfully transmit 
a message due to repeated 
collisions on the medium. If 
DRTY » 1 in the MODE register, 
RTRY will set after 1 failed 
transmission attempt. RTRY is 
set by the chip and cleared by the 
host. 

09:00 TDR TIME DOMAIN 

REFLECTOMETRY reflects the 
state of an internal chip counter 
that counts from the start of a 
transmission to the occurrence of 
a collision. This value ts useful in 
determining the approximate 
distance to a cable fault. The 
TDR value is written by the chip 
and is valid only if RTRY is set. 

DETAILED DESCRIPTION 

RING ACCESS MECHANISM IN THE 
LANCE 


If a Buffer Error occurs, an 
Underflow Error will also occur 
internally in the SILO. An 
Underflow Error will not be 
reported in the descriptor status 
entry unless both BUFF and 
UFLO errors occur at the same 
time 

14 UFLO UNDERFLOW ERROR indicates 

that the transmitter has truncated 
a message due to data late from 
memory. UFLO indicates that the 
SILO has emptied before the end 
of the packet was reached 

Upon UFLO error, transmitter is 
turned ofl (CSRo, TXON = 0). 

UFLO is set by the chip and 
cleared by the host 


Once the LANCE is initialized through the initialization block 
and started, the CPU and the LANCE communicate via 
transmit and receive rings, for packet transmission and 
reception. 

There are 2 sets of RAM locations (four 16-bit register per set, 
corresponding to the 4 entries in each descriptor) in the 
LANCE. The first set points to the current buffer, and they are 
the working registers which are used for transferring the data 
for the packet. The second set contains the pointers to the 
next buffer in the nng which the LANCE obtained from the 
lookahead operation. 

There are three types of ring access in the LANCE The first 
type is when the LANCE polls the rings to own a buffer The 
second type is when the buffers are data chained The LANCE 
does a lookahead operation between the time that it is 
transferring data to/from the SILO; this lookahead is done 
only once. The third type is when the LANCE tries to own the 
next desenptor in the ring when it clears the OWN bit for the 
current buffer. 
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Transmit Ring Buffer Management 

When there is rvo Ethernet activity, the LANCE will automati- 
cally poll the transmit ring in the memory once it has started 
(CSflo, STRT =1). This polling occurs every 1.6ms, (CSRo 
TDMD bit « 0) and consists of reading the status word of the 
transmit Ring, TMDi, until the LANCE owns the descriptor. 
The LANCE will read TMDo and TMD2 to get the rest of the 
buffer address and the buffer byte count when it owns the 
descriptor. Each of these memory reads is done separately 
with a new arbitration cycle for each transfer 

If the transmit buffers are data chained (current buffer 
ENP = 0), the LANCE will lookahead the next descriptor in the 
nng while transferring the current buffer into the SILO (see 
Figure 6a). The LANCE does this lookahead only once If it 
does not own the next transmit Descriptor Table Entry (DTE) 
(2nd Tx ring for this packet) it will transmit the current buffer 
and updates the status of current Ring with the BUFF and 
UFLO error bits set. If the LANCE owns the 2nd DTE, it will 
also read the buffer address and the buffer byte count of this 
entry. Once the LANCE has finished emptying the current 
buffer, it clears the OWN bit for this buffer, and immediately 
starts loading the SILO from the next (2nd) buffer Between 
DMA bursts, starting from the 2nd buffer, the LANCE does a 
lookahead again to check if it owns the next (3rd) buffer. This 
activity goes on until the last transmit DTE indicates the end of 
the packet (TMDi. ENP - .1) Once the last part of the packet 
has been transmitted out from the SILO to the cable, the 
LANCE will update the status in TMDi, TMD3 (TMD3 is 
updated only when there is an error) and relinquishes the last 
buffer to the CPU. The LANCE tries to own the next buffer 
(first buffer of the next packet), immediately after it relin- 
quishes the last buffer of the current packet. This guarantees 
the back-to-back transmission of the packets. If the LANCE 
does not own the next buffer, it then polls the T x nng every 
1 6ms. 

When an error occurs before all of the buffers get transmitted, 
the status. TMD3. is updated in the current DTE, own bit is 
cleared in TMDi, an d TINT bit is set in CSRo which causes an 
interrupt if INEA - 1 The LANCE will then skip over the rest of 
the descriptors for this packel (clears the OWN bit and sets 
the TINT bit in CSRo) until it finds a buffer with both the STP 
and OWN bit being set (it indicates the first buffer for the next 
packet) 

When the transmit buffers are not data chained (current 
descriptor's ENP = 1). the LANCE will not perform any looka- 
head operation. It will transmit the current buffer, update the 
TMD3 if any error, and then update the status and clear the 
! OWN bit in TMDi The LANCE will then immediately check the 
i next descriptor in the ring to see if it owns it If it does, the 
LANCE will also read the rest of the entries from the descriptor 
table If the LANCE does not own it. it will poll the ring once 
every 1.6ms until it owns it User may set the TDMD bit in 
CSRo when it has relinquished a buffer to the LANCE This will 
force the LANCE to check the OWN bit at this buffer without 
waiting for the polling time to elapse 


Receive Ring Buffer Management 

Receive Ring access is similar to the transmit ring access. 
Once receiver is enabled, the LANCE will always try to have a 
receive buffer available, should there be a packet addressed 
to this node for reception. Therefore, when a packet has not 
arrived, the LANCE will poll the receive ring entry, once every 
1 ,6ms, until it owns the current receive DTE Once the LANCE 
owns the buffer, it will read RMDo and RMD2 to get the rest of 
buffer address and buffer byte count When the packet arrives 
from the cable, the LANCE will first check to see if it owns a 
buffer. If not, it will poll the receive ring once for a buffer. I* it 
does not own the buffer, it will set the MISS error in CSRo and 
will not poll the receive ring until the packet ends 

Assuming the LANCE owns a receive buffer when the packet 
arrives, it will perform a lookahead operation on the next DTE 
between periods when it is dumping the received data from 
the SILO to the first receive buffer m case the current buffer 
requires data chaining When the LANCE owns the buffer, the 
lookahead operation consists of 3 separate single word DMA 
reads: RMDi, RMDo. and RMD2 When the LANCE does not 
own the next buffer, the lookahead operation consists of only 
one single DMA read, RMDi. Either lookahead operation is 
done only once Following the lookahead operation, whether 
LANCE owns the next buffer or not. the LANCE will transfer 
the data from SILO to the first receive buffer for this packet in 
burst mode (8 word transfer per one DMA cycle arbitration). 

If the packet being received requires data chaining, and the 
LANCE does not own the 2nd DTE, the LANCE will update the 
current buffer status. RMDi, with the BUFF and/or OVFL error 
bits set If the LANCE does own the next buffer (2nd DTE) 
from previous lookahead, the LANCE will relinquish the 
current buffer and start filling up the 2nd buffer for this packet. 
Between the time that the LANCE is transfemng data from the 
SILO to 2nd buffer, it does a lookahead operation again to see 
if it owns the next (3rd) buffer. If the LANCE does own the third 
DTE. it win also read RMDq. and RMD 2 to get the rest of buffer 
pointer address and buffer byte count 

This activity continues on until the LANCE recognizes the end 
of the packet (cable is idle); it then updates the current buffer 
status with the end of packet bit (ENP) set The LANCE will 
also update the message byte count (RMD3) with the total 
number of bytes received for this packet in the current buffer 
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Figure 8a. Data Chaining (Transmit) 
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Figure 8b. Buffer Management Descriptor 
Rings 

Notes: 1. W, X, Y, Z are the packets 
queued for transmission. 

2. A, B, C. D are the packets re- 
ceived by the LANCE. 

LANCE DMA TRANSFER (BUS MASTER 
MODE) 

There are two types of DMA Transfers with the LANCE: 
-Burst mode DMA 
-Single word DMA 

Burst Mode DMA 

Burst DMA is used for Transmission or Reception of the 
Packets, (Read/Write from/to Memory). 

The Burst Transfers are 8 consecutive word reads (transmit) 
or writes (receive) that are done on a single bus arbitration 
cycle. In other word s, once the LANCE receives the bus 
acknowledge, (HLDa - Low), it will do 8 word transfers (8 
DMA cycle, mi n, at 60 0ns per cycle) without releasing the bus 
request signal (HOLD - Low). If there are more than 16 bytes 
empty in the SILO, in transmit mode, or at least 1 6 bytes of 
data, in the SILO in receive mode, when the LANCE releases 
the bus (HOLD dea sserted ), the LANCE will request the bus 
again within 700ns. (HOLD dwell time). Burst DMAs are always 
8 cycle transfers unless there are less than 8 words left to be 
transferred in to/from the SILO. 

Single Word DMA Transfer 

The LANCE initiates single word DMA transfers to access the 
transmit, receive rings or initialization block. The LANCE will 
not initiate any burst DMA transfer between the time that it 
gets to own the descriptor, and accessing the descriptor 
entries in the ring (an average of 3 - 4 separate DMA cycles 
for a multibuffer packet) or reading the initialization block. 

SILO OPERATION 

The SILO provides temporary buffer storage for data being 
transferred between the parallel bus I/O pins and serial bus 1/ 
O pins The capacity of the SILO is 48 bytes. 

Transmit 

Data is loaded into the SILO under internal microprogram 
control. SILO has to be m ore tha n 16 bytes empty before the 
LANCE requests the bus (HOLD is asserted). The LANCE will 
start sending the preamble (if the line is idle) as soon as the 
first byte is loaded to the SILO from memory. Should transmit- 
ter be required to back off, there could be up to 32 bytes of 
data in the SILO ready for transmission. Reception has priority 
over transmission during the time that the transmitter is 
backing off. 


Receive 

Data is loaded into the SILO from the serial input shift register 
during reception. Data leaves the SILO under microprogram 
control. The LANCE microcode will wait until there are at least 
16 bvtes of data in the SILO before initiating a DMA burst 
transfer. Preamble (including the synch) is not loaded into the 
SILO. 

Note: SILO is used as an alternative name for FIFO. 

SILO - Memory Byte Alignment 

Memory buffers may begin and end on arbitrary byte bound- 
aries. Parallel data is byte aligned between the SILO and DAL 
lines (DAL0-DAL15). Byte alignment can be reversed by 
setting the Byte Swap (BSWP) bit in CSRa. 

TRANSMISSION - WORD READ FROM EVEN MEMORY 
ADDRESS 


BSWP - 0: 

SILO BYTE n 

gets DAL 

<07:00> 


SILO BYTE n + 1 

gets DAL 

<15:08> 

BSWP - 1: 

SILO BYTE n 

gets DAL 

<15:08> 


SILO BYTE n + 1 

gets DAL 

<07:00> 


TRANSMISSION - BYTE READ FROM EVEN MEMORY 
ADDRESS 

BSWP - 0: SILO BYTE n gets DAL <07:00> 

BSWP - 1: SILO BYTE n gets DAL <15:08> 

TRANSMISSION - BYTE READ FROM ODD MEMORY 
ADDRESS 

BSWP-0: SILO BYTE n gets DAL <15:08> 

BSWP = 1: SILO BYTE n gets DAL <07:00> 

RECEPTION - WORD WRITE TO EVEN MEMORY AD- 
DRESS 

BSWP - 0: DAL <07:00> gets SILO BYTE n 
BSWP - 1: DAL <15:08> gets SILO BYTE n + 1 

RECEPTION - BYTE WRITE TO EVEN MEMORY AD- 
DRESS 

BSWP - 0: DAL <07:00> gets SILO BYTE n 
DAL <15:08> - don't care 
BSWP - 1: DAL <15:08> gtes SILO BYTE n 
DAL <07:00> - don't care 

RECEPTION - BYTE WRITE TO ODD MEMORY AD- 
DRESS 

BSWP - 0: DAL <07:00> - don't care 

DAL <15:08> gets SILO BYTE n 
BSWP = 1: DAL <15:08> - don't care 

DAL <07:00> gets SILO BYTE n 


THE LANCE RECOVERY AND 
REINITIALIZATION 

The transmitter and receiver section of the LANCE are turned 
on via the initialization block (MODE REG: DRX, DTX bits). 
The state of the transmitter and the receiver are monitored 
through the CSRo register (RXON, TXON bits) The LANCE 
must be reinitialized if the transmitter and/or the receiver has 
not been turned on during the original initialization, and later it 
is desired to have them turned on. Another reason why it may 
be desirable to reinitialize the LANCE, to turn the transmitter 
and/or receiver back on again, is when either section shuts off 
because of an error (MERR. UFLO, TX BUFF error). Care 
must be taken when the LANCE is reinitialized. The user 
should rearrange the descriptors in the transmit or receive ring 
prior to reinitialization. This is necessary since the transmit and 
receive descriptor pointers are reset to the beginning of the 
nng upon initialization. 

Another way of starting the LANCE, once it has stopped 
(STOP - 0 in CSRo), « by setting the STRT bit in CSRo The 
STRT puts the LANCE in operation in accordance with the 


25 




parameters set up in the mode register. If DTX and/or DRX 
are set to 0 in the mode register, the transmitter and/or 
receiver will be turned on again when STRT bit is set. 

This approach may look like an easier task than the reinitializa- 
tion mechanism, where the user is required to rearrange the 
descriptors in the ring. However, this approach is not recom- 
mended when the LANCE is stopped in the middle of a 
transmission or reception, or when the buffers are data 
chained 

To reinitialize the LANCE, the user must stop the LANCE by 
setting the stop bit in CSRo poor to reinitialization (setting INIT 
bit in CSRo)- The user needs to reprogram the CSR3 because 
its content gets cleared when the stop bit gets set (soft reset). 
CSR3 reprogramming is not needed when default values 
BCON, AGON, and BSWP are used. CSR-, and CSR 2 are not 
affected by STOP bit, however, it is recommended that CSRi 
and CSR 2 be reloaded when the STOP bit is set. 

FRAME FORMATTING 

The LANCE performs the encapsulation/decapsulation func- 
tion of the data link layer (2nd layer of ISO model) as follows: 

Transmit 

In transmit mode, the user must supply the destination 
address, source address, and Type Field (or Length Field) as a 
part of data in transmit data buffer memory The LANCE will 
append the preamble, synch, and CRC (FCS) to the frame as 
is shown in Figures 9a and 9b 

Receive 

In receive mode, the LANCE strips off the preamble and synch 
bits and transfers the rest of the frame, including the CRC 
bytes (4 bytes), to the memory. The LANCE will discard 
packets with less than 64 bytes (runt packet) and will reuse 
the receive buffer for the next packet. This is the only case 
where the packet is discarded Runt packet is normally the 
result of a collision. 



64 2 6 6 2 * 6 - 1500 4 

BITS BITS BYTES BYTES BYTES BYTES BYTES 
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Figure 9a. Ethernet Frame Format 



56 i * t 2 *4-1500 « 

BITS BITS BrTES BYTES BYTES BYTES BYTES 
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Figure 9b. IEEE 802.3 MAC Frame Format 
FRAMING ERROR (DRIBBLING BITS) 

The LANCE can handle up to 7 dribbling bits when a received 
packet terminates; the input to the LANCE, RCLK, stops, 
following the deassertion of RENA. Dunng the reception, the 
CRC is generated on every serial bit (including the dribbling 
bits) coming from the cable, and it gets stored internally on 
byte boundary. The framing error is reported to the user as 
follows: 

-If the number of the dribbling bits are 1 to 7 bits and there is 
no CRC error, then there is no Framing error (FRAM ■ 0). 


-If the number of the dribbling bits are less than 8 and there is 
a CRC error, then there is also a Framing error (FRAM - 1). 

-If the number of the dribbling bits “ 0, then there is no 
Framing error There may or may not be a CRC error. 

INTERPACKET GAP TIME (IPG) 

The interpacket gap time for back-to-back transmission is 9.6 
to 10.6 microseconds, including synchronization. The inter- 
packet delay interval begins immediately after the negation of 
the RENA signal. Dunng the first 4.1 ps of the IPG, RENA 
activity is masked off internally in the LANCE. If RENA is 
asserted and remains asserted during the first 4.1 ps of IPG 
following a receive, the LANCE will defer to the packet fit will 
not receive it) If this condition occurs following a transmit, the 
LANCE will start to look fpr the synch hits (01 1) about 800ns 
(8 bit time) after the 4. 1 ps window has elapsed. Therefore, the 
packet may be received correctly if at least 8 bits of the 
preamble are left following the 4.1 ps window, or the received 
packet may contain CRC error (not enough preamble bits left, 
LANCE may be locking to the synch bits in the middle of data), 
or the received packet may be discarded because of the runt 
packet (the data loss during the 4.lps window). 

If RENA is asserted after 4.1ps window, the LANCE will treat 
this as start ol a new packet. It will start to look for the synch 
bits (Oil) after 8 bit time RENA becomes active. Whenever 
the LANCE is about to transmit and is waiting for the 
interpacket delay to elapse, it will begin transmission immedi- 
ately after the interpacket delay interval, independent of the 
state of RENA However, RENA must be asserted dunng the 
time that TENA is high. The LCAR (loss of carrier) error bit is 
otherwise set in TMD3, after the packet has been transmitted. 

COLLISION DETECTION AND COLLISION 
JAM 

Collisions are detected by monitoring the CLSN I/O pin. If 
CLSN becomes asserted during a frame transmission, TENA 
will remain asserted for at least 32 (but not more than 40) 
additional bit times (including CLSN synchronization). This 
additional transmission after collision is referred to as COLLI- 
SION JAM If collision occurs during the transmission of the 
preamble, the LANCE continues to send the preamble, and 
sends the JAM pattern following the preamble. If collision 
occurs after the preamble, the LANCE will send the JAM 
pattern following the transmission of the current byte. The 
JAM pattern is any pattern except the CRC bytes 

RECEIVE BASED COLLISION 

If CLSN becomes asserted during the reception of a packet, 
this reception is immediately terminated. Depending on the 
timing ol COLLISION DETECTION, the following will occur. A 
collision that occurs within 6 byte times (4.8ms) will result in 
the packet being rejected because ol an address mismatch 
with the SILO write pointer being reset. A collision that occurs 
within 64 byte times (51. 2ms) will result in the packet being 
rejected since it is a runt packet. A collision that occurs after 
64 byte times (late collision) will result in a truncated packet 
being written to the memory butter with the CRC error bit most 
likely being set in the Status Word of the Receive Ring. Late 
collision error is not recognized in receive mode. 

TRANSMIT BASED COLLISION 

When a transmission attempt has been terminated due to the 
assertion of CLSN, (a collision that occurs within 64 byte 
times), the LANCE will attempt to retrieve it 15 more times. 
The LANCE does not try to reread the descriptor entries from 
the Tx ring upon each collision. The descriptor entries for the 
current buffer are internally saved. The scheduling of the 
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retransmissions is determined by a controlled randomized 
process called "truncated binary exponential backoff." Upon 
the negation of the COLLISION JAM interval, the LANCE 
calculates a delay before retransmitting. The delay is an 
integral multiple of the SLOT TIME. The SLOT TIME is 512 bit 
times. The number of SLOT TIMES to delay before the nth 
retransmission is chosen as a uniformly distributed random 
integer in the range: 0 < r < 2 k where k - min (n. 10). 

If all 16 attempts fail, the LANCE sets the RTRY bit in the 
current Transmit Message Descriptor 3, TMD3. in memory, 
gives up ownership (sets the own bit to zero) for this packet, 
and processes the next packet in transmit ring for transmis- 
sion. If there is a late collision (collision occurring after 64 byte 
times), the LANCE will not transmit again; it will terminate the 
transmission, note the LGOL error in TMD3, and transmit the 
next packet in the ring. 

COLLISION - MICROCODE INTERACTION 

The microprogram uses the time provided by COLLISION 
JAM, INTERPACKET DELAY, and the backoff interval to 
restore the address and byte counts internally and starts 
loading the SILO in anticipation of retransmission. It is 
important that LANCE be ready to transmit when the backoff 
interval elapses to utilize the channel properly. 

TIME DOMAIN REFLECTOMETRY 

The LANCE contains a time domain reflectometry counter. 
The TDR counter is ten bits wide. It counts at a 10MHz rate. It 
is cleared by the microprogram and counts upon the assertion 
of RENA during transmission. Counting ceases if CLSN 
becomes true, or RENA goes inactive The counter does not 
wrap around; once ail ONEs are reached in the counter, that 
value is held until cleared. The value in the TDR is written into 
memory following the transmission of the packet. TDR is used 
to determine the location of suspected cable faults. 

HEARTBEAT 

During the INTERPACKET DELAY following the negation of 
TENA, the CLSN input is asserted by some transceivers as a 
self-test. If the CLSN input is not asserted within 2 us following 
the completion of transmission (after TENA goes low), then 
the LANCE will set the CERR bit in CSRo- CERR error will not 
cause an interrupt to occur (INTR » 0). 

CYCLIC REDUNDANCY CHECK (CRC) 

The LANCE utilizes the 32 bit CRC function used in the 
Autodin-ll network. Refer to the Ethernet specification (section 
6.2.4 Frame Check Sequence Field and Appendix C; CRC 
Implementation) for more detail. The LANCE requirements for 
the CRC logic are the following: 

1. TRANSMISSION - MODE <02> LOOP - 0, MODE <03> 
DTCR « 0. The LANCE calculates the CRC from the first bit 
following the Start bit to the last bit of the data field. The 
CRC value inverted is appended onto the transmission in 
one unbroken bit stream. 

2. RECEPTION - MODE <02> LOOP - 0. The LANCE per- 
forms a check on the input bit stream from the first bit 
following the Start bit to the last bit in the frame. The LANCE 
continually samples the state of the CRC check on framed 
byte boundaries, and, when the incoming bit stream stops, 
the last sample determines the state of the CRC error. 
Framing error (FRAM) is not reported if there is no CRC 
error. 

3. LOOPBACK - MODE <02 > LOOP-1, MODE <03> 
DTRC - 0. The LANCE generates and appends the CRC 


value to the outgoing bit stream as in Transmission but does 
not perform the CRC check of the incoming bit stream. 

4 LOOPBACK - MODE <02> LOOP - 1 MODE <03> 
DTRC - 1 LANCE performs the CRC check on the incom- 
ing bit stream as m Reception, but does not generate or 
append the CRC value to the outgoing bit stream during 
transmission. 

LOOPBACK 

The normal operation of the LANCE is as a half-duplex device. 
However, to provide an on-line operational test of the LANCE, 
a pseudo-full duplex mode is provided. In this mode simulta- 
neous transmission and reception of a loopback packet are 
enabled with the following constraints: 

1 The packet length must be no longer than 32 bytes, and 
less than eight bytes, exclusive of the CRC 

2. Serial transmission does not begin until the SILO contains 
the entire output packet. 

3 Moving the input packet from the SILO to the memory does 
not begin until the serial input bit stream terminates. 

4. CRC may be generated and appended to the output serial 
bit stream or may be checked on the input serial bit stream, 
but not both in the same transaction. 

5 In internal loopback, the packets should be addressed to 
the node itsetf. 

6 In external loopback, multicast addressing can be used only 
when DTCR - 1 is in the mode register. In this case, the 
user needs to append the bytes CRC. 

Loopback is controlled by bits <06, 03. 02> INTL, DTCR. and 
LOOP of the MODE register 

SERIAL TRANSMISSION 

Serial transmission consists of sending an unbroken bit stream 
from the T x I/O pin consisting of: 

1. Preamble/Start bit 62 alternating ONES and ZEROES 
terminating with the synch in two ONEs. The last ONE is the 
Start bit. 

2. Data: The serialized byte stream from the SILO Shifted out 
with LSB first. 

3 CRC The inverted 32 bit polynomial calculated from the 
Data, address, and type field CRC is not transmitted if: 

i Transmission of the Data field is truncated for any reason. 

11 CLSN becomes asserted any time during transmission 

tii. MODE <03> DTCR - 1 in a normal or loopback trans- 
mission mode 

The Transmission is indicated at the I/O pin by the assertion 
of TENA with the first bit of the preamble and the negation of 
TENA after the last transmitted bit. 

The LANCE starts transmitting the preamble when the follow : 
ing are satisfied: 

1 . There is at least one byte of data to be transmitted in the 
SILO. 

2. The interpacket delay has elapsed. 

3. The backoff interval has elapsed, if a retransmission. 

SERIAL RECEPTION 

Serial reception consists of receiving an unbroken bit stream 
on the R x I/O pin consisting of: 




1 Preambte/Start bit. Two ONES occurring a minimum of 8 bit 
times after the assertion of RENA. The last ONE is the Start 
bit. 

2. Destination Address: The 48 bits (6 bytes) following the 
Start bit. 

3. Data: The serialized byte stream following the Destination 
Address. The last 4 complete bytes of data are the CRC 
The Destination Address and the Data are framed into bytes 
and enter the SILO. Source Address and Type field are part 
of the data which are transparent to the LANCE. 

Reception is indicated at the I/O pin by the assertion of RENA 
and the presence of clock on RCLK while TENA is inactive. 
The LANCE does not not sample the received data until about 
800ns after RENA goes high. 

MICROPROGRAM OVERVIEW 

The Ethernet protocol chip is controlled by a set of semi- 
independent hardware functions and a microprogram. The 
following are some of the routines associated with the 
operation of the LANCE. 

Switch Routine 

Upon power-up, the microprogram finds itself in a routine to 
evaluate the INIT, STRT, and STOP bits of CSRo. INIT and 
STRT a re cleared and STOP is set by the hardware by Bus 
RESET. Setting either INIT or STRT through an I/O transfer to 
CSRq will clear STOP. Setting STOP through an I/O transfer 
will clear INIT and STRT. After seeing STOP cleared, the 
microprogram tests the state of INIT. If set, it branches to the 
initialization routine, returns, and tests the state of STRT. If 
INIT is clear and the STRT is set, the microprogram will go on 
to the Polling routine without going to the Initialization routine. 
If. while the STOP bit is set, an I/O transfer to CSRi, CSR^, or 
CSR3 occurs, the microprogram traps to the CSR service 
routine 

initialization Routine 

This routine is entered only from the switch routine upon the 
setting of the INIT bit. Its function is to load the Chip with the 
data from the initialization block in memory. The routine 
accesses the initialization block through the address loaded 
into the LANCE by a trap to CSRi and CSR2 that should have 
occurred prior to the INIT bit being set This routine simply 
sequentially reads the initialization block, in separate single 
word DMA cycles, and stores the information away in the 
appropriate elements of the Chip. 

When done, the microcode returns to the switch routine 

Polling Routine 

This routine is entered from: 

1 The switch routine upon the setting of the STRT bit. 

2. The receive routine after a packet has been received. 

3 The transmit routine after a packet has been transmitted. 

4 The transmit routine if a TX Abort occurs 

5 The Memory Error Trap routine (MERR error) after the trap 
is serviced. 

The routine begins by testing to see if the receiver is disabled, 
and, if not, tests the current receiver buffer ownership bit to 
see if it owns a buffer. If the Chip had not acquired a buffer 
previously, the microprogram goes to the receive polling 
routine to acquire one Then the microprogram returns from 
the receive polling routine, or if the Chip had acquired a buffer 
previously, it tests to see if the transmitter is disabled, and if 
not, goes to the transmit polling routine to test if there is a 
buffer to be transmitted 


When the microprogram returns from the transmit polling 
routine, the microprogram enters a timing loop, and repeats 
the routine upon timeout. The timer is set around 1.6ms. The 
timing loop can be overridden by setting the TDMD bit in 
CSRo This will force the microprogram to fall through the wait 
loop The TDMD bit is cleared immediately after leaving the 
wait loop Therefore, to be effective, TDMD should be set after 
a buffer has been inserted on the transmit nng (own bit has 
been set) 

During this routine, should the receiver become active, the 
microprogram traps to the receive routine. 

Receive Polling Routine 

The Receive Polling Routine is called by the main polling 
routine to check to see if the chip owns the receive buffer si 
the current pointer address. The microprogram first reads the 
status word from the current receive ring descriptor. If the chip 
does not own the buffer, the microprogram returns to the 
polling routine. If the chip does own the buffer, the micropro- 
gram reads in the rest of the descriptor entry, namely the rest 
of the buffer address and the buffer byte count The chip only 
reads in 3 of the 4 words in the descriptor entry. The message 
byte count is not read because it is not used by the chip. The 
message byte count is written by the chip during the status 
update at the end of a reception. This routine will then return 
to the polling routine. 

Receive Routine 

The Receive Routine is entered when the receiver is enabled 
and the address of the incoming pecket has passed address 
recognition. Once the Receive Routine is entered, the micro- 
program checks to see if the chip owns the current receive 
buffer. If it does not own toe buffer, the microprogram wAI 
check toe ownership bit in memory once for a buffer. If it does 
not own the buffer, the microprogram wiM set toe miss error in 
CSRo and clear toe SILO. The microprogram vriH then return to 
the polling routine once the current packet ends. 

if the chip acquired buffer ownership while toe recewer was 
still active, the microprogram win acquire the rest of the 
descriptor, namely the buffer address and buffer length. The 
microprogram win then back up the buffer address and byte 
count in case the packet is a runt. This is where toe 
microprogram would have come if it had owned a receive 
buffer when it originally entered the receive routine. 

Receive Buffer Lookahead 

Receive lookahead is always done during the reception since 
the LANCE will not know the length of the receive packet. The 
lookahead is done during the time that SILO is being tilled with 
data from the cable. The microprogram checks to see if there 
was only one receive buffer. If there is more than one receive 
buffer, the microprogram checks the ownership of the next 
buffer If the chip owns the butler, it reads the rest of the 
Descriptor into the internal RAM. If it does not own the buffer, 
it will continue with the receive routine, trapping to the Rx 
DMA routine whenever there are 16 or more bytes available in 
the SILO Lookahead is only done once whenever there is a 
trap to the receive routine 

When the LANCE does not own the next buffer and receive is 
still active after the current buffer is filled, the LANCE will 
update the status with BUFF error being set. OFLO (overflow) 
error may also get set if SILO overflows. 

Receive Done 

When receiver goes inactive (Done), the last byte of data has 
been read out of the SILO. The microprogram will check to 
see if the packet was a runt. If it is a runt, the receive buffer 
address pointer and byte count parameters are restored from 
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the previously loaded backup locations in the internal RAM. 
The microprogram then returns to the Polling routine. If the 
packet is not a runt, the receive status is updated in the ring 
descriptor. 

Data Chain 

If Byte Count of Current Buffer Equal 0 becomes true, it 
indicates that the receive buffer is full and the packet is not yet 
finished, which is the data chain case. The microprogram will 
update the receive status in the descriptor ring, and relinquish 
the buffer to the CPU It will then check the next own bit If the 
next own is false, which would be the case if there was only 
one buffer or if there was more than one buffer but the chip did 
not own the next one, the microprogram wiH wait for the 
receiver to go inactive. This indicates that no more data is 
arriving from the Ethernet. When the receiver goes inactive, 
the current RX status is updated, and the own bit is cleared. 

If the chip owned the next buffer, the current receive buffer 
parameters in the internal RAM are updated from the next 
receive buffer parameters that had previously been loaded 
into the internal RAM The microprogram will then check for 
end of the ring and update the address pointers accordingly. 
The microprogram will then go through the receive buffer 
lookahead section once, to try to acquire another receive 
buffer if one is available The microprogram will finally get back 
to the wait loop until either receiver goes inactive, SILO 
overflow, or receive buffer overflow becomes true. There are 
two flags provided in the descriptor, STP (Start of Packet), and 
ENP (End of Packet), which allow the chip to mark the first and 
last buffers filled by the message. RMD3 is not updated if its 
| buffer is not the last buffer in the chain. 

Receive DMA Routine 

The Receive DMA routine is entered whenever there are 1 6 or 
more bytes of data in the SILO for transfer to memory during 
the reception. The routine is also entered when there are less 
than 16 bytes in the SILO and the receiver has gone inactive. 
This is to allow the SILO to empty at the end of the reception. 
Once entered, the Receive DMA routine will transfer 1 6 bytes 
of data to memory by doing 8 word transfers. These transfers 
are done on a single memory bus acquisition. This means that 
the chip will arbitrate through the HOLD-HLDA sequence and 
then keep HOLD asserted for the duration of 8 transfers. The 
READY signal from the bus slave device is used to control the 
individual word transfers 

If the memory buffer starts on an odd address boundary, the 
first transfer will be 1 byte rather than 1 word (2 bytes). This 
routine is also used to transfer less than 16 bytes at the end of 
a reception depending upon the packet size, buffer addresses 
and data chaining 

Transmit Polling Routine 

The transmit polling routine is entered from the polling routine 
to determine if a message has been scheduled on the transmit 
descriptor ring. 

The routine begins by waiting for the TX Abort condition to 
finish if a TX Abort had occurred earlier. It then tests the status 
word of the ring descriptor entry. The routine tests the 
ownership of the ring buffer by reading the status word in the 
ring descriptor If the Chip does not own the buffer, the 
microprogram returns to the polling routine. If it does own the 
butler, this indicates a message is to be transmitted. The 
microprogram then tests the STP flag If STP = 0, this buffer 
could be a fragment of a data chained packet that got an error 
in a previous buffer. The chip will release the buffer to the host 
by clearing the OWN bit. It will then update the ring address 
pointer and return to polling. In this manner, the chip skips 


over any bad transmit buffers on the ring, until it finds a buffer 
with both the OWN and STP bit being set. 

If STP « 1 , the microprogram performs memory transactions 
to acquire and store the address and byte count of the buffer 
in the Internal RAM. It then goes to the transmit routine to 
allow the transmission of the buffer. 

The receive active trap is enabled during this routine to allow 
for processing of an incoming packet and termination of the 
transmit process. 

Transmit Routine 

The transmit routine is entered from the transmit polling 
routine when the microcode finds a buffer that it owns, 
indicating a message is scheduled to be transmitted. The 
routine is divided into three sections of microprogram, an 
initialization section, a buffer lookahead section, and a de- 
scriptor update section. 

Upon entering the initialization section, the first thing the 
microprogram does is back up the buffer address and byte 
count in the event of a retry. It then enables the DMA engine 
to start filling the SILO and send the preamble. It then enters a 
wait loop until the transmitter is actually sending the bit 
stream. It then proceeds to the lookahead section. If the 
receiver became active while the microprogram was waiting 
for the transmitter to start, the transmission attempt is stopped 
and the microprogram goes to the receive routine via a TRAP. 

Transmit Buffer Lookahead 

Transmit lookahead occurs only when data chaining, and is 
done while the message is being transmitted from the SILO. In 
the lookahead section, the microprogram tests to determine if 
the current buffer it is transmitting has been marked with the 
end of the packet flag (ENP) If so, data chaining is not 
required. The microprogram enters a wait loop until either TX 
ERROR or TX DONE occurs. When DONE or ERROR or both 
finally set, the microprogram will report the error, if necessary, 
and then update the status word, update the nng address 
pointer and set the TINT bit in CSRo- It will then return to the 
polling routine 

Transmit Data Chaining 

There are two flags provided in transmit message descriptor 1 
(TMDi), STP (Start of Packet) and ENP (End of Packet) wriich 
mark the first and last buffers in the chain. The LANCE will, 
under microprogram control, continue to chain buffers pointed 
to by the sequential descriptors in the ring until the ENP flag is 
encountered. If the end of packet flag (ENP) is not set, data 
chaining is indicated. The microprogram first checks to see if it 
owns the next buffer. If not, the microprogram enters the 
descriptor update section and waits for TX DONE or TX 
ERROR. Eventually, an underflow error will occur because 
byte count overflow will occur without DONE having been set. 
Since there is no more data being written into the SILO and 
the transmitter is continuously reading data out of the SILO, 
the SILO will become empty and underflow will be set This will 
cause the microprogram to branch out of the wait loop and 
update the descriptor with both BUFF and OVFL being set. 
When an underflow error occurs, the transmitter is disabled 

The LANCE owns the next buffer, the microprogram attempts 
to obtain the next buffer descriptor status, address, and byte 
count before entering a wait loop that looks for byte count 
overflow or TX ERROR. When byte count overflow does 
occur, the microprogram updates the descriptor and updates 
the internal current transmit buffer parameters The micropro- 
gram will then return to the microcode that checks for the end 
of packet flag to sequence through the rest of the buffers in 
the data chain. If an error had occurred, the microprogram 
would report the error before updating the status word 
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If an error needs to be reported, an error status word is written 
into the ring descriptor prior to writing the status word 
containing the "OWN" bit which releases the buffer If no error 
is to be reported, the single word containing the "OWN" bit is 
written The microprogram returns to the polling routine if the 
"ENP" flag is found or an error was reported Otherwise, the 
microprogram returns to the lookahead sections 

Transmit DMA Routine 

This routine is entered through a microtrap in the lookahead 
section of the transmit routine. The function of the routine is to 
move data out of local memory into the SILO. The trap is 
active when there are more than 16 free locations in the SILO 
and SILO underflow has not occurred. 

Once entered, the transmit DMA routine will transfer 16 bytes 
or data from memory to the SILO by doing 8 word transfers. 
These transfers are done on a single memory bus acquisition. 
If the memory buffer starts on an odd addressing boundary, 
the first transfer will be 1 byte rather than 1 word (2 bytes) 
This routine is also used to transfer less than 16 bytes at the 
end of transmission depending upon the packet size, buffer 
addresses, and data chaining. 

Retry Trap Routine 

This routine is entered when a collision has been detected 
The buffer address pointer is restored and the SILO is cleared 


to lestcre the read and write pointers. If there is a TX error, it 
indicates that 15 retransmissions have occurred (16 total 
attempts) or that the Disable Retry bit (DRTY) is set in the 
mode register. The microprogram then writes the status into 
the transmit descriptor ring, and returns to the polling routine 
to transmit the next packet. If there is no TX Error, the byte 
count is restored and the microprogram returns to the start of 
the transmit routine to attempt another transmission. 

CSR Trap Routine 

The CSR trap routine is entered only during the switch routine 
when the STOP bit of the CSRo ® set. The function of the 
routine is to allow the access of CSRi and CSR^ through an 1/ 
O transaction. The routine determines which CSR is being 
accessed, read or write, moves the da ta betwe en the MDR 
and CDP RAM, and generates a Bus READY signal. 

Memory Timeout Trap Routine 

This trap is invoked whenever a memory transfer times out. 
That is, it does not receive READY within 25 6psec after the 
assertion of the address on the bus. 

The routine disables the receiver and transmitter by clearing 
the RXON and TXON bits in CSRo 



ABSOLUTE MAXIMUM RATINGS 

Storage Temperature -65*C to +150“C 

Ambient Temperature with 

Power Applied -25*C to +125°C 

Supply Voltage to Ground Potential 

Continuous -0.3V to + 7V 

Power Dissipation 2.0W 

Stresses above those listed under ABSOLUTE MAXIMUM 
RATINGS may cause permanent device failure. Functionality 
at or above these limits is not implied. Exposure to absolute 
maximum ratings for extended periods may affect device 
reliability. 


OPERATING RANGES 

Commercial (C) Devices 

Temperature 0°C to + 70*C 

Supply Voltage + 4.75V to + 5.25V 

Vss ov 

Operating ranges define those limits over which the function- 
ality of the device is guaranteed 


DC CHARACTERISTICS T^*0 to +70°C, Vcc“ + 5V ±5% unless Otherwise specified 


Parameters 

Description 

Test Conditions 

Min 

Typ 

Max 

Units 

VlL 

Input LOW Voltage 


-05 


0.8 

Volts 

V|H 

Input HIGH Voltage 


2 


Vcc + 0.5V 

Volts 

VOL 

Output LOW Voltage 

lot “ 3.2mA 



0.5 

Volts 

Voh 

Output HIGH Voltage 

•OH " -0.4mA 

2.4 



Volts 

'll 

Input Leakage 

V, N - 0.4V to Vcc 



±10 

nA 

Qn 

Input Capacitance 




10 

pF 

COUT 

Output Capacitance 

F - 1MHz 



10 

pF 

Cto 

i Capacitance 




20 

pF 


TEST LOAD DIAGRAMS FOR FUNCTIONAL AND 
AC TESTING 


2.0V 


DEVICE 


! 5230 


DEVICE , 


;i43kO 




XT 

TC001660 




X7 

TC001670 


Test Load for All the Outputs Test Load for Open Drain Outputs 

and I/O Pins Except Pins 11, 17, 22 and Pins 11, 17. 22 

Cl - lOOpF for ail pins except pins 26, 29. 

Cl - 50pF for pins 26, 29. 
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3 Ta * 0 to 70°C, Vcc * +5V ±5% unless otherwise specified 

BUS MASTER AND BUS SLAVE TIMING PARAMETERS 


Parameters 


Description 


TCLK Period 


TCLK LOW Tune 


TCLK HIGH Time 


Rise Time of TCLK 


Fall Tune of TCLK 


TENA Propagation Delay After the Rising Edge of TCLK 


TEN A Hold Time After the Rising Edge of TCLK 


TX Data Propagation Delay After the Rising Edge of TCLK 


TX Data Hold Time After the Rising Edge of TCLK 


RCLK Period 


RCLK HIGH Time 


RCLK LOW Time 


Rise Time of RLCK 


FaH Time of RCLK 


RX Data Rise Time 


RX Data Fan Time 


RX Data Hold Time (RCLK to RX Data Change) 


RX Data Setup Time (RX Data Stable to the Rising Edge of 
RCLK) 


RENA LOW Time 


CLSN HIGH Time 


Bus Master Driver Disable After Rising Edge of HOLD 


Bus Master Driver Enable After Falling Edge of HLDA 


Delay to Falling Edge of HLDA from Fading Edge of HOLD 
(Bus Master) 


RESET Pulse Width LOW 


Read/Write, Address/Data Cycle Time 


Address Setup Time to the Falling Edge of ALE 


Address Hold Time After the Rising Edge of DAS 


Address Setup Time to the Falling Edge of ALE 


Address Hold Time After the Falling Edge of ALE 


Data Setup Time to die Rising Edge of DAS (Bus Master 
Read) 


Test 

Conditions 


Min Typ Max Units 


Ct-50pF 


Ct_-50pF 


Cl- 50pF 


Cc-SOpF 


31 

tRDAH 

| Data Hold Time After the Rising Edge of DAS (Bus Master 
Read) 

32 

'ODAS 

Data Setup Time to the falling Edge of OaS (Bus Master 
Write) 

33 

*wDS 

Data Setup Time to the Rising Edge of DaS (Bus Master 
Write) 

34 

<WDH 

Data Hold Time After the Rising Edge of OAS (Bus Master 
Wnte) 


(CRS 0. 3. RAP) 


36 

<5002 

Data Driver Delay Afte the Falling Edge of DaS (Bus Slave 
Read) 

37 

'SRDH 

Data Hold Time After the Rising Edge of OAS (Bus Slave 
Read) 

38 

tSWDH 

Data Hold Time After the Rising Edge of DaS (Bus Slave 
Write) 

39 

tswos 

Data Setup Time to the Falling Edge of DAS (Bus Slave 
Write) 


200 


35 



400 


1200 

0 


0 


0 
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Number 

Parameters 

40 

tALEW 

41 

«OALE 


3 (Cont.) T* = 0 to 70°C, Vcc » +5V ±5% unless otherwise specified 

BUS MASTER AND BUS SLAVE TIMING PARAMETERS 


Description 


ALE Width HIGH 


Delay from Rising Edge of BAS to the Rising Edge of ALE 


BAS Width LOW 


Dela y from the Falling Edge of ALE to the Fading Edge of 

BAS 


Dela y from the Rising Edge of DALO to the Fading Edge of 
DAS (Bus Master Read) 


Dela y from the Falling Edge of READY to the Rising Edge of 

Das 


Delay from the Rising Edge of DALO to the Falling Edge of 
BALI (Bus Master Read) 


DALI Hold Time After the Rising Edge of BAS (Bus Master 
Read) 


Delay from the Rising Edge of DALI to the Falling Edge of 
BAlo (Bus Master Read) 


BAlo Setup Time to the Fading Edge of ALE (Bus Master 
Read) 


DALO Hold Time After the Falling Edge of ALE (Bus Master 

Read) 


Delay from the Rising Edge of DAS to the Rising Edge of 
BAlo (Bus Master Write) 


CS Hold Time After toe Rising Edge of BAS (Bus Slave) 


C3 Setup Time to the Falling Edge of BAS (Bus Slave) 


ADR Hold Time After the Rising Edge of BAS (Bus Slave) 


ADR Setup Time to the Fading Edge of BAS (Bus Slave) 


Delay fr om the Falling Edge of ALE to the Fading Edge of 
READY to Insure a Minimum Bus Cycle Time (600ns) 


Data Setup Time to the Falling Edge ot Ready (Bus Slave 
Read) 


READY Hold Time After the Rising Edge ot BAS (Bus 
Master) 


ReABy Driver Turn On After the Falling Edge of BAS (Bus 
Slave Read) 


READY HoW Time After the Rising Edge of BAS (Bus Slave) 


READ Hold Time After the Rising Edge of BAS (Bus Slave) 


READ Setup Time to the Falling Edge of BAS (Bus Slave) 


Test 

Conditions 


tARYO “ 300ns 




65 

1 

*CHL 


66 

tCAV 

TCLK to Address Valid 

67 

tCCA 

TCLK Rising Edge to Control Signals Active 


TCLK Falling Edge to ALE LOW 


TCLK Fading Edge to DAS Falling Edge 


Ready Setup Time to TCLK 


71 

•CDh 

TCLK Rising Edge to DAS HIGH 

72 

fHCS 

HLDA Setup to TCLK 

73 

IflENH 

RENA Hold Time After the Rising Edge of RCLK 



Typ 

Max 

1 

Units 

mm 



ns 

L 70 . . 



ns 

O 

■ 


ns 

80 



ns 

15 



ns 

75 


250 

ns 

15 



ns 




ns 

j 0 


w- 

ns 

: 55 



ns 

I 110 

s 




35 



ns 

35 



ns 


(CSR 0. 3. RAP) 


(CSR 1. 2) 






Parameter #25 is not shown in the timing diagrams It specifies the minimum bus cycle tor a single DMA transfer 

The READY setup time before negation of DAS is a function of the synchronization time of READY The synchronization must occur 

within 100ns Therefore, the setup time is 100ns plus any accumulated propagation delays Ready slips occur on 100ns increments 
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APPENDIX A 


8086 computer program example to generate the hash fitter, for multicast addressing in the LANCE. 


6 



SUBROUTINE TO SET A BIT IN THE HASH FILTER FROM A 

7 



GIVEN ETHERNET LOGICAL ADDRESS 

8 



ON ENTRY SI POINTS TO THE LOGICAL ADDRESS WITH LSB FIRST 

9 




Dl POINTS TO THE HASH FILTER WITH LSB FIRST 

10 



ON RETURN SI POINTS TO THE BYTE AFTER THE LOGICAL ADDRESS 

11 




ALL OTHER REGISTERS ARE UNMODIFIED 

12 





13 



PUBLIC 

SETHASH 

14 



ASSUME CS.CSE61 

15 





16 

- 1DB6 

POIYL 

EQU 

1DB6H ;CRC POLYNOMIAL TERMS 

17 

-04C1 

POLYH 

EOU 

04C1H 

18 





19 

0000 

CSE61 

SEGMENT PUBLIC CODE' 

20 





21 

0000 

SETHASH 

PROC 

NEAR 

22 

0000 50 


PUSH 

AX ;SAVE ALL REGISTERS 

23 

0001 53 


PUSH 

BX 

24 

0002 51 


PUSH 

CX 

25 

0003 52 


PUSH 

DX 

26 

0004 55 


PUSH 

BP 

27 





28 

0005 B8 FFFF 


MOV 

AX.OFFFFH ;AX.DX - CRC ACCUMULATOR 

29 

0008 BA FFFF 


MOV 

DX.OFFFFH ;PRESET CRC ACCUMULATOR TO ALL I S 

30 

000B B5 03 


MOV 

CH,3 ;CH - WORD COUNTER 

32 

000D 8B 2C 

SETH 10: 

MOV 

BP, [SI] ;GET A WORD OF ADDRESS 

33 

000F 83 C6 02 


ADD 

SI. 2 ; POINT TO NEXT ADDRESS 

34 

0012 B1 10 


MOV 

CL, 16 ;CL - BIT COUNTER 

35 





36 

0014 8B DA 

SETH20: 

MOV 

BX.DX ;GET HIGH WORD OF CRC 

37 

0016 D1 C3 


ROL 

BX.1 ;PUT CRC31 TO LSB 

38 

0018 33 DD 


XOR 

BX.BP ;COMBINE CRC31 WITH INCOMING BIT 

39 

001A D1 EO 


SAL 

AX.1 ;LEFT SHIFT CRC ACCUMULATOR 

40 

001C D1 D2 


RCL 

DX,1 

41 

001 E 81 E3 0001 


AND 

BX.0001H ;BX - CONTROL BIT 

42 

0022 74 07 


JZ 

SETH30 ;DO NOT XOR IF CONTROL BIT - 0 

43 





44 



PERFORM XOR OPERATION WHEN CONTROL BIT - 1 

45 





46 

0024 35 1D86 


XOR 

AX.POLYL 

47 

0027 81 F2 04C1 


XOR 

DX, POLYH 

48 





49 

002B OB C3 

SETH30: 

OR 

AX.BX ;PUT CONTROL BIT IN CRCO 

50 

0020 D1 CD 


ROR 

BP.1 ;ROTATE ADDRESS WORD 

51 

002F FE C9 


DEC 

CL ;D£CREMENT BIT COUNTER 

52 

0031 75 El 


JNZ 

SETH20 

53 

0033 FE CD 


DEC 

CH ;DECREMENT WORD COUNTER 

54 

0035 75 D6 


JNZ 

SETH10 

55 





56 



FORMATION OF CRC COMPLETE. AL CONTAINS THE REVERSED HASH 1 



CODE 


57 





58 

0037 B9 OOOA 


MOV 

CX.10 

49 

003A DO EO SETH40: 

SAL 

AL.1 ;REVERSE THE ORDER OF BITS IN AL 

60 

003C DO DC 


RCR 

AH.1 ;AND PUT IT IN AH 

61 

003E E2 FA 


LOOP 

SETH40 

62 





63 



AH NOW 

CONTAINS THE HASH CODE 

64 





65 

0040 8A DC 


MOV 

BL.AH ;BL - HASH CODE, BH IS ALREADY ZERO 

66 

0042 B1 03 


MOV 

CL,3 ;DIVIDE HASH CODE BY 8 

67 

0044 02 EB 


SHR 

BL.CL ;TO GET TO THE CORRECT BYTE 

68 

0046 BO 01 


MOV 

AL.01H :PRESET FILTER BIT 
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69 

0048 80 E45 07 


AND 

70 

004B 8A CC 


MOV 

71 

004D D2 EO 


SHL 

72 

004F 08 01 


OR 

73 

0051 5D 


POP 

74 

0052 5A 


POP 

75 

0053 59 


POP 

76 

0054 5B 


POP 

77 

0055 58 


POP 

78 

0056 C3 


RET 

79 




80 

0057 

SETHASH 

ENOP 

81 




82 

0057 

CSEG1 

ENDS 

83 




84 



END 


AH.7H ;EXTRACT BIT COUNT 

' cuah 

AL.CL ; SHIFT BIT TO CORRECT POSITION 

[01 + BXJ.AL ;SET IN HASH FILTER 

BP 

DX 

CX 

BX 

AX 


Basic computer program example to generate the hash filter, for multicast addressing, in the LANCE. 


100 REM 

110 REM PROGRAM TO GENERATE A HASH NUMBER GIVEN AN ETHERNET ADDRESS 

120 REM 

130 DEFINT A-Z 

140 DIM A(47) : REM ETHERNET ADORESS -48 BITS 
150 DIM C{32) : REM CRC REGISTER - 32 BITS 
160 PRINT "ENTER STARTING ADORESS’; : INPUT A$ 

170 IF LEN (AS) < > 12 THEN 160 : REM THE INPUT ADDRESS STARTING MUST BE 12 CHARS 
180 REM 

190 REM UNPACK STARTING ADDRESS INTO ADORESS ARRAY 
200 REM 
210 M-0 

220 FOR I - 0 TO 47 : A(l) - 0 : NEXT I 
230 FOR N - 12 TO 1 STEP -1 
240 YS - MIDS (AS.N.1) 

250 IF YS - ”0" THEN 420 

260 IF Y$ - "1" THEN A(M) - 1 : GOTO 420 

270 IF Y$ - "2" THEN A(M + 1) - 1 : GOTO 420 

280 IF YS - "3" THEN A(M + 1) - 1 : A(M) - 1 : GOTO 420 

290 IF Y$ - "4" THEN A(M + 2) - 1 : GOTO 420 

300 IF YS - "5" THEN A(M + 2) - 1 : A(M) - 1 : GOTO 420 

310 IF Y$ - "6" THEN A(M + 2) - 1 : A(M + 1) - 1 : GOTO 420 

320 IF Y$ - "7" THEN A(M + 2) - 1 : A(M + 1) - 1 : A(M) - 1 : GOTO 420 

330 A(M + 3) - 1 

340 IF Y$ = "8" THEN 420 

350 IF YS - "9" THEN A(M) - 1 : GOTO 420 

360 IF Y$ - "A” THEN A(M + 1) - 1 : GOTO 420 

370 IF Y$ = "B" THEN A(M + 1) - 1 : A(M) - 1 : GOTO 420 

380 IF YS - "C" THEN A(M + 2) - 1 : GOTO 420 

390 IF Y$ - "D" THEN A(M + 2) - 1 : A(M) - 1 : GOTO 420 

400 IF Y$ - "E" THEN A(M + 2) - 1 : A(M + 1) - 1 : GOTO 420 

410 IF YS - "F" THEN A(M + 2) - 1 : A(M + 1) - 1 : A(M) - 1 

420 M « M + 4 

430 NEXT N 

440 REM 

450 REM PERFORM CRC ALGORITHM ON ARRAY A(0-47) 

460 REM 

470 FOR I - 0 TO 31 : C(l) - 1 : NEXT I 

480 FOR N - 0 TO 47 

490 REM LEFT CRC REGISTER BY 1 

500 FOR I - 32 TO 1 STEP - 1 : C(l) - C(l - 1) : NEXT I 

510 C(0) - 0 

520 T - C(32) XOR A(N) : REM T - CONTROL BIT 

530 IF T < > THEN 600 : REM JUMP IF CONTROL BIT - 0 

540 C(1)»C{1) XOR 1 : C(2)-C(2) XOR 1 : C(4) - C(4) XOR 1 

550 C(5) - C(5) XOR 1 : C<7) - C(7) XOR 1 : C(8) - C(8) XOR 1 

560 C(10)-C(10) XOR 1 : Q11)-C<11) XOR 1 : C(12)-C<12) XOR 1 
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C(16) - C<16) XOR 1 : C<22) - C(22) XOR 1 : C<23) - C<23) XOR 1 

C(26) - C(26) XOR 1 

C(0)-1 

NEXT N 

REM 

REM CRC COMPUTATION COMPLETE, EXTRACT HASH NUMBER FROM C(0) TO C<5) 
REM 

HH - 32*C(0) + 16*C(1) + 8*C{2) + 4*C(3) + 2*C(4) + C(5) 

PRINT "THE HASH NUMBER FOR ";AS;" IS ";HH 
GOTO 160 


MAPPING OF LOGICAL ADDRESS TO FILTER MASK 


LAF 

Reg 

Bits 

LAF 

Loc 

Destination 
Address Accepted 

LAF 

Reg 

DU. 

LAF 

Loc 

Destination 
Address Accepted 

Set 

Dec 

(Hex) 

DflS 

Set 

Dec 

(Hex) 

0 

0 

0000 0000 0085 

0 

32 

0000 0000 0021 


1 

0000 0000 00A5 


33 

0000 0000 0001 

L 

2 

0000 0000 0OE5 

L 

34 

0000 0000 0041 

A 

3 

0000 0000 00C5 

A 

35 

0000 0000 0071 

F 

4 

0000 0000 0045 

F 

36 

0000 0000 00E1 


5 

0000 0000 0065 


37 

0000 0000 00C1 

0 

6 

0000 0000 0025 

2 

38 

0000 0000 0081 


7 

0000 0000 0005 


39 

0000 0000 00 A 1 


8 

0000 0000 002B 


40 

0000 0000 008F 


9 

0000 0000 000B 


41 

0000 0000 OOBF 


10 

0000 0000 004B 


42 

0000 0000 00EF 


11 

0000 0000 006B 


43 

0000 0000 OOCF 


12 

0000 0000 0QEB 


44 

0000 0000 004F 


13 

0000 0000 OOCB 


45 

0000 0000 006F 


14 

0000 0000 0086 


46 

0000 0000 002F 

15 

15 

0000 0000 OOBB 

15 

47 

0000 0000 000F 

0 

16 

0000 0000 00C7 

o 

48 

0000 0000 0063 


17 

0000 0000 00E7 


49 

0000 0000 0043 


18 

0000 0000 00A7 


50 

0000 0000 0003 


19 

0000 0000 0087 


51 

0000 0000 0023 

L 

20 

0000 0000 0007 

L 

52 

0000 0000 00A3 

A 

21 

0000 0000 0027 

A 

53 

0000 0000 0083 

F 

22 

0000 0000 0087 

F 

54 

0000 0000 00C3 


23 

0000 0000 0047 


55 

0000 0000 00E3 

1 

24 

0000 0000 0069 

3 

56 

0000 0000 OOCD 


25 

0000 0000 0049 


57 

0000 0000 OOED 


26 

0000 0000 0009 


58 

0000 0000 OOAD 


27 

0000 0000 0029 


59 

0000 0000 008D 


28 

0000 0000 00A9 


60 

0000 0000 OOOD 


29 

0000 0000 0089 


61 

0000 0000 002D 


30 

0000 0000 00C9 


62 

0000 0000 006D 

15 

31 

0000 0000 00E9 

15 

63 

0000 0000 0040 


37 



The International Standard of 
Quality guarantees a 005% AQL on all 
electrical parameters, AC and DC 
over the entire ope 
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Am7992B 

Serial Interface Adapter (SIA) 


DISTINCTIVE CHARACTERISTICS 


• Compatible with Ethernet/Cheapernet/IEEE-802.3 
specifications 

• Crystal controlled Manchester Encoder 

e Manchester Decoder acquires dock and data within four 
bit times with an accuracy of ±3 ns 
e Guaranteed carrier and collision detection squelch 
threshold limits 

- Carrier/ collision detected for inputs greater than 
-275 mV 

- No canrier/cotlision for inputs less than -175 mV 


• Input signal conditioning rejects transient noise 

- Transients < 10 ns for collision detector inputs 

- Transients < 20 ns for carrier detector inputs 

e Receiver decodes Manchester data with worst case 
±19 ns of dock jitter (at 10 MHz) 
e TTL compatible host interface 
a Transmit accuracy ±0.01% (without adjustments) 


GENERAL DESCRIPTION 


The Am7992B Serial Interface Adapter (SIA) is a Manches- 
ter Encoder/Decoder compatible with IEEE-802.3, Cheap- 
emet and Ethernet specifications. In an !EEE-802.3/Ether- 
net application, the Am7992B interfaces the Am7990 Local 
Area Network Controller for Ethernet (LANCE) to the 
Ethernet transceiver cable, acquires dock and data within 


four bit times, and decodes Manchester data with worst 
case ±19 ns phase jitter at 10 MHz. SIA provides both 
guaranteed signal threshold limits and transient noise 
suppression circuitry in both data and collision paths to 
minimize false start conditions. 
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CONNECTION DIAGRAM 
Top View 
DIP 

CLSN Cl 


^ 24 

ID Co*aion+ 

«x C 

2 

23 

ZD CoSlaion- 

RENA C 

3 

22 

ZD Recaive+ 

rclk C 

4 

21 

1 Receive- 

Tsei C 

5 

20 

D THt 

GND, Cl 

6 

19 

D Voc. 

GNO, C 

7 

18 

ZD v ccj 

X, CZ 

8 

17 

D pf 

x, C 

9 

18 

Z3 rf 

™ C 

10 

15 

ZD GND, 

TCLK Cl 

11 

14 

Z] Transmit* 

TENA (Z 

12 

l 

13 

ZD Tranamk- 
C0001521 

Note: Pin 1 is marked for orientation 


ORDERING INFORMATION 
AMD STANDARD PRODUCTS 

AMD products are available in several packages and operating ranges. The order number (Valid C o mbin a tion) is 
formed by a combination of: A. Device Number 

B. Spaed Option (if appkcabie) 

C. Package Type 

D. Temperature Range 

E. Optional Processing 


E. OPTIONAL PROCESSING 

Blank - Standard proo aaai nQ 
B-Bum-in 



O. TEMPERATURE RANGE 

C “ Commercial (0 to + 70*C) 


-C PACKAGE TYPE 

P - 24-Pin (Slim) Plastic DIP (PD3Q24) 

D - 28-Pin (Stun) Ceramic DIP (CD3024) 


B. SPEED OPTION 
Not Applicable 


A. DEVICE NUMBER/DESCRIPTION 

Am79928 

Sana! Interface Adapter 


Valid Comblnationa 

Am7992B 


PC. PCS 
DC. DCS 


Valid Com b lnationa 

Consult the local AMD sales offioe to confirm availability of 
specific valid combinations, to check on newly released 
valid combinations, and to obtain additional data on AMD's 
standard military grade products. 
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PIN DESCRIPTION 


CLSN CoNMon (Output, TTL Acttvs HIGH) 

Signals at the Collision ± terminals meeting threshold and 
pulse width requirements wiH produce a logic HIGH at 
CLSN output When no signal is present at Collision!. 
CLSN output will be LOW. 

RX Receive Data (Output) 

A MOS/TTL output re covere d data. When there is no 
signal at Receive! and TEST is HIGH. RX is HIGH. RX is 
actuated with RCLK and remains active until RENA is de- 
asserted at the end of message. During reception, RX is 
synchronous with RCLK and changes after the rising edge 
of RCLK. When TEST is LOW, RX is enabled 
RENA Receive Enable (Output, TTL Active HIGH) 
When there is no signal at Receive! RENA is LOW. 
Signals meeting threshold and pulse width "on" 
requirements will produce a logic HIGH at RENA When 
RENA is HIGH, Receive! signals meeting threshold and 
pulse width "off 1 requirements wiH produce a LOW at 
RENA. 

RCLK Receive Clock (Output) 

A MOS/TTL output, rec overed dock. When there is no 
signal at Receive! and TEST is HIGH, RCLK is LOW. 
RCLK is activated 1/4 bit time after the second negative 
Manchester preamble clock transition at Receive!, and 
remains active until end of message. When test is LOW, 
RCLK is enabled and meets minimum pulse width 
specifications. 

TX Transmit (Input) 

TTL-compatible input. When TENA is HIGH, signals at TX 
meeting setup and hold time to TCLK will be encoded as 
normal Manchester at Transmit! and Transmit-. 

TX HIGH: Transmit! is negative with respect to 
Transmit- for first half of data bit cell. 

TX LOW: Transmit! is positive with respect to 
Transmit- for first halt of data bit cell. 
TENA Transmit Enable (Input) 

TTL-compatible input Active HIGH data encoder enable. 
Signals meeting setup and hold time to TCLK will allow 
encoding of Manchester data from TX to Transmit! and 
Transmit- 

TCLK Transmit Clock (Output) 

MOS/TTL output TCLK provides symmetrical HIGH and 
LOW clock signals at data rate for reference timing of data 
to be encoded. It also provides dock signals for the 
controller chip (Am7990 - LANCE) and an internal timing 
reference for receive path voltage controlled oscillators. 
Transmit! Transmit (Outputs) 

Transmlt- 

A differential line output. This tine pair is intended to 
operate into terminated transmission lines. For signals 
meeting setup and hold time to TCLK at TENA and TX, 
Manchester dock and data are outputted at Transmit! / 
Transmit-. When operating into a 78 ft terminated 
transmission line, signaling meets the required output 
levels and skew for both Ethernet and IEEE-802.3 drop 
cables. 


FUNCTIONAL DESCRIPTION 

The Am7992B Serial Interface Adapter (SIA) has three basic 
functions. It is a Manchester Encoder/line driver in the 
transmit path, a Manchester Decoder with noise filtering and 
quick lock-on characteristics in the receive path, and a signal 
detect/converter (10 MHz differential to TTL) in the collision 


Receive! Receiver (Inputs) 

Receive— 

A differential input A pair of internally biased tine receivers 
consisting of a carrier detect receiver with offset threshold 
and noise filtering to detect the line activity, and a data 
recovery receiver with no offset for Manchester data 
decoding. 

CoWslon! Collision (Inputs) 

CoKslon- 

A differential input An internally biased line receiver input 
with offset threshold and noise filtering. Signals at 
Collision! have no effect on data-path functions. 

TSEL Transmit Mode Sele c t (Output Open 
Collector, Input Sense Amplifier) 

TSEL LOW: Idle transmit state Transmit! is positive 
with respect to Transmit-. 

TSEL HIGH: Idle transmit state Transmit! and Transmit- 
are equal, providing "zero" differential to 
operate transformer coupled loads. 

When connected with an RC network, TSEL is hekJ LOW 
during transmission. At the end of transmission the open 
collector output is disabled, allowing TSEL to rise and 
provide a smooth transmission from logic HIGH to "zero" 
differential idle. Delay and output return to zero are 
externally controlled by the RC network at TSEL and 
Transmit! bad inductance. 

X 1t X 2 Biased Crystal Oscillator (Input) 

X-| is the input and X 2 is the bypass port. When connected 
for crystal operation, the system clock which appears at 
TCLK is half the frequency of the crystal oscillator. Xi may 
be driven from an external source of two times the data 
rate. 

RF Frequency Setting Voltage Controlled 
Oscillator (Vco) Loop Filter (Output) 

This loop filter output is a reference voltage for the receive 
path phase detector It also is a reference for timing noise 
immunity circuits in the collision and receive viable path. 
Nominal reference Vco 9 &>n is 1.25 TCLK frequency 
MHz/V. 

PF Receive Path Vco Phase- Lock Loop Fitter (Input) 

This loop filter input is the control for receive path loop 
damping. Frequency of the receive Vco 15 internally limited 
to transmit frequency i 12%. Nominal receive Vco Qa* n ® 
0 25 reference Vco gain MHz/V. 

TEST Teat Control (Input) 

A static input that is connected to Vcc for Am7992B/ 
Am7990 operation and to Ground tor testing of Receive! 
path t hreshold and RCLK output high parameters. When 
TEST is grounded. RX is enabled and RCLK is enabled 
except during Clock acquisition when RCLK is HIGH. 
GNDi High Current Ground 
GN02 Logic Ground 

GND3 Voltage Controlled Oscillator Ground 
Vcci High Current and Logic Supply 
Vcc2 Voltage Controlled OacMator Supply 


path. In addition, the SIA provides the interface between the 
TTL logic environment of the Local Area Network Controller 
for Ethernet (LANCE) and the differential signaling environ- 
ment in the transceiver cable. 
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Transmit Path 


The transmit section encodes separate dock and NRZ data 
input signals meeting the set-up and hold time to TCLK at 
TENA and TX. into a standard Manchester II serial bit stream. 
The transmit outputs (Transmit + /Transmit-) are designed to 
operate into terminated transmission lines. When operating 
into a 78 n terminated transmission line, signaling meets the 
required output levels and skew for Cheapemet. Ethernet and 
IEEE-802.3 



Figuie 1. Transmit Section 

Transmitter Timing and Operation 

A 20 MHz fundamental mode crystal oscillator provides the 
basic timing reference in the SIA. It is divided by two to create 
the Transmit Clock reference (TCLK). Both 20-MHz and 


10-MHz clocks are fed into the Manchester Encoder to 
generate the transitions in the encoded data stream. The 10 
MHz dock, TCLK. is used by the SIA to internally synchronize 
Transmit (TX) data and Transmit Enable (TENA). TCLK is also 
used as a stable bit rate dock by the receive section of the 
SIA and by other devices in the system (the Am7990 LANCE 
uses TCLK to drive its internal state machine). The oscillator 
may use an external .005% crystal or an external TTL-level 
input as a reference. Transmit accuracy of .01 % is achieved 
(no external adjustments are required). 

Transmission is enabled when TENA is activated. As long as 
TENA remains HIGH, signals at TX will be encoded as 
Manchester and will appear at Transmit+ and Transmit-. 
When TENA goes LOW. the differential transmit outputs go to 
one of two idle states: 

1. TSEL HIGH: The idle state of Transmitt yields "zero” 

differential to operate transformer-coupled 
loads (see Figure 2. Trans m itt e r Timing - End 
of Transmission waveform (Sagram and Typical 
Performance Curve diagram). 

2. TSEL LOW: In this idle state. Transmit* is positive to 

Transmit- (logical HIGH) (see Figures and 
diagrams as referenced above). 

The End of Transmission -Return to Zero is determined by 
the external RX network at TSEL and by the load at 
Transmit!. 


TSEL I 

PMS ' 


XT 

TC001941 

A. TSEL LOW 



Figure 2. Transmit Mode Select (TSEL) Connection 


SIA Oscillator 

Specification tor External Crystal 


When using a crystal to drive the Am7992B oscillator, the 


following crystal specification should be used to ensure a 

transmit accuracy of 0 01%: 

Limit 



Min. 

Hem, 

Max. 

Units 

1. Resonant Frequency -50 

Error with Cl - 50 pF 

0 

+ 50 

PPM 

2. Change in Resonant Fre- -40 

quency Temperature with 
C L - 50 pF 


+ 40 

PPM 

3. Parallel Resonant Frequency 
with Cl “ 50 pF 

20 


MHz 

4. Motional Crystal Capaci- 
tance. Ci 

0.022 

PF 



Some crystal manufacturers have generated crystals to this 
specification. One such manufacturer is Reeves- Hoffman 
Their ordering part numbe r for this crystal is RH# 04-20423- 
312. 


Specification for External TTL Level 

When driving the oscillator from an external dock source. Xj 
must be left floating (unconnected). An external dock having 
the following charactenstics must be used to ensure less than 
tO. 5 ns jitter at Transmit! (see the X^ Driven from External 
Source waveform diagram): 

Clock Frequency: 20 MHz +0.01% 

Rise/Fall Time (tn/tF): < 2 ns from 0.8 V to 2.0 V 

X, HIGH/LOW Time (tHtGH/tLOw): > 20 ns 

Xi Falling Edge to Falling Edge Jitter <±0.2 ns at 

1.5 V input 

Receiver Path 

The principle functions of the Receiver are to signal the 
LANCE that there is information on the receive pair, and 
separate the incoming Manchester-encoded data stream into 
dock and NRZ data. 

The Receiver section (see Figures 3 and 4) consists of two 
parallel paths. The receive data path is a zero threshold, wide 
bandwidth line receiver. The carrier path is an offset threshold 




bandpass da ta ctin g line receiver. Both receivers share com- 
mon bias networks to aHow operation over an input common 
mode range orf 0 to 5.5 volts. 




m — J t »U 

L_J 


Figure 3. Receiver 


Figure 4. Receiver Section Detail 


Input Signal Conditioning 

The Carrier Receiver detects the presence of an incoming 
data packet by discerning and refecting noise from expected 
Manchester data. It also controls the stop and start of the 
phase-lock loop during dock acquisition. In the Am7992B, 
dock acquisition requires a valid Manchester bit pattern of 
1010 to lock on the incoming message (see Receive Tim- 
ing - Start of Reception Clock Acquisition waveform diagram). 

Transient noise pulses less than 20 ns wide are rejected by 
the Carrier Receiver as noise and DC inputs more positive 
than minus 175 mV are also suppressed. Carrier is detected 
for input signal wider than 45 ns with amplitude more negative 
than minus 275 mV. When input amplitude and pulse width 
concfitions are met at Receive!, RENA « asserted and a dock 
acquisition cycle is initiated. 

Clock A n p rif rikm 

When there is no activity at Receive! (receiver is idle), the 
receive oscillator is phase locked to TCLK. The first negative 
dock transition (first valid Manchester "0") after RENA is 
asserted interrupts the receive oscillator and presents the 
INTRCLK (internal dock) to the HIGH state. The oscillator is 
then restarted at the second Manchester "0" (bit time 4) and 
is phase locked to it As a result the SIA acquires the dock 
from the incoming Manchester bit stream in four bit times with 
"1010" Manchester bit pattern. The 10 -MHz INTRCLK and 
INTPLLCLK are derived from the internal oscillator which runs 
at 4 times the data rate (40.0 MHz). The three docks 
generated internally are utilized in the following manner 

INTRCLK: After dock acquisition, INTRCLK strobes the 
incoming data at 1/4 bit time. Receive data path sets the 
input to the data decode register (Figure 4). 

INTPLLCLK: At dock acquisition, INTPLLCLK is phase 
locked to the incoming Manchester dock transition at bit 
call center (BCQ. The transition at BCC is compared to 
INTPLLCLK and phase correction is appfied to maintain 
INTRCLK at 1/4 bit time in the Manchester cell. 

INTCARR: From start to end of a message, INTCARR is 
active and establishes RENA Turn-off synchronously with 
RCLK rising edge. Internal carrier goes active when there is 
a negative transition that is mors negative than -275 mV 
and has a pulse width greater or equal to 45 ns. Internal 
carrier goes inactive within 165 ns of the last positive 
transition at Receive!. 

Whan TEST is strapped HIGH, RCLK and RX are enabled 1/4 
bit time after dock acquisition in bit cell 5. RX is at HIGH state 
when the receiver is ide and TEST is strapped HIGH (no 
RLCK). RX, however, is undefined when dock is acquired and 


may remain HIGH or change to LOW state whenever RCLK is 
enabled. At 1 /4 bit time of dock transition in bit cell 5, RCLK 
makes its first external transition. It also strobes the incoming 
fifth bit Manchester "1." RX may make a transition after the 
RCLK rising edge in bit cell 5, but its state is still undefined. 
The Manchester "1" at bit 5 is clocked to RX output at 1 /4 bit 
time in bit ceil 6. 

PLL Tracking 

After clock acquisition, the INTPLLCLK ts compared to the 
incoming transitions at BCC and the resulting phase error is 
applied to a correction circuit. This circuit ensures that 
INTPLLCLK remains locked on the received signal. Individual 
bit ceil phase corrections of the Vqo are limited to 10% of the 
phase difference between BCC and INTPLLCLK. Hence, input 
data jitter is reduced in RCLK by 10 to 1. 

Carrier Tracking and End of Maaaaga 

The carrier receiver monitors Receive! input after RENA is 
asserted for an end of message. INTCARR deasserts 145 ns 
to 165 ns after the incoming message transitions positive. This 
initiates the end of reception cycle INTCARR is strobed at 
3/4 bit time by the tailing edge of INTRCLK. The time delay 
from the last rising edge of the message to INTCARR deassert 
allows the last bit to be strobed by RCLK and transferred by 
the LANCE without an extra bit at the end of message. When 
RENA deasserts (see Receive Timing -End of Reception 
(Last Bit - 0) and Receive Timing - End of Reception (Last 
Bit - 1) waveform diagrams) and a RENA hold off timer 
inhibits RENA assertion for at least 120 ns. 

Data Decoding 

The data receiver is a comparator with docked output to 
minimize noise sensitivity to the Receive! inputs. Input error 
(VIRO) is less than ±35 mV to minimize sensitivity to input rise 
and fall time. RCLK strobes the data receiver output at 1/4 bit 
time to determine the value of the Manchester bit and docks 
the data out at RX on the following RCLK. The data receiver 
also generates the signal used for phase detector comparison 
to the internal Am7992B Vqo- 

Differential I/O Terminations 

The differential input for the Manchester data (Receive!) is 
externally terminated by two 40.2-ohm i 1 % resistors and one 
optional common-mode bypass capacitor. The def e r en ti a l 
input impedance, Zjof. and the common-mode input ZtCM. 
are specified so that the Ethernet specification for cable 
termination impedance is met using standard 1% resistor 
terminators. The Collision! differential inputs are terminated in 
exactly the same way as the receive inputs (see Figure 5). 


5 








40.2 a i% 

ID ***> 1 A 

*01 n i% A— — , 

ID vvv ' C, = 01 



0 1 * ^ C, 


Notes: 1. Corned Ri, Rj. Ci, for 0 d Ww ntfol nootran sm rt. Connect to ground for logic t deferential nontranamit 

2. Pin 2v shown for normal device operation. 

3. The inclusion of C4 and C5 is ne c ea aa ry to reduce the common-mode foedfog on certain transceivers 
which aro dnct coupled. 

Rgur* 5. External Component Diagram 


CoMsfon Detection 

A transceiver detects collisions on the network and generates 
a 10-MHz signal at the CoMsion± inputs. This collision signal 
passes through an input stage which d et ect* signal l e ve l s and 
pulse duration. When the signal is detected by the Am7992B it 
sets the CLSN line HIGH. This condition continues for 
approximately 160 ns after the last LOW-to-HIGH transition on 
CoNisiorvt. 

Jitter Tolerance Definition and Teat 

The Receive Timing -Start of Reception Clock Acquisition 
waveform diagram shows the internal timing relationships 
implemented for decoding Manchester data in the Am7992B. 
The Am7992B utilizes a dock capture circuit to align its 
internal data strobe with an incoming bit stream. The dock 
acquisition circuitry requires four valid bits with the values 
1010. Clock is phase locked to the negative transition at bit 
cell center of the second "0" in the pattern. 

Smce data is strobed at 1/4 bit time, Manchester transitions 
which shift from their nominal placement through 1 /4 bit time 
will result in improperly decoded data. For both IEEE-602.3 
and Ethernet, this results in the loss of a message. With this as 
the criteria for an error, a definition of "Jitter Handling" is: 

That peak deviation from nominal input transition approach- 
ing or crossing 1 /4 bit cell position for which the Am7992B 
will properly decode data. 

Four cases of signal are needed to adequately test the ability 
of the Am7992B to property decode data from the Manchester 
bit stream. For each of the four cases two time points within a 
received message are tested: 

1 . Jitter tolerance at dock acquisition, the measure of dock 
capture. 


2. Jitter tolerance within a message after the analogue PLL 
has reduced dock acquisition error to a minimum. 

The four cases to test are shown the Input Jitter Timing 
Waveform diagram. They are: 

1. BCC jitter for a 01 bit pattern 

2. BCC jitter for a 10 bit pattern 

3. BC8 jitter for an 11 bit pattern 

4. BC8 jitter for an X0 bit pattern 

The test signals utilized to jitter the input data are artrftcaJ in 
that they may not be realizable on networks (e xamp l es are 
cases 2, 3 and 4 at dock acqustoon). H o weve r , each pattern 
relates to setup and hold time measurements for the data 
decode register (Figure 4). Receive* and Receive- are driven 
with the inputs shown to produce the zero crossing distortion 
at the differential inputs for foe applicable test Case 4 and 8 
require only a single zero to implement when tasted at the and 
of message. 

Levels used to test jitter are within foe common-mode and 
differential-mode range of the receive inputs and also are 
available from automatic test equipment. It is assumed that 
the incoming message is asynchronous with the local TCLK 
frequency for the Am7992B. This ensures that proper dock 
acquisition has been established with random phase and 
frequency error in incoming message. An additional condition 
placed on foe jitter tolerance test is that it must meet all test 
requirements within 10 ms after power is applied. This forces 
the Am7992B crystal oscillator to start and lock the analogue 
PLL to within acceptable limits tor receiving from a cold start 

Case 1 of the test corresponds to the expected Manchester 
data after dock acquisition and average values tor dock 
leading jitter tolerance are 21.5 ns. For cases 5 through 8, 
average values are 24.4 ns. Cases 5 through 8 are jittered at 
bit times 55 or 56 as applicable. The Am7992B, then, has lass 
than 0.6 ns static phase error for the noise-free case. 











ABSOLUTE MAXIMUM RATINGS 


Storage Temper at ure -65 to + 150*C 

Ambient Temperature with 

Power Applied 0 to + 70*C 

Supply Voltage Continuous + 7.0 V 

IX Voltage Applied to Outputs -0.5 to +Vqc Max. 

DC Input Voltage (Logic Inputs) + 5.5 V 

DC Input Voltage (Receive! /Collision!) -6 to +16 V 

Transmit! Output Current -50 to +25 mA 

DC Output Current, Into Outputs 100 mA 

DC Input Currant (Logic Inputs) ±30 mA 

Transmit! Applied Voltage 0 to + 16 V 


Stresses above those listed under ABSOLUTE MAXIMUM 
RATINGS may cause permanent de v ic e fa&ure. Functionality 
at or above these limits is not implied. Exposure to absolute 
maximum ratings for extended periods may affect device 

reliability. 


OPERATING RANGES 

Commercial (Q Devices 

Temperature 0 to + 70*C 

Supply Voltage + 5.0 V ±10% 

Operating ranges define those limits over which the function- 
ality of the device is guaranteed. 


DC CHARACTERISTICS over operating range unless otherwise specified 


Test Conditions 


Mn. 


Typ.* 


Units 


V OH 


Output HIGH Voltage RX, RENA, CLSN, TCLK, RCLK 


*OH • - 1 -0 mA 


2.4 


3.4 


VOL 


Output LOW Voltage 

RCLK, TSEL TCLK, RENA, RX. CLSN 


lot- 16 mA 


0.36 


0.5 


Iqu - 1 mA (Note 1) 


0-25 


0.4 


VOO 


OWe renS e l Output Voltage 
(Transmit* )-(Tranamil-) 


VO 

75 


Rl-ts n 


550 


670 


770 


-670 


VOO OFF 


•OO OFF 


Transmit Differential Output Me Voltage 


Transmit OttteqpnSa) Output Me Current 


R L - 78 n 
TSEL- HIGH 


(Note 2) 


-20 


0.5 


20 


(Note 1) 


-0.5 


±0.1 


0.5 


VCMT 


v OOI 


Transmit Output Common M o d s Voltage 


D iffer e ntial Output Voltage tmbe te noe 
(Transmit*) IIVoI-I^qI! 


R|_ - 78 ft 


(Note 2) 


Vn 


Input HIGH Voltage TX. TENA 


Iih 


Input HIGH Cunent TX. TENA, TEST 


Vcc - Me*-. V M - 2.7 V 


HA 


Vil 


Input LOW Voltage TX. TENA 


0.8 


Input LOW Current TX, TENA, TEST 


Vcc “ Max. V* - 0.4 V 


-270 


mA 


V|RD 


Differential Input Threshold (Rec Oats) 


-35 


V|RVD 


Differential Mode Input Voltage Range 
(Receive* /Coktoon* ) 


Vice 


Differential Input Threshold 


-225 


*CC 


Power Supply Current 


lose “ 50 ns 


V.B 


Input Breakdown Voltage (TX, TENA, TEST) 


l| - 1 mA 


VtC 


Input Clamp Voltage 


l|N — - 18 mA 


Vqop 


Undershoot Voltage at Zero Differential Pont on Transmit 
Return to Zero (End of Message) 


(Note 9) 


•sc 


Short Circuit Current 

RCLK. RX. TCLK, CLSN, RENA 


Vcc - Max (Note 6) 


r IDF 


Differential Input Resistance 


Vcc - 0 to Max. (Note 1 ) 


RiCw 


Common Mode Input Resistance 


Vcc -0 to Max. (Note 1) 


Vicu 


Receive and Coikaton input Bias Voltage 


lw-0 


•iLD 


Receive and CoUmon Input LOW Current 


Vin--1 V 


•iMO 


Receive and CoHokxi Input HIGH Currant 


Vin - 6 V 


•ihz 


Receive end Coftwori input HIGH Current 


Vcc “ 0. Vin - ♦ 6 V 


•lH 


Crystal OsoUator (Xi) Input HIGH Current 


Vih - 3.5 V (Notes 3 & 5) 


♦ 12 


Crystal Oscillator (X t ) Input LOW Cunent 


V, L - 0 V (Noies 3 A 5) 


V|H 


Crystal Oscillator (X^ Input HIGH Voltage 


(Notes 3. 4 & 5) 


V|L 


Crystal Osoiiatof (Xi) Input LOW Voiatge 


(Notes 3, 4 & 5) 


08 


Notes. See notes following Switching Characteristics table. 


•Typical values toted are for Vcc - 5.0 V 
T A -+25*C 


1 |S|S|>|1|1|!|1|1 



















































































































SWITCHING CHARACTERISTICS ow operatin g range unless otherwise specified 


No. 

■J'.i,.'™ 1 "! 

Description 

Teet CoodHkme 

r*?i 

B3 

ICS 

Unto] 

RECEIVER SPECIFICATION 

i 

tRCT 

RCLK Cycle Tane 

(Nolss 7. 9 4 9) 

85 

mm 

iffl 

m 

2 

»RCH 

RCLK HIGH Time 


38 

50 


3 

tRCL 

RCLK LOW Tana 

D 

EB 


ns 

4 

tficn 

RCLK Riae Tune 

C Non 7) 


EB 

8 

ns 

5 

*CF 

RCLK Fa* Tane 


EB 

8 

ne 

6 

tRsn 

RX Rase Time 


mm 

8 

ns 

7 

<R0F 

RX Fall Tana 


mm 

6 

ne 

8 

tROM 

RX Hold Tana (RCLK t to RX Change) 

(Nolae 2 4 7) 

5 

8 


ne 

9 

tRDS 

RX Prop Delay (RCLK : to RX Stable) 

(Note 7) 


8 

2EB 

ns 

10 

*0PH 

RENA Turn-On Delay (V*jc Mex. on Receive* 
to RENAh) 



50 

80 

ne 

11 

»OPO 

RENA Turn-Off Delay (Vcc Min. on Receive* 
to RENA|J 



265 

300 

ne 

12 

<DPL 

RENA LOW Tane 


mm 

E3 


ns 

13 

tRPWR 

Receive* Input Pulse Width to Reject (Input < Vhjc 
M in.) 



34 

. . 

20 

ns 

14 

tflPWO 

Receive* Input Pulse Width to Tum-On (Input > Viqc 
M ax.) 

45 

34 


ns 

15 

tRLT 

Decoder Acquisition Tans 



mm 

mm 

ns 

16 

tREDH 

RENA How Tane (RCLH t to RENAjJ 


KB 

mm 

80 

ns 

17 

tRPWN 

Receive* Input Puiee Width to Not Turn-Off INTCARR 

(Note 1) 



mess 

mrm 

ns 

COLLISION SPECIFICATION 

18 

«CPWR 

Co ttsror input Pulse Width to Reject (input < Vioc Min.) 



KB 

MM 

ns 

19 

«cpwo 

Collision Input Pulse Width to Tum-On Collision* 
Exceeds Vux Max.) 

26 

18 


ns 

20 

*CPWE 

Collision Input to Turn-Off CSLN (Input < V|QC Max.) 

(Notes 1 4 8) 

KB 

EB 


ns 

21 

tCPWN 

Collision Input to Noi Turr>-Off CLSN (Input > V|0C MW.) 


wsm 

KB 

ns 

22 

tCPH 

CLSN Tum-On Delay fVijx Max on Collision* 
to CLSN h ) 




33 

so 

ns 

23 

*CPO 

CLSN Tum-Off Delay (Vine Min on Collision* 
to CLSNJ 


133 

160 

ns 

TRANSMITTER SPECIFICATION 

24 

hr CL 

TCLK LOW Time 

lose “ 50 ns (Note 2) 

KB 

EB 

EB 

ns 

25 

tTCH 

TCLK HIGH Time 

KB 

KB 

KB 

ns 

26 

hrcn 

TCLK Rise Tane 

lose “ 50 "* 


mm 

8 

ns 

27 

hrcF 

TCLK Fall Time 


EB 

8 

ns 

28 

hTDS tTES 

tx and TENA Setuo time to TCLK 

(Note 2) 

5 



ns 

29 

»TDH hTEH 

TX and TENA HoW Tane to TCLK 


5 

Bn 


ns 

30 

*TOC£ 

Trentm-t* Output (Bn Get Center tc Edge) 



KB 

uzim 

ns 

31 

«oo 


m 


KB 

KE9 

ns 

3? 

hTOR 

Transmit-. Output Rate Ttmr 

20 - 80% 


2 

4 

ns 

33 

*tof 

Transmit t Output Fall Tane 


? 

i- 4 

ns 

34 

tXTCH 

X, to .UK rTopayattoP Ddav lot HIGH 

fNotes 3 4 5) 


EB 

mm 

ns 

35 

*X?a 

A| to VOiK “'Opa"e‘."'n vJW 


mm 

mm 

ne 

36 

tr_:: 


mm 

UQj 


ns 

27 

tttoi 


■P 

ESDI 


ns 


’Min. - 4 5 V. M«t » 5.5 V. n_sc “ f*» 


Notes: 1. Cot staled to otner tsait-o prumoter --ict testeo (f-ictry. 

2. Tested, but to values in e>ees s ot Mrsts. T -st accurecv not sufficient to aHow screening guardoande. 

3. TCLK c ha n ge s state on Xi n?mj ecgo but initial slate of T CLK a not defined. When TENA is HIGH, TX data ts Manchester 
encoded on the iaHing edge of X-i etter the nswg edge of TCLK 

4. Xi Vih and Xt V||_ are not statically tested. Limits are correlated to testa made when operating at 20 MHz under crystal control. 

5. When Xi is driven by an external dock. X; should be left floating and the X t input must have the following characteristics: 

Clock Frequency. 20.0 MHz i0.C1% 

R*e/F»* Time (tR/tp) Less then 2 ns from 0.8 V to 2.0 V 
Xi HK5H/L0W Tune (IwGiVtLOw): Greeter then 20 ns 
Xi FaMng Edge to FaNtog Edge Jitter Less than *0.2 ns at 1.5 V input 
6 Not more than one output should be shorted at a lime. Duration of the short orcwrt teat should not ex c eed one second. 

7. Assumes 50-pF capacitance ioacfcng ori RCLK and RX. 

8. Taalad under condition s not identical lo data sheet 

8. Teat cannot be implemented to data sheet requirements. 





























































































































































B) Start of Mart Packet 


Receive Timing -End of 


WAVEFORMS 



lit 2 Ctock TranaMon 
Dataya 

frtkm Clock Acquisition 



J I I i_ 

WF010881 

Riaing Edge 

caption (Last Bit * 0) 
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SWITCHING WAVEFORMS (ConL) 



R*cstvs± Input Puls* Width Timing 


coujmom 



WF007211 


Collision! Input Pulss Width Timing 



RCLK and RX Timing 


13 





14 




WF010741 

Notes: A) Cam 1, 5 Data Bit Pattern 0. 1 

Rising dock sdgs movad toward 1/4 bit cal RCLK data stroba Casa 

1 uaas bit 5. Caaa 5 uass bit 55. 

B) Cana 2, 6 Data Bit Pattern 1. 0 

Fating dock adga movad toward 1/4 bit cal RCLK data strobs. Casa 

2 uass bit 6, Caaa 6 uaas bit 56. 

C) Caaa 3, 7 Data BR Pattern 1, 1 

Faifeng bit cal adga movad toward 1/4 M cal RCLK data stroba. Cass 

3 uaas bit 6. caaa 7 uaas bit 56. 

O) Caaa 4, • Data BN Pattern X, 0 

Rising bit cal adga movad to ward 1/4 bit cal RCLK data stoba. Casa 

4 uaas bit 5, casa B uaas bit 55. 


Input JfttBr Timing 



TYPICAL PERFORMANCE CURVE 


End of Transmission - Differential Output Voltage* 



TIME 

U») 

OP001910 



1. 802.3 Test Load: 


•Op* 




DF 005030 
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Relimfrary 


Am28F010 

131,072 x 8-Bit CMOS Flash Memory 


DISTINCTIVE CHARACTERISTICS 

■ High performance 

- 90 ns maximum access time 

■ Low power consumption 

- 30 mA maximum active current 

- 1 00 pA maximum standby current 

■ Compatible with JED EC-standard byte- 
wide 32-Pin E 2 PROM pinouts 

- 32-pin DIP 

- 32-pin PLCC 

■ 10,000 erase/program cycles 

■ Program and erase voltage 12.0 V ±5% 

■ Latch-up protected to 100 mA 
from -1 V to Vcc +1 V 


GENERAL DESCRIPTION 

The Am28F010 is a 1 Megabit “Flash" electrically eras- 
able. electrically programmable read only memory or- 
ganized as 1 28 K bytes of 8 bits each. The Am28F01 0 is 
packaged in 32-pin PDIP and PLCC versions which al- 
low for upgrades to the 2 Megabit density. The device is 
also offered in ceramic DIP and LCC packages. It is de- 
signed to be reprogrammed and erased in-system or in 
standard EPROM programmers. 

The standard Am28F010 offers access times as fast as 
90 ns, allowing operation of high-speed microproces- 
sors without wait states. To eliminate bus contention, 
the Am28F0l0 has separate chip enable (CE) and out- 
put enable tOE) controls. 

AMD's Flash memories augment EPROM functionality 
with in-circuit electrical erasure and programming. The 
Am28F0l0 uses a command register to manage this 
functionality, while maintaining a standard 32-pin 
pinout. The command register allows for 100% TTL 
level control inputs and fixed power supply levels during 
erase and programming, while maintaining maximum 
EPROM compatibility. 

AMD's Flash technology reliably stores memory con- 
tents even after 1 0,000 erase and program cycles. The 
AMD cell is designed to optimize the erase and pro- 
gramming mechanisms. In addition, the combination of 
advanced tunnel oxide processing and low internal elec- 
tric fields for erase and programming operations pro- 
duces reliable cycling. The Am28F010' uses a 
12.0 V ±5% Vpp supply to perform the Flasherase and 
Flashrite algorithms. 

The highest degree of latch-up protection is achieved 
with AMD's proprietary non-epi process. Latch-up pro- 
tection is provided for stresses up to 100 milliamps on 
address and data pins from -1 V to Vcc+1 V. 

Flasherase and Flashnte m ir< trademarks o t Advanced Micro Devices. Inc. 


£1 

Advanced 

Micro 

Devices 


■ Flasherase™ Electrical Bulk Chip-Erase 

- One second typical chip-erase 

■ Flashrite™ programming 
- 10 ps typical byte-program 

- Less than 2 seconds typical chip program 

■ Command register architecture for 
microprocessor/microcontroller compatible 
write interface 

■ On-chip address and data latches 

■ Advanced CMOS flash memory technology 

- Low cost single transistor memory cell 


The Am28F010 is byte programmable using 10 ps pro- 
gramming pulses in accordance with AMD's Flashrite 
programming algorithm. The typical room temperature 
programming time of the Am28F010 is less than two 
seconds. The entire chip is bulk erased using 10ms 
erase pulses according to AMD's Flasherase algorithm. 
Typical erasure at room temperature is accomplished in 
less than one second. The windowed package and the 
1 5-20 minutes required for EPROM erasure using ultra- 
violet light are eliminated. 

Commands are written to the command register using 
standard microprocessor write timings. Register con- 
tents serve as inputs to an internal state-machine which 
controls the erase and programming circuitry. During 
write cycles, the command register internally latches ad- 
dress and data needed for the programming and erase 
operations. For system design simplification, the 
Am28F01 0 is designed to support either WE or CE con- 
trolled writes. During a system write cycle, addresses 
are latched on the falling edge of WE or CE whichever 
occurs last. Data is latched on the rising edge of WE or 
CE whichever occurs first. Ta simplify the following dis- 
cussion. the WE pin is used as the write cycle control pin 
throughout the rest of this text. All setup and hold times 
are with respect to the WE signal. 

AMD's Flash technology combines years of EPROM 
and E 2 PROM experience to produce the highest levels 
of quality, reliability, and cost effectiveness. The 
Am28F010 electrically erases all bits simultaneously 
using Fowler-Nordheim tunneling. The bytes are pro- 
grammed one byte at a time using the EPROM program- 
ming mechanism of hot electron injection. 
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PRODUCT SELECTOR GUIDE 


Family Part No. 

Ordering part No: 

± 10% Vcc Tolerance 
± 5% Vcc Tolerance 
Max Access Time (ns) 

CE (E) Access (ns) 

OE (G) Access (ns) 


-90 

-95 

90 

90 

40 


-120 


120 

120 

50 
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-150 


-200 


150 

150 

65 


200 

200 

75 
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PIN DESCRIPTION 



Functional Description 


Address Inputs for memory locations. Internal latches hold addresses during write cycles. 

DQo — DO? 

Data Inputs during memory write cycles. Internal latches hold data during write cycles. Data 
Outputs during memory read cycles. 

CE (E) 

The Chip Enable active tow input activates the chip’scontrol logic and input buffers. Chip 
Enable high will deselect the device and operates the chip in stand-by mode. 

OE(G) 

The Output Enable active tow input gates the outputs of the device through the data buffers 
during memory read cycles. 

WE (W) 

The Write Enable active tow input controls the write function of the command register to the mem- 
ory array. The target address is latched on the falling edge of the Write Enable pulse and the ap 
propriate data is latched on the rising edge of the pulse. 

Vpp 

Power supply for erase and programming. Vpp must be at high voltage in order to write to the com- 
mand register. The command register controls all functions required to alter the memory array 
contents. Memory contents cannot be altered when Vpp < Vcc +2V. 

Vcc 

Power supply for device operation. (5.0V ± 5% or 1 0%) 

Vss 

Ground 

NC 

No Connect-corresponding pin is not connected internally to the die. 
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ORDERING INFORMATION 
Standard Products 


AMD standard products are available in several packages and operating ranges. The ordering number (Valid Combination) 
is formed by a combination of: a. Device Number 

b. Speed Option 

c. Reprogram Cycles 

d. Package Type 

e. Temperature Range 

f. Optional Processing 



f. OPTIONAL PROCESSING 

Blank * Standard processing 
B - Bum-in 

e. TEMPERATURE RANGE 
C « Commercial (0 to +70°C) 

I « Industrial (-40 to + 85°C) 

E « Extended (-55 to + 125°C) 

d. PACKAGE TYPE 

D = 32-Pin Ceramic DIP (CD 032) 

L = 32-Pin Rectangular Ceramic Leadless 
Chip Carrier (CL 032) 

P = 32-Pin Plastic DIP (PD 032) 

J = 32-Pin Rectangular Plastic Leaded 
Chip Carrier (PL 032) 

c. REPROGRAM CYCLES (1 0 X ) 

C4 = 10,000 cycles minimum 
C3 * 1,000 cycles minimum 

b. SPEED OPTION 

See Product Selector Guide and 
Valid Combinations 


Am28F010 

1 Megabit (128K x 8-Bit) CMOS Flash Memory 



Valid Combinations 

Valid Combinations list configurations planned to 
be supported in volume for this device. Consult 
the local AMD sales office to confirm availability of 
specific valid combinations and to check on newly 
released combinations. 
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ORDERING INFORMATION 
APL Products 

AMO products for Aerospace and Defense applications are available in several packages and operating ranges. APL 
(Approved Products List) products are fully compliant with MIL-STD-883C requirements. The order number (Valid Combina- 
tion) is formed by a combination of: a. Device Number 

b. Speed Option 

c. Reprogram cycles 

d. Device Class 

e. Package Type 
L Lead Rnish 


AM28F010 -90 C4 /B U A 

f. LEAD RNISH 
A - Hot Solder Dip 

e. PACKAGE TYPE 

X - 32-Pin Ceramic DIP (CD 032) 

U « 32-Pin Rectangular Ceramic 
Leadless Chip Carrier (CL 032) 

d. DEVICE CLASS 
/B = Class B 

c. REPROGRAM CYCLES (10 x ) 

C4 = 10,000 cycles minimum 
C3 = 1,000 cycles minimum 

b. SPEED OPTION 
See Product Selector Guide and 
Valid Combinations 


Am28F010 

1 Megabit (128K x 8-Bit) CMOS Rash Memory 




Valid Combinations 

Valid Combinations list configurations planned to 
be supported in volume for this device. Consult 
the local AMD sales office to confirm availability of 
specific valid combinations and to check on newly 
released combinations. 

Group A Tests 

Group A tests consist of Subgroups 

1.2. 3. 7. 8. 9. 10. Ill 
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BASIC PRINCIPLES 

The Am28F010 uses 100% TTL-level control inputs to 
manage the command register. Erase and reprogram- 
ming operations use a fixed 1 2.0V ± 5% power supply. 

Read Only Memory 

Without high Vpp voltage, the Am28F01 0 functions as a 
read only memory and operates like a standard 
EPROM. The control inputs still manage traditional 
read, standby, output disable, and Auto select modes. 

Command Register 

The command register is enabled only when high volt- 
age is applied to the Vpp pin. The erase and reprogram- 
ming operations are only accessed via the register. In 
addition, two-cycle commands are required for erase 
and reprogramming operations. The traditional read, 
standby, output disable, and Auto select modes are 
available via the register. 

The Am28F010's command register is written using 
standard microprocessor write timings. The register 
controls an internal state machine that manages all de- 
vice operations. For system design simplification, the 
Am28F0l0 is designed to support either WE or CE 
controlled writes. During a system write cycle, ad- 
dresses are latched on the falling edge of WE or CE 
whichever occurs last. Data is latched on the rising edge 
of WE or CE whichever occurfirst. To simplify the follow- 
ing discussion, the WE pin is used as the write cycle con- 
trol pin throughout the rest of this text. All setup and hold 
times are with respect to the WE signal. 

Overview of Erase/Program Operations 

Erase Sequence 

A multiple stpp command sequence is required to erase 
the Flash device (a two-cycle Erase command and re- 
peated one cycle verify commands). 

Note: 

The Flash memory array must be completely pro- 
grammed prior to erasure. Rgferto the Flasherase 
Algorithm. 

1 . Set-up Erase: Write the Set-up Erase command to 
the command register. 

2. Erase: Write the Erase command (same as Set-up 
Erase command) to the command register again. 


The second command initiates the erase operation. 
The system software routines must now time-out the 
erase pulse width (10 ms) prior to issuing the Erase- 
verify command. 

3. Erase-verify: Write the Erase-verify command to 
the command register. This command terminates 
the erase operation. After the erase operation, each 
byte of the array mu£t be verified. Address informa- 
tion must be supplied with the Erase-verify com- 
mand. This command verifies the margin and 
outputs the addressed byte in order to compare the 
array data with FFH data (Byte erased). After suc- 
cessful data verification the Erase-verify command 
is written again with new address information. Each 
byte of the array is sequentially verified in this 
manner. 

If data of the addressed location is not verified, th<- 
Erase sequence is repeated until the entire array is suc- 
cessfully verified or the sequence is repeated 1000 
times. 

Programming Sequence 

A three step command sequence (a two-cycle Program 
command and one cycle Verify command) is required to 
program a byte of the Rash array. Refer to the Flashrite 
Algorithm. 

1. Set-up Program: Write the Set-up Program com- 
mand to the command register. 

2. Program: Write the Program command to the com- 
mand register with the appropriate Address and 
Data. The system software routines must now time- 
out the program pulse width (1 0 ps) prior to issuing 
the Program-verity command. 

3. Program-verity: Write the Program-verity com- 
mand to the command register. This command ter- 
minates the programming operation. In addition, thL 
command verifies the margin and outputs the byte 
just programmed m order to compare the array data 
with the original data programmed. After successful 
data verification, the programming sequence is initi- 
ated again for the next byte address to be pro- 
grammed. 

If data is not verified, the Program sequence is repeated 
until a successful comparison is verified or the se- 
quence is repeated 25 times. ' 
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FUNCTIONAL DESCRIPTION 
Description Of User Modes 


Table 1. Am28F0i0 User Bus Operations 


Operation 

CE 

(E) 

& ml 

WE 

(W) 

Vpp 

(Notel) 

Ao 

Ag 

I/O 

Read-Only 

Read 

Vil 

VlL 

Vih" 

Vrpl 

Ag 

Ao 

Dour 

Standby 

Vih 

X 

X. 

VppJ; 

X 

X 

HIGHZ 

Output Disable 

V*. 

Vih 

V.H 

Vppt 

X 

X 

HIGHZ 

Auto-select Manufacturer 
Code (Note 2) 

V#_ 

v«. 

Vh 

VpPL 

Vi. 

Vio 

(Note 3) 

CODE 
(01 H) 

Auto-select Device Code 
(Note 2) 

Vil 

V*. 

VlH 

Vppl 

V,H 

Vio 

(Note 3) 

CODE 

(A7H) 

Read/Write 

Read 

V.L 

Vil 

VlH 

Vpph 

Ao 

Ag 

Dout 
(Note 4) 

Standby (Note 5) 

V,H 

X 

X 

VppH 

warn 

X 

HIGHZ 

Output Disable 

V«L 

V,H 

VlH 

Vpph 

mm 

mm 

HIGHZ 

Write 

V,L 

V,H 

V IL 

Vpph 

Ao 

Ag 

Din 

(Note 6) 


Legend: 

X = Don’t care, where Don't Care is either Vil or Vih levels, Vppl = Vpp < Vcc + 2 V, See DC Characteristics for voltage lev- 
els of Vpph, OV < An <Vcc + 2V. (normal TTL or CMOS input levels, where n = 0 or 9). 

Notes: 

1 . Vpp l may be grounded, connected with a resistor to ground, or < Vcc +2.0V. Vppn is the programming voltage specified 
for the device. Refer to the DC characteristics. When Vpp = Vppl. memory contents can be read but not written or erased. 

2. Manufacturer and device codes may also be accessed via a command register write sequence. Refer to Table 2. 

3. 1 1.5 iVi D < 13.0V 

4. Read operation with Vpp = Vpph may access array data or the Auto select codes. 

5. With Vpp at high voltage, the standby current is Ice + Ipp (standby). 

6. Refer to Table 3 for valid Din during a write operation. 

7. All inputs are Don't Care unless otherwise stated, where Don’t Care is either Vil or Vih levels. In the Auto select mode all 
addresses except Ag and Ao must be held at Vil. 


8 


Am28F010 














































































READ ONLY MODE 
Vpp < Vcc + 2V 

Command Register Inactive 

Read 

The Am28F010 functions as a read only memory when- 
Vpp < Vcc + 2 V. The Am28F010 has two control func- 
tions. Both must be satisfied in order to output data. CE 
controls power to the device. This pin should be used for 
specific device selection. OE controls the device outputs 
and should be used to gate data to the output pins if a 
device is selected. 

Address access time Ucc is equal to the delay from sta- 
ble addresses to valid output data. The chip enable ac- 
cess time tee is the delay from stable addresses and 
stable CE to valid data at the output pins. The output en- 
able access time is the delay from the falling edge of OE 
to valid data at the output pins (assuming the addresses 
have been stable at least Ucc - toE). 

Standby Mode 

The Am28F010 has two standby modes. The CMOS 
standby mode (CE input held at Vcc ± 0.5V) , consumes 
less than IOOjiA of current. TTL standby mode (CE is 
held at Vih) reduces the current requirements to less 
than 1mA. When in the standby mode the outputs are in 
a high impedance state, independent of the OE input. 

If the device is deselected during erasure, program- 
ming, or program/erase verification, the device will draw 
active current until the operation is terminated. 

Output Disable 

Output from the device is disabled when OE is at a logic 
high level. When disabled, output pins are in a high im- 
pedance state. 


Auto Select 

Rash memories can be programmed in-system or in a 
standard PROM programmer. The device may be sol- 
dered to the circuit board upon receipt of shipment and 
programmed. in-system. Alternatively, the device may 
initially be programmed in a PROM programmer prior to 
soldering the device to the board. 

The Auto select mode allows the reading out of a binary 
code from the device that will identify its manufacturer 
and type. This mode is intended for the purpose of auto- 
matically matching the device to be programmed with its 
corresponding programming algorithm. This mode is 
functional over the entire temperature range of the de- 
vice. 

Programming In A Prom Programmer 

To activate this mode, the programming equipme. 
must force V© (11.5V to 13.0V) on address Ag. Two 
identifier bytes may then be sequenced from the device 
outputs by toggling address Ao from V (L to V )H . All other 
address lines must be held at Vil. and Vpp must be less 
than or equal to Vcc + 2.0V while using this Auto select 
mode. Byte 0 (Ao « VO represents the manufacturer 
code and byte 1 (Ao = Vih) the device identifier code. For 
the Am28F01 0 these two bytes are given in the table be- 
low. All identifiers for manufacturer and device codes 
will exhibit odd parity with the MSB (DO7) defined as the 
parity bit. 

‘ (Refer to the AUTO SELECT paragraph in the ERASE, 
PROGRAM, and READ MODE section for program- 
ming the Flash memory device in-system). 


Table 2. Am28F0l0 Auto Select Code 


Type 

Ao 

Code 

(HEX) 

dq 7 

DQs 

DQs 

DQ 4 

DCh 

dq 2 

DQi 

DQo 

Manufacturer Code 

Vil 

01 

0 

0 

1 

un 

0 

0 

0 

1 

Device Code 

Vih 

A7 

1 

0 

1 


0 

1 

1 

1 
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ERASE, PROGRAM, AND READ MODE 

V P p = 1 2.0 V ± 5% 

Command Register Active 
Write Operations 

High voltage must be applied to the Vpp pin in order to 
activate the command register. Data writtento the regis- 
ter serves as input to the internal state machine. The 
output of the state machine determines the operational 
function of the device. 

The command register does not occupy an addressable 
memory location. The register is a latch that stores the 
command, along with the address and data information 
needed to execute the command. The register is written 
by bringing WE and CE to Vr., while O E is at Vh. Ad- 
dresses are latched on the falling e dge o f WE, while data 
is latched on the rising edge of the WE pulse. Standard 
microprocessor write timings are used. 

Register bits R 7 - Ro correspond to the data inputs DQ 7 
- DQo (Refer to Table 3). Register bits R 7 - Rs store the 
command data. All register bits R< to Ro must be zero. 
The only exceptions are: the reset command, when FFH 
is written to the register and Auto select, when 90H or 
80H is written to the register. 

The device requires the OE pin to be Vih for write opera- 
tions. This condition eliminates the possibility for bus 
contention during programming operations. In order to 
write, OE must be Vih, and CEand WE must be Vn_. If any 


pin is not in the correct state a write command will not be 
executed. 

Refer to AC Write Characteristics and the Erase/Pro- 
gramming Waveforms for specific timing parameters. 

Command Definitions 

The contents of the command register default to 00H 
(Read Mode) in the absence of high voltage applied to 
the Vpp pin. The device operates as a read only mem- 
ory. High voltage on the Vpp pin enables the command 
register. Device operations are selected by writing spe- 
cific data codes into the command register. Table 4 de- 
fines these register commands. 

Read Command 

Memory contents can be accessed via the read com- 
mand when Vpp is high. To read from the device, write 
00H into the command register. Wait 6 ps before reading 
the first accessed address location. All subsequent 
Read operations take tAcc. Standard microprocessor 
read cycles access data from the memory. The device 
will remain in the read mode until the command register 
contents are altered. 

The command register defaults to 00H (read mode) 
upon Vpp power-up. The 00H (Read Mode) register de- 
fault helps ensure that inadvertent alteration of the 
memory contents does not occur during the Vpp power 
transition. Refer to the AC Read Characteristics and 
Waveforms for the specific timing parameters. 


Table 3. Command Register 


Data Input/Output 

ESS 

DQ 6 

DQs 

ESS 

DCb 

DQz 

DQ, 

DQo 

Command Register 

r 7 

Re 

Rs 

R 4 

*r 3 

r 2 

Ri 

Ro 

Data/Commands' 

X 

X 

mm 

X 

mm 

mm 

mm 

X 


* Notes: 

1. See Table 4 Am28F010 Command Definitions 

2. X = Appropriate Data or Register Commands 
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Table 4. Am28F0i0 Command Definitions 


Command 

First Bus Cycle 

Second Bus Cycle 

Operation 
(Note 1) 

Address 
(Note 2) 

Data 
(Note 3) 

Operation 
(Note 1) 

Address 
(Note 2) 

Data 
(Note 3) 

Read Memory (Note 6) 

Write 

X 

00H 

Read 

RA 

RD 

Read Auto select 

Write 

X 


Read 

00H/01H 

01H/A7H 

Set-up Erase/Erase 
(Note 4) 

Write 

X 

mm 

Write 

X 

20H 

Erase-Verify (Note 4) 

Write 

EA 

AOH 

Read 

X 

EVD 

Set-up Program/Program 
(Note 5) 

Write 

X 

40H 

Write 

PA 

PD 

Program-Verify (Note 5) 

Write 

X 

COH 

Read 

X 

PVD 

Reset 

Write 

X 

FFH 

Write 

X 

FFH 


Notes: 

1. Bus operations are defined in Table 1. 

2. RA - Address of the memory location to be read. 

EA » Address of the memory location to be read during erase-verify. 

PA « Address of the memory location to be programmed. 

Addresses are latched on the falling edge of the WE pulse. 

3. RD * Data read from location RA during read operation. 

EVD = Data read from location EA during erase-verify. 

PD * Data to be programmed at location PA. Data latched on the rising edge of WE 

PVD « Data read from location PA during program -verify. PA is latched on the Program command. 

4. Figure 1 illustrates the Flasherase Electrical Erase Algorithm. 

5. Figure 2 illustrates the Flashrite Programming Algorithm. 

6. Wait 6ps after first Read command before accessing the data. When the second bus command is a Read command, ail 
subsequent Read operations take tACC. 


Erase Sequence 

Set-up Erase/Erase Commands 

Set-up Erase 

Set-up Erase is the first of a two-cycle erase command. 
It is a command-only operation that stages the device 
for bulk chip erase. The array contents are not altered 
with this command. 20H is written to the command reg- 
ister in order to perform the Set-up Erase operation. 

Erase 

The second two-cycle erase command initiates the bulk 
erase operation. You must write the Erase command 
(20H) again to the register. The erase operation begins 
with the rising edge of the WE pulse. The erase opera- 
tion must be terminated by writing a new command 
(Erase-verify) to the register. 

This two step sequence of the Set-up and Erase com- 
mands helps to ensure that memory contents are not ac- 
cidentally erased. Also, chip erasure can only occur 
when high voltage is applied to the V pp pin and ail control 
pins are in their proper state. In absence of this high volt- 
age, memory contents cannot be altered. Refer to AC 
Erase Characteristics and Waveforms for specific tim- 
ing parameters. 


Note: 

The Flash memory device must be fully programmed to 
00H data prior to erasure. This equalizes the charge on 
all memory cells ensuring reliable erasure. 

Erase-verify Command 

The erase operation erases all bytes of the array in pa, 
allel. After the erase operation, ail bytes must be se- 
quentially verified. The Erase-verify operation is 
initiated by writing AOH to the register. The byte address 
to be verified must be supplied with the command. Ad- 
dresses are latched on the falling edge of the WE pulse. 
The rising edge of the WE pulse terminates the erase 
operation. 

Margin Verify 

During the Erase-verify operation, the Am28F0l0 ap- 
plies an internally generated margin voltage to the ad- 
dressed byte. Reading FFH from the addressed byte 
indicates that all bits in the byte are properly erased. 

Verify Next Address 

You must write the Erase-verify command with the ap- 
propriate address to the register prior to verification of 
each address. Each new address is latched on the fall- 
ing edge of WE. The process continues for each byte in 
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the memory array until a byte does not return FFH data 
or all the bytes in the array are accessed and verified. 

If an address is not verified to FFH data, the entire chip is 
erased again (refer to Set-up Erase/Erase). Erase verifi- 
cation then resumes at the address that failed to verify. 
Erase is complete when ail bytes in the array have been 
verified. The device is now ready to be programmed. At 
this point, the verification operation is terminated by 
writing a valid command (e.g. Program set-up) to the 
command register. Figure 1 and Table 5, the F las he rase 
electrical erase algorithm, illustrate how commands and 
bus operations are combined to perform electrical era- 


sure. Referto AC Erase Characteristics and Waveforms 
for specific timing parameters. 

Note: 

The erase-verify command must be written to the reg- 
ister in order to terminate the erase operation. During 
the erase operations, the local microprocessor must 
be dedicated to run software timing routines (erase in 
10ms) as specified in AMD’s Rasherase algorithm. 

Should a system intenupt occur during an erase opera- 
tion, always write the Erase-verify command prior to 
executing an interrupt sequence. 



| Apply V^t. | 


| Erasure Comoleted | 

11561-005B 


Figure 1. Fiasherase Electrical Erase Algorithm 
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Flasherase Electrical Erase Algorithm 

This Flash memory device erases the entire array in par- 
allel. The efase time depends on Vpp, temperature, and 
number of erase/program cycles on the device. In gen- 
eral, reprogramming time increases as the number of 
erase/program cycles increases. 

The Flasherase electrical erase algorithm employs an 
interactive dosed loop flow to simultaneously erase all 
bits in the array. Erasure begins with a read of the mem- 
ory contents. The Am28F010 is erased when shipped 
from the factory. Reading FFH data from the device 
would immediately be followed by executing the Flash- 
rite programming algorithm with the appropriate data 
pattern. 

Should the device be currently programmed, data other 
than FFH will be returned from address locations. Fol- 
low the Flasherase algorithm. Uniform and reliable era- 
sure is ensured by first programming all bits in the 
device to their charged state (Data = 00H). This is ac- 


complished using the Flashrite programming algorithm. 
Erasure then continues with an initial erase operation. 
Erase verification (Data = FFH) begins at address 
OOOOH and continues through the array to the last ad- 
dress, or until data other than FFH is encountered. If a 
byte fails to verify, the device is erased again. With each 
erase operation, an increasing number of bytes verify to 
the erased state. Typically, devices are erased in less 
than 1 00 pulses (1 second). Erase efficiency may be im- 
proved by storing the address of the last byte that fails to 
verify in a register. Following the next erase operation, 
verification may start at the stored address location. A 
total of 1000 erase operations are allowed per 
reprogram cycle, which corresponds to approximately 
10 seconds of cumulative erase time. Erasure typically 
occurs in one second. The entire sequence of erase and 
byte verification is performed with high voltage applied 
to the Vpp pin. Figure 1 illustrates the electrical erase 
algorithm. 


Table 5. Flasherase Electrical Erase Algorithm 


Bus Operations 

Command 

Comments 



Entire memory must = 00H before erasure (Note 3) 

Note: Use Flashrite programming algorithm (Figure 2) for 
programming. 

Standby 


Wait for Vpp ramp to Vpph (Note 1 ) 
Initialize: 

Addresses 

PLSCNT (Pulse count) 

Write 

Set-Up Erase 

Data = 20H 

Write 

Erase 

Data = 20H 

Standby 


Duration of Erase Operation (twHWH 2 ) 

Write 

Erase-verify (Note 2) 

Address = Byte to Verify 

Data = A0H 

Stops Erase Operation 

Standby 


Write Recovery Time before Read = 6|is 

Read 


Read byte to verify erasure 

Standby 


Compare output to FFH 
Increment pulse count 

Write 

Read 

Data = 00H, reset the register for read operations. 

Standby 


Wait for Vpp ramp to Vp PL (Note 1) 


Notes: 

1. See DC Characteristics for value of VppHor Vppl. The Vpp power supply can be hard-wired to the device or switchable. 
When Vpp is switched, Vppl may be ground, no connect with a resistor tied to ground, or less than Vcc + 2.0V. 

2. Erase Verify is performed only after chip erasure. A final read compare may be performed (optional) after the register is 
written with the read command. 

3. The erase algorithm Must Be Followed to ensure proper and reliable operation of the device. 
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Analysis Of Erase Timing Waveform 
Note: 

This analysis does not include the requirement to pro- 
gram the entire array to 00H data prior to erasure. Refer 
to the Flasherase algorithm. 

Set-up Erase/Erase 

This analysis illustrates the u$e of two-cycle erase com- 
mands (section A&B). The first erase command (20H) is 
a set-up command an&does not affect the array data 
(section A). The second erase command (20H) initiates 
the erase operation (section B) on the rising edge of this 
WE pulse. All bytes of the memory array are erased in 
parallel. No address information is required. 

The erase pulse occurs in section C. 

Time-out 

A software timing routine (10ms duration) must be initi- 
ated on the rising edge of the WE pulse of section B. 

Erase-verify 

Upon completion of the erase software timing routine, 
the microprocessor must write the Erase-verify corm 
mand (AOH). This command terminates the erase op- 


eration on the rising edge of the WE pulse (section D). 
The Erase-verify command also stages the device for 
data verification (section F). 

After each erase operation each byte must be verified. 
The byte address to be verified must be supplied with 
the Erase-verify command (section D). Addresses are 
latched on the falling edge of the WE pulse. 

Another software timing routine (6ps duration) must be 
executed to allow for generation of internal voltages for 
margin checking and read operation (section E). 

During Erase-verification (section F) each address that 
returns FFH data is successfully erased. Each address 
of the array is sequentially verified in this manner by re- 
peating sections D thru F until the entire array is verified 
or an address fails to verify. Should an address location 
fail to verify to FFH data, erase the device again. Repeat 
sections A thru F. Resume verification (section D) with 
the failed address. 

Each data change sequence allows the device to use up 
to 1 ,000 erase pulses to completely erase. Typically 1 00 
erase pulses are required. 
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Notes: 

1. Alt address locations must be programmed to OOH 
prior to erpse. This equalizes the charge on all memory 
cells and ensures reliable erasure. 

2. The erase verify command must be written to termi- 
nate the erase operation. Should a system interrupt oc- 
cur during an erase operation, always write the 
erase-verify command prior to executing an interrupt se- 
quence. 

Programming Sequence 

Set-up Program/Program Command 

Set-up Program 

The Am28F01 0 is programmed byte by byte. Bytes may 
be programmed sequentially or at random. Set-up Pro- 
gram is the first of a two-cycle program command, it 
stages the device for byte programming. The Set-up 
Program operation is performed by writing 40H to the 
command register. 

Program 

Only after the program set-up operation is completed 
will the next WE pulse initiate the active programming 
operation. The appropriate address and data for pro- 
gramming must be available on the second WE pulse. 
Addresses and data are internally latched on the falling 
and rising edge of the WE pulse respectively. The rising 
edge of WE also begins the programming operation. 
You must write the Program-verity command to termi- 
nate the programming operation. This two step se- 
quence of the Set-up and Program commands helps to 
ensure that memory contents are not accidentally writ- 
ten. Also, programming can only occur when high volt- 
age is applied to the Vpp pin and all control pins are in 
their proper state. In absence of this high voltage, mem- 
ory contents cannot be programmed. 

Refer to AC Characteristics and Waveforms for specific 
timing parameters. 


Program Verify Command 

Following each programming operation, the byte just 
programmed must be verified. 

Write COH into the command register in order to ini tiate 
the Program-verity operation. The rising edge of this WE 
pulse terminates the programming operation. The Pro- 
gram-verify operation stages the device for verification 
of the last byte programmed. Addresses were previ- 
ously latched. No new information is required. 

Margin Verify 

Duringthe Program-verity operation, the Am28F01 0 ap- 
plies an internally generated margin voltage to the ad- 
dressed byte. A normal microprocessor read cycle 
outputs the data. A successful comparison between the 
programmed byte and the true data indicates that the 
byte was successfully programmed. The original pro- 
grammed data should be stored for comparison. P 
gramming then proceeds to the next desired byte 
location. Should the byte fail to verify, reprogram (refer 
to Set-up Program/Program). Figure 3 and Table 6 indi- 
cate how instructions are combined with the bus opera- 
tions to perform byte programming. Refer to AC 
Programming Characteristics and Waveforms for spe- 
cific timing parameters. 

Flashrite Programming Algorithm 

The Am28F010 Flashrite programming algorithm em- 
ploys an interactive closed loop flow to program data 
byte by byte. Bytes may be programmed sequentially or 
at random. The Flashrite programming algorithm uses 
1 0 microsecond programming pulses. Each operation is 
followed by a byte verification to determine when the ad- 
dressed byte has been successfully programmed. The 
program algorithm allows for up to 25 programming op- 
erations per byte per reprogramming cycle. Most bytes 
verify after the first or second pulse. The entire se- 
quence of programming and byte verification is pi 
formed with high voltage applied to the Vpp pin. Figure 3 
and Table 6 illustrate the programming algorithm. 


Am28F0l0 
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Table 6. Fiashrite Programming Algorithm 


Bus Operations 

Command 

Comments 

Standby 


Wait for Vpp ramp to Vpph (Note 1 ) 
Initialize pulse counter 

Write 

Set-Up Program 

Data = 40H 

Write 

Program 

Valid Address/Data 

Standby 


Duration of Programming Operation (twHWHi) 

Write 

Program-Verify (2) 

Data = COH Stops Program Operation 

Standby 


Write Recovery Time before Read = 6us 

Read 


Read byte to verify programming 

Standby 


Compare data output to data expected 

Write 

Read 

Data = 00H, resets the register for read operations. 

Standby 


Wait for Vpp ramp to Vppl (Note 1 ) 


Notes: 


1 . See DC Characteristics for value of Vpph. The Vpp power supply can be hard-wired to the device or switchable. When Vpp is 
switched, Vppl may be ground, no connect with a resistor tied to ground, or less than Vcc + 2.0V. 

2. Program Verify is performed only after byte programming. A final read/compare may be performed (optional) after the 
register is written with the read command. 
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Section 


Actresses 



Data^r 


1 1561-008A 


Bus Cycle 

Write 

Write 

Time 

-out 

Write 

Time 

-out 

Read 

Stand by 

Command 

40H 

Program 
Address, 
Program Data 

N/A 

COH 

(Stops 

Program) 

N/A 

Compare 

Data 

N/A 

Function 

Set-up 

Program 

Program 
Command 
Latch Address 
& Data 

Program 

(10ns) 

Program 

verify 

Transition 

(Bps) 

Program 

verification 

Stand by & 
Vcc Power 
down 


Figure 4. A.C. Waveforms for Programming Operations 


Analysis Of Program Timing Waveforms 
Set-up Program/Program 

Two-cycle write commands are required for program 
operations (section A&B). The first program command 
(40H) is a set-up command and does not affect the array 
data (section A). The second program command 
latches address and data required-tor programming on 
the falling and rising edge of WE respectively (section 
B). The rising edge of this WE pulse (section B) also initi- 
ates the programming pulse. The device is programmed 
on a byte by byte basis either sequentially or randomly. 

The pregram pulse occurs in section C. 

Time-out 

A software timing routine (lOps duration) must be initi- 
ated on the rising edge of the WE pulse of section B. 

Program-verity 

Upon completion of the program timing routine, the mi- 
croprocessor must write the program-verity command 


(COH). This command terminates the programming op- 
eration on the rising edge of the WE pulse (section D). 
The program-verify command also stages the device for 
data verification (section F). Another software timing 
routine (6ps duration) must be executed to allow for 
generation of internal voltages for margin checking and 
read operations (section E). 

During program-verification (section F) each byte just 
programmed is read to’ compare array data with original 
program data. When successfully verified, the next de- 
sired address is programmed. Should a byte fail to ver- 
ify, reprogram the byte (repeat section A thru F). Each 
data change sequence allows the device to use up to 25 
program pulses per byte. Typically, bytes are verified 
within one or two pulses. 

Note: 

The program-verity operation must be written to termi- 
nate the programming operation. Should a system 
interrupt occur during a programming operation, always 
write the program-verify command prior to executing an 
interrupt sequence. 


Am28F010 
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Algorithm Timing Delays 

There are four different timing delays associated with 
the Flasherase and Flashrite algorithms: 

1. The first delay is associated with the Vpp rise-time 
when Vpp first turns on. The capacitors on the Vpp 
bus cause an RC ramp. After switching on the Vpp, 
the delay required is proportional to the number of 
devices being erased and the O.lpF/device. Vpp 
must reach its final value 100ns before commands 
are executed. 

2. The second delay time is the erase time pulse width 

(10 ms). A software timing routine should be run by 
the local microprocessor to time out the delay. The 
erase operation must be terminated at the conclu- 
sion of the timing routine or prior to executing any 
system interrupts that may occur during the erase 
operation. To ensure proper device operation, write 
the Erase-verify operation after each pulse, or the 
device may continue to erase until the memory cells 
are driven into depletion (over-erasure). Should this 
happen the internal circuitry will no longer select 
unique addresses. A symptom of over-erasure is an 
error attempting to program the next time. Occasion- 
ally it is possible to recover over-erased devices by 
programming all of the locations with 00H data. 

3. A third delay time is required for each programming 
pulse width (10 ps). The programming algorithm is 
interactive and verifies each byte after a program 
pulse. The program operation must be terminated at 
the conclusion of the timing routine or prior to execut- 
ing any system interrupts that may occur during the 
programming operation. 

4. A fourth timing delay associated with both the 
Flasherase and Flashrite algorithms is the write re- 
covery time (6 ps). During this time internal circuitry 
is changing voltage levels from the erase/ program 
level to those used for margin verify and read opera- 
tions: An attempt to read the device during this pe- 
riod will result in possible false data (it may appear 
the device is not properly erased or programmed). 

Note: 

Software timing routines should be written in machine 
language for each of the delays. Code written in ma- 
chine language requires knowledge of the appropriate 
microprocessor clock speed in order to accurately time 
each delay. 

Parallel Device Erasure 

Many applications win use more than one Flash memory 
device. Total erase time may be minimized by imple- 
menting a parallel erase algorithm. Flash memories 
may erase at different rates. Therefore each device 
must be verified seperately. When a device is com- 
pletely erased and verified use a masking code to pre- 
vent further erasure. The other devices will continue to 
erase until verified. The masking code applied could be 
the read command (00H). 


Power-up Sequence 
Vcc prior to Vpp 

The Am28F010 powers-up in the Read only mode. In 
addition, the memory contents may only be altered after 
successful completion of a two step command se- 
quence. 

Vpp prior to Vcc 

During power transitions, hold any control pin (WE, OE 
or CE) in a non-write condition. This disables the device 
from executing any write operation. 

When Vcc = 0 V, the Vpp voltage is internally disabled 
from the device. Memory contents cannot be altered. 
With Vpp = 12 V, the Flash device resets to the Read 
mode when Vcc rises above 2 V. 

Reset Command 

A reset command sequence is provided to initialize the 
Flash memory to a known state - Read mode. The Re- 
set command sequence also provides the user with a 
means to safely abort the erase or program command 
sequences. Following either set-up command (erase or 
program) with two consecutive writes of FFH will safely 
abort the operation. Memory contents will not be altered. 
A valid command must then be written to place the de- 
vice in the desired state. 

If Vpp is left at high voltage during system resets, you 
must incorporate the device reset command into the 
hardware initialization code. This minimizes the poten- 
tial for over erasure or programming if the device is in 
the middle of an erase or program operation during re- 
set. Execute the reset command early in the initialization 
routine. 

Auto Select Command 

Rash memories can be programmed in-system or in a 
standard PROM programmer. The device may be sol- 
dered to the circuit board upon receipt of shipment and 
programmed in-system. Alternatively, the device may 
initially be programmed in a PROM programmer prior to 
soldering the device to the board. 

Programming In-system 

AMD's Flash memories are designed for use in applica- 
tions where the local CPU alters memory contents. Ac- 
cordingly, manufacturer and device codes must be 
accessible while the device resides in the target system. 
PROM programmers typically access the signature 
codes by raising Ag to a high voltage. However, multi- 
plexing high voltage onto address lines is not a generally 
desired system design practice. 

The Am28F0l 0 contains an Auto Select operation to 
supplement traditional PROM programming methodol- 
ogy. The operation is initiated by writing 80H or 90H into 
the command register. Following this command, a read 
cycle address 0000H retrieves the manufacturer code of 
01 H. A read cycle from address 0001 H returns the de- 
vice code A7H (See Table 2). To terminate the opera- 
tion, it is necessary to write another valid command into 
the register (See Table 3). 
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ABSOLUTE MAXIMUM RATINGS 
Storage Temperature 

Ceramic Packages - 65°C to +1 50°C 

Plastic Packages - 65°C to +1 25°C 


Ambient Temperature 

with Power Applied - 55°C to + 1 25°C 


Voltage with Respect To Ground 
All pins except Ag and Vpp (Note 1 ) 
Vcc (Note 1) 

Ag (Note 2) 

Vpp (Note 2) 


-2.0V to 7.0V 
-2.0V to 7.0V 
-2.0V to 14.0V 
-2.0V to 14.0 V 


Output Short Circuit Current (Note 3) 200mA 


Notes: 

1. Minimum DC voltage on input or IX) pins is -0.5 V. During 
voltage transitions, inputs may overshoot v'ss io -2.0 V 
hr periods of up to 20 ns. Maximum DC voltage on output 
and VO pins is Vcc + 0.5 V. During voltage transitions, 
ouputs may overshoot to Vcc + 2.0 V for periods up to 
20 ns. 

2. Minimum DC input voltage on Ag and Vpp pins is -0.5V. 
During voltage transitions, Ag and Vpp may overshoot 
Vss to -2.0 V for periods of up to 20 ns. Maximum DC in- 
put voltage on Ag and Vpp is + 13.5 V which may over- 
shoot to 14.0 V for periods up to 20 ns. 

3. No more than one output shorted at a time. Duration of 
the short dreuk should not be greater than one second 

Stresses above those listed under a Absolute Maximum Rat- 
ings'’ may cause permanent damage to the device. This is a 
stress rating only ; functional operation of the device at these 
or any other conditions above those indicated in the opera- 
tional sections of this specification is not implied. Exposure of 
the device to absolute maximum rating conditions for ex- 
tended periods may affect device refiability. 


OPERATING RANGES 


Commercial (C) Devices 
Case Temperature 0c) 

0°C to +70°C 

Industrial (1) Devices 
Case Temperature (Tc) 

- 40°C to +85°C 

Extended (E) Devices 
Case Temperature (Tc) 

-55°C to +125°C 

Military (M) Devices 
Case Temperature (Tc) 

- 55°C to +125°C 

Vcc Supply Voltages 
Vector Am28F010-X5 
Vector Am28F010-XX0 

+ 4.75V to +5.25V 
+ 4.50V to +5.50V 

Vpp Supply Voltages 

Read 

Program, Erase, and Verify 

-0.5V to +1 2.6 V 
+ 11.4V to +12. f 


Am28F010 
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MAXIMUM OVERSHOOT 
Maximum Negative Input Overshoot 


20 nS 20 nS 

+.8 V 
-.5 V 

20 nS 

Maximum Negative Overshoot Waveform 

Maximum Positive Input Overshoot 


20 nS 



Maximum Positive Overshoot Waveform 

Maximum V PP Overshoot 



11561-009A 


11561-010A 



Maximum V PP Overshoot Waveform 


1 1561-01 1A 
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DC CHARACTERISTICS over operating range unless otherwise specified (for APL Prod- 
ucts, Group A, Subgroups 1, 2, 3, 7 and 8 are tested unless otherwise noted). 

(Notes 1-3) 


DC CHARACTERISTICS-TTL/NMOS COMPATIBLE 

















Parameter Description 


Input Leakage Current 


Output Leakage Current 


Vex: Standby Current 


Vcc Active Read Current 


Vcc Programming Current 


Vcc Erase Current 


Vpp Standby Current 


Vpp Read Current 


Vpp Programming Current 


Vpp Erase Current 


Input Low Voltage 


Input High Voltage 


Output Low Voltage 


Output High Voltage 


Ag Auto Select Voltage 


Ag Auto Select Current 


Vpp during Read-Only 
Operations 


Vpp during Read/Write 
Operations 


Test Conditions 


Vcc - Vcc Max., 
Vin = Vcc or Vss 


Vcc - Vcc Max., 
Vqut = Vcc or Vss 


Vcc - Vcc Max. 
CE = V* 


Vcc - Vcc Max.,CE = Va_ OE = Vih 
lour = 0 mA (Note 4) 


CE = Vu. 

Programming in Progress 


CE = Vu. 

Erasure in Progress 


Vpp = Vppl 


Vpp= VppH 


Vpp = Vppl 


Vpp= VppH 

Programming in Progress 


Vpp = VppH 
Erasure in Progress 



Min. Max. Unit 


±1.0 pA 


±1.0 pA 


1.0 mA 


20 mA 


30 


30 mA 






Iql - 2.1 mA 
Vcc - Vcc Min. 


Ioh- -2.5 mA 
Vcc - Vcc Min. 


Ag= Vio 


Ag = Vio Max. 
Vcc - Vcc Max. 


Note: Erase/Program are 
inhibited when Vpp = Vppl 








±1.0 pA 


200 


±1.0 


30 


30 mA 




13.0 

V 

50 

PA 

Vcc 
+ 2.0 | 

V 

12.6 | 

V 


Am28F010 


21 

























































































DC CHARACTERIST1CS-CM0S COMPATIBLE 



Notes: 

1 . Caution: the Am28F01 0 must not be removed from (or inserted into) a socket when 'Vex or Vpp is applied. 

2. Icct is tested with OS * Vjh to simulate open outputs. 

3. Maximum active power usage is the sum of lcc and Ipp. 

4. Icci total » 20 mA + 1.6 mA/MHz. 
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PIN CAPACITANCE 


Parameter 

Symbol 

Parameter Description 

Test Conditions 

Typ. 

Max. 

Unit 

ClN 

input Capacitance 

< 

2 

II 

o 

8 

10 

pF 

Com 

Output Capacitance 

Vout = 0 

8 

12 

pF 

ClN2 

Vpp Input Capacitance 

< 

3 

II 

o 

8 

12 

PF 


Notes: 

1. Sampled, not 100% tested. 

2. Test conditions Ta » 25°C, f * 1.0 MHz 


SWITCHING CHARACTERISTICS over operating range unless otherwise specified. 
AC CHARACTERISTICS-Read Only Operation (Notes 1- 2) 


Parameter 

Symbols 

Parameter Description 

Am28F010 

Unit 

-90 

-95 

-120 

-150 

-200 

JEDEC 

Standard 

tAVAV 

tRC 

Read Cyde Time 

Min. 

Max. 

90 

120 

150 

200 

ns 

tELOV 

tCE 

Chip Enable 
Access Time 

Min. 

Max. 

90 

120 

150 

200 

ns 

tAVOV 

Ucc 

Address 
Access Time 

Min. 

Max. 

90 

120 

150 

200 

ns 

tGLQV 

tOE 

Output Enable 
Access Time 

Min. 

Max. 

40 

50 

55 

55 

ns 

tELQX 

tiz 

Chip Enable to 
Output in Low Z 

Min. 

Max. 

0 

0 

0 

0 

ns 

tEHQZ 

tof 

Chip Disable to 
Output in High Z 

Min. 

Max. 

25 

30 

35 

35 

ns 

tGLOX 

tOLZ 

Output Enable to 
Output in Low Z 

Min. 

Max. 

0 

0 

0 

0 

ns 

tGHQZ 

tDF 

Output Disable to 
Output in High Z 

Min. 

Max. 

25 

30 

35 

35 

ns 

tAXQX 

tOH 

Output Hold from first of 
Address. CE, or OE Change 

Min. 

Max. 

0 

0 

0 

0 

ns 

tWHGL 


Write Recovery 
Time before Read 

Min. 

Max. 

6 

6 

6 

6 

ps 


Notes: 

1. Output Load (except Am28F01 0-95): 1 TIT gate and Cl * 100 pF, Input Rise and Falj, Times: ^ 10 ns. Input Pulse levels: 
0.45 to 2.4 V. Timing Measurement Reference Level - Inputs: 0.8 V and 2 V 

Outputs: 0.8 V and 2 V 

2. The Am28F01 0-95 Output Load: 1 TIT gate and Cl - 30 pF 

Input Rise and Fall Times: < 10 ns 
Input Pulse levels: 0 to 3 V 

Timing Measurement Reference Level: 1.5 V inputs and outputs. 
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AC CHARACTERISTICS-Write/Erase/Program Operations (Notes 1- 4) 


Parameter 

Symbols 

Parameter Description 

Am2£ 

IF010 

Unit 

-90 

-95 

-120 

-150 

-200 

JEDEC 

Standard 

tAVAV 

twc 

Write Cycle Time 

Min. 

Max. 

90 

120 

150 

200 

ns 

tAVWL 

tAS 

Address Set-Up Time 

Min. 

Max. 

0 

0 

0 

0 

ns 

twiAX 

tAH 

Address Hold Time 

Min. 

Max. 

45 

50 


75 

ns 

toWVH 

tos 

Data Set-Up Time 

Min. 

Max. 

45 

50 

50 

50 

ns 

twHDX 

tOH 

Data Hold Time 

Min. 

Max. 

10 

10 

10 

10 

ns 

twHGL 

twR 

Write Recovery Time 
before Read 

Min. 

Max. 

6 

6 

6 

6 

ps 

tGHWL 


Read Recovery Time 
before Write 

Min. 

Max. 

0 

0 

0 

0 

[IS 

tELWL 

tcs 

Chip Enable 
Set-Up Time 

Min. 

Max. 

0 

0 

0 

0 

ns 

tWHEH 

tCH 

Chip Enable 
Hold Time 

Min. 

Max. 

0 

0 

■■ 

0 

ns 

twLWH 

twp 

Write Pulse Width 

Min. 

Max. 

45 

50 

50 

50 

ns 

tWHWL 

twPH 

Write Pulse 
Width HIGH 

Min. 

Max. 

20 

20 

20 

20 

ns 

twHWHl 


Duration of 

Programming Operation 

Min. 

Max. 

10 

25 

10 

25 

10 

25 

10 

25 

[IS 

twHWH2 


Duration of 
Erase Operation 

Min. 

Max. 

9.5 

10.5 

9.5 

10.5 

9.5 

10.5 

9.5 

10.5 

ms 

tEHVP 


Chip Enable Set-Up 
Time to Vpp Ramp 

Min. 

Max. 

100 

100 

100 

100 

ns 

tvPEL 

! 


Vpp Set-Up Time to 
Chip Enable LOW 

Min. 

Max. 

100 

100 

100 

100 

ns 

tvcs 


Vcc Set-Up Time 

Min. 

Max. 

2 

2 

2 

2 

[IS 

tvPPR 


Vpp Rise Time 

Min. 

Max. 

500 

500 

500 

500 

ns 

tvPPF 

1 

Vpp Fall Time 

i - - 

Min. 

Max. 

500 

500 

500 

i 

500 

ns 


Notes: 


1 . Road timing characteristics during read/write operations are the same as durng read-only operations. Refer to AC 
Characteristics for Read Only operations. 

2. Chip-Enable Controlled Writes: Write operations are driven by the valid combination of Chip-Enable and Write-Enable. In 
systems where Chip-Enable defines the Write Pulse Width (within a longer Write-Enable timing waveform) all set-up, hold 
and inactive Write-Enable times should be measured relative to the Chip-Enable waveform. 

3. AH devices except Am28F010-95. Input Rise and Fall times: < 10 ns; Input Pulse Levels: 0.45 V to 2.4 V 
Timing Measurement Reference Level: inputs: 0.8 V and 2.0 V; Outputs: 0.8 V and 2.0 V 

4. Am28F010-95. Input Rise and Fall times: <10 ns; Input Pulse Levels: 0.0 V to 3.0 V 
Tuning Measurement Reference Level: Inputs and Outputs: 1 .5 V 
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Addresses 


CT© 

(5T(G) 

WE(W) 


Data (DO) 


5.0 V 

Vcc 

OV 


Device and Outputs Data 



7 V 


11561-013A 


Figure 5. AC Waveforms for Read Operations 
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Figure 6. A.C. Waveforms for Erase Operations 




Figure 7. A.C. Waveforms for 


Verify 

Command 


Programming Standby/ 
Verification Power-Down 



Operations 


11561 015A 










SWITCHING TEST CIRCUIT 



1 1561-012A 


Cl « 100 pF including jig capacitance (30 pF for Am28F010-95) 


SWITCHING TEST WAVEFORMS 



3 V 
0V 


"^1.5-^ TEST POINTS-*- 
INPUT 



OUTPUT 


All Devices Except Am28F0 10-95 

AC Testing: Inputs are driven at 2.4 V for a 
logic “1 * and 0.45 V for a logic “0". Input pulse 
rise and fall times are < 10 ns. 


For Am28F010-95 

AC Testing: Inputs are driven at 3.0 V for a 
logic “1" and 0 V for a logic “0". Input pulse rise 
and fall times are < 10 ns. 


08007-003A 
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ERASE AND PROGRAMMING PERFORMANCE 



Limits 



. 1 

Parameter 

Min. 

Typ. 

Max. 

Unit 

Comments 

Chip Erase Time 


0.5 

10 

wm 

Excludes 00H programming 



(Note 1) 


m 

priorto erasure 

Chip Programming Time 


2 

(Note 1) 

24 

s 

Excludes system-level overhead 

Erase/Program Cycles 

Am28F01 0-95C4JC 

10,000 



Cycles 


Am28F01 0-95C3JC 

1,000 



Cycles 



Note: 

1. 25°C, 12V Vpp 


LATCHUP CHARACTERISTICS 
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0 
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1 

Default Switch Setting in Figure 2-2 was 
changed. 
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8. PRODUCT ERROR REPORT 


DEAR CUSTOMER, 


ALTHOUGH FORCE COMPUTERS HAS ACHIEVED AVERY HIGH STANDARD 
OF QUALITY IN PRODUCTS AND DOCUMENTATION, SUGGESTIONS FOR 
IMPROVEMENT ARE ALWAYS WELCOME. 


ANY FEEDBACK YOU CARE TO OFFER WOULD BE APPRECIATED. 


PLEASE USE THE ATTACHED "PRODUCT ERROR REPORT” FORM FOR YOUR 
COMMENTS AND RETURN IT TO ONE OF THE NEAREST FORCE COMPUTERS 
OFFICES. 


FORCE COMPUTERS GmbH 






HARDWARE/SOFTW ARE/SYSTEMS 


PRODUCT: 


DATE OF PURCHASE: 


COMPANY: 


ADDRESS: 



SERIAL NO.: 


ORIGINATOR: 


POINT OF CONTACT: 


TELEPHONE: 


EXT: 


PRESENT DATE: 


THIS AREA TO BE COMPLETED BY FORCE COMPUTERS: 

DATE: 

PR it: 

RESPONSIBLE DEPT.: 

ENGINEERING 

MARKETING 

PRODUCTION 


AFFECTED PRODUCT: 

HARDWARE 

SOFTWARE 

~ SYSTEM 


ERROR DESCRIPTION: 


AFFECTED DOCUMENTATION: 

HARDWARE 

SOFTWARE 

SYSTEM 



Please send this product error report to one of our nearest FORCE COMPUTERS offices: 


FORCE COMPUTERS Inc. 

3165 Winchester Blvd. 

Campbell, CA 95008-6557 
U. S. A. 

FORCE COMPUTERS FRANCE Sari 
1 1 , rue Casteja 
92100 Boulogne 
France 


FORCE COMPUTERS GmbH 
Prof. -Messerschmitt-Str . 1 
D - 8014 Neubiberg/Munich 
West Germany 

FORCE COMPUTERS UK Ltd. 
No. 1 Holly Court 
3 Tring Road 
Wendover 

Buckinghamshire HP22 6PE 
England 
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1. GENERAL 

1.1 General Information 

This CPU board operates under the control of VMEPROM, an EPROM resident real time multiuser 
multitasking monitor program. VMEPROM provides the user with a debugging tool for single and 
multitasking real time applications. This manual describes those parts of VMEPROM which pertains 
to the hardware of the CPU. All general commands and system calls are described in the VMEPROM 
User's Manual. 


1 .2 Features of VMEPROM 

• Line assembler/disassembler supporting all 68040 instructions. 

• Numerous commands for program debugging, including breakpoints, tracing, processor 
register display and modify. 

• Display and modify floating point data registers of the (68040 versions only). 

• S-record up/downloading from any port defined in the system. 

• Time stamping of user programs. 

• Built-in Benchmarks. 

• Support of RAM-disk, floppy and Winchester disks, also allowing disk formatting and 
initialization. 

• Serial I/O support for up to two SIO-1/2 or ISIO-1/2 boards in the system. 

• EPROM programming utility using the SYS68K/RR-2/3 boards. 

• Full Screen Editor. 

• Numerous commands to control the PDOS kernel and file manager. 

• Complete task management. 

• I/O redirection to files or ports from the command line. 

• Over 100 system calls to the kernel supported. 

• Data conversion and file management functions. 

• Task management system calls in addition to terminal I/O functions. 
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1.3 Power-up Sequence 


After power-up, the 68040 retrieves the initial stack pointer and program counter from address 
locations $0 and $4. These locations are the first 8 bytes of the EPROM area. They are mapped 
down to address $0 for a defined start after reset or power-up. Control is transferred to the BIOS 
modules to perform all the necessary hardware initialization of the CPU. The real time kernel is 
started and the user interface of VMEPROM is invoked as the first task. This sequence also reads 
the Real Time Clock (RTC) of the CPU board and initializes the software clock of the kernel. If a 
terminal is connected to the terminal port of the CPU board, the VMEPROM banner and the 
VMEPROM prompt ("? ") will be displayed upon power-up or reset. 


1 3u 


1 4* 4-, 


>1 r» /-v t*4* o a+i i r* 


L LC? I I I III IQ I JJW II OCLUjJ IO QO 


o « 
O . 


Asynchronous communication 
9600 Baud 
8 data bits 
1 stop bit 
no parity 

Hardware handshake protocol 


If the above message does not appear, check the following: 

1 ) Baud rate and character format setting of the terminal (default upon delivery of the CPU board 
is 9600 Baud, 8 data bits, 1 stop bit, no parity). 

2) Cable connection from the CPU board to the terminal (refer to the Hardware User's Manual 
for the pinning of the D-Sub connector and the required handshake signals). 

3) Power supply, + 5V, + 1 2 V, -1 2V must be present. See the Hardware User's Manual for the 
power consumption of the CPU board. 

If everything goes well, the header and prompt are displayed on the terminal and VMEPROM is now 

ready to accept commands. 


1-2 




SECTION 7 


INTRODUCTION TO VMEPROM 


1 .4 Front Panel Switches 

1.4.1 RESET Switch 

Pressing the RESET switch on the front panel causes ail programs to terminate immediately and 
resets the 68040 processor and all I/O devices. 

When the VMEPROM kernel is started, it overwrites the first word in the user memory after the task 
control block with an EXIT system call. If breakpoints were defined and a user program was running 
when the RESET button was pressed, the user program could possibly be destroyed. 

Pressing reset while a program is running should only be used as a last resort when all other actions 
(such as pressing twice) have failed. 


1.4.2 ABORT Switch 

The ABORT switch is defined by VMEPROM to cause a level 7 interrupt. This interrupt cannot be 
disabled and is therefore the appropriate way to terminate a user program and return to the 
command level of VMEPROM. 

If ABORT is pressed while a user program is under execution, all user registers are saved at the 
current location of the program counter and the message "Aborted Task" is displayed along with the 
contents of the processor register. 

If ABORT is pressed while a built-in command is executed or the command interpreter is waiting for 
input, only the message is displayed and control is transferred to the command interpreter. The 
processor registers are not modified and are not displayed in this case. 


1 .4.3 Control Switches 

The two rotary switches on the front panel of the CPU board define the default behaviour and 
actions taken by VMEPROM after power up or RESET. 

The default definition of some of these switches can be patched in the EPROMs for the user's 
convenience. Please refer to the Appendix of this manual for a description of the memory locations 
to be patched. 

The switch settings are read in by VMEPROM after reset and control various options. 
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The following describes the software definition for every switch: 

Upper Rotary Switch (SW2): 

Bit 3: If this bit is set to "0", the RAM disk is initialized as defined by bit 0 and 1 of SW2. 

When the disk is initialized, all data on the disk is lost. 

Bit 2: This bit defines the default data bus size on the VMEbus. If the bit is set to "0", 16 

bits are selected, if it is set to "1 ", 32 bits are selected. 

Bit 1: 
and 

Bit 0: These two bits define the default RAM disk. See Table 1 for a detailed description. 

If Autoboot is set by bit 2 and bit 3 of SW1, bit 1 and 0 of SW2 define which 
operating system will be booted. See Table 3 for detailed description. 


Lower Rotary Switch (SW1): 

Bit 3: 
and 

Bit 2: These two bits define which program is to be invoked after reset. Please refer to 

Table 2 for a detailed description. 

Bit 1 : If this switch is "0", VMEPROM tries to execute a startup file after reset. The default 

filename is SY$STRT. If the bit is "1 ", VMEPROM comes up with the default banner. 

Bit 0: If this switch is set to "0", VMEPROM checks the VMEbus for available hardware after 

reset. In addition VMEPROM waits for SYSFAIL to disappear from the VMEbus. The 
following hardware can be detected: 

Contiguous memory starting at the end of the on-board memory 

ISIO-1/2 

SIO-1/2 

ISCSI-1 

Please refer to Chapter 4.2 of this section for details. 
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Table 1 : RAM Disk Usage 


Bit 1 

Bit 0 

Upper Switch (SW2) 

1 

1 

RAM DISK AT TOP OF MEMORY (32 Kbytes) 

1 

0 

RAM DISK AT $FFC1 0000 (64 Kbytes) 

0 

1 

RAM DISK AT $40700000 (512 Kbytes) 

0 

0 

RAM/DISK AT $40800000 (512 Kbytes) 


Table 2: Program After Reset 


Bit 3 

Bit 2 

Lower Switch (SW1) 

1 

1 

VMEPROM (OR USER PROGRAM at same 
location) 

1 

0 

USER PROGRAM AT $FFC10000 

0 

1 

Autoboot System 

0 

0 

USER PROGRAM AT $40800000 


Table 3: Boot an Operating System 

(Valid only if SW1 is set to Autoboot) 


Bit 1 

BitO 

Upper Switch (SW2) 

1 

1 

Boot PDOS 

1 

0 

Boot UNIX 

0 

1 

Boot another operating system 

0 

0 

Setup for UNIX mailbox driver 
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Table 4: Examples in Using the Rotary Switches 


Rotary Switches 

Upper 

Lower 

$F 

$F 

$4 

$C 

$B 

$7 


Description 


No RAM Disk initialization will be done. 

The VMEbus data size is 32 bits. 

The RAM Disk is on top of memory. 

%a/»IJ ho etor+orl 

V IVILI I1WIVI VV III UO OlUi LOU ■ 

No start file will be executed. 

The available hardware on the VMEbus will not be 
checked. 


RAM Disk intialization will be done. 

The VMEbus data size is 32 bits. 

The RAM Disk is located at address $40800000. 
VMEPROM will be started. 

VMEPROM tries to execute a startup file. 

The available hardware on the VMEbus will be checked. 


The VMEbus data size is 16 bits. 
Autoboot System is enabled. 
PDOS will be booted. 
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1 .4.4 Default Memory Usage of VMEPROM 

By default, VMEPROM uses the following memory assignment for the CPU board: 

MEMORY LAYOUT OF THE ON-BOARD RAM 


$00000 

$00400 

$00800 

$01000 


$07000 

$08000 


Highest on-board 
memory address 


Vector Storage of the 68040 


System configuration data 


General purpose RAM, reserved 
for system commands 


Kernel System RAM 


Task Control Block for 
first task 


User memory 


Mail Array 


Hashing Buffer for Disk I/O 


Please note that the size of the first task cannot be extended beyond the highest on-board memory 
address. However, the additional memory which can be installed may be used for data arrays or for 
creating new tasks. The maximum memory which may be used for tasking is 64 Mbytes. If more 
memory is available, it can only be used for data storage, but not for tasking memory. 
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1 .4.5 Default EPROM Usage of VMEPROM 

MEMORY LAYOUT OF THE SYSTEM EPROM 


$FF000000 

$FF000004 

^ t-i n a r» a a a n 

?rruuuuuo 

$FFOOOOOC 

$FF000010 


$FF04 0000 
$FF050000 
$FF058000 
$FF060000 
$FF080000 


Initial Supervisor Stackpointer 

Initial Program Counter 

Pointer to VMEPROM Initialization 

Pointer to User Alterable Memory Locations 

Pointer to VMEPROM shell 

BIOS Modules 
Kernel 

File Manager 

EPROM resident installable devices and tables 

VMEPROM Intialization Code 

User Alterable Memory Location 

System Tools 

VMEPROM Shell 
System Tools 
Debugging Tools 
Line Assembler/Disassembler 

Floating Point Software Library 

UNIX Boot Program 

Another Boot Program 

PDOS Boot Program 
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2. DETAILS OF THE CPU BOARD 
2.1 EPROM/RAM Layout 
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2.2 On-board I/O Devices 

The following table shows the base addresses of the on-board I/O devices. 


Table 5: On-board I/O Devices 
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2.3 On-board Interrupt Sources 

The following table shown is used for the on-board interrupt sources and levels which are defined 
by VMEPROM. All interrupt levels and vectors of the on-board I/O devices are software 
programmable via the FGA-002 Gate Array. 

Table 6: On-board Interrupt Sources 


DEVICE 

INTERRUPT LEVEL 

INTERRUPT VECTOR 

Abort Switch 

7 

232 

PI/T1 

5 

242 

DUSCC1 

4 

244 

DUSCC2 

4 

245 
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2.4 Off-board Interrupt Sources 

VMEPROM supports several VMEbus boards. As these boards are interrupt driven the level and 
vectors must be defined for VMEPROM to work properly. The following table shows the default 
setup of the interrupt levels and vectors of the supported hardware. For a detailed description 
of the hardware setup of the boards, please refer to the Appendix of this manual. The supported 
I/O boards together with the base addresses and the interrupt level and vector are summarized 
in Table 7. In order for these boards to work correctly with VMEPROM, the listed interrupt 
vectors may not be used. 


Table 7: Off-board Interrupt Sources 


Board 

Interrupt Level 

Interrupt Vector 

Board Base Address 

SIO-1/2 

4 

64-75 

$FCBOOOOO 

ISIO-1/2 

4 

76-83 

$1=0960000 ; 

ISCSI-1 

4 

119 

$FCAOOOOO 


2.5 The On-Board Real Time Clock 

During the power up sequence, the on-board real time clock of the CPU board is read and loaded 
in the VMEPROM. This sequence is done automatically and requires no user intervention. If the 
software clock of VMEPROM is set by the ID command as described in the VMEPROM User's 
Manual, the RTC is set automatically to the new time and date values. 


0 . 0 . 
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3. CONCEPT OF VMEPROM 

3.1 Getting Started 

After power-up or after RESET has been pressed, VMEPROM prints a banner showing the version 

and revision being used and prints the prompt ("? "). 

If the above message does not appear, check the following: 

1} Baud rate and character format setting of the terminal (default upon delivery of the CPU 
board is 9600 Baud, 8 data bits, 1 stop bit, no parity). 

2) Cable connection from the CPU board to the terminal (refer to the Hardware User's Manual 
for the pinning of the D-Sub connector and the required handshake signals). 

3) Power supply, + 5V, + 1 2 V, -1 2V; must be present. See the Hardware User's Manual for 
the power consumption of the CPU board. 

If everything goes well, the header and prompt are displayed on the terminal and VMEPROM is 

now ready to accept commands. 


3.2 Command Line Syntax 

All valid VMEPROM commands consist of the following: 

? command <cr> or 
? command parameters <cr> 

The underlined areas must be entered by the user. If more than one parameter will be entered, 
they must be separated by a space or a comma. 

For a detailed description of all functions of the command interpreter please refer to chapter 3 of 
the VMEPROM User's Manual. 


3.3 VMEPROM Commands 

VMEPROM supports many commands. All of these commands are EPROM resident and are 
available at any time. Most of these commands are common for all versions of VMEPROM. All 
the common commands of VMEPROM are described in detail in the VMEPROM User's Manual. 
Those commands which are specific for the hardware of the CPU board are described in the 
following paragraphs of this manual. For a short description of one or all VMEPROM commands, 
the HELP command can be used. Enter HELP<cr> for a description of all commands, or enter 
HELP command <cr> for a description of a particular command. 
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4. SPECIAL VMEPROM COMMANDS FOR CPU BOARD 

The following commands are implemented on the CPU board in addition to those listed in the 
VMEPROM User's Manual. 


4.1 ARB - Set the Arbiter of the CPU Board 

Format: ARB 

The ARB command allows the user to set the arbitration mode of the CPU board for VMEbus. 
This command is also used to select the Standard Access Mode for the VMEbus. Additionally, 
the VMEbus interrupts can be enabled or disabled. 

Example: 

? ARB<cr> 

Current arbiter mode: enabled. Mode = Prioritized ROUND ROBIN 
Set arbiter mode ? (Y,y/-) : Y 
ROUND ROBIN mode ? (Y,y/-) :Y 
Prioritized ROUND ROBIN ? (Y,y/-) : N 
New arbiter mode = ROUND ROBIN 
Set arbiter mode for VME-BUS: 

STATUS: ROR & RAT & RBCLR & FAIR 

SET: Release on bus clear (RBCLR) (Y/N) ? Y 

SET : Fair VME-BUS arbitration (FAIR) (Y/N) ? Y _ 

Standard Access Mode (A24) for Slave Accesses currently disabled. 

Enable A24 mode ? (Y,y/-) : Y 
A31-A24 = 80 

Change interrupt mask ? (Y,y/-) : Y 

Enabled) / Disable(O) VMEbus interrupts by level: 


STATUS: Level: 7 6 5 4 3 2 1 

1111111 

SET: Enter new interrupt mask: 1111110 

? 
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4.2 CONFIG - Search VMEbus for Hardware 

Format: CONFIG 

This command searches the VMEbus for available hardware. It is useful if VMEPROM is started 
and bit 0 of the lower rotary switch on the front panel is set to "1 ", so that VMEPROM does not 
check the configuration by default. 

In addition this command allows the user to install additional memory in the system. Additional 
memory can ONLY be installed with this command. 

Thp fnllmA/inn hardware ic Hetortod- 

. — cj ” — w 

1. ISIO-1/2 

2. SIO-1/2 

3. ISCSI-1 

4. Contiguous memory starting at the highest on-board memory address 

The boards must be set to the default address for 32 bit systems. This setup is summarized for 
all supported boards in the Appendix of this manual. 

Additional memory must be contiguous to the on-board memory of the CPU board. This memory 
is cleared by the config command to allow DRAM boards with parity to be used. Please 
remember that the installation of additional memory does not effect the RAM size of the running 
task. However, VMEPROM identifies this installed memory area and every time memory is 
required (i.e. with CT or FM) it is taken from this area as long as there is enough free space. 

The CONFIG command also installs Winchester disks in the system and initializes the disk 
controller (if available). So if a SYSFAIL is active on the VMEbus (which can come for example 
from the ISIO-1/2 or ISCSI-1 controller during selftest) the command is suspended until the 
SYSFAIL signal is no longer active. 

Example: 

? CONFIG <cr> 

UART FORCE ISIOI/2 (U3) INSTALLED 
ISCSI-1: 1 boards available 

ISIO-1/2: 1 boards available 

? 
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4.3 FGA - Change Boot Setup for Gate Array 

Format: FGA 

Some registers of the gate array are definable by the user. The contents of this register is stored 
in the on-board battery SRAM in a short form. 

The boot software for the gate array will take these values after reset to initialize the gate array. 
The FGA command may be used to enter an interactive mode for changing this boot table in the 
battery SRAM. 

The FGA command will show the actual value stored in the battery SRAM. To change any value, 
a new one has to be entered in binary form. If only a <cr> is entered, no change will be made. 
To step backward a minus has to be entered. If a < . > or < ESC> is given, the FGA command 
returns to the shell. 

Example: 

? FGA 

> > > Setup for FGA-002 BOOTER < < < 


REGISTER 

FGA offset 

value in SRAM 

changed value 

SPECIAL 

$0420 

%00011110 

%00011110 

CTL 01 

$0238 

%00000100 

%00000100 

CTL 02 

$023C 

%00000000 

%00000000 

CTL 05 

$0264 

%00001100 

%00001100 

CTL 12 

$032C 

%00000000 

%00000000 

CTL 14 

$0354 

%00000000 

%00000000 

CTL 15 

$0358 

%01001100 

%01000110 

CTL 16 

$035C 

%00 100000 

%00 100000 

MBX 00 

$0000 

%00000000 

%00001001 

MBX 01 

$0004 

%00000000 

%00000000 

MBX 02 

$0008 

%00000000 

%00000000 

MBX 03 

$000C 

%00000000 


MBX 04 

$0010 

%00000000 


MBX 05 

$0014 

%00000000 


MBX 06 

$0018 

%00000000 


MBX 07 

$001 C 

%00000000 



? 
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4.4 FLUSH - Set Buffered Write Mode 

Format: FLUSH 

FLUSH ? 

FLUSH ON 
FLUSH OFF 

This command flushes all modified hashing buffers for disk write or enable or disable buffered 
write mode for the local SCSI controller. 

If no argument is entered, all modified hashing buffers are flushed. If an argument of "ON" or 
"OFF" is given, the buffered write mode will be enabled or disabled. By entering a question mark 
as an argument, only a message will be displayed, whether the buffered write mode is enabled 
or disabled. 

Note: This command only functions when an EAGLE Module which contains an SCSI 

controller is installed. 


Example: 

? flush 

All modified buffers are flushed 
? flush ON 

Buffered write is enabled 
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4.5 FMB - Force Message Broadcast 

Format: FMB < slotlist > ,< FMB channel >,< message > 

FMB [<FMB channel >] 

The FMB command allows sending a byte message to individual slots in the backplane, broadcast 
to all the boards, and getting a pending message. 

The first format is used to send a message. With this the first parameter is used to select the 
slots to which a message should be sent. Each slot number can be separated with a '/' sign; a 
defines a range of slot numbers. Slot numbers can range from 0 to 21 . A slot number of 0 
sends the message to all slots. The second parameter defines which FMB channel should be 
used. It can be '0' or '1'. The message is the byte to be deposited into the FMB channel(s). 

The second format is used to get messages. If no parameter is given, one message of each FMB 
channel is fetched and displayed. If a channel is specified only this channel is addressed and the 
message will be displayed. 

Example: 

? FMB 

FMB channel 0 is empty 
FMB channel 1 is empty 

? FMB 1-21 ,0,$EF 

? FMB 1-21 ,1 ,%10100001 

? FMB 

FMB channel 0 = $EF 
FMB channel 1 = $A1 

? FMB 1-21,1, $77 

? FMB 1 

FMB channel 1 = $77 
? FMB 1/2/5/7-1 9/21 ,0,$1 
? 
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4.6 FUNCTIONAL - Perform Functional Test 

Format: FUNCTIONAL 

NOTE: This command is not designed for the user, but instead for internal purposes by 

FORCE COMPUTERS. 





SECTION 7 


INTRODUCTION TO VMEPROM 


4.7 MEM - Set Data Bus Width of the VMEbus 

Format: MEM 

MEM 16 
MEM 32 

This command can display or set the data bus width of the CPU board on the VMEbus. 

If no argument is entered, the current data bus width is displayed. If an argument of '1 6' or '32' 
is given, the data bus width is set to 1 6 or 32 bits respectively. 

Example: 

? MEM<cr> 

Data bus width is set to 32 bits 
? MEM 16<cr> 

? MEM<cr> 

Data bus width is set to 16 bits 


? MEM 32<cr> 
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4.8 PROG - Program FLASH EPROM 

Format: PROG [ < source > [, < destination > [, < length > [, < width > ]]]] 

This command is used to program FLASH EPROMs. All parameters may be specified on the 
command line or may be entered interactively after the function has been invoked. 

The first parameter < source > is the start address of the data which is to program into the 
FLASH EPROM. 

The second parameter < destination > represents the base address of the FLASH EPROM. 

The third parameter < length > specifies the length of the FLASH EPROM. If 0 is entered the 
length and width is automatically calculated. 

The fourth parameter < width > selects the data width of the FLASH EPROMs. Three values are 
possible: 

'1': Byte width (8-bit) 

'2': Word width (16-bit) 

'4': Long width (32-bit) 

Please note that the FLASH EPROM(s) must be completely programmed. Therefore programming 
only parts of a FLASH EPROM is not possible. 

Example: 

? PROG $100000 $FFC80000 0 
programming 

FLASH EPROM successfully programmed 
? PROG 

Source base address 
FLASH EPROM base address 
Source length (0 for automatic select) 

Width (1,2 or 4) 
programming 

FLASH EPROM successfully programmed 


= $40800000 

= $FFC80000 

= $20000 
= 1 
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4.9 SELFTEST - Perform On-board Selftest 

Format: SELFTEST 

This command performs a test of the on-board functions of the CPU board. It may only be run 
if no other tasks are created. If there are any other tasks no selftest will be made and an error will 
be reported. The selftest tests the memory of the CPU board and all devices on the board. 

The following tests are performed in this order: 

1 . I/O test 

This function tests the access to and the interrupts from the DUSCC. If the DUSCC cannot 
generate interrupts an error will be reported. This test also checks if reading from and writing to 
the floppy disk controller and the SCSI controller proceeds as expected. 1 

2. Memory test on the memory of the current task. 

The following procedures are performed: 

1 ) Byte Test 

2) Word Test 

3) Long Word Test 

All passes of the memory test perform pattern reading and writing as well as bit shift tests. If 
an error occurs while writing to or reading from memory it will be reported. 

3. Clock Test 

If the CPU does not receive timer interrupts from the Pl/T 68230 an error will be displayed. This 
ensures that VMEPROM could initialize the Pl/T 68230 properly and the interrupts from the Pl/T 
are working. 

CAUTION: During this process, all memory is cleared. 

Example: 

? SELFTEST 

VMEPROM Hardware Selftest 

I/O test passed 

Memory test .... passed 
Clock test .... passed 
? 


Only applicable when an EAGLE Module is installed which contains these devices. 
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5. INSTALLING A NEW HARD DISK WITH THE ONBOARD SCSI CONTROLLER 


NOTE: The following is only possible if an EAGLE Module is installed which contains an 

SCSI controller. 

The hard disk must be set to 256 bytes per block. The FRMT command of VMEPROM may be 
used to set all hard disk parameters, to format the Winchester and to divide the disk into logical 
partitions. Before starting the FRMT command, the number of the last logical block of the 
Winchester must be known. The number of physical blocks per track must be 32, the number 
of bytes per sector must be 256. By using the following equation: 

(# of Heads) * (# of Cylinders) * (Blocks/Track) = # of Last logical block 

The number of Heads and the number of Cylinders may be calculated. 

NOTE: The maximum number of Heads is 16. The number of large and floppy partitions 

are free definable by the user. 


The following example aids in formatting a CDC 9421 1-5 Winchester. 

? FRMT 

68K PDOS Force Disk Format Utility 07-Sep-88 
Possible Disk Controllers in this System are: 

Controller #1 is not defined 
Controller #2 is not defined 
Controller #3 is a Force ISCSI -1 
Controller #4 is a onboard CPU-40/41 SCSI 
Drives that are currently defined in system are: 

FO is controller #4 , drive select $82 

FI is controller #4 , drive select $83 

WO is controller #4 , drive select $00 

All not named drives are undefined 

Select Menu: U,W0-Wl5=Winch; F,F0-F8=Floppy; Q=Quit 
Select Drive: U 

WO Main Menu: 1)Parm 2)BadT 3)Form 4)Veri 5)Part 6)Writ 
P)Togl Q)Quit 

Command: 1 

WO Parameters Menu: A)lter, D)isplay, R)ead file, Q)uit 
Command: A 

# of Heads =10 

# of Cylinders = 1022 
Physical Blocks per Track = 32 

Physical Bytes per Block = 256 
Shipping Cylinder = 0 
Step rate = 0 
Reduced write current cyl = 0 
Write Precompensate cyl = 0 

Current Winch Drive 0 Parameters: 

# of Heads = 10 

# of Cylinders = 1022 
Physical Blocks per Track = 32 

Physical Bytes per Block = 256 
Shipping Cylinder = 0 
Step rate = 0 
Reduced write current cyl = 0 
Write Precompensate cyl = O' 
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{cont'd) 


WO Parameters Menu: A)lter, D)isplay, R)ead file, Q)uit 
Command: Q 

WO Main Menu: 1)Parm 2)BadT 3)Form 4)Veri 5)Part 6)Writ 
PJTogl Q)Quit 

Command: 3 

Sector Interleave = 0 

Physical Tracks to FORMAT = 0,10219 

Ready to FORMAT Winchester Drive 0 ? Y 

Sector Interleave Table: 0,1,2,3,4,5,6,7,8,9,10,11,12, 

13,14,15,16,17,18,19,20,21,22, 

23,24,25,26,27,28,29,30,31 

Issuing Format Drive Command. 

FQPMflT SUCCESSFUL ! 

W0 Main Menu: 1)Parm 2)BadT 3)Form 4)Veri 5)Part 6)Writ 
P)Togl Q)Quit 

Command: 5 

W0 Partitions Menu: A)lter, D)isplay, RJecalc, Q)uit 
Command: A 

# of Large partitions = 6 

# of Floppy Partitions =15 
First track for PDOS Parts = 0 

Last track for PDOS Parts = 10219 
First PDOS disk # = 2 

Current Winch Drive 0 Partitions: 

# of Large partitions = 6 

# of Floppy Partitions = 15 
First track for PDOS Parts = 0 

Last track for PDOS Parts = 10219 
First PDOS disk # = 2 
Total # of Logical Tracks = 10220 


: # 

Logical Trks 

Physical Trks 

PDOS sectors 


Base, Top 

Base, Top 

Total /{boot} 

2 

0,1502 

0,1502 

48064/47872 

3 

1503,3005 

1503,3005 

48064/47872 

4 

3006,4508 

3006,4508 

48064/47872 

5 

4509,6011 

4509,6011 

48064/47872 

6 

6012,7514 

6012,7514 

48064/47872 

7 

7515,9017 

7515,9017 

48064/47872 

9 

9018,9097 

9018,9097 

2528/2336 

10 

9098,9177 

9098,9177 

2528/2336 

11 

9178,9257 

9178,9257 

2528/2336 

12 

9258,9337 

9258,9337 

2528/2336 

13 

9338,9417 

9338,9417 

2528/2336 

14 

9418,9497 

9418,9497 

2528/2336 

15 

9498,957 7 

9498,9577 

2528/2336 

16 

9578,9657 

9578,9657 

2528/2336 

17 

9658,9737 

9658,9737 

2528/2336 

18 

9738,9817 

9738,9817 

2528/2336 

19 

9818,9897 

9818,9897 

2528/2336 

20 

9898,99 77 

9898,9977 

2528/2336 

21 

9978,10057 

9978,10057 

2528/2336 

22 

10058,10137 

10058,10137 

2528/2336 

23 

10138,10217 

10138,10217 

2528/2336 


5-2 





SECTION 7 


INTRODUCTION TO VMEPROM 


(cont'd) 


WO Partitions Menu: A)lter, D)isplay, R)ecalc, Q)uit 
Command: Q 

WO Main Menu: 1)Parm 2)BadT 3)Form 4)Veri 5)Part 6)Writ P)Togl 
Q)Quit 

Command: 6 

Write to Disk Y)es, N)o, F)ile : Y 
Write to file (Y/N)?N 

WO Main Menu: 1)Parm 2)BadT 3)Form 4)Veri 5)Part 6)Writ P)Togl 
Q)Quit 

Command: Q 

Exit to Select Drive. Update Param RAM (Y/N) ? Y 
System Parameter RAM Updated! ! 

Select Menu: W,W0-W15=Winch; F f F0-F8=F loppy; Q=Quit 
Select Drive: Q 

After formatting the disk, all logical partitions must be initialized using the I N I T command. The example below 
may be used to initialize the large logical partition number two. 

? INIT 

Enter Disk # :2 
Directory Entries :1024 
Number of sectors : 47776 
Disk Name : SYSTEM 
I nit: Disk # 2 

Directory entries: 1024 
Number of sectors: 47776 
Disk name: SYSTEM 
Initialize disk ? Y 

? 
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APPENDIX A 


A. VMEbus Board Setup 

This appendix summarizes the changes to be made to the default setup of additional VMEbus boards 
so that they are VMEPROM compatible. Appendices A. 2 through A. 6 are available in EPROM, but 
are not installed. All drivers may be installed with the INSTALL command. When INSTALL followed 
by a question mark is entered, the following will appear: 1 

? INSTALL ? 

THE FOLLOWING UARTS AND DISK DRIVER ARE ALREADY IN EPROM: 

UART TYPE 1 FORCE CPU-40/41 /DUSCC ADDR: $FF004500 

UART TYPE 2 FORCE SIO-1/2 ADDR: $FF004800 

UART TYPE 3 FORCE ISIO-1/2 ADDR: $FF004C00 

UART TYPE 4 FORCE UNIX MAIL ADDR: $FF005100 

DISK DRIVER FORCE SCSI CPU-40/41 ADDR: $FF005900 

DISK DRIVER FORCE ISCSI-1 ADDR: $FF007300 


By typing in: INSTALL < file > ,< address > <cr>, a specific driver may be loaded in the system. 
The addressed file should be located in EPROM. 


A1. VMEbus Memory 

In general, every FORCE memory board can be used together with VMEPROM. The base address 
must be set correctly in order to use the board within the tasking memory of VMEPROM. The board 
base addresses of any additional memory boards must be set to be contiguous to the on-board 
memory. It is strongly recommended that only 32 bit memory boards are used because of speed 
purposes. 


A2. SYS68K/SIO-1 /SIO-2 

These two serial I/O boards are set to the base address $B00000 by default. VMEPROM expects 
the first SIO-1 /SIO-2 boards at $FCBOOOOO. This is in the standard VME address range (A24, D1 6, 
D8) with the address $B00000. The address modifier decoder (AM-Decoder) of the SIO-1/2 boards 
must be set to: 


Standard Privileged Data Access 
Standard Nonpriviledged Data Access 


Please note that the printed UART and Disk Driver addresses are only examples. They may alternate according to software 
versions. 
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Please refer to the SIO User's Manual for setup. If a second SIO-1/2 board will be used, the base 
address must be set to FCB00200. The AM-decoder setup described above must again be used. 
Please refer to the User's Manual of your SIO board for the address setup of the second SIO board. 
Before using the driver for the SIO-1/2 board, the driver must be installed by using the INSTALL 
command. The following must be entered: 

? INSTALL U2,$FF004800 

In order to install one of the ports of the SIO boards in VMEPROM, the BP command can be used. 
The SIO-1 /2 boards use the driver type 2. To install the first port of a SIO board with a 9600 baud 
rate, the following command line can be used: 

? BP 4, 9600, 2 , $FCB00000 

The port can then be used as port number 4. Please note that the hardware configuration must be 
detected before a port can be installed. This can be done with the CONFIG command or by setting 
a front panel switch on the CPU Board and pressing RESET. Please refer to the command 
description in the VMEPROM User's Manual for a detailed description of the CONFIG and BP 
commands. The base addresses of all ports of a SIO-1/2 board which must be specified with the 
BP command is as follows: 


SIO port # 


Address 


1 (first SIO board) 

2 

3 

4 

5 

6 

1 (second SIO board) 

2 

3 

4 

5 

6 


$FCB00000 
$FCB00040 
$FCB00080 
$FCB000C0 
$FCB001 00 
$FCB001 40 
$FCB00200 
$FCB00240 
$FCB00280 
$FCB002C0 
$FCB00300 
$FCB00340 


VMEPROM supports up to two serial I/O boards. These can be either the SIO-1/2 board, the ISIO- 
1/2 board, or a mixture of both. Please note that the first board of every type must be set to the 
first base address. In using one SIO-1 board and one ISIO-1 board, the base address of the boards 
must to be set to: 


SIO-1 $FCB00000 

ISIO-1 $FC960000 
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A3. SYS68K/ISIO-1/2 


These serial I/O boards are set to the address $960000 in the standard VME address range by 
default. VMEPROM awaits this board at this address (FC960000 for the CPU-40/41); no changes 
need to be made to the default setup. An optional second board may be used. When used, the 
address must be set to $980000. Read the SYS68K/ ISIO-1/2 User's Manual for a description of 
the base address setup. Before using the driver for the ISIO-1/2 board, the driver must be installed 
by using the INSTALL command. The following must be entered: 

? INSTALL U3,$FF004C00 

In order to install one of the ports of an ISIO board in VMEPROM, the BP command can be used. 
The ISIO-1/2 boards are driver type 3. In order to install the first port of an ISIO board with a 9600 
baud rate, the following command line can be used: 

? BP 4, 9600, 3, $FC968000 

The port number is four. The hardware configuration must be detected before a port can be 
installed. This is done with the CONFIG command, or by setting a front switch on the CPU board 
and pressing RESET. Read the command description in the VMEPROM User's Manual for a 
description of the CONFIG and BP commands. The base address of all ISIO-1/2 ports, specified by 
the BP command, is as follows: 

Address 

$FC968000 
$FC968020 
$FC968040 
$FC968060 
$FC968080 
$FC9680A0 
$FC9680C0 
$FC9680E0 
$FC988000 
$FC988020 
$FC988040 
$FC988060 
$FC988080 
$FC9880A0 
$FC9880C0 
$FC9880E0 


ISIO port # 

1 (first ISIO board) 

2 

3 

4 

5 

6 

7 

8 

1 (second ISIO board) 

2 

3 

4 

5 

6 

7 

8 


VMEPROM supports two serial I/O boards. These can be the SIO-1/2 or ISIO-1/2 board or mixture 
of both. The first board of each type must be set to the first base address. When using one SIO-1 
and one ISIO-1 board, the base address of the boards must be set to: 

SIO-1 $FCB00000 

ISIO-1 $FC960000 
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A4. SYS68K/ISCSI-1 Disk Controller 


VMEPROM supports up to two floppy disk drives and three Winchester disk drives together with the 
ISCSI-1 disk controller. The floppy drives must be jumpered to drive select 3 and 4 and can be 
accessed as disk number 0 and 1 out of VMEPROM. The floppy drives are installed automatically 
when a ISCSI-1 controller is detected by the CONFIG command or after pressing RESET when the 
front panel switch of the CPU board is set to detect the hardware configuration. Usable floppy 
drives must support 80 tracks/side, and must be double sided/double density. The step rate used 
is 3 ms. The Winchester drives are not installed automatically. The VMEPROM FRMT command 
must be used for defining the following factors: 


Thg physical structure of the drive (i.e. number of heads, number of cylinders, drive select 
number, etc.) 


• The bad block of the Winchester drive 


• The partitions to be used 

If this setup is done once for a particular drive, the data is stored in the first sector of the Winchester 
and is loaded automatically when the disk controller is installed in VMEPROM. The driver for the 
ISCSI-1 may be installed by using the INSTALL command. The following must be entered: 

? INSTALL W,$FF007300 


The default base address of the ISCSI-1 controller is $A00000 in the standard VME address range. 
This is the address $FCA00000 for the CPU board and no changes have to be made to this setup. 
The ISCSI-1 driver uses interrupts by default. This cannot be disabled. Please make sure that the 
interrupt daisy chain is closed so that the controller can work properly. 
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A5. Local FDC and SCSI Controller 


NOTE: The following chapter only applies to those CPU boards which contain an 

installed EAGLE Module with a floppy and/or SCSI controller. 


VMEPROM supports up to two floppy disk drives and three Winchester disk drives together with the 
local FDC and SCSI Controller. The floppy drives are installed automatically. 

Here are the required floppy drive settings: 

• Drive select 2(0) or 3(1 ); VMEPROM access drive select 2 as disk 0 and drive select 3 as disk 
1 

• Head Load is to be executed if Motor On and Drive Select is TRUE. 

• Pin 34 of the floppy interface should select the Disk Change signal. 2 

• Pin 2 of the floppy interface selects high or normal density. 3 When this signal is "low level", 
it designates normal density mode. VMEPROM only operates under normal density. 

• Pin 4 should be the Eject signal. 4 
The step rate used is 3 ms. 

The Winchester drives are not installed automatically. 

The VMEPROM FRMT command must be used for defining the following factors: 

• The physical structure of the drive (i.e. number of heads, number of cylinders, drive select 
number, etc.) 

• The bad block of the Winchester drive 

• The partitions to be used 

If this setup is done once for a particular drive, the data is stored in the first sector of the Winchester 
and is loaded automatically when the disk controller is installed in VMEPROM. Upon viewing the 
VMEPROM Banner, the driver for the local FDC and SCSI controller is already installed. For this 
driver, memory is needed for hashing. The storage for the hashing buffers is allocated at the top 
of memory. 


2 Only if the floppy drive is able to generate or read this signal. 

3 DITO 

4 DIT0 
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APPENDIX B 


B. S-Record Formats 
B1. S-Record Types 

Eight types of S-records have been defined to accommodate the needs of the encoding, 
transportation and decoding functions. VMEPROM supports SO, SI , S2, S3, S7, S8 and S9 records 
(S7 and S8 on load only). 

An S-record format module may contain S-records of the following types: 

50 The header record for each block of S-records. 

51 A record containing code/data and the 2-byte address at which the code/data is to reside. 

52 A record containing code/data and the 3-byte address at which the code/data is to reside. 

53 A record containing code/data and the 4-byte address at which the code/data is to reside. 

S5 A record containing the number of SI, S2 and S3 records transmitted in a particular block. 

The count appears in the address field. There is no code/data field. Not supported by 
VMEPROM. 

57 A termination record for a block of S3 records. The address field may optionally contain the 
4-byte address of the instruction to which control is to be passed. There is no code/data 
field. 

58 A termination record for a block of S2 records. The address field may optionally contain the 
3-byte address of the instruction to which control is to be passed. There is no code/data 
field. 

$9 A termination record for a block of SI records. The address field may optionally contain the 
2-byte address of the instruction to which control is to be passed. 

Only one termination record is used for each block of S-records. S7 and S8 records are usually used 
only when control is to be passed to a 3 or 4 byte address. Normally, only one header record is 
used, although it is possible for multiple header records to occur. 
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B2. S-Record Example 

S214020000000004440002014660000CB241F8044CB1 
S214020010203C0000020E428110C1538066FA487AE4 
S214020020001021DF0008487A001221DFC)00C4E750E 
S2140200302 1FC42 5553 2 0003 060082 1FC4 14444 52C2 


XX.- 

XXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXX 

0200XX 

14 

S2 


Check-sum 

Data 

24 bit Address 
Byte Count 
Record Type 


S903 0000FC 
FC- 

0000 

03 

S9 


Check-sum 

Data 

Byte Count 
Record Type 
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APPENDIX C 


C. System RAM Definitions 

/* SYRAM: H -- DEFINITION OF SYRAM BLOCK OF MEMORY 
05- Jan-88 Revised to correspond to PDOS 3.3 
BRIAN C. COOPER, EYRING RESEARCH INSTITUTE, INC. 
Copyright 1985-1988 


*/ 


#def i ne 

NT 

64 

/* number of tasks 

*/ 

#def i ne 

NM 

( (NT+3)&0xFC) 

/* number of task messages 

*/ 

#def i ne 

NP 

16 

/* number of task message pointers 

*/ 

#def i ne 

ND 

( (NT+3)&0xFC) 

/* number of delay events 

*/ 

#def i ne 

NC 

8 

/* number of active channel buffers 

*/ 

#def i ne 

NF 

64 

/* number of file slots 

*/ 

#def ine 

NU 

15 

/* number of I/O UART ports 

*/ 

#def i ne 

IZ 

6 

/* input buffer size (2 A p2p. 

*/ 

#def ine 

MZ 

0x4000000 

/* maximum memory size 

*/ 

#def ine 

TZ 

64 

/* task message size 

*/ 

#def i ne 

NTB 

NT 



#def i ne 

NTM 

NM 



#def i ne 

NTP 

NP 



#def i ne 

NCB 

NC 



#def i ne 

NFS 

NF 



#def i ne 

NEV 

ND 



#def ine 

NIE 

(ND/2) 



#def i ne 

NPS 

(NU+1 ) 



#def i ne 

P2P 

IZ 



#def ine 

MMZ 

MZ 



#def i ne 

TMZ 

TZ 



#def ine 

IMK 

(0xFF»(8-P2P)) 

/* input buffer wrap around mask 

*/ 

#def i ne 

NCP 

C(1«P2P)+2) 

/* (# characters/port) + 2 

*/ 

#def i ne 

MPZ 

2048 

/* memory page size 

*/ 

#def i ne 

MBZ 

(MMZ/MPZ) 

/* memory bitmap size 

*/ 

#def ine 

NMB 

(MBZ/8) 

/* number of map bytes 

*/ 

#def ine 

FSS 

38 

/* file slot size 

*/ 

#def ine 

TQB 

2 

/* TCB index 

*/ 

#def i ne 

TQM 

(TQB+4) 

/* map index 

*/ 

#def i ne 

TQE 

(TQM+2) 

/* event #1 / event #2 

*/ 

#def i ne 

TQS 

(TQE+2) 

/* scheduled event 

*/ 

#def i ne 

TBZ 

(TQS+2+4) 

/* TASK entry size 

*/ 

#def i ne 

BPS 

256 

/* bytes per sector 

*/ 

#def i ne 

NRD 

4 

/* number of RAM disks 

*/ 

struct SYRAMC 



/*000*/ 

char 

*_bios; 

/* address of bios rom 

*/ 

/*004*/ 

char 

* mai l; 

/* *mail array address 

*/ 

/*008*/ 

unsigned int _rdkn; 

/* *ram disk # 

*/ 

/*00A*/ 

uns i gned i nt rdks ; 

/* *ram disk size 

*/ 

/*00C*/ 

char 

* rdka; 

/* *ram disk address 

*/ 

/*010*/ 

char 

_bf Ig; 

/* basic present flag 

*/ 

/*011*/ 

char 

_df lg; 

/* directory flag 

*/ 

/*012*/ 

int 

f 681 ; 

/* 68000/68010 flag 

*/ 

/*014*/ 

char 

* sram; 

/* run module BSSRAM 

*/ 

/*018*/ 

int sparel; 

/* reserved for expansion 

*/ 

/*01A*/ 

int 

_fcnt; 

/* fine counter 

*/ 

/*01C*/ 

long 

tics; 

/* 32 bit counter 

*/ 

/*020*/ 

unsigned char _smon; 

/* month 

*/ 

/*021*/ 

unsigned char _sday; 

/* day 

*/ 

/*022*/ 

unsigned char _syrs[2]; 

/* year 

*/ 

/*024*/ 

unsigned char _shrs; 

/* hours 

*/ 

/*025*/ 

unsigned char _smin; 

/* minutes 

*/ 

/*026*/ 

unsigned char _ssec[2]; 

/* seconds 

*/ 

/*028*/ 

char patb[16]; 

/* input port allocation table 

*/ 

/*038*/ 

char 

brkf [16] ; 

/* input break flags 

*/ 

/*048*/ 

char 

_f8bt [16] ; 

/* port flag bits 

*/ 

/*058*/ 

char 

_utyp[16] ; 

/* port uart type 

*/ 

/*068*/ 

char 

_urat [16] ; 

/* port rate table 

*/ 
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C. System RAM Definitions (cont'd) 


/*Q78 */ char _evtb[10]; 

/*082*/ char _evto[2]; 

/*084*/ char _evti[2]; 

/*086*/ char _evts[2]; 

/*088*/ char _ev128[16]; 

/*098*/ long _evtm[4]; 

/*0A8*/ long _bclk; 

/*0AC*/ char *_tltp; 

/*0B0*/ char *_utcb; 

/*0B4*/ int _suim; 

/*0B6*/ int _usim; 

/*0B8*/ char _sptn; 

/*0B9*/ char _utim; 

/*0BA*/ char ~tpry; 

/*0BB*/ char _tskn; 

/*0BC*/ char spare2; 

/*0BD*/ cha r _tqux; 

/*0BE*/ char "tick [2] ; 

/*0C0*/ ch *> _e122; 

/*0C1*/ ch ' _e123; 

/*0C2*/ ch ’ el 24; 

/*0C3*/ char _e125; 

/*0C4*/ l o : , j _cksm; 

/*0C8*/ int _pnod; 

/*0CA*/ char bser[6]; 

/*0D0*/ char iler[6]; 

/*0D6*/ char cent [16]; 

/*0E6*/ char *_wind; 

/*0EA*/ char *_wadr; 

/*0EE*/ char *_chin; 

/*0F2*/ char *_chot; 

/*0F6*/ char *_iord; 

/*0FA*/ char _fect; 

/*0FB*/ char _pidn; 

/*0FC*/ long *_begn; 

/*100*/ int _rwcl [14] ; 

/* 1 1 C*/ char *_opip[15]; 

/* 1 58*/ char *_uart[16]; 

/* 1 98*/ long jnapb; 

/* 

/* the following change with different conf 
/* configuration for VMEPROM is defined to: 
/* NT = 64, NF = 64, MZ = $400000 
/* 

/* NOTE: the offset on top of each line is 
/* configuration 

/* 


/* 0-79 event table 

/* 80-95 output events 

/* 96-111 input events 

/* 112-127 system events 

/* task 128 events 

/* events 112-115 timers 

/* clock adjust constant 

/* task list pointer 

/* user teb ptr 

/* supervisor interrupt mask 

/* user interrupt mask 

/* spawn task no. (** must be even **) 

/* user task time 

/* task priority (** must be even **) 
/* current task number 
/* reserved 

/* task queue offset flag/no 
/* task lock/reschedule flags 
/* batch task # 

/* spooler task # 


/* system checksum 
/* pnet node # 

/* bus error vector 

/* illegal vector 

/* control C count 

l* window id's 

/* window addresses 

/* input stream 

/* output stream 

/* i/o redirect 

/* file expand count 

/* processor ident byte 

/* abs addr of K1$BEGN table 

/* port row/col 1..15 

/* output port pointers 1..15 

/* uart base addresses 1..15 

/* memory map bias 

gurati ons: 


Iculated only for this 


/* 019C*/ char maps [NMB] ; 

/*1 19C*/ char _port [(NPS-1 )*NCP] ; 
/*157A*/ char _iout [(NPS-1 )*NCP] ; 
/*1958*/ c har rdtb[16]; 

/*1968*/ int _tque [NTB+1] ; 
/*19EA*/ char _t 1st [NTB*TBZ] ; 
/*1DEA*/ char _tsev[NTB*32] ; 
/*25EA*/ long _tmtf[NTM]; 

/*26EA*/ char _tmbf [TMZ*NTM] ; 
/*36EA*/ char _tmsp[NTP*6] ; 
/*374A*/ char _deiq[2+8+NIE*10] ; 
/* 3894*/ char _devt [2+NEV*10] ; 
/*3B16*/ int _bsct [32] ; 

/*3B56*/ int _xchi [NCB] ; 

/*3B66*/ char _xchb[NCB*BPS] ; 
/*4366*/ char _xfsl [NFS*FSS] ; 
/*4CE6*/ char _l2lk; 

/*4CE7*/ char _l3lk; 

/*4CE8*/ long _drvl; 

/*4CEC*/ long _utll; 

/*4CF0*/ int _rdkl [NRD*4 + 1]; 

>; 


/* system memory bitmap 
/* character input buffers 
/* character output buffers 
/* redirect table 
/* task queue 
/* task list 

/* task schedule event table 
/* to/f rom/I NDEX.W 
/* task message buffers 
/* task message pointers 
/* delay event insert queue 
/* delay events 
/* basic screen command table 
/* channel buffer queue 
/* channel buffers 
/* file slots 

/* level 2 lock (file prims, evnt 120) 
/* level 3 lock (disk prims, evnt 121) 
/* driver link list entry point 
/* utility link list entry point 
/* RAM disk list 


*/ 

*/ 

*/ 

*/ 

*/ 

*/ 

*/ 

*/ 

*/ 

*/ 

*/ 

*/ 

*/ 

*/ 

*/ 

*/ 

*/ 

*/ 

*/ 

*/ 


*/ 

*/ 

*/ 

*/ 

*/ 

*/ 

*/ 

*/ 

*/ 

*/ 

*/ 

*/ 

*/ 

*/ 

*/ 

*/ 

*/ 

*/ 

*/ 

*/ 

*/ 

*/ 

*/ 

*/ 

*/ 

*/ 

*/ 

*/ 

*/ 

*/ 

*/ 

*/ 

*/ 

*/ 

*/ 

*/ 

*/ 

*/ 

*/ 

*/ 

*/ 

*/ 

*/ 

*/ 

*/ 

*/ 
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APPENDIX D 


D. Task Control Block Definitions 


#define MAXARG 

10 


/* max argument count of the cmd line 

*/ 

#define MAXBP 

10 


/* max 10 breakpoints 

*/ 

^define MAXNAME 5 


/* max 5 names in name buffer 

*/ 

#define TMAX 

64 


/* Max number of tasks 

*/ 

#def ine ARGLEN 

20 


/* maximum argument length 

*/ 

/* special system flags for VMEPROM 


*/ 

#def i ne SOME REG 0x0001 


/* display only PC,A7,A6,A5 

*/ 

#def ine T DISP 

0x0002 


/* no register display during trace(TC>1) 

*/ 

#def i ne T SUB 

0x0004 


/* trace over subroutine set 

*/ 

#def i ne T ASUB 

0x0008 


/* trace over subroutine active 

*/ 

#define T RANG 

0x0010 


/* trace over range set 

*/ 

#def ine REG INI 0x0020 


/* no register initialization if set 

*/ 

#define RE DIR 

0x0040 


/* output redirection into file and 

*/ 




/* console at the same time 

*/ 

/* the registers are stored in the following 

order: 

*/ 

#define VBR 

0 




#define SFC 

1 




#define DFC 

2 




#define CACR 

4 




#define PC 

5 




#define SR 

6 




#def ine USTACK 

7 




#def ine SSTACK 

8 




#def ine MSTACK 

9 




#define DO 

10 


/* 10-17 = D0-D7 

*/ 

#define A0 

18 


/* 18-24 = A0-A6 

*/ 

#define N_REGS 

25 




#def ine BYTE 

unsigned char 



#define WORD 

uns i gned 

int 



#def i ne LWORD 

uns i gned 

long 



struct TCBC 





/*000*/ char 

ubuf [256] ; 


/* 256 byte user buffer 

*/ 

/* 1 00*/ char 

clb[80] ; 


/* 80 byte monitor command line buffer 

*/ 

/* 1 50*/ char 

mwb [32] ; 


/* 32 byte monitor parameter buffer 

*/ 

/*170*/ chap 

mpb [60] ; 


/* monitor parameter buffer 

*/ 

/*1AC*/ char 

cob [8] ; 


/* character out buffer 

*/ 

/*1B4*/ char 

swb[508] ; 


/* system work buffer/task pdos stack 

*/ 

/*3B0*/ char * 

tsp; 


/* task stack pointer 

*/ 

/*3B4*/ char * 

ki l ; 


/* kill self pointer 

*/ 

/*3B8*/ long 

sfp; 


/* RESERVED FOR INTERNAL PDOS USE 

*/ 

/*3BC*/ char 

svf ; 


/* save flag -- 68881 support (x881) 

*/ 

/*3BD*/ char 

iff; 


/* RESERVED FOR INTERNAL PDOS USE 

*/ 

/*3BE*/ long 

trp[16] ; 


/* user TRAP vectors 

*/ 

/*3FE*/ long 

zdv; 


/* zero divide trap 

*/ 

/*402*/ long 

chk; 


/* CHCK instruction trap 

*/ 

/*406*/ long 

trv; 


/* TRAPV Instruction trap 

*/ 
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D. Task Control Block Definitions (cont'd) 


/*40A*/ long _trc; 

/* trace vector 

*/ 

/*40E*/ long _fpa[2]; 

/* floating point accumulator 

*/ 

/*416*/ long * fpe; 

/* fp error processor address 

*/ 

/*41A*/ char *_clp; 

/* command line pointer 

*/ 

/*41E*/ char *_bum; 

/* beginning of user memory 

*/ 

/*422*/ char *_eum; 

/* end user memory 

*/ 

/*426*/ char *_ead; 

/* entry address 

*/ 

/*42a*/ char *_imp; 

/* internal memory pointer 

*/ 

/*42e*/ i n t _aci; 

/* assigned input file ID 

*/ 

/*430*/ int _aci2; 

/* assigned input file ID's 

*/ 

/*432*/ int _len; 

/* last error number 

*/ 

/*434*/ int sfi; 

/* spool file id 

*/ 

/*436*/ BYTE fig; 

/* task flags (bit 8=command line echo) 

*/ 

/*43 7*/ BYTE _slv; 

/* directory level 

*/ 

/*438*/ char _fec: 

/* file expansion count 

*/ 

/* 439 */ c h ar _spare1; 

/* reserved for future use 

*/ 

/*43A*/ char _csc[2]; 

/* clear screen characters 

*/ 

/*43C*/ char _psc[2]; 

/* position cursor characters 

*/ 

/*43E*/ char sds[3]; 

/* alternate system disks 

*/ 

/*44 1 */ BYTE sdk; 

/* system disk 

*/ 

/* 442 */ char *_ext; 

/* XEXT address 

*/ 

/*446*/ char *_err; 

/* XERR address 

*/ 

/*44A*/ char cmd; 

/* command line delimiter 

*/ 

/*44B*/ BYTE _tid; 

/* task id 

*/ 

/*44C*/ char _ecf; 

/* echo flag 

*/ 

/*44D*/ char _cnt; 

/* output column counter 

*/ 

/*44E*/ char _mmf; 

/* memory modi f i ed flag 

*/ 

/*44F*/ char _prt; 

/* input port # 

*/ 

/*450*/ char spu; 

/* spooling unit mask 

*/ 

/*45 1 */ BYTE ~unt; 

/* output unit mask 

*/ 

/*452*/ char _u1p; 

/* unit 1 port # 

*/ 

/* 453 */ c har _u2p; 

/* unit 2 port # 

*/ 

/* 454 */ c har _u4p; 

/* unit 4 port # 

*/ 

/*455*/ c h ar _u8p; 

/* unit 8 port # 

*/ 

/*456*/ char _spare2[26]; 

/* reserved for system use 

*/ 


jit ******* ***^* ************************ *★**■■** 'k'k-k-k-k'k'k'k'k'k-k'k'k'k'k-k'k'kit-k'k-k-k-k'k'k-kiek-k-k-k-kirk -kickick-k'k'k'k'k-k'k'k-k'k'k'k'k j 

/* VMEPROM variable area */ 

^**************************************************** 


/*470*/ 

char 

l inebuf [82] ; 

/* command line buffer 

*/ 

/*4C2*/ 

char 

al inebuf [82] ; 

/* alternate line buffer 

*/ 

/*5 14*/ 

char 

cmd line [82] ; 

/* alternate cmdline for XGNP 

*/ 

/*566*/ 

i nt 

allargs, gotargs; 

/* argc save and count for XGNP 

*/ 

/*56A*/ 

int 

argc; 

/* argument counter 

*/ 

/*56C*/ 

char 

*argv [MAXARG] ; 

/* pointer to arguments of the cmd line 

*/ 

/*594*/ 

char 

*odir, *idir; 

/* I/O redirection args from cmd line 

*/ 

/*59C*/ 

int 

iport,oport; 

/* I/O port assignments 

*/ 

/*5A0*/ 

char 

*ladr; 

/* holds pointer to line injnwb 

*/ 

/*5A4*/ 

LWORD 

offset; 

/* base memory pointer 

*/ 

/*5A8*/ 

int 

bpcnt; 

/* num of defined breakpoints 

*/ 

/*5AA*/ 

LWORD 

bpadr [MAXBP] ; 

/* breakpoint address 

*/ 

/*5D2*/ 

WORD 

bpinst [MAXBP] ; 

/* breakpoint instruction 

*/ 

/*5E6*/ 

char 

bpcmd [MAXBP] [11] ; 

/* breakpoint command 

*/ 
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/*654*/ 

WORD 

bpocc CMAXBP] ; 

/* 

/* 

/* 

7* 

/*668*/ 

WORD 

bpcocc [MAXBP] ; 

/*67C*/ 

LWORD 

bptadr; 

/* 

/*680*/ 

WORD 

bptinst; 

/* 

/*682*/ 

WORD 

bptocc; 

/* 

/* 

/*684*/ 

WORD 

bptcocc; 

/* 

/* 

/*686*/ 

char 

bptcmdtll] ; 

/* 

/*691*/ 

char 

outf lag; 

/* 

7*692*/ 

char 

namebn [MAXNAME] [8] ; 

/* 

/*6BA*/ 

char 

namebd [MAXNAME] [40]; 

/* 

/*782*/ 

WORD 

errcnt; 

/* 

/*784*/ 

LWORD 

times,timee; 

/* 

/*78C*/ 

LWORD 

pregs [N_REGS] ; 

/* 

/*7F0*/ 

WORD 

tf lag; 

/* 

/*7F2*/ 

WORD 

t count ; 

/* 

7*7F4*7 

WORD 

tacount; 

/* 

/*7F6*7 

WORD 

bpact; 

/* 

/*7F8*7 

LWORD 

savesp; 

/* 

/*7FC*/ 

char 

VMEMSP [202] ; 

/* 

/*8C6*/ 

char 

VMESSP [802] ; 

/* 

/*BE8*/ 

char 

VMEPUSP [802] ; 

/* 

7*F0A*/ 

LWORD 

f_f preg [3*8] ; 

/* 

/*F6A*/ 

LWORD 

f_fpcr; 

/* 

/*F6E*/ 

LWORD 

f_fpsr; 

/* 

7* F72*/ 

LWORD 

f_fpiar; 

/* 

7*F76*/ 

BYTE 

f _save [0x3c] ; 

/* 

/*FB2*/ 

BYTE 

cleos[2] ; 

/* 

/*FB4*/ 

BYTE 

cleol [2] ; 

/* 

/*FB6*/ 

char 

u_prompt [10] ; 

/* 

/*FC0*/ 

long 

c_save; 

/* 

7*FC4*/ 

long 

exe_cnt; 

/* 

/*FC8*/ 

BYTE 

noki l l; 

/* 

/*FC9*/ 

BYTE 

u_mask; 

/* 

/*FCA*/ 

UORD 

sysf Ig; 

/* 

/* 

/* 

/* 

/* 

/* 

/* 

/* 

/* 

/*FCC*/ 

LWORD 

t_range [2] ; 

/* 

/*FD4*/ 

LWORD 

ex_regs; 

/* 

/*FD8*/ 

BYTE 

sparend[0x1000-0xFD8] ; 

/* 

>; 

char 

_tbe [0] ; 

7* 


# of times the breakpoint should be */ 
skipped */ 

# of times the breakpoint is already */ 
skipped */ 
temp, breakpoint address */ 
temp, breakpoint instruction */ 

# of times the temp, breakpoint should */ 
be skipped */ 

# of times the temp, breakpoint is */ 
already skipped */ 
temp, breakpoint command */ 
output messages (yes=1,no=0) */ 
Name buffer, name */ 
Name buffer, data */ 
error counter for test . . */ 
start/end time */ 
storage area of processor regs */ 
trace active flag */ 
trace count */ 
active trace count */ 
break point active flag */ 
save VMEprom stack during GO/T etc */ 
Master stack, handle w/ care */ 
supervisor stack, handle w/ care */ 
vmeprom internal user stack */ 
floating point data regs */ 
FPCR reg */ 
FPSR reg */ 
FPIAR reg */ 
FPSAVE for null and idle */ 
clear to end of screen parameter */ 
clear to end of line parameters */ 
user defined prompt sign */ 
save Cache control register */ 
execution count */ 
kill task with no input port */ 
unit mask for echo */ 
system flags used by VMEPROM */ 
bit 0: display registers short form */ 
bit 1: trace without reg. display */ 
bit 2: trace over subroutine */ 
bit 3: trace over subroutine active */ 
bit 4: trace over range */ 
bit 5: no register initialization */ 
bit 6: output redirection into file */ 

and console at the same time */ 
start/stop PC for trace over range */ 
pointer to area for saved regs */ 
make tcb size $1000 bytes */ 
task beginning */ 
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APPENDIX E 


E. Interrupt Vector Table of VMEPROM 


Vector 

Number/s 

Vector 

HEX 

Assignment 

0 

000 

Reset: Initial Interrupt Stack Pointer 

1 

004 

Reset: Initial Program Counter 

2 

008 

Bus Error 

3 

OOC 

Address Error 

4 

010 

Illegal Instruction 

5 

014 

Zero Divide 

6 

018 

CHK, CHK2 Instruction 

7 

01C 

FTRAPcc, TRAPcc, TRAPV Instructions 

8 

020 

Privilege Violation 

9 

024 

Trace 

10 

028 

VMEPROM System Calls 

1 1 

02C 

Coprocessor Instructions 

12 

030 

{Unassigned, Reserved) 

13 

034 

Not used by MC68040 

14 

038 

Format Error 

15 

03C 

Uninitialized Interrupt 

16 

040 

“i 

THROUGH 


)-► (Unassigned, Reserved) 

23 

05C 

J 

24 

060 

Spurious Interrupt 

25 

064 

AVI 

26 

068 

AV2 

27 

06C 

AV3 

28 

070 

AV4 

29 

074 

AV5 

30 

078 

AV6 

31 

07C 

AV7 

32 

080 

1 

THROUGH 


)-► TRAP #0-15 Instruction Vectors 

47 

OBC 

J 

48 

OCO 

FPCP Branch or Set on Unordered Condition 

49 

0C4 

FPCP Inexact Result 

50 

0C8 

FPCP Divide by Zero 

51 

OCC 

FPCP Underflow 

52 

ODO 

FPCP Operand Error 

53 

0D4 

FPCP Overflow 

54 

0D8 

FPCP Signaling NAN 

55 

ODC 

FPCP Unimplemented Data Type 

56 

OEO 

PMMU Configuration 

57 

0E4 

PMMU Illegal Operation 

58 

0E8 

PMMU Access Level Violation 

59 

OEC 

“l 

THROUGH 


)-► Unassigned, Reserved 

63 

OFC 

J 

64 

100 

n 

THROUGH 


[-► SIO-1/2 Interrupt Vectors 

75 

12C 

J 

76 

130 

n 

THROUGH 


}-► ISIO-1/2 Interrupt Vectors 

83 

14C 

J 
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Vector 

Number/s 

84 

THROUGH 

118 

119 

120 

THROUGH 

191 

192 

193 

194 

195 

196 

197 

198 

199 

200 

THROUGH 

223 

224 

225 

226 

227 

228 

229 

230 

231 

232 

233 

234 

235 

236 

237 

238 

239 

240 

241 

242 

243 

244 

245 

246 

247 

248 

THROUGH 

254 

255 


Vector 

HEX 


Assignment 


[-► User Defined 
J 

Disk Interrupt Vector 
~1 

[-► User Defined 


Mailbox 0 
Mailbox 1 
Mailbox 2 
Mailbox 3 
Mailbox 4 
Mailbox 5 
Mailbox 6 
Mailbox 7 

“i 

(-► Reserved 
J 

Timer 

Reserved 

Reserved 

Reserved 

FMB1 Refused 

FMBO Refused 

FMB1 Message 

FMBO Message 

ABORT 

ACFAIL* 

SYSFAIL* 

DMA Error 

DMA Normal 

PARITY Error 

Reserved 

Reserved 

LOCAL1 

LOCAL2 

LOCAL3 

L0CAL4 

L0CAL5 

LOCAL6 

L0CAL7 

LOCAL8 

n 

!-► Reserved 
J 

Empty Interrupt 
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APPENDIX F 


F. Benchmark Source Code 

*************************************************************** 
** Module name: Assembler benchmarks Version: 1.0 ** 

** date started: 20-Apr-87 M.S. last update: 23-Apr-87 M.S. ** 
** Copyright (c) 1986/87 FORCE Computers GmbH Munich ** 

*************************************************************** 
* 

section 0 

opt alt ,P=68020,P=68881 

xdef .benchex 
xdef . BEN1BEG , . BEN1END 
xdef .BEN2BEG, .BEN2END 
xdef . BEN3BEG , . BEN3END 
xdef . BEN4BEG, .BEN4END 
xdef . BEN5BEG, .BEN5END 
xdef .BEN6BEG, .BEN6END 
xdef . BEN7BEG, . BEN7END 
xdef . BEN8BEG, . BEN8END 
xdef . BEN9BEG, . BEN9END 
xdef . BEN10BEG, .BEN10END 
xdef . BEN11BEG, .BEN11END 
xdef . BEN12BEG, .BEN12END 
xdef . BEN 13 BEG, . BEN13END 
xdef . BEN14BEG, .BEN14END 
page 

* 

* benchmark execution: benchex (address) 

* 

movem.l dl-a6,-(a7) 
move.l 15*4(a7), aO 
jsr (aO) 
movem.l (a7)+,dl-a6 
rts 

* 

* BENCH #1: DECREMENT LONG WORD IN MEMORY 10.000.000 TIMES 

* 

LEA.L @010 (PC) , A0 
MOVE . L #10000000 , ( A0 ) 

@020 SUBQ.L #1, (A0) 

BNE.S @020 
RTS 

@010 DS.L 1 


* BENCH #2: PSEUDO DMA IK BYTES 50.000 TIMES 

* 

MOVE.L #50000, D2 ; DO 50000 TRANSFERS 

@001 MOVE.W #$FF,D3 ; EACH IS IK BYTES 

LEA.L @010 (PC) , Al ; A1 POINTS TO SOURCE AND DESTINATION 
@002 MOVE.L ( Al ) , ( Al ) + 

DBRA D3 , @002 
SUBQ.L #1 , D2 
BNE.S @001 
RTS 
NOP 

@010 NOP 

PAGE 


F-1 



SYS68K/CPU-40/41 USER'S MANUAL 


FORCE COMPUTERS 


* 

* BENCH 

* 

(cont'd) 

#3: SUBSTRING CHARACTER SEARCH 100.000 TIMES TAKEN FROM EDN 08/08/85 

* 

MOVE . L 

#100000, D4 

@002 

MOVE . L 

#15, DO 


MOVE . L 

#120, D1 


LEA. L 

EDNIDAT(PC) , Al 


LEA. L 

EDN1DAT1 (PC) , A0 


BSR.S 

EDN1 


SUBQ.L 

#1 , D4 


BNE.S 

@002 


RTS 


****** BEGIN edn BENCH #1 ******* 

EDN1 

MOVEM.L 

D3/D4/A2/A3,-(A7) 


SUB.W 

DO , D1 


MOVE . W 

D1,D2 


SUBQ.W 

#2, DO 


MOVE . B 

(AO) +,D3 

@010 

CMP.B 

( Al ) + , D3 

@012 

DBEQ 

Dl , @010 


BNE.S 

@090 


MOVE . L 

A0,A2 


MOVE . L 

Al , A3 


MOVE . W 

DO , D4 


BMI.S 

@030 

@020 

CMP.B 

(A2)+, (A3 ) + 


DBNE 

D4 , @020 


BNE.S 

@012 

@030 

SUB.W 

D1,D2 

@032 

MOVEM.L 

( A7 ) +,D3 /D4/A2/A3 

@090 

RTS 

MOVEQ.L 

#-l,D2 


BRA. S 

@032 

******* 

END EDN 

BENCH #1 ******* 

EDN1DAT 

DC . B 

'000000000000000000000000000000' 


DC . B 

'000000000000000000000000000000' 

EDN1DAT1 DC . B 

'HERE IS A MATCH000000000000000 ' 


PAGE 



* 


* BENCH 

* 

#4: BIT 

TEST/SET/RESET 

100.000 TIMES TAKEN FROM EDN 08/08/85 


MOVE . L 

#100000, D4 



LEA. L 

EDN2DAT ( PC) ,A0 


@010 

MOVEQ.L 

#1 , DO 

; TEST 


MOVEQ.L 

#10, Dl 



BSR.S 

EDN2 



MOVEQ.L 

#1 , DO 



MOVEQ . L 

#11, Dl 



BSR.S 

EDN2 



MOVEQ.L 

#1 , DO 



MOVE . W 

#123, Dl 



BSR.S 

EDN2 



MOVEQ.L 

#2, DO 

; SET 


MOVEQ.L 

#10, Dl 



BSR.S 

EDN2 
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(cont'd) 


MOVEQ . L 

#1,00 




MOVEQ . L 

#11, D1 




BSR.S 

EDN2 




MOVEQ . L 

#1 , DO 




MOVE . W 

#123, D1 




BSR.S 

EDN2 




MOVEQ . L 

#3, DO 

; RESET 



MOVEQ. L 

#10, D1 




BSR.S 

EDN2 




MOVEQ. L 

#1,D0 




MOVEQ. L 

#11,01 




BSR.S 

EDN2 




MOVEQ. L 

#1 , DO 




MOVE . W 

#123, D1 




BSR.S 

EDN2 




SUBQ.L 

#1,D4 




BNE.S 

@010 



■ jlf 

RTS 




EDN2 

SUB.W 

#2, DO 




BEQ.S 

@020 




SUBQ.W 

#1 , DO 




BEQ.S 

@030 



@010 





* 

BFTST 

(AO) {Dl:l} 




DC. W 

$E8D0 




DC. W 

$0841 




SNE 

D2 




RTS 





@020 

* 

BFSET 

(AO) {Dl:l} 


DC. W 

$EED0 


DC.W 

$0841 


SNE 

RTS 

D2 

@030 

* 

BFTST 

(AO) {Dl:l> 


DC.W 

$E8D0 


DC.W 

$0841 


SNE 

RTS 

D2 

EDN2DAT 

DC.L 

o 

o 

o 

o 

* 

PAGE 


* BENCH 

#5: BIT 

MATRIX TRANSPOSITION 100.000 TIMES 

* 

* 

TAKEN FROM EDN 08/08/85 


MOVE . L 

#100000, D4 


LEA. L 

EDN3DAT (PC) ,A0 

@002 

MOVE . L 

#7, DO 


MOVEQ. L 

#0, D1 


BSR.S 

EDN3 


SUBQ.L 

#1,D4 


BNE.S 

RTS 

@002 
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(cont ' d) 

* 

EDN3 

MOVEM.L 

D1-D7 , - ( A7 ) 



MOVE . L 

Dl,D2 



MOVE . W 

DO , D7 



SUBQ.W 

#2 , D7 


0010 

ADDQ.L 

#1/D1 



MOVE . L 

D1,D3 



ADD . L 

D0,D2 



MOVE . L 

D2 ,D4 


0020 

BFEXTU 

(AO) {D3:1},D5 



BFEXTU 

(AO) {D4: 1} ,D6 



BFINS 

D5 , (AO) {D4: 1} 



BFINS 

D6, (AO) {D3:l> 



ADD.L 

D0,D3 



ADDQ.L 

#1,D4 



CMP.L 

D3 ,D4 



BNE.S 

0020 



DBRA 

D7 , 0010 


MOVEM.L 

( A7 ) + , D1-D7 



RTS 



EDN3DAT 

DC. B 

%01001001 



DC. B 

%01011100 



DC. B 

%10001110 



DC . B 

%10100101 



DC . B 

%00000001 



DC. B 

%01110010 



DC . B 
EVEN 

%10000000 



PAGE 



* BENCH 

#6: CACHE TEST - 128KB PROGRAM IS EXECUTED 1000 TIMES 


* 

CAUTION: THIS BENCHMARK NEEDS 128 KBYTE MEMORY 



LEA. L 

0010 ( PC) ,A2 



MOVE . L 

#$203A0000 , D1 ; OPCODE FOR MOVE.L ($0,PC),D0 



MOVE . L 

#$20000/4, D2 ; LENGTH IS 128 KBYTE 


0004 

MOVE . L 

D1,(A2)+ 7 LOAD OPCODE TO MEMORY 



SUBQ.L 

#1, D2 



BNE.S 

0004 



MOVE . W 

#$4E75,(A2) 7 APPEND RTS 


* PROGRAM IS NOW LOADED — START 1000 TIMES 



MOVE . L 

#1000, D3 


0008 

BSR.S 

0010 



SUBQ.L 

#1 , D3 



BNE.S 

0008 



RTS 



0010 

DC. L 

0 7 PROGRAM WILL START HERE 



PAGE 



* BENCH 

#7: FLOATING POINT 1.000.000 ADDITIONS 



MOVE . L 

#1000000, D5 



FMOVE . L 

#0 , FPO 



FMOVE . L 

#1 , FP1 


0010 

FADD . X 

FPO , FP1 



SUBQ.L 

#1 , D5 



BNE.S 

RTS 

0010 
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(cont'd) 


* 

* BENCH 

* 


@010 


* 

* BENCH 

* 


@010 


#8: FLOATING POINT 1.000.000 SINUS 

MOVE .L #1000000 ,D5 

FMOVE.L #1 , FP1 

FSIN.X FPl 

SUBQ.L #1,D5 

BNE.S @010 

RTS 

PAGE 

#9: FLOATING POINT 1.000.000 MULTIPLICATIONS 

MOVE . L #1000000,05 
FMOVE.L #1, FPO 
FMOVE.L #1 , FPl 
FMUL.X FPO, FPl 
SUBQ.L #1,05 
BNE.S @010 
RTS 
page 


* 

* POOS BENCHMARK #1: CONTEXT SWITCHES 

* 

MOVE .L #100000, D6 
@000 XSWP 

SUBQ.L #1,D6 
BGT.S @000 
RTS 
PAGE 

* 

* PDOS BENCHMARK #2: EVENT SET 

* 

MOVEQ.L #32, D1 ; SELECT EVENT 32 

MOVE . L #100000, D6 

* 

@000 XSEV 

SUBQ.L #1,D6 
BGT.S @000 
RTS 
PAGE 

* 

* PDOS BENCHMARK #3: CHANGE TASK PRIORITY 

* 

; SELECT CURRENT TASK 
; SET PRIORITY TO 64 


; SET PRIORITY 
; DONE ? 

;n 


* 

@000 


MOVEQ.L #-l,D0 
MOVEQ.L #64, Dl 
MOVE . L #100000, D6 

XSTP 

SUBQ.L #1,D6 
BGT.S @000 




; SET EVENT 
;DONE? 

; N 


; CONTEXT SWITCH 
;DONE? 

;n 
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(cont 'd) 


* 

* PDOS BENCHMARK #4: SEND TASK MESSAGE 

* 



CLR.L 

DO 

; SELECT TASK #0 


LEA. L 

MESOl(PC) ,A1 

; POINT TO MESSAGE 

* 

MOVE . L 

#100000 , D6 


@000 

XSTM 

XKTM 


; SEND MESSAGE 
;READ MESSAGE BACK 


SUBQ.L 

#1 , D6 

; DONE ? 


BGT.S 

RTS 

@000 

;N 

MES01 

DC. B 
EVEN 
PAGE 

'BENCH #13' ,0 



* 

* PDOS BENCHMARK #5: READ TIME OF DAY 

* 

MOVE . L #100000, D6 
@000 EQU * 

XRTP 

SUBQ.L #1 , D6 ;DONE? 

BGT.S @000 ;N 

RTS 
end 
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G. Special Locations 

The following table describes some special locations in the EPROM. These locations define the 
default setup of the name of the startup file, user program location and RAM disk addresses. These 
options can be selected by front panel switches. 

The locations shown in the table can be changed by the user to adapt VMEPROM to every 
environment. To make the necessary changes, please conduct the following steps: 

1 . Read the EPROMs with an EPROM programmer 

2. Modify the code 

3. Burn new EPROMs and keep the old ones in a safe location 

4. Insert the new EPROMs in the CPU board and test the changes 


G-1 




SYS68K/CPU-40/41 USER'S MANUAL 


FORCE COMPUTERS 


The address of the following table is located at address $C relative to the begin of the EPROM): 


Offset 

Size 

Default 

Description 

$00 

DS.B 22 

'SY$STRT',0 

Name of the startup file. It has to be a O-terminated string. 

$16 

DS.W 1 

8 

Disk no. of first RAM disk entry. 


DS.W 1 

2048 

No. of 256 byte sectors. 


DS.L 1 

$40800000 

Start address of first RAM disk. 


DS.W 1 

8 

Disk no. of second RAM disk entry. 


DS.W 1 

2048 

No. of 256 byte sectors. 


DS.L 1 

$40700000 

Start address of second RAM disk. 


DS.W 1 

8 

Disk no. of third RAM disk entry. 


DS.W 1 

256 

No. of 256 byte sectors. 


DS.L 1 

$FFC 10000 

Start address of third RAM disk. 

$2E 

DS.B 18 

'SY$DSK',0 

Default name of initialized RAM disk. It must be a O-terminated string. 

$40 

DS.L 1 

$40800000 

These four entries contain the address which is jumped to after kernel 


DS.L 1 

$ 

intialization. The second entry contains the address of the BOOT 


DS.L 1 

$FFC 10000 

command. The fourth address is the start address of the VMEPROM 


DS.L 1 

$ 

shell. These values depend on the VMEPROM version. 

$50 

DS.B 4 

'USER' 

Disk drivers need this ident to make sure that below data is valid. 

$54 

DS.B 1 

$03 

Bit 0: If this bit is "0", no message occurs indicating that VMEPROM 

is waiting until the hard disk is up to speed. This bit is only 
considered if bit 1 is set to ”1”. 

Bit 1: If it is "0", VMEPROM will not wait until hard disk is up to 

speed. 

Bit 2: Reserved, should be ”0”. 

Bit 3: Reserved, should be "0”. 

Bit 4: Reserved, should be "0”. 

Bit 5: Reserved, should be "0". 

Bit 6: Reserved, should be "0". 

Bit 7: Reserved, should be "0". 

$55 

DS.B 7 

7 * $FF 

Reserved 

$5C 

DS.W 1 

16 

This entry defines the number of hashing buffers. Valid entries are 
numbers from 1 to 32. The hashing buffers are used to improve disk 
access speed. Each buffer can hold 16 Kbytes of data. 


Example on how to find this table: 

? M $FFOOOOOC L 

FFOOOOOC FF008A00 : .<cr> 

? MD $FF008A00 60 


FF008A00: 

53 

59 

24 

53 

54 

52 

54 

00 

00 

00 

00 

00 

00 

00 

00 

00 

SY$STRT 

FF008A10: 

00 

00 

00 

00 

00 

00 

00 

08 

08 

00 

40 

80 

00 

00 

00 

08 

@ 

FF008A20: 

08 

00 

40 

70 

00 

00 

00 

08 

01 

00 

FF 

Cl 

00 

00 

53 

59 

.@.p SY 

FF008A30: 

24 

44 

53 

4B 

00 

00 

00 

00 

00 

00 

00 

00 

00 

00 

00 

00 

$DSK 

FF008A40: 

40 

80 

00 

00 

FF 

00 

FO 

EA 

FF 

Cl 

00 

00 

FF 

00 

88 

A4 

@ p 

FF008A50: 

55 

53 

45 

52 

03 

FF 

FF 

FF 

FF 

FF 

FF 

FF 

00 

10 

00 

00 

USER 
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APPENDIX H 

H. Generation of Applications in EPROM 


HI. General Information 

In general, there are three ways to bind an application program in EPROMs to the VMEPROM kernel. 
In all cases the application program is executed in user mode. The XSUP system call can be used 
to switch to supervisor mode. The first way keeps the original EPROMs of VMEPROM. The 
application can be put into an external RR-2 or RR-3 board on the VMEbus. In this case, the front 
panel switches of the CPU board must be set so that the application program is started after 
VMEPROM is booted. In this instance, the user stack is located at the top of the tasking memory 
and the supervisor stack is located within the task control block. The supervisor stack has a size 
of 500 bytes. No registers are predefined. If the reserved supervisor stack space is not sufficient, 
the stack pointer has to be set to point to an appropriate address in RAM. 


HI .1 Replacing the User Interface 

The following section describes how an application program can be put into EPROMs, replacing the 
user interface of VMEPROM. This method gives nearly 180 Kbytes of EPROM space to the 
application. Two general ways are possible: 


a. Removing All Setups: 

If no setups are required, the application can be put into EPROMs at an address which is located in 
address $8 relative to the EPROM start address (real address $FF000008). The code is started in 
user mode, directly after the kernel has been initialized. The supervisor stack is located in the task 
control block (size is about 500 bytes) and the user stack is located at the top of the task's memory. 
Only bit 2 of SW2 of the rotary switches on the front panel is used. It defines the data bus width 
on the VMEBus. All other bits are insignificant. 
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b. Keep All Setups: 

To keep all setups the user program can be put into EPROM at an address which is located in 
address $10 relative to the EPROM start address (real address $FF000010). In this case, the front 
panel switches are defined as described in the "Introduction to VMEPROM". Both the user and the 
supervisor stack are located in the task control block. The user stack has a reserved space of 800 
bytes and the supervisor stack a space of 800 bytes. The program is started in user mode. The 
following values are available on the stack: 

4{A7) Long word containing the begin address of the TCB 

8{A7) Long word containing the begin address of the system RAM (SYRAM). 


A C-program at this address could look like this: 
main (tcbp, syramp) 
struct TCB *tcbp; 
struct SYRAM *syramp; 


{ 
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Dear Customer, 


When using the SYS68K/CABLE MICRO-9 SET 2 (See Section 1 , 
INTRODUCTION; Chapter 4 f "Ordering Information"), please adhere to the 
following connection diagram. 
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